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SHELBY COUNTY COMMISSION 
SHELBY COUNTY, ALABAMA 
MASS STORAGE HANGAR D 

ADVERTISEMENT FOR BIDS 

Sealed bids for SHELBY COUNTY AIRPORT – MASS STORAGE HANGAR D, to be constructed for the 
Shelby County Commission will be received at the County Managers office at 200 West College Street, 
Room 123, Columbiana, AL 35051 until 2:00PM CST on January 14, 2021, at which time the bids shall be 
publicly opened and read aloud.  

 
An OPTIONAL Pre-Bid Conference will be held at 2:00PM CST on January 7, 2021, at the Shelby County 
Airport at 265 Weathervane Road, Calera, AL 35040.  
 

The Project includes but is not limited to site preparation, grading, drainage, pavement removal, concrete 
paving, asphalt pavement construction and/or overlay and the construction of an 80’ x 80’ clear span 
hangar. 
 
Bids will be received for a single prime contract. Bids shall be on a lump sum and unit price basis, with a 
Base Bid and no alternates as indicated in the Bid Form. 
 
Digital copies of the bid documents are available at http://Planroom.GarverUSA.com  for a fee of $15. These 
documents may be downloaded by selecting this Project from the “Plan Room” link, and by entering Quest 
Project Number 7422396 on the “Browse Projects” page. For assistance and free membership registration, 
contact QuestCDN at 952.233.1632 or info@questcdn.com. Documents can be examined at Garver’s 
office, 5125-A Research Drive, Huntsville, AL 35805, or at the Shelby County Airport, 265 Weathervane 
Road, Calera, AL 35040.  Addendums to the bid package will be issued through the Garver online 
Plan Holders List; therefore, all Bidders shall be responsible for downloading the bid documents 
from the Garver online plan room in order to be included in the Plan Holders List.  Bidders must 
enter the addenda numbers in the Proposal to verify receipt. 
 
Bids shall be accompanied by a bid security in accordance with the Instructions to Bidders.  The successful 
Bidder must furnish Performance and Payment Bonds in accordance with the General Provisions.   
 
All Bidders shall make good faith efforts, as defined by Appendix A of 49 CFR Part 26, Regulations of the 
Office of the Secretary of Transportation, to subcontract a minimum of 3.12% of the dollar value of the prime 
contract to small business concerns owned and controlled by socially and economically disadvantaged 
individuals DBE). 
 
Bidders must be licensed to perform work within the state of Alabama.   
 
Federal Requirements for Federally Funded Projects. This Project is being partially funded under the 
Federal Aviation Administration (FAA) Airport Improvement Program (AIP). Contractors must comply with 
specific federally required provisions as listed herein and contained in the contract documents. The following 
federal provisions are incorporated in this solicitation by reference:  

• Buy American Preference (49 USC § 50101) 

• Trade Restriction Certification (49 USC § 50104, 49 CFR part 30) 

• Disadvantaged Business Enterprise (49 CFR part 26) 

• Davis-Bacon Requirements (2 CFR § 200, Appendix II(D), 29 CFR Part 5) 

• Procurement of Recovered Materials (2 CFR § 200.322, 40 CFR part 247, Solid Waste 

Disposal Act) 

• Debarment and Suspension (2 CFR part 180 (Subpart C), 2 CFR part 1200, DOT Order 

4200.5) 
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• Lobbying and Influencing Federal Employees (31 USC § 1352, 2 CFR part 200 Appendix 

II(J), 49 CFR part 20 Appendix A) 

 
Affirmative Action Requirement. 

1.  The Bidder’s attention is called to the “Equal Opportunity Clause” and the “Standard Federal 

Equal Employment Opportunity Construction Contract Specifications” set forth herein. 

2.  The goals and timetables for minority and female participation, expressed in percentage terms 

for the Contractor’s aggregate workforce in each trade on all construction work in the covered 

area, are as follows: 

Timetables 

Goals for minority participation for each trade:  24.9% 

Goals for female participation in each trade:  6.9% 

These goals are applicable to all of the Contractor’s construction work (whether or not it is 

Federal or federally assisted) performed in the covered area.  If the Contractor performs 

construction work in a geographical area located outside of the covered area, it shall apply the 

goals established for such geographical area where the work is actually performed.  With regard 

to this second area, the Contractor also is subject to the goals for both its federally involved and 

non-federally involved construction. 

The Contractor’s compliance with the Executive Order and the regulations in 41 CFR Part 60-4 

shall be based on its implementation of the Equal Opportunity Clause, specific affirmative action 

obligations required by the specifications set forth in 41 CFR 60-4.3(a) and its efforts to meet 

the goals. The hours of minority and female employment and training must be substantially 

uniform throughout the length of the contract, and in each trade, and the Contractor shall make 

a good faith effort to employ minorities and women evenly on each of its projects. The transfer 

of minority or female employees or trainees from Contractor to Contractor or from project to 

project for the sole purpose of meeting the Contractor’s goals shall be a violation of the contract, 

the Executive Order and the regulations in 41 CFR Part 60-4.  Compliance with the goals will be 

measured against the total work hours performed. 

3.  The Contractor shall provide written notification to the Director of the Office of Federal Contract 

Compliance Programs (OFCCP) within 10 working days of award of any construction 

subcontract in excess of $10,000 at any tier for construction work under the contract resulting 

from this solicitation.  The notification shall list the name, address, and telephone number of the 

subcontractor; employer identification number of the subcontractor; estimated dollar amount of 

the subcontract; estimated starting and completion dates of the subcontract; and the 

geographical area in which the subcontract is to be performed. 

4.  As used in this notice and in the contract resulting from this solicitation, the “covered area” is 

Alabama, Shelby County, and the cities of Columbiana, Alabaster and Calera.   
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Civil Rights Title VI Assurance 
 
The SHELBY COUNTY COMMISSION , in accordance with the provisions of Title VI of the Civil Rights Act 
of 1964 (78 Stat. 252, 42 USC §§ 2000d to 2000d-4) and the Regulations, hereby notifies all Bidders that it 
will affirmatively ensure that any Contract entered into pursuant to this advertisement, disadvantaged business 
enterprises will be afforded full and fair opportunity to submit bids in response to this invitation and will not be 
discriminated against on the grounds of race, color, or national origin in consideration for an award. 
 
Bids must remain in effect for 90 days after the bid opening date. Within 90 days from the bid date, the 
Owner may award the contract to the lowest responsive, responsible Bidder or reject any or all Bids for the 
Project. 
 
The SHELBY COUNTY COMMISSION reserves the right to reject any or all Bids, to waive irregularities in 
the Bids and bidding deemed to be in the best interests of the SHELBY COUNTY COMMISSION, and to 
reject nonconforming, nonresponsive, or conditional bids.  

 
Owner: SHELBY COUNTY COMMISSION 
By: Chad Scroggins 
Title: County Manager 
 

 

END OF ADVERTISEMENT FOR BIDS 

 

Dec 13, 20, 27 
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010200 - INSTRUCTIONS TO BIDDERS 
 

1. PREPARATION OF BID 

Each bid must be submitted on the prescribed form (Proposal) and Unit Price Schedule.  All blank spaces 
must be filled in legibly (either typed or written with ink).  All blank spaces for bid prices on the Unit Price 
Schedule must be filled in and the extended total for each item shall be entered in figures only.  If the unit 
price and the extended total of any item are not in agreement, the unit price shall govern and the extended 
total is corrected to conform thereto.  Erasures or other corrections on the Proposal form or Unit Price 
Schedule shall be initialed by the signer of the bid.  All bids must be signed in ink by an individual authorized 
to bind the Bidder.  All bids must be regular in every respect and no interlineations, excisions, or special 
conditions shall be made or included in the Proposal by the Bidder. 
 
There is a single unit price schedule. Bidders must quote on all items within the schedule; failure to do so 
may disqualify the bid.  No bid will be considered which covers only a part of the work.  A conditional bid will 
not be considered. 
 
The Proposal and Unit Price Schedule, along with other specific section items required in the Bidders 
Checklist for the sealed bid, shall not be altered and these sections shall be submitted in their entirety. 
Submission must be at the place, and at or prior to the time specified in the Advertisement for Bids. 
 
Each bid must be submitted in a sealed envelope clearly marked on the outside that it contains a bid for 
Mass Storage Hangar D and with the time and date of bid opening shown thereon.  The name, address, 
and Alabama Contractor’s License Number of the Bidder shall appear in the upper left-hand corner of the 
envelope.  If forwarded by mail, the sealed envelope containing the bid must be enclosed in another 
envelope.  
 
A bid that obviously is unbalanced may be rejected. 

2. INTERPRETATIONS AND ADDENDA 

No oral interpretation will be made to any Bidder as to the meaning of the Contract Documents or any part 
thereof.  Every request for such an interpretation shall be made in writing to Garver, 5125-A Research Drive, 
Huntsville, AL 35805, ATTN: Jennifer Harp, or by email to JHHarp@GarverUSA.com.  Any inquiry received 
forty-eight (48) hours prior to the opening of bids will be given consideration.  Every interpretation made to a 
Bidder will be in the form of an Addendum to the contract Documents, and when issued, will be sent to the 
Plan Holders list located in the electronic plan room at least twenty-four (24) hours before bids are opened.  
It shall be the Bidder’s responsibility to make inquiry to the electronic plan room as to the Addenda issued.  
All such Addenda shall become part of the Contract and all Bidders shall be bound by such Addenda, 
whether or not received by the Bidders. 

3. BIDDING DOCUMENTS 

Complete sets of the bidding documents may be obtained as stated in the advertisement. Owner and 
Engineer, in making copies of these documents available, do so only for the purpose of obtaining bids for 
the work, and do not authorize or grant a license for any other use. Complete sets of the documents shall 
be used in preparing bids; neither the Owner nor Engineer assumes any responsibility for errors or 
misinterpretations resulting from the use of incomplete sets of Bidding Documents.   

4. INSPECTION OF SITE 

Each Bidder shall visit the site of the proposed work and fully acquaint himself with the existing conditions 
there relating to construction and labor, and shall fully inform himself as to the facilities involved, laws and 
regulations, and the difficulties and restrictions in attending the performance of the Contract.   
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The Bidder shall thoroughly examine and familiarize himself with the Plans, Technical Specifications, other 
Contract Documents, and referenced items.  The Bidder shall also carefully study all available reports of 
explorations and tests of subsurface conditions at or adjacent to the Site.  
 
The Contractor, by the execution of the Contract, shall not be relieved of any obligation under it due to his 
failure to receive or examine any form or legal instrument or to visit the site and acquaint himself with the 
conditions there existing, and the Owner will be justified in rejecting any claim based on facts regarding 
which he should have been on notice as a result thereof. 
 

It is the responsibility of each Bidder before submitting a bid to agree that the submission of a bid will 
constitute an incontrovertible representation by Bidder that Bidder has complied with every requirement of 
the Contract Documents, that without exception the bid and all prices in the bid are premised upon 
performing and furnishing the work required by the Contract Documents and applying any specific means, 
methods, techniques, sequences, and procedures of construction that may be shown or indicated or 
expressly required by the Contract Documents, that Bidder has given Engineer written notice of all 
conflicts, errors, ambiguities, and discrepancies that Bidder has discovered in the Bidding Documents and 
the written resolutions thereof by Engineer are acceptable to Bidder, and that the Contract Documents 
are generally sufficient to indicate and convey understanding of all terms and conditions for performing 
and furnishing the work. 

5. BID GUARANTY 

The bids must be accompanied by a Bid Guaranty, which shall not be less than five percent (5%), of the 
amount of the bid.  At the option of the Bidder, the guaranty may be a certified check, or may be a Bid Bond 
that is similar to the attached form.  No bid will be considered unless it is accompanied by the required 
guaranty.  Certified check must be payable to the order of Shelby County Commission.  Cash deposits will 
not be accepted.  The Bid Guaranty shall insure the execution of the Agreement and the furnishing of the 
surety bond or bonds by the successful Bidder, all as required by the Contract Documents. 
 
The guaranty of the apparent successful Bidder will be retained until Owner awards the contract to such 
Bidder, and such Bidder has executed the Contract Documents, furnished the required contract security, 
and met the other conditions of the Notice of Award, whereupon the Bid Guaranty will be released. If the 
successful Bidder fails to execute and deliver the Contract Documents and furnish the required contract 
security within 10 days after the Notice of Award, Owner may consider Bidder to be in default, annul the 
Notice of Award, and the Bid Guaranty of that Bidder will be forfeited. Such forfeiture shall be Owner’s 
exclusive remedy if Bidder defaults. 
 
The Bid Guaranty of other Bidders that Owner believes to have a reasonable chance of receiving the 
award may be retained by Owner until the earlier of seven days after the effective date of the Contract or 
91 days after the Bid opening, whereupon Bid Guaranty furnished by such Bidders will be released. 
 
Bid Guaranty of other Bidders that Owner believes do not have a reasonable chance of receiving the 
award will be returned upon request as soon as feasible after the opening of the bids. 

6. COLLUSION; SUBCONTRACTS 

A Bidder submitting a Proposal to the Owner for the work contemplated by the Documents on which bidding 
is based shall not collude with any other person, firm, or corporation in regard to any bid submitted. 
 
Before executing any subcontract, the successful Bidder shall submit Section 010440, LIST OF 
PROPOSED SUBCONTRACTORS for prior approval of the Owner. 
 
If requested by Owner, the list shall be accompanied by an experience statement with pertinent 
information regarding similar projects and other evidence of qualification for each such Subcontractor, 
Supplier, or other individual or entity.  
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If Owner or Engineer, after due investigation, has reasonable objection to any proposed Subcontractor, 
Supplier, individual, or entity, Owner may, before the Notice of Award is given, request apparent 
successful Bidder to submit an acceptable substitute, in which case the apparent successful Bidder shall 
submit a substitute, Bidder’s Bid price will be increased (or decreased) by the difference in cost 
occasioned by such substitution, and Owner may consider such price adjustment in evaluating Bids and 
making the Award. Declining to make requested substitutions will not constitute grounds for forfeiture of 
the Bid security of any Bidder. 

If apparent successful Bidder declines to make any such substitution, Owner may award the Contract to 
the next lowest Bidder that proposes to use acceptable Subcontractors, Suppliers, or other individuals or 
entities. Any Subcontractor, Supplier, individual, or entity so listed and against which Owner or Engineer 
makes no written objection prior to the giving of the Notice of Award will be deemed acceptable to Owner 
and Engineer subject to subsequent revocation of such acceptance as provided in the General 
Conditions. 

7. STATEMENT OF BIDDER’S QUALIFICATIONS 

Each Bidder shall submit, on the form furnished for that purpose (a copy of which is included in the Contract 
Documents), a statement of the Bidder’s qualifications, his experience record in construction of work similar 
to that which here is involved, and his organization and equipment available for the work contemplated; and 
when specifically requested by the Owner, a detailed financial statement.  The Owner shall have the right to 
take such steps as it deems necessary to determine the ability of the Bidder to perform his obligations under 
the Contract and the Bidder shall furnish the Owner all such information and data for this purpose as it may 
request.  The right is reserved to reject any bid where an investigation of the available evidence or 
information does not satisfy the Owner that the Bidder is qualified to carry out properly the terms of the 
Contract. 
 
Each Bidder shall also submit, on the form furnished for that purpose (a copy of which is included in the 
Contract Documents), a statement of the Erector’s experience, his history of erection of buildings similar to 
that which here is involved, and any previous experience with the manufacturer of the proposed building.   

8. BALANCED BIDS; VARIATIONS IN QUANTITIES 

The lump sum price and unit price for each of the several items in the Proposal of each Bidder shall be 
balanced and shall include its pro rata share of overhead. 
 
The Owner shall have the right to increase or decrease the extent of the work, to change the location or 
gradient, or the dimensions of any part of the work, provided that the length of the improvement is not 
increased or decreased in excess of twenty-five percent (25%) of the length as determined by the Contract, 
or that the quantities of work to be done or the materials to be furnished are not increased or decreased in 
money value in excess of twenty-five percent (25%) of the total contract as determined by the Contract.  
Such changes shall not be considered as a waiver of any conditions of the Contract nor invalidate any of the 
provisions thereof.  The Contractor shall perform the work as increased or decreased within the qualifying 
limits named and no allowance will be made for anticipated profits or increases or decreases so incurred.  
Change in length or in money value, within the twenty-five percent (25%) limits set out, shall not be cause 
for adjustment of any lump sum or unit price.  Changes in items of work covered by unit prices and/or lump 
sum prices, within the twenty-five percent (25%) limits set out, shall not be cause for adjustment of any other 
(non-involved) lump sum or unit price. 
 
Increases or decreases in items of work, and the cost thereof, shall be done in accordance with Section 40 
of the General Provisions.   

9. TIME FOR RECEIVING BIDS 

A bid received prior to the advertised hour of opening will be kept securely and will remain sealed until the 
hour of opening.  The officer whose duty it is to open them will decide when the specified time has arrived, 
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and any bid received subsequent to that time will be returned unopened. 

10. OPENING OF BIDS 

At the time and place fixed for the opening of bids, the Owner will cause the bids to be opened and publicly 
read aloud, irrespective of any irregularities therein.  Bidders and other persons properly interested may be 
present, in person or by representative.  Bid qualification may be evaluated before and/or after the bid 
opening, at the Owner’s discretion. 

11. WITHDRAWAL OF BIDS 

Bids may be withdrawn on written request if the request is received prior to the time fixed for the opening of 
bids.  

12. AWARD OF CONTRACT; REJECTION OF BIDS 

The Contract will be awarded to the responsive and responsible Bidder submitting the lowest total bid 
complying with the conditions of the Advertisement for Bids and other parts of these Contract Documents.  

The criteria which will be used to determine the lowest responsive and responsible Bidder are as follows: 

12.1 Responsive Bidder: Means a Bidder who has submitted a complete bid which conforms 
in all material respects and requirements to the Contract Documents. 

12.2 Responsible Bidder: Means a Bidder who has the capacity and capability in all respects 
to perform fully the contract requirements and who has the integrity and reliability to 
assure good faith performance. Among factors to be considered in determining whether 
the Bidder meets these standards are the Bidder’s financial responsibility, performance 
responsibility, technical feasibility, his equipment, and his past performance in completing 
similar work. 

 
A Bidder’s failure to submit a complete bid or required qualification information within the times indicated 
may disqualify Bidder from receiving an award of the Contract. 
 
The Bidder to whom the award is made will be notified at the earliest possible date, but not later than ninety 
(90) days after the opening of bids.  The Owner, however, reserves the right to reject any or all bids and to 
waive any informality in bids received whenever such rejection or waiver is in its interests. The Owner also 
reserves the right to consider as unqualified to do the work any Bidder who does not habitually perform with 
his own forces the major portions of such work as is involved in construction of these improvements. 

13. EXECUTION OF CONTRACT; PERFORMANCE AND PAYMENT BOND 

Subsequent to the award and within ten (10) days after the prescribed forms are presented for signature, 
the successful Bidder shall execute and deliver to the Owner a Contract in the form included in the Contract 
Documents in such number of copies as the Owner may require. 
 
Having satisfied all conditions of award as set forth elsewhere in these Documents, the successful Bidder 
shall, within the period specified above, furnish a surety bond in a penal sum not less than the amount of the 
Contract as awarded, as security for the faithful performance of the Contract, and for the payment of all 
persons, firms or corporations to whom the Contractor may become legally indebted for labor, materials, 
tools, equipment, or services of any nature, including utility and transportation services employed or used by 
him in performing the work.  Such bond shall be as included in the Contract Documents and shall bear the 
same date as, or a date subsequent to, that of the Agreement.  The current power of attorney for the person 
who signs for any surety company shall be attached to such bond. 
 
The failure of the successful Bidder to execute such Contract and to supply the required bond or bonds 
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within ten (10) days after the prescribed forms are presented for signature, or within such extended period 
as the Owner may grant, based upon reasons determined sufficient by the Owner, shall constitute a default, 
and the Owner may either award the Contract to the next lowest responsible Bidder or re-advertise for bids. 

14. BONDS AND INSURANCE 

Attention of Bidders is called to all applicable Alabama code which has certain requirements pertaining to 
Performance Bonds, labor bonds, employer’s liability insurance, public liability insurance, workmen’s 
compensation insurance, and property damage insurance. 
 
All companies furnishing Bid Bonds and Performance Bonds shall furnish evidence of being on the U.S. 
Treasury Department’s most current list (Circular 570, as amended) and be authorized to transact business 
in the State of Alabama. 

15. CONTRACTOR’S LIABILITY INSURANCE REQUIREMENTS 

The Bidder shall provide with the Proposal a listing of both automobile and personal liability insurance 
coverage currently in force, along with a copy of a Certificate of Insurance as verification of that coverage.   
 
In the event the Owner determines that the low Bidder's coverage in force is inadequate, the Owner may 
require the low Bidder to procure additional coverage in accordance with the requirements as specified 
herein. 
 
In the event the lower Bidder is unable, after diligent effort, to procure such additional coverage as may 
be required by the Owner, the Owner may either award the Contract to the next lowest responsible Bidder 
or re-advertise for bids. 

16. THIRD PARTY COVERAGE – NOT REQUIRED. 

17. SIGNATORY AND CONTRACT SUBMITTALS 

The Contract Documents call for all Bidders, and for the awarded Contractor, to complete and/or submit 
information concerning equal employment opportunity, quality control, labor items, etc.  A list of required 
items to be submitted with each bid is listed in the Bidders Checklist. 
 
The following is a list of completed forms/submittals that the apparent low Bidder will be required to 
complete before execution and award of the contract: 
 

• Contract (all pages) 

• Performance Bond 

• Payment Bond 

• Certificates of Insurance and Insurance Policies 
 

The following is a list of completed forms/submittals that the awarded Contractor will be required to submit 
before construction begins: 
 

• Construction Schedule 
 
Additional certifications and submittals will be required for construction materials and other items in the 
technical specifications. 

18. LEGAL QUALIFICATIONS 

All Bidders, in order to submit a bonafide Proposal, must comply with the applicable terms of Alabama 
Code. 
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The successful Bidder, if a corporation created under the laws of some state other than the State of 
Alabama, will be required to qualify, or to have qualified, with the Secretary of the State of Alabama to do 
business in the State of Alabama. 

19. MODIFICATION OF BID 

No modification of any bid already submitted will be considered unless such modification is received in 
writing, signed and witnessed by persons authorized to so act on behalf of the bidder, prior to the time set 
for opening of bids. 

20. BID PROTEST PROCEDURES 

Any potential bidder wishing to file a pre-bid protest concerning alleged improprieties with the bid 
solicitation must submit the protest to the Engineer in written format 72 hours prior to the specified time of 
the bid opening.   
 
After the bids are opened, the Bidder may only protest the bidding process on the grounds that an 
anticipated award involves an improper bid evaluation.  Such protests shall be submitted in writing to the 
Engineer within two (2) calendar days following the bid opening date and prior to the Owner’s award of 
any contract. 
 
The formal written protest must identify the name of the bidder contesting the solicitation or bid, the 
project name and number, and the specific grounds for the protest. All determinations made by the Owner 
are final.   

21. SALES TAX EXEMPTION PROCEDURES 

The Owner is a tax exempt agency. Materials incorporated into the Work are exempt from sales and use 
tax, therefore Contractor shall NOT include sales and use taxes in his Bid. Pursuant to Alabama Act No. 
2013-205 (effective 5/9/2013), Contractors bidding the Work shall be required to attach “Accounting of 
Sales Tax” (ABC Form C-3A-Sales Tax - October 2013) to their Bid. 
 
Failure of the Contractor to complete this attachment to bid proposal form indicating the sales tax as 
required by ACT 2013-205, SECTION 1 (g) may render the bid non-responsive. 
 
It shall be the responsibility of the successful Contractor and any Subcontractor working under the same 
contract to apply for a Certificate of Exemption from the Alabama Department of Revenue for this specific 
project and to comply with all ADOR rules and regulations. The Owner shall not consider claims for 
additional costs resultant of the Contractor’s or its subcontractors’ failure to comply with such rules and 
regulations. 
 
 
 

END OF INSTRUCTIONS TO BIDDERS 
 
 



  

SECTION I 
 
 

BIDDER REQUIREMENTS 
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010300 - BID BOND 

 
 

1. BID DEFAULT 

Default of Bidder shall occur upon the failure of Bidder to deliver within the time required by the Bidding 
Documents (or any extension thereof agreed to in writing by Owner) the executed Contract required by 
the Bidding Documents and any performance and payment bonds required by the Bidding Documents. 
 
This obligation shall be null and void if: 

1.1 Owner accepts Bidder’s Bid and Bidder delivers within the time required by the Bidding 
Documents (or any extension thereof agreed to in writing by Owner) the executed 
Contract required by the Bidding Documents and any performance and payment bonds 
required by the Bidding Documents, or 

1.2 All Bids are rejected by Owner, or 

1.3 Owner fails to issue a Notice of Award to Bidder within the time specified in the Bidding 
Documents (or any extension thereof agreed to in writing by Bidder and consented to by 
Surety). 

2. BOND PAYMENT DUE 

Payment under this Bond will be due and payable upon default of Bidder and within 30 calendar days 
after receipt by Bidder and Surety of written notice of default from Owner, which notice will be given with 
reasonable promptness, identifying this Bond and the Project and including a statement of the amount 
due. 

3. PROCEEDING REQUIREMENTS 

Surety waives notice of any and all defenses based on or arising out of any time extension to issue Notice 
of Award agreed to in writing by Owner and Bidder, provided that the total time for issuing Notice of 
Award including extensions shall not in the aggregate exceed the time required by the Bidding 
Documents without Surety’s written consent. 
 
No suit or action shall be commenced under this Bond prior to 30 calendar days after the notice of default 
is received by Bidder and Surety and in no case later than one year after the Bid due date. Any suit or 
action under this Bond shall be commenced only in a court of competent jurisdiction located in the state in 
which the Project is located. 

4. STATUTORY REQUIREMENTS 

This Bond is intended to conform to all applicable statutory requirements. Any applicable requirement of 
any applicable statute that has been omitted from this Bond shall be deemed to be included herein as if 
set forth at length. If any provision of this Bond conflicts with any applicable statute, then the provision of 
said statute shall govern and the remainder of this Bond that is not in conflict therewith shall continue in 
full force and effect.  
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5. BID BOND CERTIFICATE 

KNOW ALL MEN BY THESE PRESENTS: 

 
THAT we the undersigned,       
 
    , as PRINCIPAL, and     
 
    , as SURETY, are held and firmly bound unto the Shelby County 
Commission, Shelby County, Alabama, hereinafter called the OWNER in the penal sum of                             
 
                                                                                                   Dollars  
 
($                      ), lawful money of the United States, for the payment of which sum well and truly 
to be made, we bind ourselves, our heirs, executors, administrators, successors, and assigns, jointly and 
severally, firmly by these Presents. 
 
 
THE CONDITION OF THIS OBLIGATION IS SUCH THAT WHEREAS, the Principal has submitted  
 
the accompanying Proposal, dated      , for 
 
 

"MASS STORAGE HANGAR D" 
 

 
NOW, THEREFORE, if the Principal shall not withdraw said Proposal within ninety (90) days after the 
opening of same, and shall within ten (10) days after the prescribed forms are presented to him for 
signature, enter into a written Contract with the Owner in accordance with the Proposal as accepted, and 
give bond with good and sufficient surety or sureties, as may be required, for the faithful performance and 
proper fulfillment of such Contract, then the above obligation shall be void and of no effect, otherwise to 
remain in full force and virtue. 
 
 
 
 
IN WITNESS WHEREOF, the above bounded parties have executed this instrument, under their several  
 
seals this ____________ day of _______________________, 20___, the name and corporate seal of each 
corporate party being hereto affixed and these presents duly signed by its undersigned representatives, 
pursuant to authority of its governing body. 
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SEAL 
 
 
  
 
 ____________________________________ 
   Principal 
 
 
Witness______________________________ By__________________________________ 
 Signature   Signature 
 
Witness_______________________________ By____________________________________ 
 Print Name and Title  Print Name and Title 
 
 ____________________________________ 
 
 ____________________________________ 
   Address 
 
 
 
SEAL 
 
 
 
 
 ____________________________________ 
   Surety 
 
 
Witness______________________________ By__________________________________ 
 Signature   Attorney-In-Fact - Signature 
 
Witness______________________________ By__________________________________ 
 Print Name and Title Attorney-In-Fact - Print Name and Title 
 
 
 ____________________________________ 
 
 ____________________________________ 
   Address 
 
NOTE: Power-of-attorney for person 
 signing for surety company 
 must be attached to bond. 
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010400 - PROPOSAL 

 
 Place   
 
 Date    
 
Proposal of  , 
 
a corporation organized and existing under the laws of the State of   , 
 

or 
 
Proposal of  , 
 
a partnership consisting of    

or 
 
Proposal of   , 
 
an individual doing business as   , 
 
To:  Shelby County Commission 
 
This bid results from your advertisement for bids for the construction of the MASS STORAGE HANGAR D. 
 
The undersigned Bidder, having visited the site of the work, having examined the Plans, Specifications, and 
other Contract Documents including all Addenda, and being familiar with all of the conditions relating to the 
construction of the proposed project, hereby agrees to comply with all other conditions or requirements set 
forth in the Plans, Specifications, and other Contract Documents, and further proposes to; furnish all 
material, supplies, equipment, and appliances; to furnish all labor, tools, equipment and incidentals to 
complete the work in accordance with the Plans, Specifications, and other Contract Documents at and for 
the lump sum and unit prices proposed in the attached Unit Price Schedule.  
 



Shelby County Airport 
Mass Storage Hangar D 010400-2 19A01040 

UNIT PRICE SCHEDULE 

 
ITEM SPEC. ESTIMATED UNIT BID

NO. NO. DESCRIPTION UNIT QUANTITY PRICE AMOUNT

1 SS-110-3.1
PERMANENT ALDOT 703-A SOLID BLUE, 

CLASS 1 TYPE “A” TRAFFIC MARKINGS
SF 38

2 SS-110-3.2
PERMANENT ALDOT 703-A SOLID YELLOW, 

CLASS 1 TYPE “A” TRAFFIC MARKINGS
SF 105

3 SS-110-3.3

PERMANENT ALDOT 703-B HANDICAP 

SYMBOL, CLASS 1 TYPE “A” TRAFFIC 

MARKINGS

EACH 1

4 SS-110-3.4
R7-8 AND R7-8P SIGN INSTALLED ON ONE 

POST
EACH 1

5 SS-120-3.1 CONSTRUCTION SAFETY AND SECURITY LS 1

6 SS-125-3.1 CONSTRUCTION SITE MANAGEMENT LS 1

7 SS-220-6.1

4-INCH ALDOT 424-A SUPERPAVE 

BITUMINOUS CONCRETE WEARING SURFACE 

LAYER, ¾” MAXIMUM AGGREGATE SIZE, 

ESAL A/B

TON 176

8 SS-220-6.2

VARIABLE DEPTH (2-6 INCH OVERLAY) ALDOT 

424-A SUPERPAVE BITUMINOUS CONCRETE 

WEARING SURFACE LAYER, ¾” MAXIMUM 

AGGREGATE SIZE, ESAL A/B

TON 112

9 SS-295-28.1 80’X80’ MASS STORAGE HANGAR LS 1

10 C-102-5.1 INSTALLATION AND REMOVAL OF SILT FENCE LF 260

11 C-102-5.2 INSTALLATION AND REMOVAL OF WATTLES LF 60

12 C-105-6.1 MOBILIZATION (MAXIMUM 5% OF TOTAL BID) LS 1

13 D-701-5.1
15-INCH, CLASS III, REINFORCED CONCRETE 

PIPE, INSTALLED
LF 118

14 D-751-5.1 AIRFIELD GRATE INLET EACH 1

15 D-752 5.1
ALDOT, CLASS 1, 15-INCH RCP SLOPE PAVED 

HEADWALL
EACH 1

16 D-754-5.1 CONCRETE DRAINAGE FLUME SF 335

17 D-754-5.2 CONCRETE SPLASH PAD EACH 9

18 P-101-5.1
ASPHALT MILLING (VARIABLE DEPTH, 0-2 

INCHES)
SY 715

19 P-101-5.2 ASPHALT PAVEMENT REMOVAL SY 795

20 P-101-5.3 ASPHALT SURFACE REPAIR SY 143

21 P-101-5.4 FULL DEPTH SAWCUT LF 270

22 P-101-5.5 PARTIAL DEPTH SAWCUT LF 221

23 P-152-4.1 UNCLASSIFIED EXCAVATION CY 120

24 P-152-4.2 BORROW EXCAVATION CY 88

25 P-152-4.3 UNSUITABLE EXCAVATION CY 237
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26 P-209-5.1
CRUSHED AGGREGATE BASE COURSE, 6-

INCH THICKNESS
SY 215

27 P-209-5.2
CRUSHED AGGREGATE BASE COURSE, 9-

INCH THICKNESS
SY 638

28 P-602-5.1 EMULSIFIED ASPHALT PRIME COAT GAL 225

29 P-603-5.1 EMULSIFIED ASPHALT TACK COAT GAL 150

30 P-610-6.1 6-INCH CONCRETE APRON SY 112

31 P-610-6.2 4-INCH CONCRETE SIDEWALK SF 631

32 T-904-5.1 SODDING SY 700

 
 
 
 
TOTAL BID: __________________________________________________________________________ 
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The undersigned Bidder agrees to begin work within ten (10) calendar days after the issuance by, or on 
behalf of, the Owner of a "Work Order" or "Notice to Proceed" and to complete the work within ONE 

HUNDRED TWENTY (120) consecutive calendar days thereafter (except as modified in accordance with 
the SPECIAL PROVISIONS of these Contract Documents).  Should the work fail to be completed within the 
time herein stated, the Contractor shall pay to the Owner, as fixed and agreed liquidated damages, and not 
as a penalty, the sum, for each day of delay until the work is completed and accepted, as stipulated in 
SPECIAL PROVISIONS of these Contract Documents.  It is understood that additional time for the 
completion of the project is to be allowed only for delays as stipulated in SPECIAL PROVISIONS of these 
Contract Documents. 
 
Bidder acknowledges receipt of the following addendum (addenda): 
 
   and    
 
   and    
 
   and    
 
   and    
 
The undersigned Bidder agrees that this bid shall be good and shall not be withdrawn for a period of ninety 
(90) calendar days after the opening thereof.  If written notice of the acceptance of this Proposal is mailed, 
telegraphed, or delivered to the undersigned within ninety (90) days after the opening thereof, or at any time 
thereafter before this Proposal is withdrawn, the undersigned agrees to execute and deliver an Agreement 
(Contract) in the prescribed form, and furnish the required Performance and Payment Bond, within ten (10) 
days after the Agreement is presented to him for signature. 
 
It is understood by the undersigned Bidder that the Owner reserves the right to reject any or all bids. 
 
It is understood and agreed by the Bidder that the award procedure for this solicitation will include the 
selection criteria of 49 CFR Part 26.45 to ensure that prime contracts are awarded to competitors that meet 
Disadvantaged Business Enterprise (DBE) goals. Notification is hereby given that DBE goals are 
established for this prime contract. The goal for firms owned and controlled by socially and economically 
disadvantaged individuals is 3.12% of the dollar value of this contract. The following provisions are also 
included by reference: 

• Davis Bacon Act (29 CFR Part 5.5) 
• EEO Compliance Reports (41 CFR Part 60-1.7) 
• Trade Restriction Certification (49 CFR Part 30) 
• Buy American Preferences (Title 49 United States Code, Chapter 501) 
• Certification of Non-Segregated Facilities (41 CFR Part 60-1.8) 
• Certification Regarding Debarment, Suspension, Ineligibility, and Voluntary Exclusion (49 CFR 

Part 29) 
 
Accompanying this Proposal as bid security is a certified check/bid bond (strike one) 
 
in the amount of                                                                                 Dollars      
($   ), being not less than five percent (5%) of the total amount of the bid.  If the 
undersigned Bidder is the successful Bidder, but fails or refuses to execute the contract and furnish the 
required bond within the prescribed ten (10) days of the notification of award, then this bid security is to 
become the property of the Owner as liquidated damages for the delay and additional expense to the Owner 
caused by such failure or refusal. 
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BIDDER: [Indicate correct name of bidding entity] 

 

By: 
[Signature]  

[Printed name]  

(If Bidder is a corporation, a limited liability company, a partnership, or a joint venture, attach 

evidence of authority to sign.) 

Attest: 
[Signature]  

[Printed name]  

Title:  

Submittal Date:  

Address for giving notices: 

 

 

Telephone Number:  

Contact Name and e-mail address:  

  

Bidder’s License No.:  

 

(where applicable) 

 
NOTES: Sign in ink.  Do not detach. 
  Items must be bid upon as specified 
  in the Unit Price Schedule. 
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010420 - STATEMENT OF BIDDER'S QUALIFICATIONS 

 
All questions must be answered and the data given must be clear and comprehensive.  This statement must 
be notarized.  If necessary, questions may be answered on separate attached sheets.  The Bidder may 
submit any additional information he desires. 
 
1. Name of Bidder. 
 
2. Permanent main office address. 
 
3. When organized. 
 
4. If a corporation, where incorporated. 
 
5. How many years have been engaged in the contracting business under your present firm or trade 

name? 
 
6. Contracts on hand:  (Schedule these, showing amount of each contract and the appropriate 

anticipated dates of completion). 
 
7. General character of work performed by your company. 
 
8. Have you ever failed to complete any work awarded to you? 
 
9. Have you ever defaulted on a Contract? 
 
 If so, where and why? 
 
10. Have you ever been fined or had your license suspended by a Contractor's Licensing Board? 
 
 If so, where and why? 
 
11. List the more important projects recently completed by your company, stating the approximate cost 

for each, and the month and year completed. 
 
12. List your major equipment available for this Contract. 
 
13. Experience in construction work similar in importance to this project. 
 
14. Background and experience of the principal members of your organization, including the officers. 

 
15. Background and experience of the Master Electrician(s) licensed in the state of Alabama (issued by 

the Alabama Electrical Contractors Board) who have proper skills in supervising, performing, and 
maintaining the electrical work. 
 
Should electrical work on the airfield lighting circuits become necessary, the Contractor shall 
provide Master Electrician(s) licenses for the qualified electrical supervisor(s) for supervising the 5 
kV airfield lighting work and provide Journeyman(s) licenses for those that will assist in the work.  
Provide certifications and qualifications of each proposed 5 kV cable splicer, with minimum (3) 
years continuous experience in terminating/splicing medium voltage cables. 

 
16. Credit available:  $____________________________________. 
 
17. Give Bank reference:  __________________________________. 
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18. Will you, upon request, fill out a detailed financial statement and furnish any other information that 

may be required by the Owner? 
 
19. The undersigned hereby authorizes and requests any person, firm, or corporation to furnish any 

information requested by the Owner, in verification of the recitals comprising this statement of 
Bidder's Qualifications. 

 
20. The Bidder shall provide a brief description of any litigation or administrative proceeding of the 

following types, either pending or concluded within the preceding year, to which the Bidder (and the 
ultimate controlling person, if different from the Bidder) or any of its directors or executive officers 
was a party or of which the property of any such person is or was the subject; the names of the 
parties and the court or agency in which such litigation or proceeding is or was pending shall be 
given: 

 
(a) Administrative or judicial proceedings of any state federal agency or authority concerning 

environmental violations; 
(b) Proceedings which may have a material effect upon the solvency of the ultimate holding 

company, including but not necessarily limited to, bankruptcy and receivership; and 
(c) Criminal proceedings. 

 
Dated at     this      day of    , 20 . 
 
 
   
      (Name of Bidder) 
 
 By    
 
 
 Title    
 
 
STATE OF   ) 
  ) SS. 
COUNTY OF   ) 
 
       being duly sworn deposes and says that he is  
 
  of   

(Name of Organization) 
 
and that the answers to the foregoing questions and all statements therein contained are true and correct.  
SUBSCRIBED AND SWORN TO BEFORE ME this      day of   
 , 20 . 
 
   
      (Notary Public) 
My Commission Expires: 
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 010440 - LIST OF PROPOSED SUBCONTRACTORS 
 
 
I, the undersigned General Contractor, hereby certify that proposals from the following Subcontractors 
were used in the preparation of my bid.  I agree that if I am the successful Bidder and if the following 
subcontracts are approved, I will not enter into contracts with others for these divisions of the work 
without prior written approval from the Engineer and the Owner.  
 
If the responses below do not clearly indicate that the contract goal for DBE participation has been 
achieved, documentation shall be attached to clearly demonstrate to the satisfaction of the Owner that a 
Good Faith Effort has been made as defined and described in Appendix A of 49 CFR Part 26. Firms 
qualified as a DBE for this project shall be certified by the Alabama DOT.  Firms qualified as a small 
business enterprise (SBE) shall be certified by the US Small Business Administration or the Alabama 
Development Office. 
 
For Annual Gross Receipts: 

• Enter 1 for Less than $1 Million 
• Enter 2 for More than $1 Million, Less than $5 Million 
• Enter 3 for More than $5 Million, Less than $10 Million 
• Enter 4 for More than $10 Million, Less than $15 Million 
• Enter 5 for More than $15 Million 

 
 
Type of Work:   ..............................................................................................................................................  
 
Subcontractor's Name: ....................................................................................................................................  
 
Alabama License No.: .....................................................................................................................................  
 
Address: ..........................................................................................................................................................  
 
DBE:  Yes / No (circle one) Contract Amount: ........................................................................................   
 
SBE:  Yes / No (circle one) 
 
Date Firm Established: ....................................................................................................................................  
 
Annual Gross Receipts (enter the range only): ...............................................................................................  
 
 
 
Type of Work:   ..............................................................................................................................................  
 
Subcontractor's Name: ....................................................................................................................................  
 
Alabama License No.: .....................................................................................................................................  
 
Address: ..........................................................................................................................................................  
 
DBE:  Yes / No (circle one) Contract Amount: ........................................................................................  
 
SBE:  Yes / No (circle one) 
 
Date Firm Established: ....................................................................................................................................  
 
Annual Gross Receipts (enter the range only): ...............................................................................................  
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Type of Work:   ..............................................................................................................................................  
 
Subcontractor's Name: ....................................................................................................................................  
 
Alabama License No.: .....................................................................................................................................  
 
Address: ..........................................................................................................................................................  
 
DBE:  Yes / No (circle one) Contract Amount: ........................................................................................   
 
SBE:  Yes / No (circle one) 
 
Date Firm Established: ....................................................................................................................................  
 
Annual Gross Receipts (enter the range only): ...............................................................................................  
 
 
 
Type of Work:   ..............................................................................................................................................  
 
Subcontractor's Name: ....................................................................................................................................  
 
Alabama License No.: .....................................................................................................................................  
 
Address: ..........................................................................................................................................................  
 
DBE:  Yes / No (circle one) Contract Amount: ........................................................................................   
 
SBE:  Yes / No (circle one) 
 
Date Firm Established: ....................................................................................................................................  
 
Annual Gross Receipts (enter the range only): ...............................................................................................  
 
 
 
Bidder (General Contractor): .......................................................................................................................  
 
Alabama License No.: .....................................................................................................................................  
 
Address: ..........................................................................................................................................................  
 
DBE:  Yes / No (circle one)  
 
SBE:  Yes / No (circle one) 
 
Date Firm Established: ....................................................................................................................................  
 
Annual Gross Receipts (enter the range only): ...............................................................................................  
 
By: .................................................................................................................................................................. * 
 
Title: .................................................................................................................................................................  
 
Percent of Contract to be Completed by DBE: ...............................................................................................  
 
 
*Signature must be the same as on the Proposal form. 
 
 
Notes:   

(1) This form must be completed and submitted with Good Faith Effort documentation 
provided in the sealed bid documents for the bid to be considered responsive at the time 
of the bid opening. 

(2) Certificates of license shall be provided with this form at the time of the bid opening. 
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010450 – ERECTOR EXPERIENCE 

 

All questions must be answered and the data given must be clear and comprehensive.  This statement must 

be notarized.  If necessary, questions may be answered on separate attached sheets.  The Erector may 

submit any additional information he desires. 

 

1. Name of Erection Company.________________________________________________________ 

 

2. Permanent main office address._____________________________________________________ 

 

3. When organized._________________________________________________________________ 

 

4. If a corporation, where incorporated._________________________________________________ 

 

5. How many years have been engaged in the erection of metal buildings?______________________ 

 

6. List the more important projects recently completed by your company, stating the building 

manufacturer and approximate cost for each, and the month and year completed. 

 

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 

 

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 

 

_______________________________________________________________________________ 

 

_______________________________________________________________________________ 

 

 

7. List experience in aircraft hangar erection or other construction similar to this project. 

 

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 

 

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 

 

 

8. List the hangar manufacturer proposed for erection and submit evidence of past experience with 

said hangar manufacturer.   

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 

 

_______________________________________________________________________________ 
 

_______________________________________________________________________________ 
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9. The undersigned hereby authorizes and requests any person, firm, or corporation to furnish any 

information requested by the Owner, in verification of the recitals comprising this statement of 

Erector Experience. 

 

 

Dated at     this      day of    , 20 . 

 

 

   

      (Name of Bidder) 

 

 By    

 

 

 Title    

 

 

STATE OF   ) 

  ) SS. 

COUNTY OF   ) 

 

       being duly sworn deposes and says that he is  

 

  of   

(Name of Organization) 

 

and that the answers to the foregoing questions and all statements therein contained are true and correct.  

SUBSCRIBED AND SWORN TO BEFORE ME this      day of   

 , 20 . 

 

   

      (Notary Public) 

My Commission Expires: 
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010460 – DBE PARTICIPATION REPORTING 
 

Disadvantaged Business Enterprise (DBE) Utilization 
 
The undersigned bidder/offeror has satisfied the requirements of the bid specification in the following 
manner (please check the appropriate space): 
 

□ The bidder/offeror is committed to a minimum 3.12% DBE utilization on this contract. 

 

□The bidder/offeror (if unable to meet the DBE goal of 3.12%) is committed to a minimum of 

 ___________ % utilization on this contract and submits documentation demonstrating good faith 
efforts. 

 
 
Name of bidder/offeror's firm: ___________________________________________________________  
 
 
 
By: _________________________________________________________________________________  
 (Signature) (Title) 
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Complete the following for each DBE Firm to be used on the project. 

Name of Bidder/Offeror's Firm:  

 
 

Name of DBE Firm:  

Address:  

City, State, Zip:  

Telephone(s):  

  

Description of Work to be 
performed by DBE firm: 

 

 
 
The bidder/offeror is committed to utilizing the above-named DBE firm for the work described above. The 
 
estimated dollar value of this work is $ ____________________________________________________ . 
 
 
Affirmation: 
 
The above-named DBE firm affirms that it will perform the portion of the contract for the estimated value 
as stated above. 
 
 
By: ____________________________________________________________________________________ 
 (DBE Signature) (Title) 
 
If the bidder/offeror does not receive award of the prime contract, any and all representation in this Letter of 
Intent and Affirmation shall be null and void. 
 
(Submit this page for each DBE subcontractor.) 
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Schedule of DBE Unavailability 
 

Complete the following schedule if DBE goal is not met. Include DBE contractors that were contacted but unable to complete work on 
the project. 
 
 
    
(Name of Prime Contractor) 
 
 

Name of DBE Contractor Contact Person Contact Number 
Description of Work to be 
performed by DBE firm 

Reason Unavailable 

     

     

     

     

     

     

     

 
The undersigned certifies that the above DBE(s) was/were contacted, in good faith, and the said DBE(s) was/were unable to submit an acceptable 
responsive bid. Failure to fill out DBE forms is a ground for rejection of the bid. The making of a material misrepresentation is a ground for 
consideration for disqualification. 
 

 
 ___________________________________________________    ________________________________   __________________  
 (Signature) (Title) (Date) 
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010470 BIDDER CERTIFICATIONS 

 

Certificate of Buy American Compliance for Total Facility 

(Buildings such as Terminal, Hangars, Maintenance Equipment storage buildings, etc.) 
 
As a matter of bid responsiveness, the bidder or offeror must complete, sign, date, and submit this 
certification statement with their proposal.  The bidder or offeror must indicate how they intend to comply 
with 49 USC § 50101 by selecting one of the following certification statements.  These statements are 
mutually exclusive.  Bidder must select one or the other (i.e. not both) by inserting a checkmark () or the 
letter “X”. 
 

 Bidder or offeror hereby certifies that it will comply with 49 USC. 50101 by: 

a) Only installing steel and manufactured products produced in the United States; or 

b) Installing manufactured products for which the FAA has issued a waiver as indicated by 

inclusion on the current FAA Nationwide Buy American Waivers Issued listing; or 

c) Installing products listed as an Excepted Article, Material or Supply in Federal Acquisition 

Regulation Subpart 25.108. 

By selecting this certification statement, the bidder or offeror agrees: 
1. To provide to the Owner evidence that documents the source and origin of the steel and 

manufactured product.   

2. To faithfully comply with providing US domestic products 

3. To refrain from seeking a waiver request after establishment of the contract, unless 

extenuating circumstances emerge that the FAA determines justified.  

 

 The bidder or offeror hereby certifies it cannot comply with the 100% Buy American 

Preferences of 49 USC § 50101(a) but may qualify for either a Type 3 or Type 4 waiver under 

49 USC § 50101(b).  By selecting this certification statement, the apparent bidder or offeror with 

the apparent low bid agrees: 

1. To submit to the Owner within 15 calendar days of the bid opening, a formal waiver 

request and required documentation that support the type of waiver being requested.  

2. That failure to submit the required documentation within the specified timeframe is cause 

for a non-responsive determination may result in rejection of the proposal. 

3. To faithfully comply with providing US domestic products at or above the approved US 

domestic content percentage as approved by the FAA. 

4. To furnish US domestic product for any waiver request that the FAA rejects. 

5. To refrain from seeking a waiver request after establishment of the contract, unless 

extenuating circumstances emerge that the FAA determines justified.  
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Required Documentation 

 

Type 3 Waiver - The cost of components and subcomponents produced in the United States is 
more that 60% of the cost of all components and subcomponents of the “facility”. The required 
documentation for a type 3 waiver is: 

a) Listing of all manufactured products that are not comprised of 100% US domestic content 

(Excludes products listed on the FAA Nationwide Buy American Waivers Issued listing 

and products excluded by Federal Acquisition Regulation Subpart 25.108; products of 

unknown origin must be considered as non-domestic products in their entirety) 

b) Cost of non-domestic components and subcomponents, excluding labor costs associated 

with final assembly and installation at project location. 

c) Percentage of non-domestic component and subcomponent cost as compared to total 

“facility” component and subcomponent costs, excluding labor costs associated with final 

assembly and installation at project location.   

 

Type 4 Waiver – Total cost of project using US domestic source product exceeds the total project 
cost using non-domestic product by 25%. The required documentation for a type 4 of waiver is: 

a) Detailed cost information for total project using US domestic product 

b) Detailed cost information for total project using non-domestic product 

 

False Statements:  Per 49 USC § 47126, this certification concerns a matter within the 
jurisdiction of the Federal Aviation Administration and the making of a false, fictitious or 
fraudulent certification may render the maker subject to prosecution under Title 18, United 
States Code. 

 
 
 

Date   Signature  

 

 

  

 

Company Name  Title 
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CERTIFICATION OF OFFERER/BIDDER REGARDING TAX DELINQUENCY AND FELONY 
CONVICTIONS 

 
The bidder must complete the following two certification statements. The bidder must indicate its current 

status as it relates to tax delinquency and felony conviction by inserting a checkmark () in the space 

following the applicable response. The bidder agrees that, if awarded a contract resulting from this 

solicitation, it will incorporate this provision for certification in all lower tier subcontracts. 

Certifications 

1) The bidder represents that it is not (  ) a corporation that has any unpaid Federal tax liability that 

has been assessed, for which all judicial and administrative remedies have been exhausted or 

have lapsed, and that is not being paid in a timely manner pursuant to an agreement with the 

authority responsible for collecting the tax liability. 

2) The applicant represents that it is not (  ) a corporation that was convicted of a criminal violation 

under any Federal law within the preceding 24 months. 

Note: 

If a bidder is unable to certify above, the bidder is ineligible to receive an award unless the sponsor has 

received notification from the agency suspension and debarment official (SDO) that the SDO has 

considered suspension or debarment and determined that further action is not required to protect the 

Government’s interests. The bidder therefore must provide information to the owner about its tax liability 

or conviction to the Owner, who will then notify the FAA Airports District Office, which will then notify the 

agency’s SDO to facilitate completion of the required considerations before award decisions are made. 

Term Definitions 

Felony conviction: Felony conviction means a conviction within the preceding twenty-four (24) 
months of a felony criminal violation under any Federal law and includes conviction of an offense 
defined in a section of the U.S. code that specifically classifies the offense as a felony and 
conviction of an offense that is classified as a felony under 18 U.S.C. § 3559. 
 
Tax Delinquency: A tax delinquency is any unpaid Federal tax liability that has been assessed, 
for which all judicial and administrative remedies have been exhausted, or have lapsed, and that 
is not being paid in a timely manner pursuant to an agreement with the authority responsible for 
collecting the tax liability. 
 

Certification - The information above is true and complete to the best of my knowledge and belief. 
 
 
 
       

Name and Title of Signer (Please Type) 
 
 
 
    
Signature  Date        
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CERTIFICATION OF NONSEGREGATED FACILITIES 

 
The federally-assisted construction contractor certifies that it does not maintain or provide, for its employees, 
any segregated facilities at any of its establishments and that it does not permit its employees to perform their 
services at any location, under its control, where segregated facilities are maintained.  The federally-assisted 
construction contractor certifies that it will not maintain or provide, for its employees, segregated facilities at 
any of its establishments and that it will not permit its employees to perform their services at any location 
under its control where segregated facilities are maintained.  The federally-assisted construction contractor 
agrees that a breach of this certification is a violation of the Equal Opportunity Clause in this contract. 
 
As used in this certification, the term "segregated facilities" means any waiting rooms, work areas, restrooms, 
and washrooms, restaurants and other eating areas, timeclocks, locker rooms and other storage or dressing 
areas, parking lots, drinking fountains, recreation or entertainment areas, transportation, and housing facilities 
provided for employees which are segregated by explicit directives or are, in fact, segregated on the basis of 
race, color, religion, or national origin because of habit, local custom, or any other reason.  The federally-
assisted construction contractor agrees that (except where it has obtained identical certifications from 
proposed subcontractors for specific time periods) it will obtain identical certifications from proposed 
subcontractors prior to the award of subcontracts exceeding $10,000 which are not exempt from the 
provisions of the Equal Opportunity Clause and that it will retain such certifications in his files. 
 

NOTICE TO PROSPECTIVE CONTRACTORS OF REQUIREMENTS FOR 
CERTIFICATION OF NONSEGREGATED FACILITIES 

 
1. This Certification of Non-segregated Facilities shall be submitted prior to the award of the construction 

contract. 
 
2. The awarded Contractor will be required to provide for the forwarding of the following notice to 

prospective subcontractors for supplies and construction contracts where the subcontracts exceed 
$10,000 and are not exempt from the provisions of the Equal Opportunity Clause.   

 
 
Certification - The information above is true and complete to the best of my knowledge and belief. 
 
 
 
       

Name and Title of Signer (Please Type) 
 
 
 
    
Signature  Date        
 
NOTE: The penalty for making false statements in offers is prescribed in 18 U.S.C. 1001. 
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CERTIFICATION REGARDING DEBARMENT AND SUSPENSION  
 
As required by Executive Order 12549, Debarment and Suspensions, and implemented at 2 CFR Part 2867, 
for the prospective participants in primary covered transactions, as defined at 2 CFR Part 2867.20(a), the 
applicant certifies that it and its principals: 
 

A. Are not presently debarred, suspended, proposal for debarment, declared ineligible, sentenced to 
a denial of federal benefits by a state or federal court, or voluntarily excluded from covered 
transactions by any federal department or agency: 

 
B. Have not within a three year period preceding this covered transaction been convicted of or had a 

civil judgment rendered against them for commission of fraud or a criminal offense in connection 
with obtaining, attempting to obtain, or performing a public (federal, state, or local) or private 
agreement or transaction, violation of federal or state antitrust statutes or commission of 
embezzlement, theft, forgery, bribery, falsification or destruction of records, making false 
statements, tax evasion or receiving stolen property, making false claims, or obstruction of justice, 
or commission of any offense indicating a lack of business integrity or business honesty that 
seriously and directly affects your present responsibility; 

 
C. Are not presently indicted for or otherwise criminally or civilly charged by a governmental entity 

(federal, state or local) with commission of any of the offenses enumerated in paragraph B. of this 
certification; and 

 
D. Have not within a three year period preceding this transaction had one of more public transactions 

(federal, state or local) terminated for cause or default. 
 
 
I/we hereby certify that I/we are in complete compliance with all of the provisions noted above as of this date 

    , 2020. 

 

 

 
 
       

Name and Title of Signer (Please Type) 
 
 
 
    
Signature  Date        
 
NOTE: The penalty for making false statements in offers is prescribed in 18 U.S.C. 1001. 
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010480 - BIDDER’S CHECKLIST OF REQUIRED ITEMS 
 
This Bidder’s Checklist is provided to ensure all required forms are completed and returned as part of the 
bid submission.  All forms must be included as indicated for a bid to be considered a complete, 
responsive bid.  Appropriate signatures and date are required on each document. If an item is missing, 
the bid may be declared unresponsive and therefore rejected. This sheet will serve as the cover sheet 
for the bid submission. 
 
Spec.  Description             Completed* 
Section    

  Acknowledgement of All Addenda      ☐ 

 

010000  Attended Pre-Bid (not mandatory)      ☐ 

 
  Bid contains the following forms: 

010200  1.  Insurance Coverages (Current Auto and Liability Insurance)   ☐ 

010300  2.  Bid Bond         ☐ 

010400  3.  Proposal (including Unit Price Schedule)     ☐ 

010420  4.  Statement of Bidder’s Qualifications      ☐ 

010440  5.  List of Proposed Subcontractors      ☐ 

010450  6.  Erector Experience Form       ☐ 

010460  7.  DBE Participation Reporting       ☐ 

010470  8.  Bidder Certification Forms       ☐ 

010471  9.  ABC Form C-3A Accounting of Sales Tax     ☐ 

 
 
*Check when filled out, signed, and included with submission of bid packet. 
 

 
 

Seal (if incorporated)    Bidder Name: 
 

Address: 
 

City, State, Zip Code: 
 

Contractor Number: 
 

 
 

Contact Name: 
 

Title: 
 

Contact Number: 
 

Contact Email: 
 

 
 

Signature of Authorized Agent for Bidder: 
 

Date: 
 

 



 

 

SECTION II 
 
 

CONTRACT REQUIREMENTS 
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 010600 - CONTRACT 
 

SHELBY COUNTY and _____________________ 
 
THIS AGREEMENT, entered into as of this          day of                         , 2020 between the SHELBY 
COUNTY COMMISSION  (herein called the COUNTY) and                                                (herein called 
the CONTRACTOR).  Agreement concerns the Mass Storage Hangar D Project (herein called the 
PROJECT). 
 

WITNESSETH THAT: 
 
WHEREAS, the COUNTY desires to engage the CONTRACTOR to render technical, professional and 
construction services, hereinafter described in connection with the PROJECT as requested by the 
COUNTY officials. 
 
NOW, THEREFORE, the COUNTY and the CONTRACTOR do mutually agree as follows: 
 
Section 1. CONTRACTOR 
 
The COUNTY agrees to engage the CONTRACTOR and the CONTRACTOR hereby agrees to perform 
the operations and maintenance services hereinafter set forth, within this agreement and the 
accompanying plans for the COUNTY, in a proper manner as determined by the COUNTY.  
CONTRACTOR must supply to the COUNTY the documents listed below and any others as required by 
the State of Alabama Bid Law prior to commencing work:  
 
 A) Performance bond with penalty equal to 100% and Payment bond with penalty equal to 

100% of contract price before commencing work; and 
 
 B) Certificate of Insurance (with unconditional cancellation clause) 
 
 C) Section 84 Business License 
 
Section 2.  Scope of Services 
 
The CONTRACTOR shall provide construction and other professional and technical services to the 
COUNTY to include, but not necessarily be limited to, being responsible for completion of all work 
defined in the contract documents for the PROJECT in compliance with county rules and regulations, 
industry standards and Attachment “A” hereby made part of this contract. 
 
Section 3.  Time of Performance 
 
Services to be provided shall commence upon execution of this contract and will continue for a period of 
time not to exceed 120 calendar days from the receipt of notice to proceed unless extended upon written 
agreement by and between COUNTY and CONTRACTOR. 
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Section 4.  General Provisions 
 
(a)  Personnel.  The CONTRACTOR warrants that it has the professional personnel capable of 
performing the services, as called for herein, in a satisfactory and proper manner, or will secure the 
services of such personnel as may be required to perform such services. 
 
(b)  Office Space.  The CONTRACTOR agrees to provide and maintain the office space and facilities 
required to perform all services as called for under this Agreement, at no expense to the COUNTY. 
 
(c)  Subcontracts. None of the work or services covered by this contract shall be subcontracted without 
the prior approval of the COUNTY.  Any work or services subcontracted hereunder shall be specified by 
written contract or agreement and shall be subject to each provision of this contract. 
 
(d)  Access to Materials.  The COUNTY agrees to make available to the CONTRACTOR any maps, 
documents, and planning materials or any other information in its possession or otherwise readily 
available, which has a direct bearing on the PROJECT, at no expense to the CONTRACTOR. 
 
(e)  Communications.  The representatives of the COUNTY and the CONTRACTOR to whom 
communications regarding the PROJECT, which is the subject of this contract, should be directed as 
follows: 
 
 (1)  COUNTY:  Shelby County - Trey Gauntt 
    280 McDow Road 
    Columbiana, Alabama 35051 
    Telephone: 205/670-6460 
    Facsimile: 205/669-3920 
 
 (2)  CONTRACTOR: 
 
 
 
     
     
Section 5.  Compensation and Method of Payment 
 
(a) For services satisfactorily rendered under this Contract and approved by COUNTY, the COUNTY 
agrees to pay the CONTRACTOR for the total quantities of work performed at the lump sum and unit prices 
stipulated in the Proposal subject to additions, and deductions as provided in the FAA GENERAL 
PROVISIONS. 
 
Such payment shall, if due, be made monthly at the end of each calendar month, but in no case later than 
forty-five (45) days after the acceptance by COUNTY that the estimate and terms of the contract providing 
for partial payment have been fulfilled.  In preparing estimates, the material delivered on the site, 
materials suitably stored, and insured off-site, and preparatory work done may be taken into consideration 
by COUNTY.  If the amount due by COUNTY is not in dispute and the amount payable is not paid within 
the forty-five (45) day period, the CONTRACTOR shall be entitled to interest from COUNTY at the rate 
assessed for underpayment of taxes under Section 40-1-44(a), Code of Alabama 1975, on the unpaid 
balance due.  Interest payments shall not be due on payments made after the forty-five (45) day period 
because of administrative or processing delays at the close of the fiscal year.  In making the partial 
payments, there shall be retained not more than five percent (5%) of the estimated amount of work done 
and the value of materials stored on the site or suitably stored and insured off-site, and after fifty percent 
(50%) completion has been accomplished and approved by COUNTY, no further retainage shall be 
withheld.  The retainage as set out herein shall be held until final completion and acceptance of all work 
covered by the contract.  Retainage shall be held until all work has been completed to COUNTY's 
satisfaction.  COUNTY, upon completion and acceptance by COUNTY of the work, shall give notice of 
completion of PROJECT by advertising in the Shelby County Reporter.  The advertisement must run once 
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per week for four (4) weeks.  After receiving the affidavit from the newspaper publisher and a copy of the 
notice published and acceptance by the COUNTY, final settlement will be made as the same is due. 
  
(b) PROVISIONS OUTLINING THE SOURCE OF SUFFICIENT FUNDS TO BE UTILIZED BY COUNTY 
TO FULFILL COUNTY'S OBLIGATIONS UNDER THIS CONTRACT  (indicate which applies by entering 
an appropriate mark opposite the following): 
  
_____  The funds to be utilized by COUNTY to fulfill its obligation under this contract are funds which are 
held by COUNTY at the time of the execution of this contract or will become available at a date following 
the execution of the contract. 
  
_____  The source of funds to be utilized by COUNTY in fulfilling its obligation under this contract is a 
grant, award, or direct reimbursement from the State, federal government, or other source which will not 
become available until after the execution of this contract, and the provision of this contract requiring 
prompt payment shall not apply until COUNTY is in receipt of the funds as provided in the contract.  Upon 
receipt of such funds, the forty-five (45) day requirement specified in this contract shall commence and 
shall be enforceable as provided herein. 
 
Section 6.  Terms and Conditions 
 
(a)  Termination - General.  This Agreement may be terminated at any time for any reason by the 
CONTRACTOR or Shelby County.  The party desiring to terminate this Agreement shall give written 
notice to the other party of its intent to terminate. 
 
(b)  Termination of Contract for Cause/Breach of Contract.  If through any cause, the CONTRACTOR 
shall fail to fulfill in a timely and proper manner his obligations under this contract, or if the 
CONTRACTOR shall violate any of the covenants, agreements or stipulations of this contract, the 
COUNTY shall thereupon have the right to terminate this contract by giving written notice to the 
CONTRACTOR of such termination and specifying the effective date of such termination.  In such event, 
all finished or unfinished documents, data, studies, surveys, drawings, maps, models, photographs and 
reports or other materials prepared by the CONTRACTOR under this contract shall, at the option of the 
COUNTY, become its property and the CONTRACTOR shall be entitled to receive just and equitable 
compensation for any work satisfactorily completed on such documents or materials. 
 
Notwithstanding the above, the CONTRACTOR shall not be relieved of liability to the COUNTY for 
damages sustained by the COUNTY by virtue of any breach of the Contract by the CONTRACTOR, and 
the COUNTY may withhold any payments to the CONTRACTOR for the purpose of set-off until such time 
as the exact amount of damages due the COUNTY from the CONTRACTOR is determined. 
 
(c)  Termination for Convenience of the COUNTY.  The COUNTY may terminate this contract at any time 
by giving written notice to the CONTRACTOR of such termination and specifying the effective date 
thereof, at least thirty (30) days prior to the effective date of such termination.  In such event, all finished 
or unfinished documents and other materials as described in the above clause, shall, at the option of the 
COUNTY, become its property. 
 
If the Contract is terminated by the COUNTY as provided herein, the CONTRACTOR shall be entitled to 
receive just and equitable compensation for any work satisfactorily completed on said project. 
 
(d)  Changes.  The COUNTY may, from time to time, request changes of the CONTRACTOR in the scope 
of services to be performed hereunder.  Such changes, to be administered in accordance with the 
contract documents, including any increase or decrease in the amount of the CONTRACTOR's 
compensation, which is mutually agreed upon by and between the COUNTY and the CONTRACTOR, 
shall be incorporated in written amendments to this contract.  The contract can be extended under 
mutually agreed provisions, through a written amendment to this document. 
 
(e)  Assignability.  The CONTRACTOR shall not assign any interest on this contract, and shall not transfer 
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any interest in the same whether by assignment or novation, without the prior written consent of the 
COUNTY provided, however, that claims for money by the CONTRACTOR from the COUNTY under this 
contract may be assigned to a bank, trust company, or other financial institution without such approval.  
Written notice of any such assignment or transfer shall be promptly furnished to the COUNTY. 
 
This Agreement shall be binding upon and inure to the benefit of any successor to Shelby County and 
such successor shall be deemed substituted for Shelby County under the terms of this Agreement.  As 
used in this Agreement, the term “successor” shall include any person, firm, employer or other business 
entity which at any time, whether by merger, purchase or otherwise, which assumes or is assigned 
responsibility of Shelby County for the covered project.  This Agreement shall also be binding upon and 
inure to the benefit of the CONTRACTOR, his heirs, executors and administrators. 
 
(f)  Reports and Information.  The CONTRACTOR, at such times and in such forms as the COUNTY may 
require, shall furnish to the COUNTY such periodic reports as it may request pertaining to the work or 
services undertaken pursuant to this contract, the costs and obligations incurred or to the incurred in 
connection therewith, and any other matters covered by this contract. 
 
(g)  Findings Confidential.  All of the reports, information, data, etc., given to or prepared or assembled by 
the CONTRACTOR under this contract are confidential and the CONTRACTOR agrees that they shall not 
be made available to any individual or organization without the prior written approval of the COUNTY. 
 
(h) Waiver of Trial by Jury.  The parties to this Agreement desire to avoid the additional time and expense 
related to a jury trial of any disputes arising hereunder.  Therefore, it is mutually agreed by and between 
the parties hereto, and for their successors and assigns, that they shall and hereby waive trial by jury of 
any claim, counterclaim, or third-party claim, including any and all claims of injury or damages, brought by 
either party against the other arising out of or in any way connected with this Agreement and the 
relationship which arises here from.  The parties acknowledge and agree that this waiver is knowingly, 
freely and voluntarily given, is desired by both parties, and is in the best interest of both parties. 
 
(i)  Compliance with Local Laws.  The CONTRACTOR shall comply with all applicable laws, ordinances 
and codes of the U.S. Government, the State of Alabama, the City of Calera and SHELBY COUNTY. 
 
(j)  Interest of Members of the COUNTY and Other Local Public Officials.  No officer, member or 
employee of the COUNTY and no member of its governing body, and no other public official of the 
governing body of the locality of localities in which the project is situated or being carried out, who 
exercises any functions or responsibilities in the review or approval of the undertaking or carrying out of 
this project, shall participate in any decision relating to this contract which affects his personal interest or 
the interest of any corporation, partnership, or association in which he is directly or indirectly interested or 
has any personal or pecuniary interest, direct or indirect, in this contract or the proceeds thereof.  The 
CONTRACTOR shall take appropriate steps to assure compliance. 
 
(k)  Interest of the CONTRACTOR.  The CONTRACTOR covenants that he presently has no interest and 
shall not acquire any interest, direct or indirect, which would conflict in any manner or degree with the 
performance of services required to be performed under this contract.  The CONTRACTOR further 
covenants that in the performance of this contract, no person having any such interest shall be employed. 
 
Section 7.  Additional Services of CONTRACTOR 
 
If authorized in writing by the COUNTY the CONTRACTOR shall furnish additional services which are not 
considered as an integral part of the Scope of Services herein.  Under this Agreement, all costs for 
additional services will be negotiated as to activities and compensation.  Upon mutual agreement 
between the COUNTY and the CONTRACTOR, and written authorization from the COUNTY to proceed, 
the CONTRACTOR will provide the additional service. 
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Section 8.  Tax Responsibilities of CONTRACTOR 
 
The parties to this Agreement agree that the CONTRACTOR is an independent firm or person and that 
the relationship created by this agreement is that of an independent CONTRACTOR.  Further, the partied 
agree that the CONTRACTOR is not an employee of Shelby County, and will not be treated as such for 
federal income tax purposes.  In this regard the CONTRACTOR acknowledges and accepts all tax 
responsibilities imposed by federal income tax laws, and any applicable state income tax laws, on self-
employed persons, including but not limited to the responsibility of withholding from income the required 
amounts for federal income taxes, Social Security taxes, federal unemployment tax and applicable state 
and local income taxes. 
 
Section 9.  Independent CONTRACTOR Relationship 
 
In the performance of the work, duties and obligations evolving under this Agreement, it is mutually 
understood and agreed that the CONTRACTOR is at all times serving as an independent CONTRACTOR 
providing Shelby County with services as a contractor and or independent contractor.  Amounts paid to 
the CONTRACTOR by Shelby County as compensation for providing said services are for services 
purchased, and amounts paid to the CONTRACTOR shall be deemed to be fees for services to an 
independent CONTRACTOR and shall not be subject to any withholding.  It is expressly understood that 
Shelby County is interested only in the results to be achieved, and the conduct and control of the work will 
be the sole responsibility of the CONTRACTOR.  CONTRACTOR is not considered to be an agent or 
employee of Shelby County for any purpose and the CONTRACTOR will not be eligible to participate in 
any benefits Shelby County provides for its own employees.  It is further understood and agreed that 
Shelby County does not agree to use CONTRACTOR exclusively.  It is further understood and agreed 
that, except as provided herein, CONTRACTOR is free to contract for similar services to be performed for 
others during the term of this Agreement. 
 
Section 10.  Indemnification and Liability 
 
The COUNTY shall not be liable to or for any injury to the person or property of any person, firm or 
corporation, and Contractor assumes full and complete responsibility therefore.  Contractor shall remain 
insured under terms of a public liability insurance policy as described in the “Certificate of Insurance” 
attached hereto as Attachment “A” during the entire term of this contract and the performance of all work 
herein provided for.  Contractor shall further indemnify COUNTY and hold COUNTY safe and harmless 
from any and all liability, lawsuits, judgments, attorney fees and other costs incurred by COUNTY in 
defending any claim or lawsuit made against COUNTY by any person, firm or corporation arising directly 
or indirectly out of any work performed by Contractor pursuant hereto or any breach or alleged breach of 
duty or responsibility of Contractor related thereto. 
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IN WITNESS WHEREOF, the COUNTY and the CONTRACTOR have caused this agreement to be 
executed by their duly authorized officers on the day and year first above written. 
 
 
       SHELBY COUNTY COMMISSION 
 
             
       By: Chad Scroggins, County Manager 
             
       Date 
ATTEST: 

 
       
 
       
Date 
 
 
             
 
             
       Date 
 
       By: (Print Name):    
ATTEST: 
 
       
 
       
Date  
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ATTACHMENT “A” 
MASS STORAGE HANGAR D 

SHELBY COUNTY AIRPORT 
 
 
 

1) Prior to start of the Work, provide insurance certificate indicating insurance coverage 
acceptable to Shelby County as described in the Special Provisions.   Please request the 
additional insured to read:  
 
“RE: GARVER PROJECT #19A01040; THE SHELBY COUNTY AIRPORT – MASS 
STORAGE HANGAR D CONSTRUCTION, THE SHELBY COUNTY AIRPORT, THE 
SHELBY COUNTY COMMISSION, AND GARVER ARE ADDITIONAL INSUREDS AS 
RESPECTS TO GENERAL, EXCESS AND AUTO LIABILITY, THESE COVERAGES ARE 
PRIMARY AND NON-CONTRIBUTARY AS REQUIRED BY WRITTEN CONTRACT. 
WAIVER OF SUBROGATION APPLIES TO GENERAL, AUTO AND EXCESS LIABILITY, 
AND WORKERS COMPENSATION, WHERE ALLOWED BY STATE LAW AND AS 
REQUIRED BY WRITTEN CONTRACT.” 

 
2) The contractor, person, firm, or corporation undertaking or contracting to undertake the 

herein described public works project agrees to use in the execution of the contract materials, 
supplies, and products manufactured, mined, processed, or otherwise produced in the United 
States or its territories, if the same are available at reasonable and competitive prices and are 
not contrary to any sole source specification implemented under subsection (f) of Section 39-
2-2, Code of Alabama(1975), as amended.   In the event the contractor breaches the 
agreement to use domestic products, and domestic products are not used, there shall be a 
downward adjustment in the contract price equal to any realized savings or benefits to the 
contractor. 
 

3) Contractor agrees that it will fully comply with the Immigration Reform and Control Act of 
1986, as amended by the Immigration Act of 1990, and the Beason-Hammon Alabama 
Taxpayer and Citizen Protection Act, which makes it unlawful for an employer in Alabama to 
knowingly hire or continue to employ an alien who is or has become unauthorized with 
respect to such employment or to fail to comply with the I-9 requirements or fails to use E-
Verify to verify the eligibility to legally work in the United States for all of its new hires who are 
employed to work in the State of Alabama.  Without limiting the foregoing, Contractor shall 
not knowingly employ, hire for employment, or continue to employ an unauthorized alien, and 
shall have an officer or other managerial employee who is personally familiar wit the 
Contractor’s hiring practices to execute an affidavit to this effect on the form supplies by 
Shelby County and return the same to Shelby County.  Contractor shall also enroll in the E-
Verify Program prior to performing any work, or continuing to perform any ongoing work, and 
shall remain enrolled throughout the entire course of its performance hereunder, and shall 
attach to its affidavit the E-Verify Program for Employment Verification and Memorandum of 
Understanding and such other documentation as Shelby County may require to confirm 
Contractor’s enrollment in the E-Verify Program.  Contractor agrees not to knowingly allow 
any of its subcontractors, or any other party with whom it has a contract, to employ in the 
State of Alabama any illegal or undocumented aliens to perform any work in connection with 
the Project, and shall include in all of its contracts a provision substantially similar to the 
paragraph.  If Contractor receives actual knowledge of the unauthorized status of one of its 
employees in the State of Alabama, it will remove that employee from the project, jobsite or 
premises of Shelby County and shall comply with the Immigration Reform and Control Act of 
186, as amended by the Immigration Act of 1990, and the Beason-Hammon Alabama 
Taxpayer and Citizen Protection Act.  Contractor shall require each of its subcontractors, or 
other parties with whom it has a contract, to act in a similar fashion.  If Contractor violates any 
term of this provision, this Agreement will be subject to immediate termination by Shelby 
County.  To the fullest extent permitted by law, Contractor shall defend, indemnify and hold 
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harmless Shelby County from any and all losses, consequential damages, expenses included 
but not limited to, attorney’s fees, claims, suits, liabilities, fines, penalties, and any other costs 
arising out of or in any way related to Contractor’s failure to fulfill its obligations contained in 
this paragraph.  Additionally, contractor shall provide County proof that you are in compliance 
with the immigration law by including a notarized E-Verify Memorandum of Understanding 
and provide your subcontractors notice of their compliance obligations and obtain from each 
a notarized Affidavit of Immigration Law Compliance-Subcontractor. 

 
4) Work must be coordinated with County. 

 
5) Contract documents include the Project Manual and Drawings dated December 2020 which 

include the following:   
 

• Executed Contract Agreement 

• Addenda (if any) 

• Advertisement for Bids 

• Instructions to Bidders 

• Bid Bond 

• Proposal 

• Statement of Bidder’s Qualifications 

• List of Proposed Subcontractors 

• Erector Experience Form 

• DBE Participation Reporting 

• Bidder Certifications 

• Performance and Payment Bonds 

• General Provisions 

• Special Provisions 

• Technical Specifications 

• Supplemental Specifications 

• Drawings 

• Certificates of Insurance and Insurance Policies 
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 010700 - PERFORMANCE BOND 
 
 
STATE OF ALABAMA 
SHELBY COUNTY 
 
KNOW ALL MEN BY THESE PRESENTS:  That we, ___________________________________, as 

Principal and ________________________________________________________ as Surety, are held 

and firmly bound unto the County of Shelby, in the penal sum of 

_______________________________________________and    /100 Dollars ($                     ), for the 

payment of which sum, well and truly to be made, we hereby bind ourselves, our heirs, executors, 

administrators, successors and assigns. 

 

IN WITNESS WHEREOF, we have hereunto set our hands and affixed our seals, this _________ day of 

____________, 2020. 

 
PROVIDED, HOWEVER, that the condition of this obligation is such that whereas the above bound 
___________________________ have this day entered into a Contract with the said Shelby County 
Commission for the completing the project described in the attached plans and specifications for Shelby 
County Airport – Mass Storage Hangar D project, to-wit:  known as Mass Storage Hangar D Project, located 
within the said County, a copy of which said Contract is hereto attached. 
 
NOW, THEREFORE, in the event that said ___________________________, as such Contractor, shall 
faithfully and promptly perform said Contract and all the conditions and requirements thereof, then this 
obligation shall be null and void and to no effect, otherwise to remain and be in full force and effect. 
 
PROVIDED, FURTHER, THAT upon failure of the said___________________________, to promptly and 
efficiently prosecute said work, in any respect, in accordance with the Contract, the above bound 
_______________________________________________________________________________,  as 
Surety, shall take charge of said work and complete the Contract at their expense, pursuant to its terms, 
receiving however, any balance of the funds in the hands of said County due under said Contract.  Said 
Surety may, if they so elect, by written direction given to the Shelby County Commission authorize the 
Commission to advertise for bids to complete the said Contract at the expense of said Surety, and such 
Surety hereby agree and bind themselves to pay the expense of the completion of such work, less any 
funds in the hands of the County remaining due to the above bound Contractor.  
 
PROVIDED, FURTHER, THAT said Contractor and Surety hereby agree and bind themselves to the mode 
of service described in Section 39-1-1, Code of Alabama 1975, as amended, and consent that such service 
shall be the same as personal service on said Contractor or Surety. 
 
 Upon completion of said Contract pursuant to its terms, if any funds remain due on said 
Contract, the same shall be paid to said Principal or Surety. 
 
 The decision of said County Engineer upon any question connected with the execution of said 
Contract, or any failure or delay in the prosecution of the work by said Principal or Surety, shall be final and 
conclusive. 
 
 The Proposal, Specifications, and the Contract hereinbefore referred to, and the Bond for 
Performance of the Work executed under the provisions of Section 39-1-1, Code of Alabama 1975, as 
amended, are made a part of this obligation and instrument is to be construed in connection therewith. 
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 WITNESS our hands and seals this ___________ day of ______________________2020. 
 
SEAL 
 
 
 
 
   
 Principal 
 
 
 By   
  Signature  
 
 By   
  Print Name and Title 
 
 
 
SEAL 
 
 
 
 
   
 Surety 
 
 
 By   
       Attorney-In-Fact - Signature 
 
 By   
       Attorney-In-Fact - Print Name and Title  
 
 
 

    Surety Address for giving Notices: ______________________________________ 
 
 

  ______________________________________ 
  
 
NOTES: Attach Power of Attorney. 
  
 Date of Bond must not precede date of Contract. 
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 010720 - PAYMENT BOND 

 

 
STATE OF ALABAMA 
SHELBY COUNTY 
 
KNOW ALL MEN BY THESE PRESENTS:  That we, ___________________________________, as 

Principal and ________________________________________________________ as Surety, are held 

and firmly bound unto the County of Shelby, in the penal sum of 

_______________________________________________and    /100 Dollars ($                     ), for the 

payment of which sum, well and truly to be made, we hereby bind ourselves, our heirs, executors, 

administrators, successors and assigns. 

 

IN WITNESS WHEREOF, we have hereunto set our hands and affixed our seals, this _________ day of 

____________, 2020. 

  

PROVIDED, HOWEVER, that the condition of this obligation is such that whereas the above bound 
____________________________ have this day entered into a Contract with the said County of Shelby 
for the for the completing the project described in the attached plans and specifications Shelby County 
Airport – Mass Storage Hangar D project, to-wit:  known as Mass Storage Hangar D Project, located 
within the said County, a copy of which said Contract is hereto attached. 
 
NOW, THEREFORE, in the event that said __________________________ as such Contractor shall 
promptly make payment to all persons supplying him or them with labor, material, feed-stuffs, or supplies 
for or in the prosecution of the work provided for in said Contract, then this obligation shall be null and 
void and of no effect, otherwise to remain and be in full force and effect. 
 
PROVIDED, FURTHER, in the event that the said __________________________ as such contractor 
shall fail to make prompt payment to all persons supplying him or them with labor, materials, feed-stuffs, 
or supplies for or in the prosecution of the work provided in such contract, the above bound 
__________________________________________________________________ as Surety shall be 
liable for the payment of such labor, materials, feed-stuffs or supplies and for the payment of reasonable 
attorney's fees incurred by the successful claimants of plaintiffs in suits on said bond as provided in 
Section 39-1-1, Code of Alabama 1975, as amended, are made a part of this obligation, and this 
instrument is to be construed in connection therewith. 
 
 In the event said Principal shall fail or delay the prosecution and completion of said work and 
said Surety shall also fail to act promptly as hereinbefore provided, then said County Engineer may cause 
ten days notice of such failure to be given, either to said Principal or Surety, and at the expiration of said 
ten days, if said Principal or Surety do not proceed promptly to execute said contract, the Shelby County 
Commission shall have the authority to cause said work to be done, and when the same is completed and 
the cost thereof estimated, the said principal and sureties shall and hereby agree to pay any excess in the 
cost of said work above the agreed price to be paid under said Contract. 
 
 Upon completion of said Contract pursuant to its terms, if any funds remain due on said 
Contract, the same shall be paid to said Principal or Surety. 
 



Shelby County Airport 
Mass Storage Hangar D 010720-2 19A01040 

 The said Principal and Surety further agree as part of this obligation to pay all such damages 
of any kind to person or property that may result from a failure in any respect to perform and complete 
said Contract. 
 
 The decision of said County Engineer upon any question connected with the execution of 
said Contract, or any failure or delay in the prosecution of the work by said Principal or Surety, shall be 
final and conclusive. 
 
 The Proposal, Specifications and the Contract hereinbefore referred to, and the Bond for 
Payment of Labor, Materials, Feed-stuffs or Supplies executed under the provisions of Section 39-1-1, 
Code of Alabama 1975, as amended, are made a part of this obligation, and this instrument is to be 
construed in connection therewith. 
 
 WITNESS our hands and seals this ___________ day of ____________2020. 
 
SEAL 
 
 
 
 
   
 Principal 
 
 By   
  Signature  
 
 By   
  Print Name and Title 
 
 
 
SEAL 
 
 
 
 
   
 Surety 
 
 By   
       Attorney-In-Fact - Signature 
 
 By   
       Attorney-In-Fact - Print Name and Title 
 
 

    Surety Address for giving Notices: ______________________________________ 
 

  ______________________________________ 
  
NOTES: Attach Power of Attorney. 
  
 Date of Bond must not precede date of Contract. 
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GENERAL PROVISIONS 

SECTION 10 DEFINITION OF TERMS 

When the following terms are used in these specifications, in the contract, or in any documents or other 
instruments pertaining to construction where these specifications govern, the intent and meaning shall be 
defined as follows:  

Paragraph 
Number 

Term Definition 

10-01 AASHTO The American Association of State Highway and 
Transportation Officials.   

10-02 Access Road The right-of-way, the roadway and all improvements 
constructed thereon connecting the airport to a public 
roadway. 

10-03 Advertisement A public announcement, as required by local law, inviting 
bids for work to be performed and materials to be furnished. 

10-04 Airport Airport means an area of land or water which is used or 
intended to be used for the landing and takeoff of aircraft; an 
appurtenant area used or intended to be used for airport 
buildings or other airport facilities or rights of way; airport 
buildings and facilities located in any of these areas, and a 
heliport. 

10-05 Airport Improvement 
Program (AIP) 

A grant-in-aid program, administered by the Federal Aviation 
Administration (FAA). 

10-06 Air Operations Area 
(AOA) 

The term air operations area (AOA) shall mean any area of 
the airport used or intended to be used for the landing, 
takeoff, or surface maneuvering of aircraft. An air operation 
area shall include such paved or unpaved areas that are 
used or intended to be used for the unobstructed movement 
of aircraft in addition to its associated runway, taxiway, or 
apron. 

10-07 Apron Area where aircraft are parked, unloaded or loaded, fueled 
and/or serviced.   

10-08 ASTM International 
(ASTM) 

Formerly known as the American Society for Testing and 
Materials (ASTM). 

10-09 Award The Owner’s notice to the successful bidder of the 
acceptance of the submitted bid. 

10-10 Bidder Any individual, partnership, firm, or corporation, acting 
directly or through a duly authorized representative, who 
submits a proposal for the work contemplated. 

10-11 Building Area An area on the airport to be used, considered, or intended 
to be used for airport buildings or other airport facilities or 
rights-of-way together with all airport buildings and facilities 
located thereon. 

10-12 Calendar Day Every day shown on the calendar. 
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Paragraph 
Number 

Term Definition 

10-13 Certificate of Analysis 
(COA) 

The COA is the manufacturer’s Certificate of Compliance 
(COC) including all applicable test results required by the 
specifications. 

10-14 Certificate of 
Compliance (COC) 

The manufacturer’s certification stating that materials or 
assemblies furnished fully comply with the requirements of 
the contract. The certificate shall be signed by the 
manufacturer’s authorized representative.  

10-15 Change Order A written order to the Contractor covering changes in the 
plans, specifications, or proposal quantities and establishing 
the basis of payment and contract time adjustment, if any, 
for work within the scope of the contract and necessary to 
complete the project. 

10-16 Contract A written agreement between the Owner and the Contractor 
that establishes the obligations of the parties including but 
not limited to performance of work, furnishing of labor, 
equipment and materials and the basis of payment.   

The awarded contract includes but may not be limited to: 
Advertisement, Contract form, Proposal, Performance bond, 
payment bond, General provisions, certifications and 
representations, Technical Specifications, Plans, 
Supplemental Provisions, standards incorporated by 
reference and issued addenda. 

10-17 Contract Item (Pay Item) A specific unit of work for which a price is provided in the 
contract. 

10-18 Contract Time The number of calendar days or working days, stated in the 
proposal, allowed for completion of the contract, including 
authorized time extensions. If a calendar date of completion 
is stated in the proposal, in lieu of a number of calendar or 
working days, the contract shall be completed by that date. 

10-19 Contractor The individual, partnership, firm, or corporation primarily 
liable for the acceptable performance of the work contracted 
and for the payment of all legal debts pertaining to the work 
who acts directly or through lawful agents or employees to 
complete the contract work. 

10-20 Contractors Quality 
Control (QC) Facilities 

The Contractor’s QC facilities in accordance with the 
Contractor Quality Control Program (CQCP). 

10-21 Contractor Quality 
Control Program (CQCP) 

Details the methods and procedures that will be taken to 
assure that all materials and completed construction 
required by the contract conform to contract plans, technical 
specifications and other requirements, whether 
manufactured by the Contractor, or procured from 
subcontractors or vendors. 

10-22 Control Strip A demonstration by the Contractor that the materials, 
equipment, and construction processes results in a product 
meeting the requirements of the specification.   
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Paragraph 
Number 

Term Definition 

10-23 Construction Safety and 
Phasing Plan (CSPP) 

The overall plan for safety and phasing of a construction 
project developed by the airport operator, or developed by 
the airport operator’s consultant and approved by the airport 
operator.  It is included in the invitation for bids and becomes 
part of the project specifications. 

10-24 Drainage System The system of pipes, ditches, and structures by which 
surface or subsurface waters are collected and conducted 
from the airport area. 

10-25 Engineer The individual, partnership, firm, or corporation duly 
authorized by the Owner to be responsible for engineering, 
inspection, and/or observation of the contract work and 
acting directly or through an authorized representative.   

10-26 Equipment All machinery, together with the necessary supplies for 
upkeep and maintenance; and all tools and apparatus 
necessary for the proper construction and acceptable 
completion of the work. 

10-27 Extra Work An item of work not provided for in the awarded contract as 
previously modified by change order or supplemental 
agreement, but which is found by the Owner’s Engineer or 
Resident Project Representative (RPR) to be necessary to 
complete the work within the intended scope of the contract 
as previously modified. 

10-28 FAA The Federal Aviation Administration. When used to 
designate a person, FAA shall mean the Administrator or 
their duly authorized representative. 

10-29 Federal Specifications The federal specifications and standards, commercial item 
descriptions, and supplements, amendments, and indices 
prepared and issued by the General Services 
Administration. 

10-30 Force Account a. Contract Force Account - A method of payment that 
addresses extra work performed by the Contractor on a time 
and material basis. 

b. Owner Force Account - Work performed for the project by 
the Owner's employees. 

10-31 Intention of Terms Whenever, in these specifications or on the plans, the words 
“directed,” “required,” “permitted,” “ordered,” “designated,” 
“prescribed,” or words of like import are used, it shall be 
understood that the direction, requirement, permission, 
order, designation, or prescription of the Engineer and/or 
Resident Project Representative (RPR) is intended; and 
similarly, the words “approved,” “acceptable,” “satisfactory,” 
or words of like import, shall mean approved by, or 
acceptable to, or satisfactory to the Engineer and/or RPR, 
subject in each case to the final determination of the Owner. 
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Paragraph 
Number 

Term Definition 

Any reference to a specific requirement of a numbered 
paragraph of the contract specifications or a cited standard 
shall be interpreted to include all general requirements of the 
entire section, specification item, or cited standard that may 
be pertinent to such specific reference. 

10-32 Lighting A system of fixtures providing or controlling the light sources 
used on or near the airport or within the airport buildings. 
The field lighting includes all luminous signals, markers, 
floodlights, and illuminating devices used on or near the 
airport or to aid in the operation of aircraft landing at, taking 
off from, or taxiing on the airport surface. 

10-33 Major and Minor 
Contract Items 

A major contract item shall be any item that is listed in the 
proposal, the total cost of which is equal to or greater than 
20% of the total amount of the award contract. All other items 
shall be considered minor contract items. 

10-34 Materials Any substance specified for use in the construction of the 
contract work. 

10-35 Modification of 
Standards (MOS) 

Any deviation from standard specifications applicable to 
material and construction methods in accordance with FAA 
Order 5300.1. 

10-36 Notice to Proceed (NTP) A written notice to the Contractor to begin the actual contract 
work on a previously agreed to date. If applicable, the Notice 
to Proceed shall state the date on which the contract time 
begins. 

10-37 Owner The term “Owner” shall mean the party of the first part or the 
contracting agency signatory to the contract. Where the term 
“Owner” is capitalized in this document, it shall mean airport 
Sponsor only.  The Owner for this project is the Shelby 
County Commission. 

10-38 Passenger Facility 
Charge (PFC) 

Per 14 Code of Federal Regulations (CFR) Part 158 and 49 
United States Code (USC) § 40117, a PFC is a charge 
imposed by a public agency on passengers enplaned at a 
commercial service airport it controls. 

10-39 Pavement Structure The combined surface course, base course(s), and subbase 
course(s), if any, considered as a single unit. 

10-40 Payment bond The approved form of security furnished by the Contractor 
and their own surety as a guaranty that the Contractor will 
pay in full all bills and accounts for materials and labor used 
in the construction of the work. 

10-41 Performance bond The approved form of security furnished by the Contractor 
and their own surety as a guaranty that the Contractor will 
complete the work in accordance with the terms of the 
contract. 
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Paragraph 
Number 

Term Definition 

10-42 Plans The official drawings or exact reproductions which show the 
location, character, dimensions and details of the airport and 
the work to be done and which are to be considered as a 
part of the contract, supplementary to the specifications. 
Plans may also be referred to as 'contract drawings.’ 

10-43 Project The agreed scope of work for accomplishing specific airport 
development with respect to a particular airport. 

10-44 Proposal The written offer of the bidder (when submitted on the 
approved proposal form) to perform the contemplated work 
and furnish the necessary materials in accordance with the 
provisions of the plans and specifications. 

10-45 Proposal guaranty The security furnished with a proposal to guarantee that the 
bidder will enter into a contract if their own proposal is 
accepted by the Owner. 

10-46 Quality Assurance (QA) Owner’s responsibility to assure that construction work 
completed complies with specifications for payment. 

10-47 Quality Control (QC)  Contractor’s responsibility to control material(s) and 
construction processes to complete construction in 
accordance with project specifications. 

10-48 Quality Assurance (QA) 
Inspector 

An authorized representative of the Engineer and/or 
Resident Project Representative (RPR) assigned to make 
all necessary inspections, observations, tests, and/or 
observation of tests of the work performed or being 
performed, or of the materials furnished or being furnished 
by the Contractor. 

10-49 Quality Assurance (QA) 
Laboratory 

The official quality assurance testing laboratories of the 
Owner or such other laboratories as may be designated by 
the Engineer or RPR.  May also be referred to as Engineer’s, 
Owner’s, or QA Laboratory. 

10-50 Resident Project 
Representative (RPR) 

 The individual, partnership, firm, or corporation duly 
authorized by the Owner to be responsible for all necessary 
inspections, observations, tests, and/or observations of 
tests of the contract work performed or being performed, or 
of the materials furnished or being furnished by the 
Contractor, and acting directly or through an authorized 
representative.  

10-51 Runway The area on the airport prepared for the landing and takeoff 
of aircraft. 

10-52 Runway Safety Area 
(RSA) 

 A defined surface surrounding the runway prepared or 
suitable for reducing the risk of damage to aircraft.  See the 
construction safety and phasing plan (CSPP) for limits of the 
RSA. 

10-53 Safety Plan Compliance 
Document (SPCD) 

 Details how the Contractor will comply with the CSPP. 
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Paragraph 
Number 

Term Definition 

10-54 Specifications A part of the contract containing the written directions and 
requirements for completing the contract work. Standards 
for specifying materials or testing which are cited in the 
contract specifications by reference shall have the same 
force and effect as if included in the contract physically. 

10-55 Sponsor A Sponsor is defined in 49 USC § 47102(24) as a public 
agency that submits to the FAA for an AIP grant; or a private 
Owner of a public-use airport that submits to the FAA an 
application for an AIP grant for the airport. 

10-56 Structures Airport facilities such as bridges; culverts; catch basins, 
inlets, retaining walls, cribbing; storm and sanitary sewer 
lines; water lines; underdrains; electrical ducts, manholes, 
handholes, lighting fixtures and bases; transformers; 
navigational aids; buildings; vaults; and, other manmade 
features of the airport that may be encountered in the work 
and not otherwise classified herein. 

10-57 Subgrade The soil that forms the pavement foundation. 

10-58 Superintendent The Contractor’s executive representative who is present on 
the work during progress, authorized to receive and fulfill 
instructions from the RPR, and who shall supervise and 
direct the construction. 

10-59 Supplemental 
Agreement 

A written agreement between the Contractor and the Owner 
that establishes the basis of payment and contract time 
adjustment, if any, for the work affected by the supplemental 
agreement.  A supplemental agreement is required if:  (1) in 
scope work would increase or decrease the total amount of 
the awarded contract by more than 25%: (2) in scope work 
would increase or decrease the total of any major contract 
item by more than 25%; (3) work that is not within the scope 
of the originally awarded contract; or (4) adding or deleting 
of a major contract item. 

10-60 Surety The corporation, partnership, or individual, other than the 
Contractor, executing payment or performance bonds that 
are furnished to the Owner by the Contractor. 

10-61 Taxilane A taxiway designed for low speed movement of aircraft 
between aircraft parking areas and terminal areas. 

10-62 Taxiway The portion of the air operations area of an airport that has 
been designated by competent airport authority for 
movement of aircraft to and from the airport’s runways, 
aircraft parking areas, and terminal areas. 

10-63 Taxiway/Taxilane Safety 
Area (TSA) 

A defined surface alongside the taxiway prepared or suitable 
for reducing the risk of damage to an aircraft.  See the 
construction safety and phasing plan (CSPP) for limits of the 
TSA. 
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Paragraph 
Number 

Term Definition 

10-64 Work The furnishing of all labor, materials, tools, equipment, and 
incidentals necessary or convenient to the Contractor’s 
performance of all duties and obligations imposed by the 
contract, plans, and specifications. 

10-65 Working day A working day shall be any day other than a legal holiday, 
Saturday, or Sunday on which the normal working forces of 
the Contractor may proceed with regular work for at least six 
(6) hours toward completion of the contract. When work is 
suspended for causes beyond the Contractor’s control, it will 
not be counted as a working day. Saturdays, Sundays and 
holidays on which the Contractor’s forces engage in regular 
work will be considered as working days. 

10-66 Owner Defined terms None 

 

END OF SECTION 10 
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SECTION 20 PROPOSAL REQUIREMENTS AND CONDITIONS 

20-01 Advertisement (Notice to Bidders).  See Page 010000-1. 

20-02 Qualification of bidders. Each bidder shall submit evidence of competency and evidence of 
financial responsibility to perform the work to the Owner at the time of bid opening. 

Evidence of competency, unless otherwise specified, shall consist of statements covering the bidder’s past 
experience on similar work, and a list of equipment and a list of key personnel that would be available for 
the work. 

Each bidder shall furnish the Owner satisfactory evidence of their financial responsibility. Evidence of 
financial responsibility, unless otherwise specified, shall consist of a confidential statement or report of the 
bidder’s financial resources and liabilities as of the last calendar year or the bidder’s last fiscal year. Such 
statements or reports shall be certified by a public accountant. At the time of submitting such financial 
statements or reports, the bidder shall further certify whether their financial responsibility is approximately 
the same as stated or reported by the public accountant. If the bidder’s financial responsibility has changed, 
the bidder shall qualify the public accountant’s statement or report to reflect the bidder’s true financial 
condition at the time such qualified statement or report is submitted to the Owner. 

Unless otherwise specified, a bidder may submit evidence that they are prequalified with the State Highway 
Division and are on the current “bidder’s list” of the state in which the proposed work is located. Evidence 
of State Highway Division prequalification may be submitted as evidence of financial responsibility in lieu 
of the certified statements or reports specified above. 

20-03 Contents of proposal forms. The Owner's proposal forms state the location and description of the 
proposed construction; the place, date, and time of opening of the proposals; and the estimated quantities 
of the various items of work to be performed and materials to be furnished for which unit bid prices are 
asked. The proposal form states the time in which the work must be completed, and the amount of the 
proposal guaranty that must accompany the proposal. The Owner will accept only those Proposals properly 
executed on physical forms or electronic forms provided by the Owner. Bidder actions that may cause the 
Owner to deem a proposal irregular are given in paragraph 20-09 Irregular proposals. 

Mobilization is limited to 5 percent of the total project cost.  

20-04 Issuance of proposal forms. The Owner reserves the right to refuse to issue a proposal form to a 
prospective bidder if the bidder is in default for any of the following reasons: 

a. Failure to comply with any prequalification regulations of the Owner, if such regulations are cited, or 
otherwise included, in the proposal as a requirement for bidding. 

b. Failure to pay, or satisfactorily settle, all bills due for labor and materials on former contracts in force 
with the Owner at the time the Owner issues the proposal to a prospective bidder. 

c. Documented record of Contractor default under previous contracts with the Owner. 

d. Documented record of unsatisfactory work on previous contracts with the Owner. 

20-05 Interpretation of estimated proposal quantities. An estimate of quantities of work to be done and 
materials to be furnished under these specifications is given in the proposal. It is the result of careful 
calculations and is believed to be correct. It is given only as a basis for comparison of proposals and the 
award of the contract. The Owner does not expressly, or by implication, agree that the actual quantities 
involved will correspond exactly therewith; nor shall the bidder plead misunderstanding or deception 
because of such estimates of quantities, or of the character, location, or other conditions pertaining to the 
work. Payment to the Contractor will be made only for the actual quantities of work performed or materials 
furnished in accordance with the plans and specifications. It is understood that the quantities may be 
increased or decreased as provided in the Section 40, paragraph 40-02, Alteration of Work and Quantities, 
without in any way invalidating the unit bid prices. 
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20-06 Examination of plans, specifications, and site. The bidder is expected to carefully examine the 
site of the proposed work, the proposal, plans, specifications, and contract forms. Bidders shall satisfy 
themselves to the character, quality, and quantities of work to be performed, materials to be furnished, and 
to the requirements of the proposed contract. The submission of a proposal shall be prima facie evidence 
that the bidder has made such examination and is satisfied to the conditions to be encountered in 
performing the work and the requirements of the proposed contract, plans, and specifications. 

20-07 Preparation of proposal. The bidder shall submit their proposal on the forms furnished by the 
Owner. All blank spaces in the proposal forms, unless explicitly stated otherwise, must be correctly filled in 
where indicated for each and every item for which a quantity is given. If so requested, the bidder shall state 
the price (written in ink or typed) both in words and numerals which they propose for each pay item furnished 
in the proposal. In case of conflict between words and numerals, the words, unless obviously incorrect, 
shall govern. 

The bidder shall correctly sign the proposal in ink. If the proposal is made by an individual, their name and 
post office address must be shown. If made by a partnership, the name and post office address of each 
member of the partnership must be shown. If made by a corporation, the person signing the proposal shall 
give the name of the state where the corporation was chartered and the name, titles, and business address 
of the president, secretary, and the treasurer. Anyone signing a proposal as an agent shall file evidence of 
their authority to do so and that the signature is binding upon the firm or corporation. 

20-08 Responsive and responsible bidder.  A responsive bid conforms to all significant terms and 
conditions contained in the Owner’s invitation for bid. It is the Owner’s responsibility to decide if the 
exceptions taken by a bidder to the solicitation are material or not and the extent of deviation it is willing to 
accept.  

A responsible bidder has the ability to perform successfully under the terms and conditions of a proposed 
procurement, as defined in 2 CFR § 200.318(h). This includes such matters as Contractor integrity, 
compliance with public policy, record of past performance, and financial and technical resources. 

20-09 Irregular proposals. Proposals shall be considered irregular for the following reasons: 

a. If the proposal is on a form other than that furnished by the Owner, or if the Owner’s form is altered, 
or if any part of the proposal form is detached. 

b. If there are unauthorized additions, conditional or alternate pay items, or irregularities of any kind 
that make the proposal incomplete, indefinite, or otherwise ambiguous. 

c. If the proposal does not contain a unit price for each pay item listed in the proposal, except in the 
case of authorized alternate pay items, for which the bidder is not required to furnish a unit price. 

d. If the proposal contains unit prices that are obviously unbalanced. 

e. If the proposal is not accompanied by the proposal guaranty specified by the Owner. 

f. If the applicable Disadvantaged Business Enterprise information is incomplete. 

The Owner reserves the right to reject any irregular proposal and the right to waive technicalities if such 
waiver is in the best interest of the Owner and conforms to local laws and ordinances pertaining to the 
letting of construction contracts. 

20-10 Bid guarantee. Each separate proposal shall be accompanied by a bid bond, certified check, or 
other specified acceptable collateral, in the amount specified in the proposal form. Such bond, check, or 
collateral, shall be made payable to the Owner. 

20-11 Delivery of proposal. Each proposal submitted shall be placed in a sealed envelope plainly marked 
with the project number, location of airport, and name and business address of the bidder on the outside. 
When sent by mail, preferably registered, the sealed proposal, marked as indicated above, should be 
enclosed in an additional envelope. No proposal will be considered unless received at the place specified 
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in the advertisement or as modified by Addendum before the time specified for opening all bids. Proposals 
received after the bid opening time shall be returned to the bidder unopened.  

20-12 Withdrawal or revision of proposals. A bidder may withdraw or revise (by withdrawal of one 
proposal and submission of another) a proposal provided that the bidder’s request for withdrawal is received 
by the Owner in writing or by email before the time specified for opening bids. Revised proposals must be 
received at the place specified in the advertisement before the time specified for opening all bids. 

20-13 Public opening of proposals. Proposals shall be opened, and read, publicly at the time and place 
specified in the advertisement. Bidders, their authorized agents, and other interested persons are invited 
to attend. Proposals that have been withdrawn (by written or telegraphic request) or received after the time 
specified for opening bids shall be returned to the bidder unopened. 

20-14 Disqualification of bidders. A bidder shall be considered disqualified for any of the following 
reasons: 

a. Submitting more than one proposal from the same partnership, firm, or corporation under the same 
or different name. 

b. Evidence of collusion among bidders. Bidders participating in such collusion shall be disqualified as 
bidders for any future work of the Owner until any such participating bidder has been reinstated by the 
Owner as a qualified bidder. 

c. If the bidder is considered to be in “default” for any reason specified in paragraph 20-04, Issuance of 
Proposal Forms, of this section. 

20-15 Discrepancies and Omissions.  A Bidder who discovers discrepancies or omissions with the project 
bid documents shall immediately notify the Owner’s Engineer of the matter.  A bidder that has doubt as to 
the true meaning of a project requirement may submit to the Owner’s Engineer a written request for 
interpretation no later than 4 days prior to bid opening.    

Any interpretation of the project bid documents by the Owner’s Engineer will be by written addendum issued 
by the Owner. The Owner will not consider any instructions, clarifications or interpretations of the bidding 
documents in any manner other than written addendum. 

 

END OF SECTION 20 
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SECTION 30 AWARD AND EXECUTION OF CONTRACT 

30-01 Consideration of proposals. After the proposals are publicly opened and read, they will be 
compared on the basis of the summation of the products obtained by multiplying the estimated quantities 
shown in the proposal by the unit bid prices. If a bidder’s proposal contains a discrepancy between unit bid 
prices written in words and unit bid prices written in numbers, the unit bid price written in words shall govern. 

Until the award of a contract is made, the Owner reserves the right to reject a bidder’s proposal for any of 
the following reasons: 

a. If the proposal is irregular as specified in Section 20, paragraph 20-09, Irregular Proposals. 

b. If the bidder is disqualified for any of the reasons specified Section 20, paragraph 20-14, 
Disqualification of Bidders. 

In addition, until the award of a contract is made, the Owner reserves the right to reject any or all proposals, 
waive technicalities, if such waiver is in the best interest of the Owner and is in conformance with applicable 
state and local laws or regulations pertaining to the letting of construction contracts; advertise for new 
proposals; or proceed with the work otherwise. All such actions shall promote the Owner’s best interests. 

30-02 Award of contract. The award of a contract, if it is to be awarded, shall be made within [ ] 
calendar days of the date specified for publicly opening proposals the time referenced in the Advertisement 
and the Proposal, unless otherwise specified herein. 

If the Owner elects to proceed with an award of contract, the Owner will make award to the responsible 
bidder whose bid, conforming with all the material terms and conditions of the bid documents, is the lowest 
in price. 

30-03 Cancellation of award. The Owner reserves the right to cancel the award without liability to the 
bidder, except return of proposal guaranty, at any time before a contract has been fully executed by all 
parties and is approved by the Owner in accordance with paragraph 30-07 Approval of Contract. 

30-04 Return of proposal guaranty. All proposal guaranties, except those of the two lowest bidders, will 
be returned immediately after the Owner has made a comparison of bids as specified in the paragraph 30-
01, Consideration of Proposals.  Proposal guaranties of the two lowest bidders will be retained by the Owner 
until such time as an award is made, at which time, the unsuccessful bidder’s proposal guaranty will be 
returned. The successful bidder’s proposal guaranty will be returned as soon as the Owner receives the 
contract bonds as specified in paragraph 30-05, Requirements of Contract Bonds.  

30-05 Requirements of contract bonds. At the time of the execution of the contract, the successful bidder 
shall furnish the Owner a surety bond or bonds that have been fully executed by the bidder and the surety 
guaranteeing the performance of the work and the payment of all legal debts that may be incurred by reason 
of the Contractor’s performance of the work. The surety and the form of the bond or bonds shall be 
acceptable to the Owner. Unless otherwise specified in this subsection, the surety bond or bonds shall be 
in a sum equal to the full amount of the contract. 

30-06 Execution of contract. The successful bidder shall sign (execute) the necessary agreements for 
entering into the contract and return the signed contract to the Owner, along with the fully executed surety 
bond or bonds specified in paragraph 30-05, Requirements of Contract Bonds, of this section, within the 
time specified in the proposal. 15 calendar days from the date mailed or otherwise delivered to the 
successful bidder. 

30-07 Approval of contract. Upon receipt of the contract and contract bond or bonds that have been 
executed by the successful bidder, the Owner shall complete the execution of the contract in accordance 
with local laws or ordinances, and return the fully executed contract to the Contractor. Delivery of the fully 
executed contract to the Contractor shall constitute the Owner’s approval to be bound by the successful 
bidder’s proposal and the terms of the contract. 
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30-08 Failure to execute contract. Failure of the successful bidder to execute the contract and furnish an 
acceptable surety bond or bonds within the period specified in paragraph 30-06, Execution of Contract, of 
this section shall be just cause for cancellation of the award and forfeiture of the proposal guaranty, not as 
a penalty, but as liquidated damages to the Owner.  

 

END OF SECTION 30 
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SECTION 40 SCOPE OF WORK 

40-01 Intent of contract. The intent of the contract is to provide for construction and completion, in every 
detail, of the work described. It is further intended that the Contractor shall furnish all labor, materials, 
equipment, tools, transportation, and supplies required to complete the work in accordance with the plans, 
specifications, and terms of the contract. 

40-02 Alteration of work and quantities. The Owner reserves the right to make such changes in quantities 
and work as may be necessary or desirable to complete, in a satisfactory manner, the original intended 
work. Unless otherwise specified in the Contract, the Owner’s Engineer or RPR shall be and is hereby 
authorized to make, in writing, such in-scope alterations in the work and variation of quantities as may be 
necessary to complete the work, provided such action does not represent a significant change in the 
character of the work. 

For purpose of this section, a significant change in character of work means: any change that is outside the 
current contract scope of work; any change (increase or decrease) in the total contract cost by more than 
25%; or any change in the total cost of a major contract item by more than 25%. 

Work alterations and quantity variances that do not meet the definition of significant change in character of 
work shall not invalidate the contract nor release the surety.  Contractor agrees to accept payment for such 
work alterations and quantity variances in accordance with Section 90, paragraph 90-03, Compensation for 
Altered Quantities. 

Should the value of altered work or quantity variance meet the criteria for significant change in character of 
work, such altered work and quantity variance shall be covered by a supplemental agreement. 
Supplemental agreements shall also require consent of the Contractor’s surety and separate performance 
and payment bonds. If the Owner and the Contractor are unable to agree on a unit adjustment for any 
contract item that requires a supplemental agreement, the Owner reserves the right to terminate the 
contract with respect to the item and make other arrangements for its completion.  

40-03 Omitted items. The Owner, the Owner’s Engineer or the RPR may provide written notice to the 
Contractor to omit from the work any contract item that does not meet the definition of major contract item. 
Major contract items may be omitted by a supplemental agreement. Such omission of contract items shall 
not invalidate any other contract provision or requirement. 

Should a contract item be omitted or otherwise ordered to be non-performed, the Contractor shall be paid 
for all work performed toward completion of such item prior to the date of the order to omit such item. 
Payment for work performed shall be in accordance with Section 90, paragraph 90-04, Payment for Omitted 
Items. 

40-04 Extra work. Should acceptable completion of the contract require the Contractor to perform an item 
of work not provided for in the awarded contract as previously modified by change order or supplemental 
agreement, Owner may issue a Change Order to cover the necessary extra work. Change orders for extra 
work shall contain agreed unit prices for performing the change order work in accordance with the 
requirements specified in the order, and shall contain any adjustment to the contract time that, in the RPR’s 
opinion, is necessary for completion of the extra work. 

When determined by the RPR to be in the Owner’s best interest, the RPR may order the Contractor to 
proceed with extra work as provided in Section 90, paragraph 90-05, Payment for Extra Work. Extra work 
that is necessary for acceptable completion of the project, but is not within the general scope of the work 
covered by the original contract shall be covered by a supplemental agreement as defined in Section 10, 
paragraph 10-59, Supplemental Agreement. 

If extra work is essential to maintaining the project critical path, RPR may order the Contractor to commence 
the extra work under a Time and Material contract method. Once sufficient detail is available to establish 
the level of effort necessary for the extra work, the Owner shall initiate a change order or supplemental 
agreement to cover the extra work. 
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Any claim for payment of extra work that is not covered by written agreement (change order or supplemental 
agreement) shall be rejected by the Owner. 

40-05 Maintenance of traffic. It is the explicit intention of the contract that the safety of aircraft, as well as 
the Contractor’s equipment and personnel, is the most important consideration.  The Contractor shall 
maintain traffic in the manner detailed in the Construction Safety and Phasing Plan (CSPP). 

a. It is understood and agreed that the Contractor shall provide for the free and unobstructed movement 
of aircraft in the air operations areas (AOAs) of the airport with respect to their own operations and the 
operations of all subcontractors as specified in Section 80, paragraph 80-04, Limitation of Operations. It is 
further understood and agreed that the Contractor shall provide for the uninterrupted operation of visual 
and electronic signals (including power supplies thereto) used in the guidance of aircraft while operating to, 
from, and upon the airport as specified in Section 70, paragraph 70-15, Contractor’s Responsibility for Utility 
Service and Facilities of Others. 

b. With respect to their own operations and the operations of all subcontractors, the Contractor shall 
provide marking, lighting, and other acceptable means of identifying personnel, equipment, vehicles, 
storage areas, and any work area or condition that may be hazardous to the operation of aircraft, fire-rescue 
equipment, or maintenance vehicles at the airport in accordance with the construction safety and phasing 
plan (CSPP) and the safety plan compliance document (SPCD). 

c. When the contract requires the maintenance of an existing road, street, or highway during the 
Contractor’s performance of work that is otherwise provided for in the contract, plans, and specifications, 
the Contractor shall keep the road, street, or highway open to all traffic and shall provide maintenance as 
may be required to accommodate traffic. The Contractor, at their expense, shall be responsible for the 
repair to equal or better than preconstruction conditions of any damage caused by the Contractor’s 
equipment and personnel.  The Contractor shall furnish, erect, and maintain barricades, warning signs, flag 
person, and other traffic control devices in reasonable conformity with the Manual on Uniform Traffic Control 

Devices (MUTCD) (http://mutcd.fhwa.dot.gov/), unless otherwise specified. The Contractor shall also 

construct and maintain in a safe condition any temporary connections necessary for ingress to and egress 
from abutting property or intersecting roads, streets or highways.  

40-06 Removal of existing structures. All existing structures encountered within the established lines, 
grades, or grading sections shall be removed by the Contractor, unless such existing structures are 
otherwise specified to be relocated, adjusted up or down, salvaged, abandoned in place, reused in the work 
or to remain in place. The cost of removing such existing structures shall not be measured or paid for 
directly, but shall be included in the various contract items. 

Should the Contractor encounter an existing structure (above or below ground) in the work for which the 
disposition is not indicated on the plans, the Resident Project Representative (RPR) shall be notified prior 
to disturbing such structure. The disposition of existing structures so encountered shall be immediately 
determined by the RPR in accordance with the provisions of the contract. 

Except as provided in Section 40, paragraph 40-07, Rights in and Use of Materials Found in the Work, it is 
intended that all existing materials or structures that may be encountered (within the lines, grades, or 
grading sections established for completion of the work) shall be used in the work as otherwise provided 
for in the contract and shall remain the property of the Owner when so used in the work. 

40-07 Rights in and use of materials found in the work. Should the Contractor encounter any material 
such as (but not restricted to) sand, stone, gravel, slag, or concrete slabs within the established lines, 
grades, or grading sections, the use of which is intended by the terms of the contract to be embankment, 
the Contractor may at their own option either: 

a. Use such material in another contract item, providing such use is approved by the RPR and is in 
conformance with the contract specifications applicable to such use; or, 

b. Remove such material from the site, upon written approval of the RPR; or 

c. Use such material for the Contractor’s own temporary construction on site; or, 
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d. Use such material as intended by the terms of the contract. 

Should the Contractor wish to exercise option a., b., or c., the Contractor shall request the RPR’s approval 
in advance of such use. 

Should the RPR approve the Contractor’s request to exercise option a., b., or c., the Contractor shall be 
paid for the excavation or removal of such material at the applicable contract price. The Contractor shall 
replace, at their expense, such removed or excavated material with an agreed equal volume of material 
that is acceptable for use in constructing embankment, backfills, or otherwise to the extent that such 
replacement material is needed to complete the contract work. The Contractor shall not be charged for use 
of such material used in the work or removed from the site. 

Should the RPR approve the Contractor’s exercise of option a., the Contractor shall be paid, at the 
applicable contract price, for furnishing and installing such material in accordance with requirements of the 
contract item in which the material is used. 

It is understood and agreed that the Contractor shall make no claim for delays by reason of their own 
exercise of option a., b., or c. 

The Contractor shall not excavate, remove, or otherwise disturb any material, structure, or part of a structure 
which is located outside the lines, grades, or grading sections established for the work, except where such 
excavation or removal is provided for in the contract, plans, or specifications. 

40-08 Final cleanup. Upon completion of the work and before acceptance and final payment will be made, 
the Contractor shall remove from the site all machinery, equipment, surplus and discarded materials, 
rubbish, temporary structures, and stumps or portions of trees. The Contractor shall cut all brush and woods 
within the limits indicated and shall leave the site in a neat and presentable condition. Material cleared from 
the site and deposited on adjacent property will not be considered as having been disposed of satisfactorily, 
unless the Contractor has obtained the written permission of the property Owner. 

 

END OF SECTION 40 
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SECTION 50 CONTROL OF WORK 

50-01 Authority of the Resident Project Representative (RPR). The RPR has final authority regarding 
the interpretation of project specification requirements.  The RPR shall determine acceptability of the quality 
of materials furnished, method of performance of work performed, and the manner and rate of performance 
of the work. The RPR does not have the authority to accept work that does not conform to specification 
requirements.   

50-02 Conformity with plans and specifications. All work and all materials furnished shall be in 
reasonably close conformity with the lines, grades, grading sections, cross-sections, dimensions, material 
requirements, and testing requirements that are specified (including specified tolerances) in the contract, 
plans, or specifications. 

If the RPR finds the materials furnished, work performed, or the finished product not within reasonably close 
conformity with the plans and specifications, but that the portion of the work affected will, in their opinion, 
result in a finished product having a level of safety, economy, durability, and workmanship acceptable to 
the Owner, the RPR will advise the Owner of their determination that the affected work be accepted and 
remain in place. The RPR will document the determination and recommend to the Owner a basis of 
acceptance that will provide for an adjustment in the contract price for the affected portion of the work. 
Changes in the contract price must be covered by contract change order or supplemental agreement as 
applicable. 

If the RPR finds the materials furnished, work performed, or the finished product are not in reasonably close 
conformity with the plans and specifications and have resulted in an unacceptable finished product, the 
affected work or materials shall be removed and replaced or otherwise corrected by and at the expense of 
the Contractor in accordance with the RPR’s written orders. 

The term “reasonably close conformity” shall not be construed as waiving the Contractor’s responsibility to 
complete the work in accordance with the contract, plans, and specifications. The term shall not be 
construed as waiving the RPR’s responsibility to insist on strict compliance with the requirements of the 
contract, plans, and specifications during the Contractor’s execution of the work, when, in the RPR’s 
opinion, such compliance is essential to provide an acceptable finished portion of the work. 

The term “reasonably close conformity” is also intended to provide the RPR with the authority, after 
consultation with the Sponsor and FAA, to use sound engineering judgment in their determinations to 
accept work that is not in strict conformity, but will provide a finished product equal to or better than that 
required by the requirements of the contract, plans and specifications. 

The RPR will not be responsible for the Contractor’s means, methods, techniques, sequences, or 
procedures of construction or the safety precautions incident thereto. 

50-03 Coordination of contract, plans, and specifications. The contract, plans, specifications, and all 
referenced standards cited are essential parts of the contract requirements. If electronic files are provided 
and used on the project and there is a conflict between the electronic files and hard copy plans, the hard 
copy plans shall govern.  A requirement occurring in one is as binding as though occurring in all. They are 
intended to be complementary and to describe and provide for a complete work. In case of discrepancy, 
calculated dimensions will govern over scaled dimensions; contract technical specifications shall govern 
over contract general provisions, plans, cited standards for materials or testing, and cited advisory circulars 
(ACs); contract general provisions shall govern over plans, cited standards for materials or testing, and 
cited ACs; plans shall govern over cited standards for materials or testing and cited ACs. If any paragraphs 
contained in the Special Provisions conflict with General Provisions or Technical Specifications, the Special 
Provisions shall govern. 

From time to time, discrepancies within cited testing standards occur due to the timing of the change, edits, 
and/or replacement of the standards. If the Contractor discovers any apparent discrepancy within standard 
test methods, the Contractor shall immediately ask the RPR for an interpretation and decision, and such 
decision shall be final. 



12/21/2018  AC 150/5370-10H 

Shelby County Airport 
Mass Storage Hangar D GP-17 19A01040 

The Contractor shall not take advantage of any apparent error or omission on the plans or specifications. 
In the event the Contractor discovers any apparent error or discrepancy, Contractor shall immediately notify 
the Owner or the designated representative in writing requesting their written interpretation and decision. 

50-04 List of Special Provisions.  See Special Provisions (Page SP-1) 

50-05 Cooperation of Contractor. The Contractor shall be supplied with three hard copies or an electronic 
PDF of the plans and specifications. The Contractor shall have available on the construction site at all times 
one hardcopy each of the plans and specifications. Additional hard copies of plans and specifications may 
be obtained by the Contractor for the cost of reproduction. 

The Contractor shall give constant attention to the work to facilitate the progress thereof, and shall 
cooperate with the RPR and their inspectors and with other Contractors in every way possible. The 
Contractor shall have a competent superintendent on the work at all times who is fully authorized as their 
agent on the work. The superintendent shall be capable of reading and thoroughly understanding the plans 
and specifications and shall receive and fulfill instructions from the RPR or their authorized representative. 

50-06 Cooperation between Contractors. The Owner reserves the right to contract for and perform other 
or additional work on or near the work covered by this contract. 

When separate contracts are let within the limits of any one project, each Contractor shall conduct the work 
not to interfere with or hinder the progress of completion of the work being performed by other Contractors. 
Contractors working on the same project shall cooperate with each other as directed. 

Each Contractor involved shall assume all liability, financial or otherwise, in connection with their own 
contract and shall protect and hold harmless the Owner from any and all damages or claims that may arise 
because of inconvenience, delays, or loss experienced because of the presence and operations of other 
Contractors working within the limits of the same project. 

The Contractor shall arrange their work and shall place and dispose of the materials being used to not 
interfere with the operations of the other Contractors within the limits of the same project. The Contractor 
shall join their work with that of the others in an acceptable manner and shall perform it in proper sequence 
to that of the others. 

50-07 Construction layout and stakes. The Engineer/RPR shall establish necessary horizontal and 
vertical control.  The establishment of Survey Control and/or reestablishment of survey control shall be by 
a State Licensed Land Surveyor.  Contractor is responsible for preserving integrity of horizontal and vertical 
controls established by Engineer/RPR.  In case of negligence on the part of the Contractor or their 
employees, resulting in the destruction of any horizontal and vertical control, the resulting costs will be 
deducted as a liquidated damage against the Contractor. 

Prior to the start of construction, the Contractor will check all control points for horizontal and vertical 
accuracy and certify in writing to the RPR that the Contractor concurs with survey control established for 
the project. All lines, grades and measurements from control points necessary for the proper execution and 
control of the work on this project will be provided to the RPR. The Contractor is responsible to establish 
all layout required for the construction of the project.   

Copies of survey notes will be provided to the RPR for each area of construction and for each placement 
of material as specified to allow the RPR to make periodic checks for conformance with plan grades, 
alignments and grade tolerances required by the applicable material specifications. Surveys will be provided 
to the RPR prior to commencing work items that cover or disturb the survey staking. Survey(s) and notes 
shall be provided in the following format(s):  AutoCAD Civil 3D 

Laser, GPS, String line, or other automatic control shall be checked with temporary control as necessary. 
In the case of error, on the part of the Contractor, their surveyor, employees or subcontractors, resulting in 
established grades, alignment or grade tolerances that do not concur with those specified or shown on the 
plans, the Contractor is solely responsible for correction, removal, replacement and all associated costs at 
no additional cost to the Owner.  



12/21/2018  AC 150/5370-10H 

Shelby County Airport 
Mass Storage Hangar D GP-18 19A01040 

No direct payment will be made, unless otherwise specified in contract documents, for this labor, materials, 
or other expenses. The cost shall be included in the price of the bid for the various items of the Contract.  

50-08 Authority and duties of Quality Assurance (QA) inspectors. QA inspectors shall be authorized 
to inspect all work done and all material furnished. Such QA inspection may extend to all or any part of the 
work and to the preparation, fabrication, or manufacture of the materials to be used. QA inspectors are not 
authorized to revoke, alter, or waive any provision of the contract. QA inspectors are not authorized to issue 
instructions contrary to the plans and specifications or to act as foreman for the Contractor. 

QA Inspectors are authorized to notify the Contractor or their representatives of any failure of the work or 
materials to conform to the requirements of the contract, plans, or specifications and to reject such 
nonconforming materials in question until such issues can be referred to the RPR for a decision. 

50-09 Inspection of the work. All materials and each part or detail of the work shall be subject to 
inspection. The RPR shall be allowed access to all parts of the work and shall be furnished with such 
information and assistance by the Contractor as is required to make a complete and detailed inspection. 

If the RPR requests it, the Contractor, at any time before acceptance of the work, shall remove or uncover 
such portions of the finished work as may be directed. After examination, the Contractor shall restore said 
portions of the work to the standard required by the specifications. Should the work thus exposed or 
examined prove acceptable, the uncovering, or removing, and the replacing of the covering or making good 
of the parts removed will be paid for as extra work; but should the work so exposed or examined prove 
unacceptable, the uncovering, or removing, and the replacing of the covering or making good of the parts 
removed will be at the Contractor’s expense. 

Provide advance written notice to the RPR of work the Contractor plans to perform each week and each 
day. Any work done or materials used without written notice and allowing opportunity for inspection by the 
RPR may be ordered removed and replaced at the Contractor’s expense.  

Should the contract work include relocation, adjustment, or any other modification to existing facilities, not 
the property of the (contract) Owner, authorized representatives of the Owners of such facilities shall have 
the right to inspect such work. Such inspection shall in no sense make any facility owner a party to the 
contract, and shall in no way interfere with the rights of the parties to this contract. 

50-10 Removal of unacceptable and unauthorized work. All work that does not conform to the 
requirements of the contract, plans, and specifications will be considered unacceptable, unless otherwise 
determined acceptable by the RPR as provided in paragraph 50-02, Conformity with Plans and 
Specifications. 

Unacceptable work, whether the result of poor workmanship, use of defective materials, damage through 
carelessness, or any other cause found to exist prior to the final acceptance of the work, shall be removed 
immediately and replaced in an acceptable manner in accordance with the provisions of Section 70, 
paragraph 70-14, Contractor’s Responsibility for Work. 

No removal work made under provision of this paragraph shall be done without lines and grades having 
been established by the RPR. Work done contrary to the instructions of the RPR, work done beyond the 
lines shown on the plans or as established by the RPR, except as herein specified, or any extra work done 
without authority, will be considered as unauthorized and will not be paid for under the provisions of the 
contract. Work so done may be ordered removed or replaced at the Contractor’s expense. 

Upon failure on the part of the Contractor to comply with any order of the RPR made under the provisions 
of this subsection, the RPR will have authority to cause unacceptable work to be remedied or removed and 
replaced; and unauthorized work to be removed and recover the resulting costs as a liquidated damage 
against the Contractor. 

50-11 Load restrictions. The Contractor shall comply with all legal load restrictions in the hauling of 
materials on public roads beyond the limits of the work. A special permit will not relieve the Contractor of 
liability for damage that may result from the moving of material or equipment. 



12/21/2018  AC 150/5370-10H 

Shelby County Airport 
Mass Storage Hangar D GP-19 19A01040 

The operation of equipment of such weight or so loaded as to cause damage to structures or to any other 
type of construction will not be permitted. Hauling of materials over the base course or surface course under 
construction shall be limited as directed. No loads will be permitted on a concrete pavement, base, or 
structure before the expiration of the curing period. The Contractor, at their own expense, shall be 
responsible for the repair to equal or better than preconstruction conditions of any damage caused by the 
Contractor’s equipment and personnel.   

50-12 Maintenance during construction. The Contractor shall maintain the work during construction and 
until the work is accepted. Maintenance shall constitute continuous and effective work prosecuted day by 
day, with adequate equipment and forces so that the work is maintained in satisfactory condition at all times. 

In the case of a contract for the placing of a course upon a course or subgrade previously constructed, the 
Contractor shall maintain the previous course or subgrade during all construction operations. 

All costs of maintenance work during construction and before the project is accepted shall be included in 
the unit prices bid on the various contract items, and the Contractor will not be paid an additional amount 
for such work. 

50-13 Failure to maintain the work. Should the Contractor at any time fail to maintain the work as provided 
in paragraph 50-12, Maintenance during Construction, the RPR shall immediately notify the Contractor of 
such noncompliance. Such notification shall specify a reasonable time within which the Contractor shall be 
required to remedy such unsatisfactory maintenance condition. The time specified will give due 
consideration to the exigency that exists. 

Should the Contractor fail to respond to the RPR’s notification, the Owner may suspend any work necessary 
for the Owner to correct such unsatisfactory maintenance condition, depending on the exigency that exists. 
Any maintenance cost incurred by the Owner, shall be recovered as a liquidated damage against the 
Contractor. 

50-14 Partial acceptance. If at any time during the execution of the project the Contractor substantially 
completes a usable unit or portion of the work, the occupancy of which will benefit the Owner, the Contractor 
may request the RPR to make final inspection of that unit. If the RPR finds upon inspection that the unit 
has been satisfactorily completed in compliance with the contract, the RPR may accept it as being 
complete, and the Contractor may be relieved of further responsibility for that unit. Such partial acceptance 
and beneficial occupancy by the Owner shall not void or alter any provision of the contract. 

50-15 Final acceptance. Upon due notice from the Contractor of presumptive completion of the entire 
project, the RPR and Owner will make an inspection. If all construction provided for and contemplated by 
the contract is found to be complete in accordance with the contract, plans, and specifications, such 
inspection shall constitute the final inspection. The RPR shall notify the Contractor in writing of final 
acceptance as of the date of the final inspection. 

If, however, the inspection discloses any work, in whole or in part, as being unsatisfactory, the RPR will 
notify the Contractor and the Contractor shall correct the unsatisfactory work. Upon correction of the work, 
another inspection will be made which shall constitute the final inspection, provided the work has been 
satisfactorily completed. In such event, the RPR will make the final acceptance and notify the Contractor in 
writing of this acceptance as of the date of final inspection. 

50-16 Claims for adjustment and disputes. If for any reason the Contractor deems that additional 
compensation is due for work or materials not clearly provided for in the contract, plans, or specifications 
or previously authorized as extra work, the Contractor shall notify the RPR in writing of their intention to 
claim such additional compensation before the Contractor begins the work on which the Contractor bases 
the claim. If such notification is not given or the RPR is not afforded proper opportunity by the Contractor 
for keeping strict account of actual cost as required, then the Contractor hereby agrees to waive any claim 
for such additional compensation. Such notice by the Contractor and the fact that the RPR has kept account 
of the cost of the work shall not in any way be construed as proving or substantiating the validity of the 
claim. When the work on which the claim for additional compensation is based has been completed, the 
Contractor shall, within 10 calendar days, submit a written claim to the RPR who will present it to the Owner 
for consideration in accordance with local laws or ordinances. 
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Nothing in this subsection shall be construed as a waiver of the Contractor’s right to dispute final payment 
based on differences in measurements or computations. 

 

END OF SECTION 50 
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SECTION 60 CONTROL OF MATERIALS 

60-01 Source of supply and quality requirements. The materials used in the work shall conform to the 
requirements of the contract, plans, and specifications. Unless otherwise specified, such materials that are 
manufactured or processed shall be new (as compared to used or reprocessed). 

In order to expedite the inspection and testing of materials, the Contractor shall furnish documentation to 
the RPR as to the origin, composition, and manufacture of all materials to be used in the work. 
Documentation shall be furnished promptly after execution of the contract but, in all cases, prior to delivery 
of such materials. 

At the RPR’s option, materials may be approved at the source of supply before delivery. If it is found after 
trial that sources of supply for previously approved materials do not produce specified products, the 
Contractor shall furnish materials from other sources. 

The Contractor shall furnish airport lighting equipment that meets the requirements of the specifications; 
and is listed in AC 150/5345-53, Airport Lighting Equipment Certification Program and Addendum, that is 
in effect on the date of advertisement. 

60-02 Samples, tests, and cited specifications. All materials used in the work shall be inspected, tested, 
and approved by the RPR before incorporation in the work unless otherwise designated. Any work in which 
untested materials are used without approval or written permission of the RPR shall be performed at the 
Contractor’s risk. Materials found to be unacceptable and unauthorized will not be paid for and, if directed 
by the RPR, shall be removed at the Contractor’s expense. 

Unless otherwise designated, quality assurance tests will be made by and at the expense of the Owner in 
accordance with the cited standard methods of ASTM, American Association of State Highway and 
Transportation Officials (AASHTO), federal specifications, Commercial Item Descriptions, and all other 
cited methods, which are current on the date of advertisement for bids. 

The testing organizations performing on-site quality assurance field tests shall have copies of all referenced 
standards on the construction site for use by all technicians and other personnel. Unless otherwise 
designated, samples for quality assurance will be taken by a qualified representative of the RPR. All 
materials being used are subject to inspection, test, or rejection at any time prior to or during incorporation 
into the work. Copies of all tests will be furnished to the Contractor’s representative at their request after 
review and approval of the RPR. 

A copy of all Contractor QC test data shall be provided to the RPR daily, along with printed reports, in an 
approved format, on a weekly basis. After completion of the project, and prior to final payment, the 
Contractor shall submit a final report to the RPR showing all test data reports, plus an analysis of all results 
showing ranges, averages, and corrective action taken on all failing tests. 

60-03 Certification of compliance/analysis (COC/COA). The RPR may permit the use, prior to sampling 
and testing, of certain materials or assemblies when accompanied by manufacturer’s COC stating that such 
materials or assemblies fully comply with the requirements of the contract. The certificate shall be signed 
by the manufacturer. Each lot of such materials or assemblies delivered to the work must be accompanied 
by a certificate of compliance in which the lot is clearly identified. The COA is the manufacturer’s COC and 
includes all applicable test results. 

Materials or assemblies used on the basis of certificates of compliance may be sampled and tested at any 
time and if found not to be in conformity with contract requirements will be subject to rejection whether in 
place or not. 

The form and distribution of certificates of compliance shall be as approved by the RPR. 

When a material or assembly is specified by “brand name or equal” and the Contractor elects to furnish the 
specified “or equal,” the Contractor shall be required to furnish the manufacturer’s certificate of compliance 
for each lot of such material or assembly delivered to the work. Such certificate of compliance shall clearly 
identify each lot delivered and shall certify as to: 
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a. Conformance to the specified performance, testing, quality or dimensional requirements; and, 

b. Suitability of the material or assembly for the use intended in the contract work. 

The RPR shall be the sole judge as to whether the proposed “or equal” is suitable for use in the work. 

The RPR reserves the right to refuse permission for use of materials or assemblies on the basis of 
certificates of compliance. 

60-04 Plant inspection. The RPR or their authorized representative may inspect, at its source, any 
specified material or assembly to be used in the work. Manufacturing plants may be inspected from time to 
time for the purpose of determining compliance with specified manufacturing methods or materials to be 
used in the work and to obtain samples required for acceptance of the material or assembly. 

Should the RPR conduct plant inspections, the following conditions shall exist: 

a. The RPR shall have the cooperation and assistance of the Contractor and the producer with whom 
the Contractor has contracted for materials. 

b. The RPR shall have full entry at all reasonable times to such parts of the plant that concern the 
manufacture or production of the materials being furnished. 

c. If required by the RPR, the Contractor shall arrange for adequate office or working space that may 
be reasonably needed for conducting plant inspections. Place office or working space in a convenient 
location with respect to the plant. 

It is understood and agreed that the Owner shall have the right to retest any material that has been tested 
and approved at the source of supply after it has been delivered to the site. The RPR shall have the right 
to reject only material which, when retested, does not meet the requirements of the contract, plans, or 
specifications. 

60-05 Engineer/ Resident Project Representative (RPR) field office. An Engineer/RPR field office is not 
required. 

60-06 Storage of materials. Materials shall be stored to assure the preservation of their quality and fitness 
for the work. Stored materials, even though approved before storage, may again be inspected prior to their 
use in the work. Stored materials shall be located to facilitate their prompt inspection. The Contractor shall 
coordinate the storage of all materials with the RPR. Materials to be stored on airport property shall not 
create an obstruction to air navigation nor shall they interfere with the free and unobstructed movement of 
aircraft. Unless otherwise shown on the plans and/or CSPP, the storage of materials and the location of the 
Contractor’s plant and parked equipment or vehicles shall be as directed by the RPR. Private property shall 
not be used for storage purposes without written permission of the Owner or lessee of such property. The 
Contractor shall make all arrangements and bear all expenses for the storage of materials on private 
property. Upon request, the Contractor shall furnish the RPR a copy of the property Owner’s permission. 

All storage sites on private or airport property shall be restored to their original condition by the Contractor 
at their expense, except as otherwise agreed to (in writing) by the Owner or lessee of the property. 

60-07 Unacceptable materials. Any material or assembly that does not conform to the requirements of 
the contract, plans, or specifications shall be considered unacceptable and shall be rejected. The Contractor 
shall remove any rejected material or assembly from the site of the work, unless otherwise instructed by 
the RPR. 

Rejected material or assembly, the defects of which have been corrected by the Contractor, shall not be 
returned to the site of the work until such time as the RPR has approved its use in the work. 

60-08 Owner furnished materials. The Contractor shall furnish all materials required to complete the work, 
except those specified, if any, to be furnished by the Owner. Owner-furnished materials shall be made 
available to the Contractor at the location specified. 
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All costs of handling, transportation from the specified location to the site of work, storage, and installing 
Owner-furnished materials shall be included in the unit price bid for the contract item in which such Owner-
furnished material is used. 

After any Owner-furnished material has been delivered to the location specified, the Contractor shall be 
responsible for any demurrage, damage, loss, or other deficiencies that may occur during the Contractor’s 
handling, storage, or use of such Owner-furnished material. The Owner will deduct from any monies due 
or to become due the Contractor any cost incurred by the Owner in making good such loss due to the 
Contractor’s handling, storage, or use of Owner-furnished materials. 

 

END OF SECTION 60 
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SECTION 70 LEGAL REGULATIONS AND RESPONSIBILITY TO PUBLIC 

70-01 Laws to be observed. The Contractor shall keep fully informed of all federal and state laws, all local 
laws, ordinances, and regulations and all orders and decrees of bodies or tribunals having any jurisdiction 
or authority, which in any manner affect those engaged or employed on the work, or which in any way affect 
the conduct of the work. The Contractor shall at all times observe and comply with all such laws, ordinances, 
regulations, orders, and decrees; and shall protect and indemnify the Owner and all their officers, agents, 
or servants against any claim or liability arising from or based on the violation of any such law, ordinance, 
regulation, order, or decree, whether by the Contractor or the Contractor’s employees. 

70-02 Permits, licenses, and taxes. The Contractor shall procure all permits and licenses, pay all charges, 
fees, and taxes, and give all notices necessary and incidental to the due and lawful execution of the work. 

70-03 Patented devices, materials, and processes. If the Contractor is required or desires to use any 
design, device, material, or process covered by letters of patent or copyright, the Contractor shall provide 
for such use by suitable legal agreement with the Patentee or Owner. The Contractor and the surety shall 
indemnify and hold harmless the Owner, any third party, or political subdivision from any and all claims for 
infringement by reason of the use of any such patented design, device, material or process, or any 
trademark or copyright, and shall indemnify the Owner for any costs, expenses, and damages which it may 
be obliged to pay by reason of an infringement, at any time during the execution or after the completion of 
the work. 

70-04 Restoration of surfaces disturbed by others. The Owner reserves the right to authorize the 
construction, reconstruction, or maintenance of any public or private utility service, FAA or National Oceanic 
and Atmospheric Administration (NOAA) facility, or a utility service of another government agency at any 
time during the progress of the work. To the extent that such construction, reconstruction, or maintenance 
has been coordinated with the Owner, such authorized work (by others) must be shown on the plans and 
is indicated as follows:  

Owner Contact Phone Number 

National Weather Service John Peruzzo 205-621-5650 

Alabama Power  Jeff Holley 205-226-1763 

City of Calera (water & sewer) Chris Pappas 205-668-3638 

Except as listed above, the Contractor shall not permit any individual, firm, or corporation to excavate or 
otherwise disturb such utility services or facilities located within the limits of the work without the written 
permission of the RPR. 

Should the Owner of public or private utility service, FAA, or NOAA facility, or a utility service of another 
government agency be authorized to construct, reconstruct, or maintain such utility service or facility during 
the progress of the work, the Contractor shall cooperate with such Owners by arranging and performing the 
work in this contract to facilitate such construction, reconstruction or maintenance by others whether or not 
such work by others is listed above. When ordered as extra work by the RPR, the Contractor shall make 
all necessary repairs to the work which are due to such authorized work by others, unless otherwise 
provided for in the contract, plans, or specifications. It is understood and agreed that the Contractor shall 
not be entitled to make any claim for damages due to such authorized work by others or for any delay to 
the work resulting from such authorized work. 

70-05 Federal Participation. The United States Government has agreed to reimburse the Owner for some 
portion of the contract costs. The contract work is subject to the inspection and approval of duly authorized 
representatives of the FAA Administrator.  No requirement of this contract shall be construed as making 
the United States a party to the contract nor will any such requirement interfere, in any way, with the rights 
of either party to the contract. 

70-06 Sanitary, health, and safety provisions. The Contractor’s worksite and facilities shall comply with 
applicable federal, state, and local requirements for health, safety and sanitary provisions. 
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70-07 Public convenience and safety. The Contractor shall control their operations and those of their 
subcontractors and all suppliers, to assure the least inconvenience to the traveling public. Under all 
circumstances, safety shall be the most important consideration. 

The Contractor shall maintain the free and unobstructed movement of aircraft and vehicular traffic with 
respect to their own operations and those of their own subcontractors and all suppliers in accordance with 
Section 40, paragraph 40-05, Maintenance of Traffic, and shall limit such operations for the convenience 
and safety of the traveling public as specified in Section 80, paragraph 80-04, Limitation of Operations. 

The Contractor shall remove or control debris and rubbish resulting from its work operations at frequent 
intervals, and upon the order of the RPR.  If the RPR determines the existence of Contractor debris in the 
work site represents a hazard to airport operations and the Contractor is unable to respond in a prompt and 
reasonable manner, the RPR reserves the right to assign the task of debris removal to a third party and 
recover the resulting costs as a liquidated damage against the Contractor. 

70-08 Construction Safety and Phasing Plan (CSPP). The Contractor shall complete the work in 
accordance with the approved Construction Safety and Phasing Plan (CSPP) developed in accordance 
with AC 150/5370-2, Operational Safety on Airports During Construction.  The CSPP is on sheet(s) G3.00 
and G3.03 of the project plans. 

70-09 Use of explosives. The use of explosives is not permitted on this project. 

70-10 Protection and restoration of property and landscape. The Contractor shall be responsible for 
the preservation of all public and private property, and shall protect carefully from disturbance or damage 
all land monuments and property markers until the Engineer/RPR has witnessed or otherwise referenced 
their location and shall not move them until directed. 

The Contractor shall be responsible for all damage or injury to property of any character, during the 
execution of the work, resulting from any act, omission, neglect, or misconduct in manner or method of 
executing the work, or at any time due to defective work or materials, and said responsibility shall not be 
released until the project has been completed and accepted. 

When or where any direct or indirect damage or injury is done to public or private property by or on account 
of any act, omission, neglect, or misconduct in the execution of the work, or in consequence of the non-
execution thereof by the Contractor, the Contractor shall restore, at their expense, such property to a 
condition similar or equal to that existing before such damage or injury was done, by repairing, or otherwise 
restoring as may be directed, or the Contractor shall make good such damage or injury in an acceptable 
manner. 

70-11 Responsibility for damage claims. The Contractor shall indemnify and hold harmless the 
Engineer/RPR and the Owner and their officers, agents, and employees from all suits, actions, or claims, 
of any character, brought because of any injuries or damage received or sustained by any person, persons, 
or property on account of the operations of the Contractor; or on account of or in consequence of any 
neglect in safeguarding the work; or through use of unacceptable materials in constructing the work; or 
because of any act or omission, neglect, or misconduct of said Contractor; or because of any claims or 
amounts recovered from any infringements of patent, trademark, or copyright; or from any claims or 
amounts arising or recovered under the “Workmen’s Compensation Act,” or any other law, ordinance, order, 
or decree. Money due the Contractor under and by virtue of their own contract considered necessary by 
the Owner for such purpose may be retained for the use of the Owner or, in case no money is due, their 
own surety may be held until such suits, actions, or claims for injuries or damages shall have been settled 
and suitable evidence to that effect furnished to the Owner, except that money due the Contractor will not 
be withheld when the Contractor produces satisfactory evidence that he or she is adequately protected by 
public liability and property damage insurance. 

70-12 Third party beneficiary clause. It is specifically agreed between the parties executing the contract 
that it is not intended by any of the provisions of any part of the contract to create for the public or any 
member thereof, a third-party beneficiary or to authorize anyone not a party to the contract to maintain a 
suit for personal injuries or property damage pursuant to the terms or provisions of the contract. 
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70-13 Opening sections of the work to traffic. If it is necessary for the Contractor to complete portions 
of the contract work for the beneficial occupancy of the Owner prior to completion of the entire contract, 
such “phasing” of the work must be specified below and indicated on the approved Construction Safety and 
Phasing Plan (CSPP) and the project plans. When so specified, the Contractor shall complete such portions 
of the work on or before the date specified or as otherwise specified.  

Detailed phasing information is provided in the Construction Safety and Phasing Plan. 

Upon completion of any portion of work listed above, such portion shall be accepted by the Owner in 
accordance with Section 50, paragraph 50-14, Partial Acceptance. 

No portion of the work may be opened by the Contractor until directed by the Owner in writing. Should it 
become necessary to open a portion of the work to traffic on a temporary or intermittent basis, such 
openings shall be made when, in the opinion of the RPR, such portion of the work is in an acceptable 
condition to support the intended traffic. Temporary or intermittent openings are considered to be inherent 
in the work and shall not constitute either acceptance of the portion of the work so opened or a waiver of 
any provision of the contract. Any damage to the portion of the work so opened that is not attributable to 
traffic which is permitted by the Owner shall be repaired by the Contractor at their expense. 

The Contractor shall make their own estimate of the inherent difficulties involved in completing the work 
under the conditions herein described and shall not claim any added compensation by reason of delay or 
increased cost due to opening a portion of the contract work. 

The Contractor must conform to safety standards contained AC 150/5370-2 and the approved CSPP. 

Contractor shall refer to the plans, specifications, and the approved CSPP to identify barricade 
requirements, temporary and/or permanent markings, airfield lighting, guidance signs and other safety 
requirements prior to opening up sections of work to traffic. 

70-14 Contractor’s responsibility for work. Until the RPR’s final written acceptance of the entire 
completed work, excepting only those portions of the work accepted in accordance with Section 50, 
paragraph 50-14, Partial Acceptance, the Contractor shall have the charge and care thereof and shall take 
every precaution against injury or damage to any part due to the action of the elements or from any other 
cause, whether arising from the execution or from the non-execution of the work. The Contractor shall 
rebuild, repair, restore, and make good all injuries or damages to any portion of the work occasioned by 
any of the above causes before final acceptance and shall bear the expense thereof except damage to the 
work due to unforeseeable causes beyond the control of and without the fault or negligence of the 
Contractor, including but not restricted to acts of God such as earthquake, tidal wave, tornado, hurricane 
or other cataclysmic phenomenon of nature, or acts of the public enemy or of government authorities. 

If the work is suspended for any cause whatever, the Contractor shall be responsible for the work and shall 
take such precautions necessary to prevent damage to the work. The Contractor shall provide for normal 
drainage and shall erect necessary temporary structures, signs, or other facilities at their own expense. 
During such period of suspension of work, the Contractor shall properly and continuously maintain in an 
acceptable growing condition all living material in newly established planting, seeding, and sodding 
furnished under the contract, and shall take adequate precautions to protect new tree growth and other 
important vegetative growth against injury. 

70-15 Contractor’s responsibility for utility service and facilities of others. As provided in paragraph 
70-04, Restoration of Surfaces Disturbed by Others, the Contractor shall cooperate with the owner of any 
public or private utility service, FAA or NOAA, or a utility service of another government agency that may 
be authorized by the Owner to construct, reconstruct or maintain such utility services or facilities during the 
progress of the work. In addition, the Contractor shall control their operations to prevent the unscheduled 
interruption of such utility services and facilities. 

To the extent that such public or private utility services, FAA, or NOAA facilities, or utility services of another 
governmental agency are known to exist within the limits of the contract work, the approximate locations 
have been indicated on the plans and/or in the contract documents.  
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See Section 70-04 for Utility Contacts. 

It is understood and agreed that the Owner does not guarantee the accuracy or the completeness of the 
location information relating to existing utility services, facilities, or structures that may be shown on the 
plans or encountered in the work. Any inaccuracy or omission in such information shall not relieve the 
Contractor of the responsibility to protect such existing features from damage or unscheduled interruption 
of service. 

It is further understood and agreed that the Contractor shall, upon execution of the contract, notify the 
Owners of all utility services or other facilities of their plan of operations. Such notification shall be in writing 
addressed to “The Person to Contact” as provided in this paragraph and paragraph 70-04, Restoration of 
Surfaces Disturbed By Others. A copy of each notification shall be given to the RPR. 

In addition to the general written notification provided, it shall be the responsibility of the Contractor to keep 
such individual Owners advised of changes in their plan of operations that would affect such Owners. 

Prior to beginning the work in the general vicinity of an existing utility service or facility, the Contractor shall 
again notify each such Owner of their plan of operation. If, in the Contractor’s opinion, the Owner’s 
assistance is needed to locate the utility service or facility or the presence of a representative of the Owner 
is desirable to observe the work, such advice should be included in the notification. Such notification shall 
be given by the most expeditious means to reach the utility owner’s “Person to Contact” no later than two 
normal business days prior to the Contractor’s commencement of operations in such general vicinity. The 
Contractor shall furnish a written summary of the notification to the RPR. 

The Contractor’s failure to give the two days’ notice shall be cause for the Owner to suspend the 
Contractor’s operations in the general vicinity of a utility service or facility. 

Where the outside limits of an underground utility service have been located and staked on the ground, the 
Contractor shall be required to use hand excavation methods within 3 feet (1 m) of such outside limits at 
such points as may be required to ensure protection from damage due to the Contractor’s operations. 

Should the Contractor damage or interrupt the operation of a utility service or facility by accident or 
otherwise, the Contractor shall immediately notify the proper authority and the RPR and shall take all 
reasonable measures to prevent further damage or interruption of service. The Contractor, in such events, 
shall cooperate with the utility service or facility owner and the RPR continuously until such damage has 
been repaired and service restored to the satisfaction of the utility or facility owner. 

The Contractor shall bear all costs of damage and restoration of service to any utility service or facility due 
to their operations whether due to negligence or accident. The Owner reserves the right to deduct such 
costs from any monies due or which may become due the Contractor, or their own surety. 

70-16 Furnishing rights-of-way. The Owner will be responsible for furnishing all rights-of-way upon which 
the work is to be constructed in advance of the Contractor’s operations. 

70-17 Personal liability of public officials. In carrying out any of the contract provisions or in exercising 
any power or authority granted by this contract, there shall be no liability upon the Engineer, RPR, their 
authorized representatives, or any officials of the Owner either personally or as an official of the Owner. It 
is understood that in such matters they act solely as agents and representatives of the Owner. 

70-18 No waiver of legal rights. Upon completion of the work, the Owner will expeditiously make final 
inspection and notify the Contractor of final acceptance. Such final acceptance, however, shall not preclude 
or stop the Owner from correcting any measurement, estimate, or certificate made before or after 
completion of the work, nor shall the Owner be precluded or stopped from recovering from the Contractor 
or their surety, or both, such overpayment as may be sustained, or by failure on the part of the Contractor 
to fulfill their obligations under the contract. A waiver on the part of the Owner of any breach of any part of 
the contract shall not be held to be a waiver of any other or subsequent breach. 

The Contractor, without prejudice to the terms of the contract, shall be liable to the Owner for latent defects, 
fraud, or such gross mistakes as may amount to fraud, or as regards the Owner’s rights under any warranty 
or guaranty. 
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70-19 Environmental protection. The Contractor shall comply with all federal, state, and local laws and 
regulations controlling pollution of the environment. The Contractor shall take necessary precautions to 
prevent pollution of streams, lakes, ponds, and reservoirs with fuels, oils, asphalts, chemicals, or other 
harmful materials and to prevent pollution of the atmosphere from particulate and gaseous matter. 

70-20 Archaeological and historical findings. Unless otherwise specified in this subsection, the 
Contractor is advised that the site of the work is not within any property, district, or site, and does not contain 
any building, structure, or object listed in the current National Register of Historic Places published by the 
United States Department of Interior. 

Should the Contractor encounter, during their operations, any building, part of a building, structure, or object 
that is incongruous with its surroundings, the Contractor shall immediately cease operations in that location 
and notify the RPR. The RPR will immediately investigate the Contractor’s finding and the Owner will direct 
the Contractor to either resume operations or to suspend operations as directed. 

Should the Owner order suspension of the Contractor’s operations in order to protect an archaeological or 
historical finding, or order the Contractor to perform extra work, such shall be covered by an appropriate 
contract change order or supplemental agreement as provided in Section 40, paragraph 40-04, Extra Work, 
and Section 90, paragraph 90-05, Payment for Extra Work. If appropriate, the contract change order or 
supplemental agreement shall include an extension of contract time in accordance with Section 80, 
paragraph 80-07, Determination and Extension of Contract Time. 

70-21 Insurance Requirements.  See Special Provisions.  

 

END OF SECTION 70 
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SECTION 80 EXECUTION AND PROGRESS 

80-01 Subletting of contract. The Owner will not recognize any subcontractor on the work. The Contractor 
shall at all times when work is in progress be represented either in person, by a qualified superintendent, 
or by other designated, qualified representative who is duly authorized to receive and execute orders of the 
Resident Project Representative (RPR). 

The Contractor shall perform, with his organization, an amount of work equal to at least 20 percent of the 
total contract cost. 

Should the Contractor elect to assign their contract, said assignment shall be concurred in by the surety, 
shall be presented for the consideration and approval of the Owner, and shall be consummated only on the 
written approval of the Owner.  

If requested, the Contractor shall provide copies of all subcontracts to the RPR 14 days prior to being 
utilized on the project.  As a minimum, the information shall include the following: 

• Subcontractor's legal company name. 

• Subcontractor's legal company address, including County name. 

• Principal contact person's name, telephone and fax number. 

• Complete narrative description, and dollar value of the work to be performed by the 
subcontractor. 

• Copies of required insurance certificates in accordance with the specifications. 

• Minority/ non-minority status. 

80-02 Notice to proceed (NTP). The Owners notice to proceed will state the date on which contract time 
commences.  The Contractor is expected to commence project operations within 10 days of the NTP date.  
The Contractor shall notify the RPR at least 48 hours in advance of the time contract operations begins. 
The Contractor shall not commence any actual operations prior to the date on which the notice to proceed 
is issued by the Owner. 

80-03 Execution and progress. Unless otherwise specified, the Contractor shall submit their coordinated 
construction schedule showing all work activities for the RPR’s review and acceptance at least 10 days 
prior to the start of work and in advance of the preconstruction meeting. The Contractor’s progress 
schedule, once accepted by the RPR, will represent the Contractor's baseline plan to accomplish the project 
in accordance with the terms and conditions of the Contract. The RPR will compare actual Contractor 
progress against the baseline schedule to determine that status of the Contractor's performance. The 
Contractor shall provide sufficient materials, equipment, and labor to guarantee the completion of the 
project in accordance with the plans and specifications within the time set forth in the proposal. 

If the Contractor falls significantly behind the submitted schedule, the Contractor shall, upon the RPR’s 
request, submit a revised schedule for completion of the work within the contract time and modify their 
operations to provide such additional materials, equipment, and labor necessary to meet the revised 
schedule. Should the execution of the work be discontinued for any reason, the Contractor shall notify the 
RPR at least 24 hours in advance of resuming operations. 

The Contractor shall not commence any actual construction prior to the date on which the NTP is issued 
by the Owner. 

The Contractor shall maintain the work schedule and provide an update and analysis of the progress 
schedule on a twice monthly basis, or as otherwise specified in the contract. Submission of the work 
schedule shall not relieve the Contractor of overall responsibility for scheduling, sequencing, and 
coordinating all work to comply with the requirements of the contract. 
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80-04 Limitation of operations. The Contractor shall control their operations and the operations of their 
subcontractors and all suppliers to provide for the free and unobstructed movement of aircraft in the air 
operations areas (AOA) of the airport. 

When the work requires the Contractor to conduct their operations within an AOA of the airport, the work 
shall be coordinated with airport operations (through the RPR) at least 48 hours prior to commencement of 
such work. The Contractor shall not close an AOA until so authorized by the RPR and until the necessary 
temporary marking, signage and associated lighting is in place as provided in Section 70, paragraph 70-
08, Construction Safety and Phasing Plan (CSPP). 

When the contract work requires the Contractor to work within an AOA of the airport on an intermittent basis 
(intermittent opening and closing of the AOA), the Contractor shall maintain constant communications as 
specified; immediately obey all instructions to vacate the AOA; and immediately obey all instructions to 
resume work in such AOA. Failure to maintain the specified communications or to obey instructions shall 
be cause for suspension of the Contractor’s operations in the AOA until satisfactory conditions are provided. 
The areas of the AOA identified in the Construction Safety Phasing Plan (CSPP) and as listed below, cannot 
be closed to operating aircraft to permit the Contractor’s operations on a continuous basis and will therefore 
be closed to aircraft operations intermittently as follows: 

The Contractor shall be required to conform to safety standards contained in AC 150/5370-2, Operational 
Safety on Airports During Construction and the approved CSPP. 

80-04.1 Operational safety on airport during construction. All Contractors’ operations shall be 
conducted in accordance with the approved project Construction Safety and Phasing Plan (CSPP) and the 
Safety Plan Compliance Document (SPCD) and the provisions set forth within the current version of AC 
150/5370-2, Operational Safety on Airports During Construction. The CSPP included within the contract 
documents conveys minimum requirements for operational safety on the airport during construction 
activities. The Contractor shall prepare and submit a SPCD that details how it proposes to comply with the 
requirements presented within the CSPP. 

The Contractor shall implement all necessary safety plan measures prior to commencement of any work 
activity. The Contractor shall conduct routine checks to assure compliance with the safety plan measures. 

The Contractor is responsible to the Owner for the conduct of all subcontractors it employs on the project. 
The Contractor shall assure that all subcontractors are made aware of the requirements of the CSPP and 
SPCD and that they implement and maintain all necessary measures. 

No deviation or modifications may be made to the approved CSPP and SPCD unless approved in writing 
by the Owner. The necessary coordination actions to review Contractor proposed modifications to an 
approved CSPP or approved SPCD can require a significant amount of time.  

80-05 Character of workers, methods, and equipment. The Contractor shall, at all times, employ 
sufficient labor and equipment for prosecuting the work to full completion in the manner and time required 
by the contract, plans, and specifications. 

All workers shall have sufficient skill and experience to perform properly the work assigned to them. Workers 
engaged in special work or skilled work shall have sufficient experience in such work and in the operation 
of the equipment required to perform the work satisfactorily. 

Any person employed by the Contractor or by any subcontractor who violates any operational regulations 
or operational safety requirements and, in the opinion of the RPR, does not perform his work in a proper 
and skillful manner or is intemperate or disorderly shall, at the written request of the RPR, be removed 
immediately by the Contractor or subcontractor employing such person, and shall not be employed again 
in any portion of the work without approval of the RPR. 

Should the Contractor fail to remove such person or persons, or fail to furnish suitable and sufficient 
personnel for the proper execution of the work, the RPR may suspend the work by written notice until 
compliance with such orders. 
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All equipment that is proposed to be used on the work shall be of sufficient size and in such mechanical 
condition as to meet requirements of the work and to produce a satisfactory quality of work. Equipment 
used on any portion of the work shall not cause injury to previously completed work, adjacent property, or 
existing airport facilities due to its use. 

When the methods and equipment to be used by the Contractor in accomplishing the work are not 
prescribed in the contract, the Contractor is free to use any methods or equipment that will accomplish the 
work in conformity with the requirements of the contract, plans, and specifications. 

When the contract specifies the use of certain methods and equipment, such methods and equipment shall 
be used unless otherwise authorized by the RPR. If the Contractor desires to use a method or type of 
equipment other than specified in the contract, the Contractor may request authority from the RPR to do 
so. The request shall be in writing and shall include a full description of the methods and equipment 
proposed and of the reasons for desiring to make the change. If approval is given, it will be on the condition 
that the Contractor will be fully responsible for producing work in conformity with contract requirements. If, 
after trial use of the substituted methods or equipment, the RPR determines that the work produced does 
not meet contract requirements, the Contractor shall discontinue the use of the substitute method or 
equipment and shall complete the remaining work with the specified methods and equipment. The 
Contractor shall remove any deficient work and replace it with work of specified quality, or take such other 
corrective action as the RPR may direct. No change will be made in basis of payment for the contract items 
involved nor in contract time as a result of authorizing a change in methods or equipment under this 
paragraph. 

80-06 Temporary suspension of the work. The Owner shall have the authority to suspend the work 
wholly, or in part, for such period or periods the Owner may deem necessary, due to unsuitable weather, 
or other conditions considered unfavorable for the execution of the work, or for such time necessary due to 
the failure on the part of the Contractor to carry out orders given or perform any or all provisions of the 
contract. 

In the event that the Contractor is ordered by the Owner, in writing, to suspend work for some unforeseen 
cause not otherwise provided for in the contract and over which the Contractor has no control, the 
Contractor may be reimbursed for actual money expended on the work during the period of shutdown. No 
allowance will be made for anticipated profits. The period of shutdown shall be computed from the effective 
date of the written order to suspend work to the effective date of the written order to resume the work. 
Claims for such compensation shall be filed with the RPR within the time period stated in the RPR’s order 
to resume work. The Contractor shall submit with their own claim information substantiating the amount 
shown on the claim. The RPR will forward the Contractor’s claim to the Owner for consideration in 
accordance with local laws or ordinances. No provision of this article shall be construed as entitling the 
Contractor to compensation for delays due to inclement weather or for any other delay provided for in the 
contract, plans, or specifications. 

If it becomes necessary to suspend work for an indefinite period, the Contractor shall store all materials in 
such manner that they will not become an obstruction nor become damaged in any way. The Contractor 
shall take every precaution to prevent damage or deterioration of the work performed and provide for normal 
drainage of the work. The Contractor shall erect temporary structures where necessary to provide for traffic 
on, to, or from the airport. 

80-07 Determination and extension of contract time. The number of calendar days shall be stated in the 
proposal and contract and shall be known as the Contract Time. 

If the contract time requires extension for reasons beyond the Contractor’s control, it shall be adjusted as 
follows: 

80-07.1 Contract time based on calendar days.  Contract Time based on calendar days shall consist of 
the number of calendar days stated in the contract counting from the effective date of the Notice to Proceed 
and including all Saturdays, Sundays, holidays, and non-work days. All calendar days elapsing between 
the effective dates of the Owner’s orders to suspend and resume all work, due to causes not the fault of 
the Contractor, shall be excluded. 
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At the time of final payment, the contract time shall be increased in the same proportion as the cost of the 
actually completed quantities bears to the cost of the originally estimated quantities in the proposal. Such 
increase in the contract time shall not consider either cost of work or the extension of contract time that has 
been covered by a change order or supplemental agreement. Charges against the contract time will cease 
as of the date of final acceptance.  

80-08 Failure to complete on time. For each calendar day or working day, as specified in the contract, 
that any work remains uncompleted after the contract time (including all extensions and adjustments as 
provided in paragraph 80-07, Determination and Extension of Contract Time) the sum specified in the 
contract and proposal as liquidated damages (LD) will be deducted from any money due or to become due 
the Contractor or their own surety. Such deducted sums shall not be deducted as a penalty but shall be 
considered as liquidation of a reasonable portion of damages including but not limited to additional 
engineering services that will be incurred by the Owner should the Contractor fail to complete the work in 
the time provided in their contract. 

Construction time shall be as included in the Proposal and Contract. The maximum construction time 
allowed for Schedules [      ] will be the sum of the time allowed for individual schedules but not more than 
[      ] days.  Permitting the Contractor to continue and finish the work or any part of it after the time fixed 
for its completion, or after the date to which the time for completion may have been extended, will in no way 
operate as a wavier on the part of the Owner of any of its rights under the contract. 

80-09 Default and termination of contract. The Contractor shall be considered in default of their contract 
and such default will be considered as cause for the Owner to terminate the contract for any of the following 
reasons, if the Contractor: 

a. Fails to begin the work under the contract within the time specified in the Notice to Proceed, or 

b. Fails to perform the work or fails to provide sufficient workers, equipment and/or materials to assure 
completion of work in accordance with the terms of the contract, or 

c. Performs the work unsuitably or neglects or refuses to remove materials or to perform anew such 
work as may be rejected as unacceptable and unsuitable, or 

d. Discontinues the execution of the work, or 

e. Fails to resume work which has been discontinued within a reasonable time after notice to do so, or 

f. Becomes insolvent or is declared bankrupt, or commits any act of bankruptcy or insolvency, or 

g. Allows any final judgment to stand against the Contractor unsatisfied for a period of 10 days, or 

h. Makes an assignment for the benefit of creditors, or 

i. For any other cause whatsoever, fails to carry on the work in an acceptable manner. 

Should the Owner consider the Contractor in default of the contract for any reason above, the Owner shall 
immediately give written notice to the Contractor and the Contractor’s surety as to the reasons for 
considering the Contractor in default and the Owner’s intentions to terminate the contract. 

If the Contractor or surety, within a period of 10 days after such notice, does not proceed in accordance 
therewith, then the Owner will, upon written notification from the RPR of the facts of such delay, neglect, or 
default and the Contractor’s failure to comply with such notice, have full power and authority without 
violating the contract, to take the execution of the work out of the hands of the Contractor. The Owner may 
appropriate or use any or all materials and equipment that have been mobilized for use in the work and are 
acceptable and may enter into an agreement for the completion of said contract according to the terms and 
provisions thereof, or use such other methods as in the opinion of the RPR will be required for the 
completion of said contract in an acceptable manner. 

All costs and charges incurred by the Owner, together with the cost of completing the work under contract, 
will be deducted from any monies due or which may become due the Contractor. If such expense exceeds 
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the sum which would have been payable under the contract, then the Contractor and the surety shall be 
liable and shall pay to the Owner the amount of such excess. 

80-10 Termination for national emergencies. The Owner shall terminate the contract or portion thereof 
by written notice when the Contractor is prevented from proceeding with the construction contract as a 
direct result of an Executive Order of the President with respect to the execution of war or in the interest of 
national defense. 

When the contract, or any portion thereof, is terminated before completion of all items of work in the 
contract, payment will be made for the actual number of units or items of work completed at the contract 
price or as mutually agreed for items of work partially completed or not started. No claims or loss of 
anticipated profits shall be considered. 

Reimbursement for organization of the work, and other overhead expenses, (when not otherwise included 
in the contract) and moving equipment and materials to and from the job will be considered, the intent being 
that an equitable settlement will be made with the Contractor. 

Acceptable materials, obtained or ordered by the Contractor for the work and that are not incorporated in 
the work shall, at the option of the Contractor, be purchased from the Contractor at actual cost as shown 
by receipted bills and actual cost records at such points of delivery as may be designated by the RPR. 

Termination of the contract or a portion thereof shall neither relieve the Contractor of their responsibilities 
for the completed work nor shall it relieve their surety of its obligation for and concerning any just claim 
arising out of the work performed. 

80-11 Work area, storage area and sequence of operations. The Contractor shall obtain approval from 
the RPR prior to beginning any work in all areas of the airport. No operating runway, taxiway, or air 
operations area (AOA) shall be crossed, entered, or obstructed while it is operational. The Contractor shall 
plan and coordinate work in accordance with the approved CSPP and SPCD. 

 

END OF SECTION 80 
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SECTION 90 MEASUREMENT AND PAYMENT 

90-01 Measurement of quantities. All work completed under the contract will be measured by the RPR, 
or their authorized representatives, using United States Customary Units of Measurement. 

The method of measurement and computations to be used in determination of quantities of material 
furnished and of work performed under the contract will be those methods generally recognized as 
conforming to good engineering practice. 

Unless otherwise specified, longitudinal measurements for area computations will be made horizontally, 
and no deductions will be made for individual fixtures (or leave-outs) having an area of 9 square feet (0.8 
square meters) or less. Unless otherwise specified, transverse measurements for area computations will 
be the neat dimensions shown on the plans or ordered in writing by the RPR. 

Unless otherwise specified, all contract items which are measured by the linear foot such as electrical ducts, 
conduits, pipe culverts, underdrains, and similar items shall be measured parallel to the base or foundation 
upon which such items are placed. 

The term “lump sum” when used as an item of payment will mean complete payment for the work described 
in the contract. When a complete structure or structural unit (in effect, “lump sum” work) is specified as the 
unit of measurement, the unit will be construed to include all necessary fittings and accessories. 

When requested by the Contractor and approved by the RPR in writing, material specified to be measured 
by the cubic yard (cubic meter) may be weighed, and such weights will be converted to cubic yards (cubic 
meters) for payment purposes. Factors for conversion from weight measurement to volume measurement 
will be determined by the RPR and shall be agreed to by the Contractor before such method of 
measurement of pay quantities is used. 

MEASUREMENT AND PAYMENT TERMS 

Term Description 

Excavation and 
Embankment 

Volume 

In computing volumes of excavation, the average end area method will be used 
unless otherwise specified. 

Measurement and 
Proportion by 

Weight 

The term “ton” will mean the short ton consisting of 2,000 pounds avoirdupois. All 
materials that are measured or proportioned by weights shall be weighed on 
accurate, independently certified scales by competent, qualified personnel at 
locations designated by the RPR. If material is shipped by rail, the car weight may 
be accepted provided that only the actual weight of material is paid for. However, 
car weights will not be acceptable for material to be passed through mixing plants. 
Trucks used to haul material being paid for by weight shall be weighed empty daily 
at such times as the RPR directs, and each truck shall bear a plainly legible 
identification mark. 

Measurement by 
Volume 

Materials to be measured by volume in the hauling vehicle shall be hauled in 
approved vehicles and measured therein at the point of delivery. Vehicles for this 
purpose may be of any size or type acceptable for the materials hauled, provided 
that the body is of such shape that the actual contents may be readily and 
accurately determined. All vehicles shall be loaded to at least their water level 
capacity, and all loads shall be leveled when the vehicles arrive at the point of 
delivery. 

Asphalt Material Asphalt materials will be measured by the gallon or ton. When measured by 
volume, such volumes will be measured at 60°F (16°C) or will be corrected to the 
volume at 60°F (16°C) using ASTM D1250 for asphalts. Net certified scale weights 
or weights based on certified volumes in the case of rail shipments will be used as 
a basis of measurement, subject to correction when asphalt material has been lost 
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Term Description 

from the car or the distributor, wasted, or otherwise not incorporated in the work. 
When asphalt materials are shipped by truck or transport, net certified weights by 
volume, subject to correction for loss or foaming, will be used for computing 
quantities. 

Cement Cement will be measured by the ton or hundredweight. 

Structure Structures will be measured according to neat lines shown on the plans or as 
altered to fit field conditions. 

Timber Timber will be measured by the thousand feet board measure (MFBM) actually 
incorporated in the structure. Measurement will be based on nominal widths and 
thicknesses and the extreme length of each piece. 

Plates and Sheets The thickness of plates and galvanized sheet used in the manufacture of 
corrugated metal pipe, metal plate pipe culverts and arches, and metal cribbing 
will be specified and measured in decimal fraction of inch. 

Miscellaneous 
Items 

When standard manufactured items are specified such as fence, wire, plates, 
rolled shapes, pipe conduit, etc., and these items are identified by gauge, unit 
weight, section dimensions, etc., such identification will be considered to be 
nominal weights or dimensions. Unless more stringently controlled by tolerances 
in cited specifications, manufacturing tolerances established by the industries 
involved will be accepted. 

Scales Scales must be tested for accuracy and serviced before use.  Scales for weighing 
materials which are required to be proportioned or measured and paid for by 
weight shall be furnished, erected, and maintained by the Contractor, or be 
certified permanently installed commercial scales. Platform scales shall be 
installed and maintained with the platform level and rigid bulkheads at each end. 

Scales shall be accurate within 0.5% of the correct weight throughout the range of 
use. The Contractor shall have the scales checked under the observation of the 
RPR before beginning work and at such other times as requested. The intervals 
shall be uniform in spacing throughout the graduated or marked length of the beam 
or dial and shall not exceed 0.1% of the nominal rated capacity of the scale, but 
not less than one pound. The use of spring balances will not be permitted. 

In the event inspection reveals the scales have been “overweighing” (indicating 
more than correct weight) they will be immediately adjusted.  All materials received 
subsequent to the last previous correct weighting-accuracy test will be reduced by 
the percentage of error in excess of 0.5%. 

In the event inspection reveals the scales have been under-weighing (indicating 
less than correct weight), they shall be immediately adjusted.  No additional 
payment to the Contractor will be allowed for materials previously weighed and 
recorded. 

Beams, dials, platforms, and other scale equipment shall be so arranged that the 
operator and the RPR can safely and conveniently view them. 

Scale installations shall have available ten standard 50-pound weights for testing 
the weighing equipment or suitable weights and devices for other approved 
equipment. 

All costs in connection with furnishing, installing, certifying, testing, and 
maintaining scales; for furnishing check weights and scale house; and for all other 
items specified in this subsection, for the weighing of materials for proportioning 
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Term Description 

or payment, shall be included in the unit contract prices for the various items of 
the project.  

Rental Equipment   Rental of equipment will be measured by time in hours of actual working time and 
necessary traveling time of the equipment within the limits of the work. Special 
equipment ordered in connection with extra work will be measured as agreed in 
the change order or supplemental agreement authorizing such work as provided 
in paragraph 90-05 Payment for Extra Work. 

Pay Quantities  When the estimated quantities for a specific portion of the work are designated as 
the pay quantities in the contract, they shall be the final quantities for which 
payment for such specific portion of the work will be made, unless the dimensions 
of said portions of the work shown on the plans are revised by the RPR. If revised 
dimensions result in an increase or decrease in the quantities of such work, the 
final quantities for payment will be revised in the amount represented by the 
authorized changes in the dimensions. 

90-02 Scope of payment. The Contractor shall receive and accept compensation provided for in the 
contract as full payment for furnishing all materials, for performing all work under the contract in a complete 
and acceptable manner, and for all risk, loss, damage, or expense of whatever character arising out of the 
nature of the work or the execution thereof, subject to the provisions of Section 70, paragraph 70-18, No 
Waiver of Legal Rights. 

When the “basis of payment” subsection of a technical specification requires that the contract price (price 
bid) include compensation for certain work or material essential to the item, this same work or material will 
not also be measured for payment under any other contract item which may appear elsewhere in the 
contract, plans, or specifications. 

90-03 Compensation for altered quantities. When the accepted quantities of work vary from the 
quantities in the proposal, the Contractor shall accept as payment in full, so far as contract items are 
concerned, payment at the original contract price for the accepted quantities of work actually completed 
and accepted. No allowance, except as provided for in Section 40, paragraph 40-02, Alteration of Work and 
Quantities, will be made for any increased expense, loss of expected reimbursement, or loss of anticipated 
profits suffered or claimed by the Contractor which results directly from such alterations or indirectly from 
their own unbalanced allocation of overhead and profit among the contract items, or from any other cause. 

90-04 Payment for omitted items. As specified in Section 40, paragraph 40-03, Omitted Items, the RPR 
shall have the right to omit from the work (order nonperformance) any contract item, except major contract 
items, in the best interest of the Owner. 

Should the RPR omit or order nonperformance of a contract item or portion of such item from the work, the 
Contractor shall accept payment in full at the contract prices for any work actually completed and acceptable 
prior to the RPR’s order to omit or non-perform such contract item. 

Acceptable materials ordered by the Contractor or delivered on the work prior to the date of the RPR’s order 
will be paid for at the actual cost to the Contractor and shall thereupon become the property of the Owner. 

In addition to the reimbursement hereinbefore provided, the Contractor shall be reimbursed for all actual 
costs incurred for the purpose of performing the omitted contract item prior to the date of the RPR’s order. 
Such additional costs incurred by the Contractor must be directly related to the deleted contract item and 
shall be supported by certified statements by the Contractor as to the nature the amount of such costs. 

90-05 Payment for extra work. Extra work, performed in accordance with Section 40, paragraph 40-04, 
Extra Work, will be paid for at the contract prices or agreed prices specified in the change order or 
supplemental agreement authorizing the extra work.  
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90-06 Partial payments. Partial payments will be made to the Contractor at least once each month as the 
work progresses. Said payments will be based upon estimates, prepared by the RPR, of the value of the 
work performed and materials complete and in place, in accordance with the contract, plans, and 
specifications. Such partial payments may also include the delivered actual cost of those materials 
stockpiled and stored in accordance with paragraph 90-07, Payment for Materials on Hand. No partial 
payment will be made when the amount due to the Contractor since the last estimate amounts to less than 
five hundred dollars. 

a. From the total of the amount determined to be payable on a partial payment, 10 percent of such total 
amount will be deducted and retained by the Owner for protection of the Owner’s interests until 50% 
completion; no additional retainage will be withheld after that point. Unless otherwise instructed by the 
Owner, the amount retained by the Owner will be in effect until the final payment is made except as follows: 

(1) Contractor may request release of retainage on work that has been partially accepted by the 
Owner in accordance with Section 50-14. Contractor must provide a certified invoice to the RPR that 
supports the value of retainage held by the Owner for partially accepted work. 

(2) In lieu of retainage, the Contractor may exercise at its option the establishment of an escrow 
account per paragraph 90-08.   

b. The Contractor is required to pay all subcontractors for satisfactory performance of their contracts 
no later than 30 days after the Contractor has received a partial payment. Contractor must provide the 
Owner evidence of  prompt and full payment of retainage held by the prime Contractor to the subcontractor 
within 30 days after the subcontractor’s work is satisfactorily completed. A subcontractor’s work is 
satisfactorily completed when all the tasks called for in the subcontract have been accomplished and 
documented as required by the Owner. When the Owner has made an incremental acceptance of a portion 
of a prime contract, the work of a subcontractor covered by that acceptance is deemed to be satisfactorily 
completed. 

c. When at least 95% of the work has been completed to the satisfaction of the RPR, the RPR shall, at 
the Owner’s discretion and with the consent of the surety, prepare estimates of both the contract value and 
the cost of the remaining work to be done. The Owner may retain an amount not less than twice the contract 
value or estimated cost, whichever is greater, of the work remaining to be done. The remainder, less all 
previous payments and deductions, will then be certified for payment to the Contractor. 

It is understood and agreed that the Contractor shall not be entitled to demand or receive partial payment 
based on quantities of work in excess of those provided in the proposal or covered by approved change 
orders or supplemental agreements, except when such excess quantities have been determined by the 
RPR to be a part of the final quantity for the item of work in question. 

No partial payment shall bind the Owner to the acceptance of any materials or work in place as to quality 
or quantity. All partial payments are subject to correction at the time of final payment as provided in 
paragraph 90-09, Acceptance and Final Payment. 

The Contractor shall deliver to the Owner a complete release of all claims for labor and material arising out 
of this contract before the final payment is made. If any subcontractor or supplier fails to furnish such a 
release in full, the Contractor may furnish a bond or other collateral satisfactory to the Owner to indemnify 
the Owner against any potential lien or other such claim. The bond or collateral shall include all costs, 
expenses, and attorney fees the Owner may be compelled to pay in discharging any such lien or claim. 

90-07 Payment for materials on hand. Partial payments may be made to the extent of the delivered cost 
of materials to be incorporated in the work, provided that such materials meet the requirements of the 
contract, plans, and specifications and are delivered to acceptable sites on the airport property or at other 
sites in the vicinity that are acceptable to the Owner. Such delivered costs of stored or stockpiled materials 
may be included in the next partial payment after the following conditions are met: 

a. The material has been stored or stockpiled in a manner acceptable to the RPR at or on an approved 
site. 
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b. The Contractor has furnished the RPR with acceptable evidence of the quantity and quality of such 
stored or stockpiled materials. 

c. The Contractor has furnished the RPR with satisfactory evidence that the material and transportation 
costs have been paid. 

d. The Contractor has furnished the Owner legal title (free of liens or encumbrances of any kind) to the 
material stored or stockpiled. 

e. The Contractor has furnished the Owner evidence that the material stored or stockpiled is insured 
against loss by damage to or disappearance of such materials at any time prior to use in the work. 

It is understood and agreed that the transfer of title and the Owner’s payment for such stored or stockpiled 
materials shall in no way relieve the Contractor of their responsibility for furnishing and placing such 
materials in accordance with the requirements of the contract, plans, and specifications. 

In no case will the amount of partial payments for materials on hand exceed the contract price for such 
materials or the contract price for the contract item in which the material is intended to be used. 

No partial payment will be made for stored or stockpiled living or perishable plant materials. 

The Contractor shall bear all costs associated with the partial payment of stored or stockpiled materials in 
accordance with the provisions of this paragraph. 

90-08 Payment of withheld funds. At the Contractor’s option, if an Owner withholds retainage in 
accordance with the methods described in paragraph 90-06 Partial Payments, the Contractor may request 
that the Owner deposit the retainage into an escrow account. The Owner’s deposit of retainage into an 
escrow account is subject to the following conditions: 

a. The Contractor shall bear all expenses of establishing and maintaining an escrow account and 
escrow agreement acceptable to the Owner. 

b. The Contractor shall deposit to and maintain in such escrow only those securities or bank certificates 
of deposit as are acceptable to the Owner and having a value not less than the retainage that would 
otherwise be withheld from partial payment. 

c. The Contractor shall enter into an escrow agreement satisfactory to the Owner. 

d. The Contractor shall obtain the written consent of the surety to such agreement. 

90-09 Acceptance and final payment. When the contract work has been accepted in accordance with the 
requirements of Section 50, paragraph 50-15, Final Acceptance, the RPR will prepare the final estimate of 
the items of work actually performed. The Contractor shall approve the RPR’s final estimate or advise the 
RPR of the Contractor’s objections to the final estimate which are based on disputes in measurements or 
computations of the final quantities to be paid under the contract as amended by change order or 
supplemental agreement. The Contractor and the RPR shall resolve all disputes (if any) in the measurement 
and computation of final quantities to be paid within 30 calendar days of the Contractor’s receipt of the 
RPR’s final estimate. If, after such 30-day period, a dispute still exists, the Contractor may approve the 
RPR’s estimate under protest of the quantities in dispute, and such disputed quantities shall be considered 
by the Owner as a claim in accordance with Section 50, paragraph 50-16, Claims for Adjustment and 
Disputes. 

After the Contractor has approved, or approved under protest, the RPR’s final estimate, and after the RPR’s 
receipt of the project closeout documentation required in paragraph 90-11, Contractor Final Project 
Documentation, final payment will be processed based on the entire sum, or the undisputed sum in case 
of approval under protest, determined to be due the Contractor less all previous payments and all amounts 
to be deducted under the provisions of the contract. All prior partial estimates and payments shall be subject 
to correction in the final estimate and payment. 
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If the Contractor has filed a claim for additional compensation under the provisions of Section 50, paragraph 
50-16, Claims for Adjustments and Disputes, or under the provisions of this paragraph, such claims will be 
considered by the Owner in accordance with local laws or ordinances. Upon final adjudication of such 
claims, any additional payment determined to be due the Contractor will be paid pursuant to a supplemental 
final estimate. 

90-10 Construction warranty. 

a. In addition to any other warranties in this contract, the Contractor warrants that work performed under 
this contract conforms to the contract requirements and is free of any defect in equipment, material, 
workmanship, or design furnished, or performed by the Contractor or any subcontractor or supplier at any 
tier.  

b. This warranty shall continue for a period of one year from the date of final acceptance of the work, 
except as noted.  If the Owner takes possession of any part of the work before final acceptance, this 
warranty shall continue for a period of one year from the date the Owner takes possession.  

c. The Contractor shall remedy at the Contractor’s expense any failure to conform, or any defect.  In 
addition, the Contractor shall remedy at the Contractor’s expense any damage to Owner real or personal 
property, when that damage is the result of the Contractor’s failure to conform to contract requirements; or 
any defect of equipment, material, workmanship, or design furnished by the Contractor.  

d. The Contractor shall restore any work damaged in fulfilling the terms and conditions of this clause. 
The Contractor’s warranty with respect to work repaired or replaced will run for one year from the date of 
repair or replacement. 

e. The Owner will notify the Contractor, in writing, within seven (7) days after the discovery of any 
failure, defect, or damage.  

f. If the Contractor fails to remedy any failure, defect, or damage within 14 days after receipt of notice, 
the Owner shall have the right to replace, repair, or otherwise remedy the failure, defect, or damage at the 
Contractor’s expense.  

g. With respect to all warranties, express or implied, from subcontractors, manufacturers, or suppliers 
for work performed and materials furnished under this contract, the Contractor shall: (1) Obtain all 
warranties that would be given in normal commercial practice; (2) Require all warranties to be executed, in 
writing, for the benefit of the Owner, as directed by the Owner, and (3) Enforce all warranties for the benefit 
of the Owner.  

h. This warranty shall not limit the Owner’s rights with respect to latent defects, gross mistakes, or 
fraud. 

90-11 Contractor Final Project Documentation. Approval of final payment to the Contractor is contingent 
upon completion and submittal of the items listed below. The final payment will not be approved until the 
RPR approves the Contractor’s final submittal. The Contractor shall:  

a. Provide two (2) copies of all manufacturers warranties specified for materials, equipment, and 
installations.  

b. Provide weekly payroll records (not previously received) from the general Contractor and all 
subcontractors. 

c. Complete final cleanup in accordance with Section 40, paragraph 40-08, Final Cleanup.  

d. Complete all punch list items identified during the Final Inspection.  

e. Provide complete release of all claims for labor and material arising out of the Contract. 

f. Provide a certified statement signed by the subcontractors, indicating actual amounts paid to the 
Disadvantaged Business Enterprise (DBE) subcontractors and/or suppliers associated with the project.  
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g. When applicable per state requirements, return copies of sales tax completion forms. 

h. Manufacturer's certifications for all items incorporated in the work. 

i. All required record drawings, as-built drawings or as-constructed drawings. 

j. Project Operation and Maintenance (O&M) Manual(s). 

k. Security for Construction Warranty. 

l. Equipment commissioning documentation submitted, if required. 

 

END OF SECTION 90 
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SECTION A – FEDERAL AVIATION ADMINISTRATION REQUIREMENTS 
 
A-01 CIVIL RIGHTS - GENERAL 
 
The Contractor agrees to comply with pertinent statutes, Executive Orders and such rules as are promulgated 
to ensure that no person shall, on the grounds of race, creed, color, national origin, sex, age, or disability be 
excluded from participating in any activity conducted with or benefiting from Federal assistance.  
 
This provision binds the Contractor and subcontractors from the bid solicitation period through the completion 
of the contract. This provision is in addition to that required by Title VI of the Civil Rights Act of 1964. 
 
A-02 CIVIL RIGHTS – TITLE VI ASSURANCE 
 
Title VI Solicitation Notice: 
The Owner, in accordance with the provisions of Title VI of the Civil Rights Act of 1964 (78 Stat. 252, 42 U.S.C. 
§§ 2000d to 2000d-4) and the Regulations, hereby notifies all bidders that it will affirmatively ensure that any 
contract entered into pursuant to this advertisement, disadvantaged business enterprises will be afforded full 
and fair opportunity to submit bids in response to this invitation and will not be discriminated against on the 
grounds of race, color, or national origin in consideration for an award. 
 
Compliance with Nondiscrimination Requirements: 
During the performance of this contract, the contractor, for itself, its assignees, and successors in interest 
(hereinafter referred to as the “contractor”) agrees as follows: 
 

1. Compliance with Regulations:  The contractor (hereinafter includes consultants) will comply with 
the Title VI List of Pertinent Nondiscrimination Acts And Authorities, as they may be amended 
from time to time, which are herein incorporated by reference and made a part of this contract. 

 
2. Non-discrimination:  The contractor, with regard to the work performed by it during the contract, 

will not discriminate on the grounds of race, color, or national origin in the selection and retention 
of subcontractors, including procurements of materials and leases of equipment.  The contractor 
will not participate directly or indirectly in the discrimination prohibited by the Nondiscrimination Acts 
and Authorities, including employment practices when the contract covers any activity, project, or 
program set forth in Appendix B of 49 CFR part 21. 

 
3. Solicitations for Subcontracts, Including Procurements of Materials and Equipment:  In all 

solicitations, either by competitive bidding, or negotiation made by the contractor for work to be 
performed under a subcontract, including procurements of materials, or leases of equipment, each 
potential subcontractor or supplier will be notified by the contractor of the contractor’s obligations 
under this contract and the Nondiscrimination Acts And Authorities on the grounds of race, color, 
or national origin. 

 
4. Information and Reports:  The contractor will provide all information and reports required by the 

Acts, the Regulations, and directives issued pursuant thereto and will permit access to its books, 
records, accounts, other sources of information, and its facilities as may be determined by the 
sponsor or the Federal Aviation Administration to be pertinent to ascertain compliance with such 
Nondiscrimination Acts And Authorities and instructions.  Where any information required of a 
contractor is in the exclusive possession of another who fails or refuses to furnish the 
information,the contractor will so certify to the sponsor or the Federal Aviation Administration, as 
appropriate, and will set forth what efforts it has made to obtain the information. 

 
5. Sanctions for Noncompliance:  In the event of a contractor’s noncompliance with the Non-

discrimination provisions of this contract, the sponsor will impose such contract sanctions as it or 
the Federal Aviation Administration may determine to be appropriate, including, but not limited to: 

 
a. Withholding payments to the contractor under the contract until the contractor complies; and/or 
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b. Cancelling, terminating, or suspending a contract, in whole or in part. 

 
6. Incorporation of Provisions:  The contractor will include the provisions of paragraphs one through 

six in every subcontract, including procurements of materials and leases of equipment, unless 
exempt by the Acts, the Regulations and directives issued pursuant thereto.  The contractor will 
take action with respect to any subcontract or procurement as the sponsor or the Federal Aviation 
Administration may direct as a means of enforcing such provisions including sanctions for 
noncompliance.  Provided, that if the contractor becomes involved in, or is threatened with litigation 
by a subcontractor, or supplier because of such direction, the contractor may request the sponsor 
to enter into any litigation to protect the interests of the sponsor.  In addition, the contractor may 
request the United States to enter into the litigation to protect the interests of the United States. 

 
Title VI List of Pertinent Nondiscrimination Acts and Authorities: 
During the performance of this contract, the contractor, for itself, its assignees, and successors in interest 
(hereinafter referred to as the “contractor”) agrees to comply with the following non-discrimination statutes and 
authorities; including but not limited to: 
 

• Title VI of the Civil Rights Act of 1964 (42 U.S.C. § 2000d et seq., 78 stat. 252), (prohibits discrimination 
on the basis of race, color, national origin); 

 
• 49 CFR part 21 (Non-discrimination In Federally-Assisted Programs of The Department of 

Transportation—Effectuation of Title VI of The Civil Rights Act of 1964); 
 

• The Uniform Relocation Assistance and Real Property Acquisition Policies Act of 1970, (42 U.S.C. § 
4601), (prohibits unfair treatment of persons displaced or whose property has been acquired because 
of Federal or Federal-aid programs and projects); 

 
• Section 504 of the Rehabilitation Act of 1973, (29 U.S.C. § 794 et seq.), as amended, (prohibits 

discrimination on the basis of disability); and 49 CFR part 27; 
 

• The Age Discrimination Act of 1975, as amended, (42 U.S.C. § 6101 et seq.), (prohibits discrimination 
on the basis of age); 

 
• Airport and Airway Improvement Act of 1982, (49 USC § 471, Section 47123), as amended, (prohibits 

discrimination based on race, creed, color, national origin, or sex); 
 

• The Civil Rights Restoration Act of 1987, (PL 100-209), (Broadened the scope, coverage and 
applicability of Title VI of the Civil Rights Act of 1964, The Age Discrimination Act of 1975 and Section 
504 of the Rehabilitation Act of 1973, by expanding the definition of the terms “programs or activities” 
to include all of the programs or activities of the Federal-aid recipients, sub-recipients and contractors, 
whether such programs or activities are Federally funded or not); 

 
• Titles II and III of the Americans with Disabilities Act of 1990, which prohibit discrimination on the basis 

of disability in the operation of public entities, public and private transportation systems, places of public 
accommodation, and certain testing entities (42 U.S.C. §§ 12131 – 12189) as implemented by 
Department of Transportation regulations at 49 CFR parts 37 and 38; 

• The Federal Aviation Administration’s Non-discrimination statute (49 U.S.C. § 47123) (prohibits 
discrimination on the basis of race, color, national origin, and sex); 
 

• Executive Order 12898, Federal Actions to Address Environmental Justice in Minority Populations and 
Low-Income Populations, which ensures non-discrimination against minority populations by 
discouraging programs, policies, and activities with disproportionately high and adverse human health 
or environmental effects on minority and low-income populations; 
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• Executive Order 13166, Improving Access to Services for Persons with Limited English Proficiency, 
and resulting agency guidance, national origin discrimination includes discrimination because of limited 
English proficiency (LEP).  To ensure compliance with Title VI, you must take reasonable steps to 
ensure that LEP persons have meaningful access to your programs (70 Fed. Reg. at 74087 to 74100); 

 
• Title IX of the Education Amendments of 1972, as amended, which prohibits you from discriminating 

because of sex in education programs or activities (20 U.S.C. 1681 et seq). 
 
A-03 OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970 
 
All contracts and subcontracts that result from this solicitation incorporate by reference the requirements 
of 29 CFR Part 1910 with the same force and effect as if given in full text.  Contractor must provide a work 
environment that is free from recognized hazards that may cause death or serious physical harm to the 
employee. The Contractor retains full responsibility to monitor its compliance and their subcontractor’s 
compliance with the applicable requirements of the Occupational Safety and Health Act of 1970 (20 CFR 
Part 1910).  Contractor must address any claims or disputes that pertain to a referenced requirement 
directly with the U.S. Department of Labor – Occupational Safety and Health Administration. 
 
A-04 RIGHT TO INVENTIONS 
 
Contracts or agreements that include the performance of experimental, developmental, or research work 
must provide for the rights of the Federal Government and the Owner in any resulting invention as 
established by 37 CFR part 401, Rights to Inventions Made by Non-profit Organizations and Small 
Business Firms under Government Grants, Contracts, and Cooperative Agreements.  This contract 
incorporates by reference the patent and inventions rights as specified within in the 37 CFR §401.14.  
Contractor must include this requirement in all sub-tier contracts involving experimental, developmental 
or research work. 
 
A-05 SEISMIC SAFETY 
 
The contractor agrees to ensure that all work performed under this contract, including work performed by 
subcontractors, conforms to a building code standard that provides a level of seismic safety substantially 
equivalent to standards established by the National Earthquake Hazards Reduction Program (NEHRP).  
Local building codes that model their code after the current version of the International Building Code 
(IBC) meet the NEHRP equivalency level for seismic safety. 
 
A-06 ACCESS TO RECORDS AND REPORTS 
 
The Contractor must maintain an acceptable cost accounting system. The Contractor agrees to provide the 
sponsor, the Federal Aviation Administration, and the Comptroller General of the United States or any of their 
duly authorized representatives, access to any books, documents, papers, and records of the contractor which 
are directly pertinent to the specific contract for the purpose of making audit, examination, excerpts and 
transcriptions. The Contractor agrees to maintain all books, records and reports required under this contract 
for a period of not less than three years after final payment is made and all pending matters are closed. 
 
A-07 BUY AMERICAN PREFERENCE 
 
The contractor agrees to comply with 49 USC § 50101, which provides that Federal funds may not be 
obligated unless all steel and manufactured goods used in AIP funded projects are produced in the United 
States, unless the FAA has issued a waiver for the product; the product is listed as an Excepted Article, 
Material Or Supply in Federal Acquisition Regulation subpart 25.108; or is included in the FAA Nationwide 
Buy American Waivers Issued list. 
 
A bidder or offeror must complete and submit the Buy American certification included in the contract 
documents with their bid or offer. The Owner will reject as nonresponsive any bid or offer that does not 
include a completed Certificate of Buy American Compliance. 
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See Section 010470 “Bidder Certifications” for Contractor Buy American Certification. 
 
A-08 DISADVANTAGED BUSINESS ENTERPRISE 
 
The Contractor or subcontractor shall not discriminate on the basis of race, color, national origin, or sex 

in the performance of this contract. The Contractor shall carry out applicable requirements of 49 CFR part 

26 in the award and administration of Department of Transportation-assisted contracts. Failure by the 

Contractor to carry out these requirements is a material breach of this contract, which may result in the 

termination of this contract or such other remedy as the Owner deems appropriate, which may include, 

but is not limited to: 

1) Withholding monthly progress payments; 

2) Assessing sanctions; 

3) Liquidated damages; and/or 

4) Disqualifying the Contractor from future bidding as non-responsible. 
 
The prime contractor agrees to pay each subcontractor under this prime contract for satisfactory 
performance of its contract no later than 30 days from the receipt of each payment the prime contractor 
receives from the Owner. The prime contractor agrees further to return retainage payments to each 
subcontractor within 30 days after the subcontractor’s work is satisfactorily completed. Any delay or 
postponement of payment from the above referenced time frame may occur only for good cause following 
written approval of the Owner. This clause applies to both DBE and non-DBE subcontractors. 

 
A-09 ENERGY CONSERVATION REQUIREMENTS 
 
Contractor and Subcontractor agree to comply with mandatory standards and policies relating to energy 
efficiency as contained in the state energy conservation plan issued in compliance with the Energy Policy and 
Conservation Act (42 U.S.C. 6201et seq). 
 
A-10 FEDERAL FAIR LABOR STANDARDS ACT (FEDERAL MINIMUM WAGE) 
 
All contracts and subcontracts that result from this solicitation incorporate by reference the provisions of 
29 CFR part 201, the Federal Fair Labor Standards Act (FLSA), with the same force and effect as if given 
in full text.  The FLSA sets minimum wage, overtime pay, recordkeeping, and child labor standards for full 
and part time workers. 
 
The contractor has full responsibility to monitor compliance to the referenced statute or regulation.  The 
contractor must address any claims or disputes that arise from this requirement directly with the U.S. 
Department of Labor – Wage and Hour Division 
 
A-11 TRADE RESTRICTION CERTIFICATION 
 
By submission of an offer, the Offeror certifies that with respect to this solicitation and any resultant 
contract, the Offeror – 
 

a. is not owned or controlled by one or more citizens of a foreign country included in the list of 
countries that discriminate against U.S. firms as published by the Office of the United States 
Trade Representative (U.S.T.R.); 

 
b. has not knowingly entered into any contract or subcontract for this project with a person that 

is a citizen or national of a foreign country included on the list of countries that discriminate 
against U.S. firms as published by the U.S.T.R.; and 



 

 

 

Shelby County Airport 
Mass Storage Hangar D SP-7 19A01040 

 
c. has not entered into any subcontract for any product to be used on the Federal on the project 

that is produced in a foreign country included on the list of countries that discriminate against 
U.S. firms published by the U.S.T.R.  

 
This certification concerns a matter within the jurisdiction of an agency of the United States of America 
and the making of a false, fictitious, or fraudulent certification may render the maker subject to prosecution 
under Title 18, United States Code, Section 1001. 
 
The Offeror/Contractor must provide immediate written notice to the Owner if the Offeror/Contractor learns 
that its certification or that of a subcontractor was erroneous when submitted or has become erroneous 
by reason of changed circumstances.  The Contractor must require subcontractors provide immediate 
written notice to the Contractor if at any time it learns that its certification was erroneous by reason of 
changed circumstances. 
 
Unless the restrictions of this clause are waived by the Secretary of Transportation in accordance with 49 
CFR 30.17, no contract shall be awarded to an Offeror or subcontractor: 
 

(1) who is owned or controlled by one or more citizens or nationals of a foreign country included on 
the list of countries that discriminate against U.S. firms published by the U.S.T.R. or 

 
(2) whose subcontractors are owned or controlled by one or more citizens or nationals of a foreign 

country on such U.S.T.R. list or 
 

(3) who incorporates in the public works project any product of a foreign country on such U.S.T.R. 
list; 

 
Nothing contained in the foregoing shall be construed to require establishment of a system of records in 
order to render, in good faith, the certification required by this provision.  The knowledge and information 
of a contractor is not required to exceed that which is normally possessed by a prudent person in the 
ordinary course of business dealings. 
 
The Offeror agrees that, if awarded a contract resulting from this solicitation, it will incorporate this 
provision for certification without modification in in all lower tier subcontracts. The contractor may rely on 
the certification of a prospective subcontractor that it is not a firm from a foreign country included on the 
list of countries that discriminate against U.S. firms as published by U.S.T.R, unless the Offeror has 
knowledge that the certification is erroneous. 
 
This certification is a material representation of fact upon which reliance was placed when making an 
award.  If it is later determined that the Contractor or subcontractor knowingly rendered an erroneous 
certification, the Federal Aviation Administration may direct through the Owner cancellation of the contract 
or subcontract for default at no cost to the Owner or the FAA. 
 
A-12 VETERAN’S PREFERENCE 
 
In the employment of labor (excluding executive, administrative, and supervisory positions), the contractor 
and all sub-tier contractors must give preference to covered veterans as defined within Title 49 United 
States Code Section 47112.  Covered veterans include Vietnam-era veterans, Persian Gulf veterans, 
Afghanistan-Iraq war veterans, disabled veterans, and small business concerns (as defined by 15 U.S.C. 
632) owned and controlled by disabled veterans.  This preference only applies when there are covered 
veterans readily available and qualified to perform the work to which the employment relates. 
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A-13 TAX DELINQUENCY AND FELONY CONVICTIONS 
 
The Contractor shall be required to complete the certification regarding tax delinquency and felony convictions 
included in these contract documents.  

 
Felony conviction: Felony conviction means a conviction within the preceding twenty-four (24) months of a 
felony criminal violation under any Federal law and includes conviction of an offense defined in a section 
of the U.S. code that specifically classifies the offense as a felony and conviction of an offense that is 
classified as a felony under 18 U.S.C. § 3559. 
 
Tax Delinquency: A tax delinquency is any unpaid Federal tax liability that has been assessed, for which 
all judicial and administrative remedies have been exhausted, or have lapsed, and that is not being paid in 
a timely manner pursuant to an agreement with the authority responsible for collecting the tax liability. 
  
A-14 COPELAND “ANTI-KICKBACK” ACT 
 
Contractor must comply with the requirements of the Copeland “Anti-Kickback” Act (18 U.S.C. 874 and 
40 U.S.C. 3145), as supplemented by Department of Labor regulation 29 CFR part 3.  Contractor and 
subcontractors are prohibited from inducing, by any means, any person employed on the project to give 
up any part of the compensation to which the employee is entitled.  The Contractor and each 
Subcontractor must submit to the Owner, a weekly statement on the wages paid to each employee 
performing on covered work during the prior week. Owner must report any violations of the Act to the 
Federal Aviation Administration. 
 
A-15 DAVIS-BACON REQUIREMENTS 
 

1. Minimum Wages 
 

(i) All laborers and mechanics employed or working upon the site of the work will be paid 
unconditionally and not less often than once a week, and without subsequent deduction or rebate 
on any account (except such payroll deductions as are permitted by the Secretary of Labor under 
the Copeland Act (29 CFR Part 3)), the full amount of wages and bona fide fringe benefits (or 
cash equivalent thereof) due at time of payment computed at rates not less than those contained 
in the wage determination of the Secretary of Labor which is attached hereto and made a part 
hereof, regardless of any contractual relationship which may be alleged to exist between the 
contractor and such laborers and mechanics.  

 
Contributions made or costs reasonably anticipated for bona fide fringe benefits under section 
1(b)(2) of the Davis-Bacon Act on behalf of laborers or mechanics are considered wages paid to 
such laborers or mechanics, subject to the provisions of paragraph (1)(iv) of this section; also, 
regular contributions made or costs incurred for more than a weekly period (but not less often 
than quarterly) under plans, funds, or programs which cover the particular weekly period, are 
deemed to be constructively made or incurred during such weekly period. Such laborers and 
mechanics shall be paid the appropriate wage rate and fringe benefits on the wage determination 
for the classification of work actually performed, without regard to skill, except as provided in 29 
CFR Part 5.5(a)(4). Laborers or mechanics performing work in more than one classification may 
be compensated at the rate specified for each classification for the time actually worked therein: 
Provided, that the employer's payroll records accurately set forth the time spent in each 
classification in which work is performed. The wage determination (including any additional 
classification and wage rates conformed under (1)(ii) of this section) and the Davis-Bacon poster 
(WH-1321) shall be posted at all times by the contractor and its subcontractors at the site of the 
work in a prominent and accessible place where it can easily be seen by the workers. 

 
(ii)       

(A) The contracting officer shall require that any class of laborers or mechanics, including 
helpers, which is not listed in the wage determination and which is to be employed under 
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the contract shall be classified in conformance with the wage determination. The 
contracting officer shall approve an additional classification and wage rate and fringe 
benefits therefore only when the following criteria have been met: 
 

(1) The work to be performed by the classification requested is not performed by a 
classification in the wage determination; and 
 

(2) The classification is utilized in the area by the construction industry; and 
 

 
(3) The proposed wage rate, including any bona fide fringe benefits, bears a 

reasonable relationship to the wage rates contained in the wage determination. 
 

(B) If the contractor and the laborers and mechanics to be employed in the classification (if 
known), or their representatives, and the contracting officer agree on the classification and 
wage rate (including the amount designated for fringe benefits where appropriate), a report 
of the action taken shall be sent by the contracting officer to the Administrator of the Wage 
and Hour Division, Employment Standards Administration, U.S. Department of Labor, 
Washington, D.C. 20210.  The Administrator, or an authorized representative, will 
approve, modify, or disapprove every additional classification action within 30 days of 
receipt and so advise the contracting officer or will notify the contracting officer within the 
30-day period that additional time is necessary. 
 

(C) In the event the contractor, the laborers or mechanics to be employed in the classification 
or their representatives, and the contracting officer do not agree on the proposed 
classification and wage rate (including the amount designated for fringe benefits where 
appropriate), the contracting officer shall refer the questions, including the views of all 
interested parties and the recommendation of the contracting officer, to the Administrator 
for determination. The Administrator, or an authorized representative, will issue a 
determination within 30 days of receipt and so advise the contracting officer or will notify 
the contracting officer within the 30-day period that additional time is necessary. 

 
(D) The wage rate (including fringe benefits where appropriate) determined pursuant to 

subparagraphs (1)(ii) (B) or (C) of this paragraph, shall be paid to all workers performing 
work in the classification under this contract from the first day on which work is performed 
in the classification. 

 
(iii) Whenever the minimum wage rate prescribed in the contract for a class of laborers or 

mechanics includes a fringe benefit which is not expressed as an hourly rate, the contractor 
shall either pay the benefit as stated in the wage determination or shall pay another bona fide 
fringe benefit or an hourly cash equivalent thereof. 
 

(iv) If the contractor does not make payments to a trustee or other third person, the contractor 
may consider as part of the wages of any laborer or mechanic the amount of any costs 
reasonably anticipated in providing bona fide fringe benefits under a plan or program, 
Provided, That the Secretary of Labor has found, upon the written request of the contractor, 
that the applicable standards of the Davis-Bacon Act have been met. The Secretary of Labor 
may require the contractor to set aside in a separate account assets for the meeting of 
obligations under the plan or program. 

 
2. Withholding. 

 
The Federal Aviation Administration or the sponsor shall upon its own action or upon written 
request of an authorized representative of the Department of Labor withhold or cause to be 
withheld from the contractor under this contract or any other Federal contract with the same prime 
contractor, or any other Federally-assisted contract subject to Davis-Bacon prevailing wage 
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requirements, which is held by the same prime contractor, so much of the accrued payments or 
advances as may be considered necessary to pay laborers and mechanics, including apprentices, 
trainees, and helpers, employed by the contractor or any subcontractor the full amount of wages 
required by the contract. In the event of failure to pay any laborer or mechanic, including any 
apprentice, trainee, or helper, employed or working on the site of work, all or part of the wages 
required by the contract, the Federal Aviation Administration may, after written notice to the 
contractor, sponsor, applicant, or owner, take such action as may be necessary to cause the 
suspension of any further payment, advance, or guarantee of funds until such violations have 
ceased. 
 

3. Payrolls and basic records 
 

(i) Payrolls and basic records relating thereto shall be maintained by the contractor during 
the course of the work and preserved for a period of three years thereafter for all laborers 
and mechanics working at the site of the work. Such records shall contain the name, 
address, and social security number of each such worker, his or her correct classification, 
hourly rates of wages paid (including rates of contributions or costs anticipated for bona 
fide fringe benefits or cash equivalents thereof of the types described in 1(b)(2)(B) of the 
Davis-Bacon Act), daily and weekly number of hours worked, deductions made and 
actual wages paid. Whenever the Secretary of Labor has found under 29 CFR 
5.5(a)(1)(iv) that the wages of any laborer or mechanic include the amount of any costs 
reasonably anticipated in providing benefits under a plan or program described in section 
1(b)(2)(B) of the Davis-Bacon Act, the contractor shall maintain records which show that 
the commitment to provide such benefits is enforceable, that the plan or program is 
financially responsible, and that the plan or program has been communicated in writing 
to the laborers or mechanics affected, and records which show the costs anticipated or 
the actual costs incurred in providing such benefits. Contractors employing apprentices 
or trainees under approved programs shall maintain written evidence of the registration 
of apprenticeship programs and certification of trainee programs, the registration of the 
apprentices and trainees, and the ratios and wage rates prescribed in the applicable 
programs. 
 

(ii)  
(A) The contractor shall submit weekly for each week in which any contract work is performed 

a copy of all payrolls to the Federal Aviation Administration if the agency is a party to the 
contract, but if the agency is not such a party, the contractor will submit the payrolls to 
the applicant, sponsor, or owner, as the case may be, for transmission to the Federal 
Aviation Administration. The payrolls submitted shall set out accurately and completely 
all of the information required to be maintained under 29 CFR 5.5(a)(3)(i), except that full 
social security numbers and home addresses shall not be included on weekly 
transmittals. Instead the payrolls shall only need to include an individually identifying 
number for each employee (e.g. , the last four digits of the employee's social security 
number). The required weekly payroll information may be submitted in any form desired. 
Optional Form WH–347 is available for this purpose from the Wage and Hour Division 
Web site at http://www.dol.gov/esa/whd/forms/wh347instr.htm or its successor site. The 
prime contractor is responsible for the submission of copies of payrolls by all 
subcontractors. Contractors and subcontractors shall maintain the full social security 
number and current address of each covered worker, and shall provide them upon 
request to the Federal Aviation Administration if the agency is a party to the contract, but 
if the agency is not such a party, the contractor will submit them to the applicant, sponsor, 
or owner, as the case may be, for transmission to the Federal Aviation Administration, 
the contractor, or the Wage and Hour Division of the Department of Labor for purposes 
of an investigation or audit of compliance with prevailing wage requirements. It is not a 
violation of this section for a prime contractor to require a subcontractor to provide 
addresses and social security numbers to the prime contractor for its own records, without 
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weekly submission to the sponsoring government agency (or the applicant, sponsor, or 
owner). 

 
(B) Each payroll submitted shall be accompanied by a "Statement of Compliance," signed by 

the contractor or subcontractor or his or her agent who pays or supervises the payment 
of the persons employed under the contract and shall certify the following: 

 
(1) That the payroll for the payroll period contains the information required to be provided 

under 29 CFR § 5.5(a)(3)(ii), the appropriate information is being maintained under 
29 CFR § 5.5 (a)(3)(i) and that such information is correct and complete; 

 
(2) That each laborer and mechanic (including each helper, apprentice and trainee) 

employed on the contract during the payroll period has been paid the full weekly 
wages earned, without rebate, either directly or indirectly, and that no deductions 
have been made either directly or indirectly from the full wages earned, other than 
permissible deductions as set forth in Regulations 29 CFR Part 3; 

 
(3) That each laborer or mechanic has been paid not less than the applicable wage rates 

and fringe benefits or cash equivalents for the classification of work performed, as 
specified in the applicable wage determination incorporated into the contract. 

 
(ii) The weekly submission of a properly executed certification set forth on the reverse side 

of Optional Form WH-347 shall satisfy the requirement for submission of the "Statement 
of Compliance" required by paragraph (3)(ii)(B) of this section. 

 
(iii) The falsification of any of the above certifications may subject the contractor or 

subcontractor to civil or criminal prosecution under Section 1001 of Title 18 and Section 
231 of Title 31 of the United States Code. 

 
(iii) The contractor or subcontractor shall make the records required under paragraph (3)(i) 

of this section available for inspection, copying or transcription by authorized 
representatives of the sponsor, the Federal Aviation Administration or the Department of 
Labor, and shall permit such representatives to interview employees during working 
hours on the job. If the contractor or subcontractor fails to submit the required records or 
to make them available, the Federal agency may, after written notice to the contractor, 
sponsor, applicant or owner, take such action as may be necessary to cause the 
suspension of any further payment, advance, or guarantee of funds. Furthermore, failure 
to submit the required records upon request or to make such records available may be 
grounds for debarment action pursuant to 29 CFR 5.12. 
 

4. Apprentices and Trainees 
 

(i) Apprentices. Apprentices will be permitted to work at less than the predetermined rate for 
the work they performed when they are employed pursuant to and individually registered 
in a bona fide apprenticeship program registered with the U.S. Department of Labor, 
Employment and Training Administration, Bureau of Apprenticeship and Training, or with 
a State Apprenticeship Agency recognized by the Bureau, or if a person is employed in 
his or her first 90 days of probationary employment as an apprentice in such an 
apprenticeship program, who is not individually registered in the program, but who has 
been certified by the Bureau of Apprenticeship and Training or a State Apprenticeship 
Agency (where appropriate) to be eligible for probationary employment as an apprentice. 
The allowable ratio of apprentices to journeymen on the job site in any craft classification 
shall not be greater than the ratio permitted to the contractor as to the entire work force 
under the registered program. Any worker listed on a payroll at an apprentice wage rate, 
who is not registered or otherwise employed as stated above, shall be paid not less than 
the applicable wage rate on the wage determination for the classification of work actually 
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performed. In addition, any apprentice performing work on the job site in excess of the 
ratio permitted under the registered program shall be paid not less than the applicable 
wage rate on the wage determination for the work actually performed. Where a contractor 
is performing construction on a project in a locality other than that in which its program is 
registered, the ratios and wage rates (expressed in percentages of the journeyman's 
hourly rate) specified in the contractor's or subcontractor's registered program shall be 
observed. Every apprentice must be paid at not less than the rate specified in the 
registered program for the apprentice's level of progress, expressed as a percentage of 
the journeymen hourly rate specified in the applicable wage determination. Apprentices 
shall be paid fringe benefits in accordance with the provisions of the apprenticeship 
program. If the apprenticeship program does not specify fringe benefits, apprentices must 
be paid the full amount of fringe benefits listed on the wage determination for the 
applicable classification. If the Administrator determines that a different practice prevails 
for the applicable apprentice classification, fringes shall be paid in accordance with that 
determination. In the event the Bureau of Apprenticeship and Training, or a State 
Apprenticeship Agency recognized by the Bureau, withdraws approval of an 
apprenticeship program, the contractor will no longer be permitted to utilize apprentices 
at less than the applicable predetermined rate for the work performed until an acceptable 
program is approved. 
 

(ii) Trainees. Except as provided in 29 CFR 5.16, trainees will not be permitted to work at 
less than the predetermined rate for the work performed unless they are employed 
pursuant to and individually registered in a program which has received prior approval, 
evidenced by formal certification by the U.S. Department of Labor, Employment and 
Training Administration. The ratio of trainees to journeymen on the job site shall not be 
greater than permitted under the plan approved by the Employment and Training 
Administration. Every trainee must be paid at not less than the rate specified in the 
approved program for the trainee's level of progress, expressed as a percentage of the 
journeyman hourly rate specified in the applicable wage determination. Trainees shall be 
paid fringe benefits in accordance with the provisions of the trainee program. If the trainee 
program does not mention fringe benefits, trainees shall be paid the full amount of fringe 
benefits listed on the wage determination unless the Administrator of the Wage and Hour 
Division determines that there is an apprenticeship program associated with the 
corresponding journeyman wage rate on the wage determination which provides for less 
than full fringe benefits for apprentices.  Any employee listed on the payroll at a trainee 
rate that is not registered and participating in a training plan approved by the Employment 
and Training Administration shall be paid not less than the applicable wage rate on the 
wage determination for the classification of work actually performed.  In addition, any 
trainee performing work on the job site in excess of the ratio permitted under the 
registered program shall be paid not less than the applicable wage rate on the wage 
determination for the work actually performed.  In the event the Employment and Training 
Administration withdraws approval of a training program, the contractor will no longer be 
permitted to utilize trainees at less than the applicable predetermined rate for the work 
performed until an acceptable program is approved. 
 

(iii) Equal Employment Opportunity. The utilization of apprentices, trainees and journeymen 
under this part shall be in conformity with the equal employment opportunity requirements 
of Executive Order 11246, as amended, and 29 CFR Part 30. 

 
5. Compliance with Copeland Act Requirements. 

 
The contractor shall comply with the requirements of 29 CFR Part 3, which are incorporated by 
reference in this contract. 
 

6. Subcontracts. 
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The contractor or subcontractor shall insert in any subcontracts the clauses contained in 29 CFR 
Part 5.5(a)(1) through (10) and such other clauses as the Federal Aviation Administration may by 
appropriate instructions require, and also a clause requiring the subcontractors to include these 
clauses in any lower tier subcontracts.  The prime contractor shall be responsible for the 
compliance by any subcontractor or lower tier subcontractor with all the contract clauses in 29 
CFR Part 5.5. 
 

7. Contract Termination: Debarment. 
 
A breach of the contract clauses in paragraph 1 through 10 of this section may be grounds for 
termination of the contract, and for debarment as a contractor and a subcontractor as provided in 
29 CFR 5.12. 
 

8. Compliance with the Davis-Bacon and Related Act Requirements 
 
All rulings and interpretations of the Davis-Bacon and Related Acts contained in 29 CFR Parts 1, 
3, and 5 are herein incorporated by reference in this contract. 
 

9. Disputes Concerning Labor Standards 
 
Disputes arising out of the labor standards provisions of this contract shall not be subject to the 
general disputes clause of this contract.  Such disputes shall be resolved in accordance with the 
procedures of the Department of Labor set forth in 29 CFR Parts 5, 6 and 7. Disputes within the 
meaning of this clause include disputes between the contractor (or any of its subcontractors) and 
the contracting agency, the U.S. Department of Labor, or the employees or their representatives. 
 

10. Certification of Eligibility 
 

(i) By entering into this contract, the contractor certifies that neither it (nor he or she) nor any 
person or firm who has an interest in the contractor's firm is a person or firm ineligible to 
be awarded Government contracts by virtue of section 3(a) of the Davis-Bacon Act or 29 
CFR 5.12(a)(1). 
 

(ii) No part of this contract shall be subcontracted to any person or firm ineligible for award 
of a Government contract by virtue of section 3(a) of the Davis-Bacon Act or 29 CFR 
5.12(a)(1). 
 

(iii) The penalty for making false statements is prescribed in the U.S. Criminal Code, 18 
U.S.C. 1001. 

 
A-16 DISTRACTED DRIVING 
 
In accordance with Executive Order 13513, "Federal Leadership on Reducing Text Messaging While 
Driving" (10/1/2009) and DOT Order 3902.10 “Text Messaging While Driving” (12/30/2009), the FAA 
encourages recipients of Federal grant funds to adopt and enforce safety policies that decrease crashes 
by distracted drivers, including policies to ban text messaging while driving when performing work related 
to a grant or sub-grant. 
 
In support of this initiative, the Owner encourages the Contractor to promote policies and initiatives for its 
employees and other work personnel that decrease crashes by distracted drivers, including policies that 
ban text messaging while driving motor vehicles while performing work activities associated with the 
project.  The Contractor must include the substance of this clause in all sub-tier contracts exceeding 
$3,500 and involve driving a motor vehicle in performance of work activities associated with the project. 
 
A-17 AFFIRMATIVE ACTION REQUIREMENT 
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1. The Offeror's or Bidder’s attention is called to the "Equal Opportunity Clause" and the "Standard 
Federal Equal Employment Opportunity Construction Contract Specifications" set forth herein. 

 
2. The goals and timetables for minority and female participation, expressed in percentage terms 

for the contractor's aggregate workforce in each trade on all construction work in the covered 
area, are as follows: 
 

Timetables 
 

Goals for minority participation for each trade:  24.9% 
 
Goals for female participation in each trade: 6.9% 

 
These goals are applicable to all of the contractor's construction work (whether or not it is Federal 
or federally-assisted) performed in the covered area.  If the contractor performs construction work 
in a geographical area located outside of the covered area, it shall apply the goals established for 
such geographical area where the work is actually performed.  With regard to this second area, 
the contractor also is subject to the goals for both its federally involved and non-federally involved 
construction. 
 
The Contractor's compliance with the Executive Order and the regulations in 41 CFR Part 60-4 
shall be based on its implementation of the Equal Opportunity Clause, specific affirmative action 
obligations required by the specifications set forth in 41 CFR 60-4.3(a), and its efforts to meet the 
goals. The hours of minority and female employment and training must be substantially uniform 
throughout the length of the contract, and in each trade, and the contractor shall make a good 
faith effort to employ minorities and women evenly on each of its projects. The transfer of minority 
or female employees or trainees from Contractor to Contractor or from project to project for the 
sole purpose of meeting the Contractor's goals shall be a violation of the contract, the Executive 
Order and the regulations in 41 CFR Part 60-4.  Compliance with the goals will be measured 
against the total work hours performed. 

 
3. The Contractor shall provide written notification to the Director of the Office of Federal Contract 

Compliance Programs (OFCCP) within 10 working days of award of any construction subcontract 
in excess of $10,000 at any tier for construction work under the contract resulting from this 
solicitation.  The notification shall list the name, address, and telephone number of the 
subcontractor; employer identification number of the subcontractor; estimated dollar amount of 
the subcontract; estimated starting and completion dates of the subcontract; and the geographical 
area in which the subcontract is to be performed. 
 

4. As used in this notice and in the contract resulting from this solicitation, the "covered area" is 
Alabama, Shelby County, Cities of Calera and Alabaster. 

 
A-18  EQUAL EMPLOYMENT OPPORTUNITY (E.E.O.) 
 
During the performance of this contract, the contractor agrees as follows: 
 

(1) The contractor will not discriminate against any employee or applicant for employment because 
of race, color, religion, sex, or national origin. The contractor will take affirmative action to ensure 
that applicants are employed, and that employees are treated during employment without regard 
to their race, color, religion, sex, sexual orientation, gender identify or national origin. Such action 
shall include, but not be limited to the following: employment, upgrading, demotion, or transfer; 
recruitment or recruitment advertising; layoff or termination; rates of pay or other forms of 
compensation; and selection for training, including apprenticeship. The contractor agrees to post 
in conspicuous places, available to employees and applicants for employment, notices to be 
provided setting forth the provisions of this nondiscrimination clause. 
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(2) The contractor will, in all solicitations or advertisements for employees placed by or on behalf of 
the contractor, state that all qualified applicants will receive considerations for employment 
without regard to race, color, religion, sex, or national origin. 

 
(3) The contractor will send to each labor union or representative of workers with which he has a 

collective bargaining agreement or other contract or understanding, a notice to be provided 
advising the said labor union or workers' representatives of the contractor's commitments under 
this section, and shall post copies of the notice in conspicuous places available to employees and 
applicants for employment. 

 
(4) The contractor will comply with all provisions of Executive Order 11246 of September 24, 1965, 

and of the rules, regulations, and relevant orders of the Secretary of Labor. 
 

(5) The contractor will furnish all information and reports required by Executive Order 11246 of 
September 24, 1965, and by rules, regulations, and orders of the Secretary of Labor, or pursuant 
thereto, and will permit access to his books, records, and accounts by the administering agency 
and the Secretary of Labor for purposes of investigation to ascertain compliance with such rules, 
regulations, and orders. 

 
(6) In the event of the contractor's noncompliance with the nondiscrimination clauses of this contract 

or with any of the said rules, regulations, or orders, this contract may be canceled, terminated, or 
suspended in whole or in part and the contractor may be declared ineligible for further 
Government contracts or federally assisted construction contracts in accordance with procedures 
authorized in Executive Order 11246 of September 24, 1965, and such other sanctions may be 
imposed and remedies invoked as provided in Executive Order 11246 of September 24, 1965, or 
by rule, regulation, or order of the Secretary of Labor, or as otherwise provided by law. 

 
(7) The contractor will include the portion of the sentence immediately preceding paragraph (1) and 

the provisions of paragraphs (1) through (7) in every subcontract or purchase order unless 
exempted by rules, regulations, or orders of the Secretary of Labor issued pursuant to section 
204 of Executive Order 11246 of September 24, 1965, so that such provisions will be binding 
upon each subcontractor or vendor. The contractor will take such action with respect to any 
subcontract or purchase order as the administering agency may direct as a means of enforcing 
such provisions, including sanctions for noncompliance: Provided, however, That in the event a 
contractor becomes involved in, or is threatened with, litigation with a subcontractor or vendor as 
a result of such direction by the administering agency the contractor may request the United 
States to enter into such litigation to protect the interests of the United States. 

 
STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY CONSTRUCTION CONTRACT 
SPECIFICATIONS 
 

1. As used in these specifications: 
 

a. “Covered area” means the geographical area described in the solicitation from which this 
contract resulted; 
 

b. “Director” means Director, Office of Federal Contract Compliance Programs (OFCCP), U.S. 
Department of Labor, or any person to whom the Director delegates authority; 

 
c. “Employer identification number" means the Federal social security number used on the 

Employer's Quarterly Federal Tax Return, U.S. Treasury Department Form 941; 
 

d. “Minority” includes: 
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(1) Black (all) persons having origins in any of the Black African racial groups not of 

Hispanic origin); 
 

(2) Hispanic (all persons of Mexican, Puerto Rican, Cuban, Central or South 
American, or other Spanish culture or origin regardless of race); 

 
(3) Asian and Pacific Islander (all persons having origins in any of the original peoples of 

the Far East, Southeast Asia, the Indian Subcontinent, or the Pacific Islands); and 
 

(4) American Indian or Alaskan native (all persons having origins in any of the original 
peoples of North America and maintaining identifiable tribal affiliations through 
membership and participation or community identification). 

 
2. Whenever the contractor, or any subcontractor at any tier, subcontracts a portion of the work 

involving any construction trade, it shall physically include in each subcontract in excess of $10,000 
the provisions of these specifications and the Notice which contains the applicable goals for 
minority and female participation and which is set forth in the solicitations from which this contract 
resulted. 
 

3. If the contractor is participating (pursuant to 41 CFR 60-4.5) in a Hometown Plan approved by the 
U.S. Department of Labor in the covered area either individually or through an association, its 
affirmative action obligations on all work in the Plan area (including goals and timetables) shall be 
in accordance with that Plan for those trades which have unions participating in the Plan. 
Contractors shall be able to demonstrate their participation in and compliance with the provisions 
of any such Hometown Plan.  Each contractor or subcontractor participating in an approved plan is 
individually required to comply with its obligations under the EEO clause and to make a good faith 
effort to achieve each goal under the Plan in each trade in which it has employees.  The overall 
good faith performance by other contractors or subcontractors toward a goal in an approved Plan 
does not excuse any covered contractor's or subcontractor's failure to take good faith efforts to 
achieve the Plan goals and timetables. 

 
4. The contractor shall implement the specific affirmative action standards provided in paragraphs 7a 

through 7p of these specifications.  The goals set forth in the solicitation from which this contract 
resulted are expressed as percentages of the total hours of employment and training of minority 
and female utilization the contractor should reasonably be able to achieve in each construction 
trade in which it has employees in the covered area. Covered construction contractors performing 
construction work in a geographical area where they do not have a Federal or federally assisted 
construction contract shall apply the minority and female goals established for the geographical 
area where the work is being performed.  Goals are published periodically in the Federal Register 
in notice form, and such notices may be obtained from any Office of Federal Contract Compliance 
Programs office or from Federal procurement contracting officers.  The contractor is expected to 
make substantially uniform progress in meeting its goals in each craft during the period specified. 

 
5. Neither the provisions of any collective bargaining agreement nor the failure by a union with whom 

the contractor has a collective bargaining agreement to refer either minorities or women shall 
excuse the contractor's obligations under these specifications, Executive Order 11246 or the 
regulations promulgated pursuant thereto. 

 
6. In order for the non-working training hours of apprentices and trainees to be counted in meeting the 

goals, such apprentices and trainees shall be employed by the contractor during the training period 
and the contractor shall have made a commitment to employ the apprentices and trainees at the 
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completion of their training, subject to the availability of employment opportunities.  Trainees shall 
be trained pursuant to training programs approved by the U.S. Department of Labor. 

 
7. The contractor shall take specific affirmative actions to ensure equal employment opportunity.  The 

evaluation of the contractor's compliance with these specifications shall be based upon its effort to 
achieve maximum results from its actions.  The contractor shall document these efforts fully and 
shall implement affirmative action steps at least as extensive as the following: 

 
a. Ensure and maintain a working environment free of harassment, intimidation, and coercion 

at all sites, and in all facilities at which the contractor's employees are assigned to work.  
The contractor, where possible, will assign two or more women to each construction 
project. The contractor shall specifically ensure that all foremen, superintendents, and 
other onsite supervisory personnel are aware of and carry out the contractor's obligation to 
maintain such a working environment, with specific attention to minority or female 
individuals working at such sites or in such facilities. 
 

b. Establish and maintain a working environment free of harassment, intimidation, and 
coercion at all sites, and in all facilities at which the contractor's employees are assigned 
to work.  The contractor, where possible, will assign two or more women to each 
construction project. The contractor shall specifically ensure that all foremen, 
superintendents, and other onsite supervisory personnel are aware of and carry out the 
contractor's obligation to maintain such a working environment, with specific attention to 
minority or female individuals working at such sites or in such facilities. 

 
c. Maintain a current file of the names, addresses, and telephone numbers of each minority 

and female off-the-street applicant and minority or female referral from a union, a 
recruitment source, or community organization and of what action was taken with respect 
to each such individual.  If such individual was sent to the union hiring hall for referral and 
was not referred back to the contractor by the union or, if referred, not employed by the 
contractor, this shall be documented in the file with the reason therefore along with 
whatever additional actions the contractor may have taken. 

 
d. Provide immediate written notification to the Director when the union or unions with which 

the contractor has a collective bargaining agreement has not referred to the contractor a 
minority person or female sent by the contractor, or when the contractor has other 
information that the union referral process has impeded the contractor's efforts to meet its 
obligations. 

 
e. Develop on-the-job training opportunities and/or participate in training programs for the 

area which expressly include minorities and women, including upgrading programs and 
apprenticeship and trainee programs relevant to the contractor's employment needs, 
especially those programs funded or approved by the Department of Labor.  The contractor 
shall provide notice of these programs to the sources compiled under 7b above. 

 
f. Disseminate the contractor's EEO policy by providing notice of the policy to unions and 

training programs and requesting their cooperation in assisting the contractor in meeting 
its EEO obligations; by including it in any policy manual and collective bargaining 
agreement; by publicizing it in the company newspaper, annual report, etc.; by specific 
review of the policy with all management personnel and with all minority and female 
employees at least once a year; and by posting the company EEO policy on bulletin boards 
accessible to all employees at each location where construction work is performed. 

 
g. Review, at least annually, the company's EEO policy and affirmative action obligations 

under these specifications with all employees having any responsibility for hiring, 
assignment, layoff, termination, or other employment decisions including specific review of 
these items with onsite supervisory personnel such a superintendents, general foremen, 
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etc., prior to the initiation of construction work at any job site.  A written record shall be 
made and maintained identifying the time and place of these meetings, persons attending, 
subject matter discussed, and disposition of the subject matter. 

 
h. Disseminate the contractor's EEO policy externally by including it in any advertising in the 

news media, specifically including minority and female news media, and providing written 
notification to and discussing the contractor's EEO policy with other contractors and 
subcontractors with whom the contractor does or anticipates doing business. 

 
i. Direct its recruitment efforts, both oral and written, to minority, female, and community 

organizations, to schools with minority and female students; and to minority and female 
recruitment and training organizations serving the contractor's recruitment area and 
employment needs.  Not later than one month prior to the date for the acceptance of 
applications for apprenticeship or other training by any recruitment source, the contractor 
shall send written notification to organizations, such as the above, describing the openings, 
screening procedures, and tests to be used in the selection process. 

 
j. Encourage present minority and female employees to recruit other minority persons and 

women and, where reasonable, provide after school, summer, and vacation employment 
to minority and female youth both on the site and in other areas of a contractor's workforce. 

 
k. Validate all tests and other selection requirements where there is an obligation to do so 

under 41 CFR Part 60-3. 
 

l. Conduct, at least annually, an inventory and evaluation at least of all minority and female 
personnel, for promotional opportunities and encourage these employees to seek or to 
prepare for, through appropriate training, etc., such opportunities. 

 
m. Ensure that seniority practices, job classifications, work assignments, and other personnel 

practices do not have a discriminatory effect by continually monitoring all personnel and 
employment related activities to ensure that the EEO policy and the contractor's obligations 
under these specifications are being carried out. 

 
n. Ensure that all facilities and company activities are non-segregated except that separate 

or single user toilet and necessary changing facilities shall be provided to assure privacy 
between the sexes. 

 
o. Document and maintain a record of all solicitations of offers for subcontracts from minority 

and female construction contractors and suppliers, including circulation of solicitations to 
minority and female contractor associations and other business associations. 

 
p. Conduct a review, at least annually, of all supervisor's adherence to and performance 

under the contractor's EEO policies and affirmative action obligations. 
 

8. Contractors are encouraged to participate in voluntary associations, which assist in fulfilling one or 
more of their affirmative action obligations (7a through 7p).  The efforts of a contractor association, 
joint contractor union, contractor community, or other similar groups of which the contractor is a 
member and participant, may be asserted as fulfilling any one or more of its obligations under 7a 
through 7p of these specifications provided that the contractor actively participates in the group, 
makes every effort to assure that the group has a positive impact on the employment of minorities 
and women in the industry, ensures that the concrete benefits of the program are reflected in the 
contractor's minority and female workforce participation, makes a good faith effort to meet its 
individual goals and timetables, and can provide access to documentation which demonstrates the 
effectiveness of actions taken on behalf of the contractor.  The obligation to comply, however, is 
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the contractor's and failure of such a group to fulfill an obligation shall not be a defense for the 
contractor's noncompliance. 
 

9. A single goal for minorities and a separate single goal for women have been established.  The 
contractor, however, is required to provide equal employment opportunity and to take affirmative 
action for all minority groups, both male and female, and all women, both minority and non-minority.  
Consequently, if the particular group is employed in a substantially disparate manner (for example, 
even though the contractor has achieved its goals for women generally,) the contractor may be in 
violation of the Executive Order if a specific minority group of women is underutilized. 

 
10. The contractor shall not use the goals and timetables or affirmative action standards to discriminate 

against any person because of race, color, religion, sex, or national origin. 
 

11. The contractor shall not enter into any subcontract with any person or firm debarred from 
Government contracts pursuant to Executive Order 11246. 

 
12. The contractor shall carry out such sanctions and penalties for violation of these specifications and 

of the Equal Opportunity Clause, including suspension, termination, and cancellation of existing 
subcontracts as may be imposed or ordered pursuant to Executive Order 11246, as amended, and 
its implementing regulations, by the Office of Federal Contract Compliance Programs. Any 
contractor who fails to carry out such sanctions and penalties shall be in violation of these 
specifications and Executive Order 11246, as amended. 

 
13. The contractor, in fulfilling its obligations under these specifications, shall implement specific 

affirmative action steps, at least as extensive as those standards prescribed in paragraph 7 of these 
specifications, so as to achieve maximum results from its efforts to ensure equal employment 
opportunity. If the contractor fails to comply with the requirements of the Executive Order, the 
implementing regulations, or these specifications, the Director shall proceed in accordance with 41 
CFR 60-4.8. 

 
14. The contractor shall designate a responsible official to monitor all employment related activity to 

ensure that the company EEO policy is being carried out, to submit reports relating to the provisions 
hereof as may be required by the Government, and to keep records.  Records shall at least include 
for each employee, the name, address, telephone number, construction trade, union affiliation if 
any, employee identification number when assigned, social security number, race, sex, status (e.g., 
mechanic, apprentice, trainee, helper, or laborer), dates of changes in status, hours worked per 
week in the indicated trade, rate of pay, and locations at which the work was performed.  Records 
shall be maintained in an easily understandable and retrievable form; however, to the degree that 
existing records satisfy this requirement, contractors shall not be required to maintain separate 
records. 

 
15. Nothing herein provided shall be construed as a limitation upon the application of other laws which 

establish different standards of compliance or upon the application of requirements for the hiring of 
local or other area residents (e.g., those under the Public Works Employment Act of 1977 and the 
Community Development Block Grant Program). 

 
A-19 PROHIBITION OF SEGREGATED FACILITIES 
 

(a) The Contractor agrees that it does not and will not maintain or provide for its employees any 
segregated facilities at any of its establishments, and that it does not and will not permit its 
employees to perform their services at any location under its control where segregated facilities 
are maintained. The Contractor agrees that a breach of this clause is a violation of the Equal 
Opportunity clause in this contract. 
 

(b) “Segregated facilities,” as used in this clause, means any waiting rooms, work areas, rest rooms 
and wash rooms, restaurants and other eating areas, time clocks, locker rooms and other storage 
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or dressing areas, parking lots, drinking fountains, recreation or entertainment areas, 
transportation, and housing facilities provided for employees, that are segregated by explicit 
directive or are in fact segregated on the basis of race, color, religion, sex, or national origin 
because of written or oral policies or employee custom. The term does not include separate or 
single-user rest rooms or necessary dressing or sleeping areas provided to assure privacy 
between the sexes. 

 
(c) The Contractor shall include this clause in every subcontract and purchase order that is subject 

to the Equal Opportunity clause of this contract. 
 
A-20 TERMINATION OF CONTRACT 
 
Termination for Convenience: 
 
The Owner may terminate this contract in whole or in part at any time by providing written notice to the 
Contractor.  Such action may be without cause and without prejudice to any other right or remedy of 
Owner. Upon receipt of a written notice of termination, except as explicitly directed by the Owner, the 
Contractor shall immediately proceed with the following obligations regardless of any delay in determining 
or adjusting amounts due under this clause: 
 

1. Contractor must immediately discontinue work as specified in the written notice. 
 

2. Terminate all subcontracts to the extent they relate to the work terminated under the notice. 
 

3. Discontinue orders for materials and services except as directed by the written notice. 
 

4. Deliver to the owner all fabricated and partially fabricated parts, completed and partially 
completed work, supplies, equipment and materials acquired prior to termination of the work and 
as directed in the written notice. 

 
5. Complete performance of the work not terminated by the notice. 

 
6. Take action as directed by the owner to protect and preserve property and work related to this 

contract that Owner will take possession. 
 

Owner agrees to pay Contractor for: 
 

a) completed and acceptable work executed in accordance with the contract documents prior to the 
effective date of termination; 

 

b) documented expenses sustained prior to the effective date of termination in performing work and 
furnishing labor, materials, or equipment as required by the contract documents in connection with 
uncompleted work; 

 

c) reasonable and substantiated claims, costs and damages incurred in settlement of terminated 
contracts with Subcontractors and Suppliers; and 

 

d) reasonable and substantiated expenses to the contractor directly attributable to Owner’s 
termination action 

 

Owner will not pay Contractor for loss of anticipated profits or revenue or other economic loss arising out 
of or resulting from the Owner’s termination action. 
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The rights and remedies this clause provides are in addition to any other rights and remedies provided by 
law or under this contract. 
 
Termination for Default: 
 
Section 80-09 of FAA Advisory Circular 150/5370-10 establishes conditions, rights and remedies associated 
with Owner termination of this contract due default of the Contractor. 
 
A-21 PROCUREMENT OF RECOVERED MATERIALS 
 
Contractor and subcontractor agree to comply with Section 6002 of the Solid Waste Disposal Act, as 
amended by the Resource Conservation and Recovery Act, and the regulatory provisions of 40 CFR Part 
247.  In the performance of this contract and to the extent practicable, the Contractor and subcontractors 
are to use of products containing the highest percentage of recovered materials for items designated by 
the Environmental Protection Agency (EPA) under 40 CFR Part 247 whenever: 
 

a) The contract requires procurement of $10,000 or more of a designated item during the fiscal year; 
or, 
 

b) The contractor has procured $10,000 or more of a designated item using Federal funding during 
the previous fiscal year. 

 
The list of EPA-designated items is available at www.epa.gov/epawaste/conserve/tools/cpg/products/. 
Section 6002(c) establishes exceptions to the preference for recovery of EPA-designated products if the 
contractor can demonstrate the item is: 
 

a) Not reasonably available within a timeframe providing for compliance with the contract performance 
schedule; 
 

b) Fails to meet reasonable contract performance requirements; or 
 

c)  Is only available at an unreasonable price. 
 
 
A-22 DEBARMENT AND SUSPENSION 
 
CERTIFICATION OF OFFERER/BIDDER REGARDING DEBARMENT: 
 
By submitting a bid/proposal under this solicitation, the bidder or offeror certifies that neither it nor its 
principals are presently debarred or suspended by any Federal department or agency from participation 
in this transaction. 
 
CERTIFICATION OF LOWER TIER CONTRACTORS REGARDING DEBARMENT: 
 
The successful bidder, by administering each lower tier subcontract that exceeds $25,000 as a “covered 
transaction”, must verify each lower tier participant of a “covered transaction” under the project is not 
presently debarred or otherwise disqualified from participation in this federally assisted project.  The 
successful bidder will accomplish this by: 
 

1. Checking the System for Award Management at website:  http://www.sam.gov 
 

2. Collecting a certification statement similar to the Certificate Regarding Debarment and Suspension 
(Bidder or Offeror), above. 

 
3. Inserting a clause or condition in the covered transaction with the lower tier contract 
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If the FAA later determines that a lower tier participant failed to disclose to a higher tire participant that it 
was excluded or disqualified at the time it entered the covered transaction, the FAA may pursue any 
available remedies, including suspension and debarment of the non-compliant participant.  
 
A-23 CONTRACT WORKHOURS AND SAFETY STANDARDS ACT REQUIREMENTS 
 

1. Overtime Requirements 
 
No contractor or subcontractor contracting for any part of the contract work which may require or 
involve the employment of laborers or mechanics shall require or permit any such laborer or mechanic, 
including watchmen and guards, in any workweek in which he or she is employed on such work to 
work in excess of forty hours in such workweek unless such laborer or mechanic receives 
compensation at a rate not less than one and one-half times the basic rate of pay for all hours worked 
in excess of forty hours in such workweek. 
 

2. Violation; Liability for Unpaid Wages; Liquidated Damages 
 
In the event of any violation of the clause set forth in paragraph (1) of this clause, the contractor and 
any subcontractor responsible therefor shall be liable for the unpaid wages. In addition, such contractor 
and subcontractor shall be liable to the United States (in the case of work done under contract for the 
District of Columbia or a territory, to such District or to such territory), for liquidated damages.  Such 
liquidated damages shall be computed with respect to each individual laborer or mechanic, including 
watchmen and guards, employed in violation of the clause set forth in paragraph (1) of this clause, in 
the sum of $10 for each calendar day on which such individual was required or permitted to work in 
excess of the standard workweek of forty hours without payment of the overtime wages required by 
the clause set forth in paragraph (1) of this clause. 

 
3. Withholding for Unpaid Wages and Liquidated Damages. 

 
The Federal Aviation Administration (FAA) or the Owner shall upon its own action or upon written 
request of an authorized representative of the Department of Labor withhold or cause to be withheld, 
from any moneys payable on account of work performed by the contractor or subcontractor under any 
such contract or any other Federal contract with the same prime contractor, or any other Federally-
assisted contract subject to the Contract Work Hours and Safety Standards Act, which is held by the 
same prime contractor, such sums as may be determined to be necessary to satisfy any liabilities of 
such contractor or subcontractor for unpaid wages and liquidated damages as provided in the clause 
set forth in paragraph 2 of this clause. 
 

4. Subcontractors.  
 
The contractor or subcontractor shall insert in any subcontracts the clauses set forth in paragraphs (1) 
through (4) and also a clause requiring the subcontractor to include these clauses in any lower tier 
subcontracts.  The prime contractor shall be responsible for compliance by any subcontractor or lower 
tier subcontractor with the clauses set forth in paragraphs (1) through (4) of this clause. 

 
A-24 LOBBYING AND INFLUENCING FEDERAL EMPLOYEES 
 
The bidder or offeror certifies by signing and submitting this bid or proposal, to the best of his or her 
knowledge and belief, that: 
 

(1) No Federal appropriated funds have been paid or will be paid, by or on behalf of the Bidder or 
Offeror, to any person for influencing or attempting to influence an officer or employee of an 
agency, a Member of Congress, an officer or employee of Congress, or an employee of a Member 
of Congress in connection with the awarding of any Federal contract, the making of any Federal 
grant, the making of any Federal loan, the entering into of any cooperative agreement, and the 
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extension, continuation, renewal, amendment, or modification of any Federal contract, grant, 
loan, or cooperative agreement. 
 

(2) If any funds other than Federal appropriated funds have been paid or will be paid to any person 
for influencing or attempting to influence an officer or employee of any agency, a Member of 
Congress, an officer or employee of Congress, or an employee of a Member of Congress in 
connection with this Federal contract, grant, loan, or cooperative agreement, the undersigned 
shall complete and submit Standard Form-LLL, “Disclosure Form to Report Lobbying,” in 
accordance with its instructions. 

 
(3) The undersigned shall require that the language of this certification be included in the award 

documents for all sub-awards at all tiers (including subcontracts, sub-grants, and contracts under 
grants, loans, and cooperative agreements) and that all sub-recipients shall certify and disclose 
accordingly. 
 

This certification is a material representation of fact upon which reliance was placed when this transaction 
was made or entered into.  Submission of this certification is a prerequisite for making or entering into this 
transaction imposed by section 1352, title 31, U.S. Code.  Any person who fails to file the required 
certification shall be subject to a civil penalty of not less than $10,000 and not more than $100,000 for 
each such failure.  
 
A-25 BREACH OF CONTRACT TERMS 
 
Any violation or breach of terms of this contract on the part of the contractor or its subcontractors may 
result in the suspension or termination of this contract or such other action that may be necessary to 
enforce the rights of the parties of this agreement. 
 
Owner will provide contractor written notice that describes the nature of the breach and corrective actions 
the contractor must undertake in order to avoid termination of the contract.  Owner reserves the right to 
withhold payments to Contractor until such time the Contractor corrects the breach or the Owner elects 
to terminate the contract. The Owner’s notice will identify a specific date by which the contractor must 
correct the breach.  Owner may proceed with termination of the contract if the contractor fails to correct 
the breach by deadline indicated in the Owner’s notice. 
 
The duties and obligations imposed by the Contract Documents and the rights and remedies available 
thereunder are in addition to, and not a limitation of, any duties, obligations, rights and remedies otherwise 
imposed or available by law. 
 
A-26 CLEAN AIR AND WATER POLLUTION CONTROL 
 
Contractor agrees to comply with all applicable standards, orders, and regulations issued pursuant to the 
Clean Air Act (42 U.S.C. § 740-7671q) and the Federal Water Pollution Control Act as amended 
(33 U.S.C. § 1251-1387). The Contractor agrees to report any violation to the Owner immediately upon 
discovery. The Owner assumes responsibility for notifying the Environmental Protection Agency (EPA) 
and the Federal Aviation Administration. 
 
Contractor must include this requirement in all subcontracts that exceeds $150,000. 
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SECTION B – STATE TERMS AND CONDITIONS 
 
B-01 GENERAL 
 
The intent of these specifications is to outline the requirements set forth by the Shelby County Commission 
and the State of Alabama; however, this section does not claim to include all State laws. All requirements 
set for by the State of Alabama for bidding and bonding shall be included by reference herein. If for any 
reason the State requirements conflict with the requirements set forth in this contract, the more stringent of 
the requirements shall govern. 
 
 
B-02 ALABAMA IMMIGRATION ACT 
 

INSTRUCTIONS FOR COMPLIANCE WITH 
THE ALABAMA IMMIGRATION ACT 

 
The Shelby County Commission (“the Owner”) is an Alabama public corporation and a political subdivision 
of the State of Alabama. Certain requirements of the Beason-Hammon Alabama Taxpayer and Citizen 
Protection Act, codified in Sections 31-13-1 through 31-13-30, Code of Alabama, 1975 (herein referred to 
as “the Alabama Immigration Act”) and as amended, apply to the Airport and will, as a condition of being 
awarded a contract by the Owner, require those entering into contracts with the Owner (“Contractor”) to 
enroll in the e-Verify program and to provide documentation of enrollment in the e-Verify program with their 
contracts or agreements.   
 
By signing this contract, the contracting parties affirm, for the duration of the agreement, that they will not 
violate federal immigration law or knowingly employ, hire for employment, or continue to employ an 
unauthorized alien within the state of Alabama.  Furthermore, a contracting party found to be in violation of 
this provision shall be deemed in breach of the agreement and shall be responsible for all damages resulting 
therefrom.    (Alabama Immigration Law – Act No. 2012-491, page 28, lines 5-12) 
 
Contractor will be required to maintain records documenting compliance with these requirements. The 
records shall be available for inspection upon request. Failure to comply with these requirements will 
constitute breach of contract and may result in termination of the contract and possible suspension of 
Contractor’s business license. 
 
 
B-03 ALABAMA GENERAL CONTRACTOR LICENSING LAW 
 

ALABAMA GENERAL CONTRACTOR LICENSING LAW 
(Alabama Code Section 34-8-1, et seq.) 

 
Section 34-8-1 
"General contractor" defined; "Subcontractor" defined. 

(a) For the purpose of this chapter, a "general contractor" is defined to be one who, for a fixed price, 
commission, fee, or wage undertakes to construct or superintend or engage in the construction, alteration, 
maintenance, repair, rehabilitation, remediation, reclamation, or demolition of any building, highway, sewer, 
structure, site work, grading, paving or project or any improvement in the State of Alabama where the cost 
of the undertaking is fifty thousand dollars ($50,000) or more, shall be deemed and held to have engaged 
in the business of general contracting in the State of Alabama. 

(b) For the purpose of this chapter, a "general contractor" is defined to include one who, for a fixed price, 
commission, fee, or wage exceeding five thousand dollars ($5,000), undertakes to construct, superintend 
the construction of, repair, or renovate, any swimming pool, and anyone who shall engage in the 
construction, superintending of the construction, repair, or renovation of any swimming pool in the State of 
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Alabama, where the cost of the undertaking exceeds five thousand dollars ($5,000), shall be deemed and 
held to have engaged in the business of general contracting in the State of Alabama and shall be subject 
to this chapter. 

(c) For the purpose of this chapter a "subcontractor" is defined to be one who constructs, superintends, or 
engages in the construction, alteration, maintenance, repair, rehabilitation, remediation, reclamation, or 
demolition of any building, highway, sewer, structure, site work, grading, paving, or project or any 
improvement in the State of Alabama where the cost of the undertaking is fifty thousand dollars ($50,000) 
or more under contract to general contractor as defined in subsection (a) or another subcontractor. 

(Acts 1935, No. 297, p. 721, §1; Code 1940, T. 46, §65; Acts 1959, No. 571, p. 1429, §1; Acts 1989, No. 
89-648, p. 1278, §1; Acts 1996, No. 96-640, p. 1013, §1; Acts 1997, No. 97-270, p. 486, §1; Act 2003-
142, p. 441, §3; Act 2009-725, p. 2168, §1.) 

 
Section 34-8-2 
Licensure and classification of contractors. 

(a) Any person desiring to be licensed or desiring a renewal of an existing license as a general contractor 
in this state shall be a citizen of the United States or, if not a citizen of the United States, a person who is 
legally present in the United States with appropriate documentation from the federal government, and shall 
make and file with the board, not less than 30 days prior to any regular meeting thereof, a written application 
on a form as prescribed for examination by the board and the application shall be accompanied by three 
hundred dollars ($300) for a new application or two hundred dollars ($200) in case of a renewal. If a licensee 
fails to renew his or her license within 90 days following expiration of the previous license, a late penalty of 
fifty dollars ($50) shall be collected, upon renewal, in addition to the renewal fee. The applicant shall apply 
for a license covering the type or types of contracts on which he or she wishes to perform, and shall provide 
proof of liability insurance. The board shall classify contractors according to the type or types of contracts 
on which they may perform, within maximum bid limits, on the following basis: The applicant's request, his 
or her last annual financial statement prepared by a certified public accountant (C.P.A.) or by any 
independent licensed public accountant approved by the Licensing Board for General Contractors, his or 
her previous experience, equipment, and the facts in each case. An applicant shall not be so classified as 
to permit him or her to bid on or to perform a type of work not included in his or her request for a license. If 
the application is satisfactory to the board, then the applicant may be required to take an examination to 
determine his or her qualifications. If the result of the examination of the applicant is satisfactory to the 
board, the board shall then issue to the applicant a certificate to engage in general contracting in the State 
of Alabama, stipulating in each license issued the type or types of work the contractor is permitted to bid 
on or to perform under his or her license and also setting out a letter symbol indicating the maximum limits 
on which he or she is permitted to bid or to perform in a single contract. The maximum bid limits shall be 
set by the formula of not more than 10 times either the net worth or working capital, whichever is the lesser 
amount, as shown by the applicant's latest financial statement and designated in the classification set out 
herein that is the closest to this amount. Should the financial statement of the applicant fail to substantiate 
the limits requested, further consideration may be given to either of the following: (1) the present market 
value in lieu of book value of listed assets when properly supported with substantiating evidence, including 
a combined statement of the applicant that includes other wholly owned or substantially owned interests, 
or (2) the applicant may furnish a bond acceptable to the board equal in the amount of the applicant's 
negative working capital or net worth plus the amount of such net worth and working capital to satisfy the 
requested bid limit. When an applicant's statement qualifies for an amount in excess of classification "E", 
the limits shall then be set as classification Unlimited or "U". The following letter symbols indicate the 
maximum amount bid limits allowed a licensee on any one single contract undertaking: 
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A - Not to exceed $100,000.00  

B - Not to exceed $250,000.00 

C - Not to exceed $500,000.00 

D - Not to exceed  $1,000,000.00 

E - Not to exceed $3,000,000.00 

U - Unlimited  

(b) Any person failing to pass the examination may be reexamined at any regular or called meeting of the 
board. The certificate of authority to engage in the business of general contracting in the State of Alabama 
shall expire 12 months following its issuance or renewal and shall become invalid on that date unless 
renewed. The board may provide for a transitional period following May 19, 1999, during which licenses 
may be renewed for less than 12 months, or more than 12 months, in order to implement a staggered 
license renewal schedule in which licenses would be renewed each month throughout the year. Once the 
transitional period is completed, each license shall be renewed for a 12-month period. The board may 
promulgate rules and regulations relating to the procedures for renewal of licenses. Upon the renewal of a 
license, the board shall reclassify or confirm the license both as to the types of work and bid limits as 
specified in this section. A licensee may apply for and, on proof satisfactory to the board, may receive an 
increase in the amount of his or her bid limit, change his or her classification, or verify his or her license 
with a reciprocating state for fees not greater than seventy-five dollars ($75) as set by the board. Application 
for renewal of a license, together with the payment of a fee of two hundred dollars ($200), received by the 
board at least 30 days prior to expiration, shall serve to extend the current license until the board either 
renews the license or denies the application. A licensee may apply for inactive status by notifying the board 
in writing at least 30 days before the expiration of his or her license. The fee for inactive status is two 
hundred dollars ($200). The board shall provide by rule for the activities that may be engaged in by an 
inactive status licensee and for a procedure for reinstatement as an active license holder. At the discretion 
of the board, a limited license may be issued for a particular project. 

(c) The sum or fee of three hundred dollars ($300) accompanying original applications and sum or fee of 
two hundred dollars ($200) accompanying applications for renewals under this section are for the 
administration and enforcement of this chapter and shall not be refunded to the applicant. 

(Acts 1935, No. 297, p. 721, §9; Code 1940, T. 46, §73; Acts 1959, No. 571, p. 1429, §1; Acts 1961, Ex. 
Sess., No. 150, p. 2093, §1; Acts 1975, No. 485, p. 1115, §1; Acts 1982, No. 82-400, p. 603, §4; Acts 
1986, No. 86-557, p. 1133, §3; Acts 1991, No. 91-197, p. 361, §3; Acts 1996, No. 96-640, p. 1013, §1; 
Act 99-199, p. 251, §3; Act 2008-134, p. 199, §3; Act 2009-725, p. 2168, §1; Act 2011-165, p. 308, §3.) 

 
Section 34-8-3 
Method of examination. 

When the board conducts an examination of an applicant for a license, as much as three days may be 
devoted to written or oral examination, within the discretion of the board, to ascertain the ability of the 
applicant to make a practical application of his or her knowledge of the profession of general contracting; 
and the board shall investigate thoroughly the financial responsibility and past record of all applicants, which 
will include an effort towards ascertaining the qualifications of an applicant in reading plans and 
specifications, estimating costs, construction ethics, and other similar matters. The board shall take all 
applicants under consideration after having examined them and go thoroughly into the records, oral, and 
written examinations prior to granting any certificate of license. If an applicant is an individual, examination 
may be taken by his or her personal appearance for examination, or by the appearance for examination of 
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one or more of his or her responsible managing employees, and if a copartnership or corporation, or any 
other combination or organization, by the examination of one or more of the responsible managing officers 
or members of the executive staff of the applicant's firm according to its own designation. 

(Acts 1935, No. 297, p. 721, §9 1/2; Code 1940, T. 46, §74; Acts 1959, No. 571, p. 1429, §1.) 
 
Section 34-8-4 
Fines; revocation of licenses. 

(a) The board may levy and collect an administrative fine of not less than five hundred dollars ($500) nor 
more than five thousand dollars ($5,000) for any violation of any provision of this chapter or the rules and 
regulations of the board. 

(b) The board may also revoke the certificate of license of any general contractor licensed hereunder who 
is found guilty of any fraud or deceit in obtaining a license or gross negligence, incompetence or misconduct 
in the conduct of business. Any person may prefer charges of the fraud, deceit, negligence, or misconduct 
against any general contractor licensed hereunder. The charges shall be in writing and sworn to by the 
complainant and submitted to the board. The charges, unless dismissed without hearing by the board as 
unfounded or trivial, shall be heard and determined by the board within 90 days after the date on which 
they were preferred. The hearing shall be held at the office of the State Licensing Board for General 
Contractors in Montgomery, Alabama. A copy of the charges, together with the notice of the time and place 
of hearing, shall be legally served on the accused by the secretary of the board, any sheriff in the state or 
by registered or certified mail, at least 10 days before the fixed date for the hearing. In the event that the 
service cannot be effected 10 days before the hearing, then the date of hearing and determination shall be 
postponed as may be necessary to permit the carrying out of the aforementioned condition. At the hearing 
the accused shall have the right to appear personally and by counsel and to cross-examine witnesses 
against him, her, or them and to produce evidence of witnesses in his, her, or their defense. If, after the 
hearing, the board votes in favor of finding the accused guilty, the board shall revoke the license of the 
accused. The board may reissue a license to any person, firm, or corporation whose license has been 
revoked. The board shall immediately notify the Secretary of State and the clerk of each incorporated city, 
town, or county in the state of its findings in the case of the revocation or of the reissuance of a revoked 
license. A certificate of license to replace any certificate lost, destroyed, or mutilated may be issued subject 
to the rules and regulations of the board. 

(Acts 1935, No. 297, p. 721, §10; Code 1940, T. 46, §75; Acts 1959, No. 571, p. 1429, §1; Acts 1982, 
No. 82-400, p. 603, §4; Acts 1991, No. 91-197, p. 361, §3; Acts 1996, No. 96-640, p. 1013, §1; Act 99-
199, p. 251, §3.) 
 
Section 34-8-5 
Effect of issuance of certificate of license. 

The issuance of a certificate by the board shall be evidence that the person, firm or corporation named 
therein is entitled to all the rights and privileges of a licensed general contractor to perform work of the types 
and amounts specified in the license issued to him The issuance of a certificate by the board shall be 
evidence that the person, firm, or corporation named therein is entitled to all the rights and privileges of a 
licensed general contractor to perform work of the types and amounts specified in the license issued to him, 
her, or it while the license remains unrevoked or unexpired. 

(Acts 1935, No. 297, p. 721, §11; Code 1940, T. 46, §76; Acts 1959, No. 571, p. 1429, §1.) 
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Section 34-8-6 
Prohibited acts; penalties; cease and desist orders. 

(a) Any person, firm, or corporation not being duly authorized who shall engage in the business of general 
contracting in this state, except as provided for in this chapter, and any person, firm, or corporation 
presenting or attempting to file as its own the license certificate of another, or who shall give false or forged 
evidence of any kind to the board, or to any member thereof, in obtaining a certificate of license, or who 
falsely shall impersonate another, or who shall use an expired or revoked certificate of license shall be 
deemed guilty of a Class A misdemeanor and for each offense for which he or she is convicted shall be 
punished as provided by law. Furthermore, any person including an owner, architect, engineer, construction 
manager, or private awarding authority who considers a bid from anyone not properly licensed under this 
chapter shall be deemed guilty of a Class B misdemeanor and shall for each offense of which he or she is 
convicted be punished as provided by law. 

(b) Every person, firm, or corporation licensed pursuant to this chapter shall include his or her license 
number in all construction contracts, subcontracts, bids, and proposals. Any person, firm, or corporation 
violating this provision shall be guilty of a Class B misdemeanor and shall for each offense of which he or 
she is convicted be punished as provided by law. 

(c) In addition to or in lieu of the criminal penalties and administrative sanctions provided in this chapter, 
the board may issue an order to any person, firm, or corporation engaged in any activity, conduct, or practice 
constituting a violation of this chapter, directing the person, firm, or corporation to forthwith cease and desist 
from the activity, conduct, practice, or the performance of any work then being done or about to be 
commenced. The order shall be issued in the name of the State of Alabama under the official seal of the 
board. If the person, firm, or corporation to whom the board directs a cease and desist order does not cease 
or desist the proscribed activity, conduct, practice, or performance of work immediately, the board shall 
cause to issue in any court of competent jurisdiction and proper venue, a writ of injunction enjoining the 
person, firm, or corporation from engaging in any activity, conduct, practice, or performance of work as 
prohibited by this chapter. Upon showing by the board that the person, firm, or corporation has engaged or 
is engaged in any activity, conduct, practice, or performance of work prohibited by this chapter, the courts 
shall issue a temporary restraining order restraining the person, firm, or corporation from engaging in such 
unlawful activity, conduct, practice, or performance of work pending the hearing on a preliminary injunction, 
and in due course a permanent injunction shall issue after the hearing, commanding the cessation of the 
unlawful activity, conduct, practice, or performance of work complained of, all without the necessity of the 
board having to give bond. A temporary restraining order, preliminary injunction, or permanent injunction 
issued pursuant to this subsection shall not be subject to being released on bond. In the suit for an 
injunction, the board may demand of the defendant a fine of up to five thousand dollars ($5,000) plus costs 
and attorney fees for each offense. A judgment for penalty, attorney fees, and costs may be rendered in 
the same judgment in which the injunction is made absolute. The trial of the proceeding by injunction shall 
be summary and by the trial judge without jury. Anyone violating this chapter who fails to cease work, after 
a hearing and notification from the board, shall not be eligible to apply for a contractor's license for a period 
not to exceed one year from the date of official notification to cease work. It shall be within the power of the 
board to withhold approval, for up to six months, of any application from anyone who prior to the application 
has been found in violation of this chapter. 

(d) The submission of the contractor's current license number before considering the bid shall be sufficient 
evidence to relieve the owner, architect, engineer, construction manager, or awarding authority of any 
liability under this chapter. 

(Acts 1935, No. 297, p. 721, §12; Code 1940, T. 46, §77; Acts 1959, No. 571, p. 1429, §1; Acts 1996, 
No. 96-640, p. 1013, §1; Act 99-199, p. 251, §3; Act 2009-725, p. 2168, §1.) 
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Section 34-8-7 
Exemptions from chapter; subcontractor requirements. 

(a) The following shall be exempted from this chapter: 

(1) The practice of general contracting, as defined in Section 34-8-1, by an authorized representative or 
representatives of the United States Government, State of Alabama, incorporated town, city, or county in 
this state, which is under the supervision of a licensed architect or engineer provided any work contracted 
out by the representative shall comply with the provisions of this chapter for general contractor. 

(2) The construction of any residence or private dwelling. 

(3) A person, firm, or corporation constructing a building or other improvements on his, her, or its own 
property provided that any of the work contracted out complies with the definition in this chapter for general 
contractor. A municipal governing body or municipal regulatory body may not enact any ordinance or law 
restricting or altering this exemption. Any municipal ordinance or regulation that conflicts with this exemption 
is repealed effective June 11, 2015.  

(4) The installation, repair, maintenance, or removal of facilities, equipment, or systems used in or 
substantially related to the generation, transmission, or distribution of electric power, natural gas, or 
telecommunications in an emergency by a utility regulated by the Public Service Commission, or any entity 
engaged in the generation, transmission, or distribution of electric power, natural gas, or 
telecommunications, or any of their respective general contractors or subcontractors, provided the work is 
performed under the supervision of a licensed architect or engineer. For purposes of this subdivision, the 
term emergency is defined as a situation whereby service to the consumer has been interrupted or may be 
interrupted if work to remedy the emergency is not performed and completed within 60 days, and such 
other situations that are determined to be an emergency in the discretion of the board. 

(5) The repair, maintenance, replacement, reinstallation, or removal of facilities, equipment, or systems 
used in or substantially related to the generation, transmission, or distribution of electric power, natural gas, 
or telecommunications on a routine, regular, or recurring basis by a utility regulated by the Public Service 
Commission or any entity engaged in the generation, transmission, or distribution of electric power, natural 
gas, or telecommunications or any of their respective general contractors or subcontractors, provided the 
work is performed under the supervision of a licensed architect or engineer. 

(6) Routine or regular maintenance, repair, replacement, reinstallation, or removal of equipment, 
specialized technological processes, or equipment facility systems as determined by the board with regard 
to scope, frequency, and speciality of the work to be performed. 

(b) The aforementioned exemptions shall exclude a swimming pool contractor. Provided, however, a 
person, firm, or corporation constructing a swimming pool on his, her, or its own property shall be exempted 
from this chapter. 

(c) A subcontractor, as defined in subsection (c) of Section 34-8-1, is subject to and shall comply with all 
the provisions of this chapter as specified for general contractor except as follows: 

(1) A subcontractor shall pay one-half the fees as required in this chapter for general contractor. 

(2) No bid limits shall be established for a subcontractor. 

(3) A subcontractor shall submit with license application and renewals a statement of financial condition as 
prescribed by the board. 
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(4) A subcontractor shall furnish three references from any combination of the following: Licensed general 
contractors, registered professional engineers, or registered architects, or qualified person, as declared by 
the board, for whom they have worked. If a subcontractor has only been employed by one company, the 
subcontractor shall provide the following: Three or more jobs he or she has worked on, the amounts of the 
contracts, the time period of the contracts, the location of the contracts, and a statement of experience. 

(5) A subcontractor is not required to be licensed at the time a project is bid, but must be licensed with the 
board prior to beginning work on the project. 

(6) A general contractor license and license number issued by the board to subcontractors shall denote 
subcontractor status. 

(7) A subcontractor is not required to sit for any examination before being licensed. 

(Acts 1935, No. 297, p. 721, §13; Code 1940, T. 46, §78; Acts 1959, No. 571, p. 1429, §1; Acts 1989, 
No. 89-648, p. 1278, §2; Acts 1996, No. 96-640, p. 1013, §1; Acts 1997, No. 97-270, p. 486, §1; Act 99-
199, p. 251, §3; Act 2009-725, p. 2168, §1; Act 2011-165, p. 308, §3; Act 2015-480, §1.) 
 
Section 34-8-8 
Copy of chapter to be included in plans of owners, architects, and engineers; inclusion of license 
number on bid. 

(a) All owners, architects, engineers, construction managers, and private awarding authorities preparing 
plans and specifications for work to be contracted in Alabama pursuant to this chapter shall include in their 
invitations to bidders, including but not limited to all public and private advertisements, and their 
specifications a copy of the portions of this chapter as are deemed necessary to convey to the invited 
bidder, whether he or she is a resident or nonresident of this state and whether a license has been issued 
to him or her or not, the information that it will be necessary for him or her to show evidence of license 
before his or her bid is considered. Any person including an owner, architect, engineer, construction 
manager, or private awarding authority who violates this section shall be guilty of a Class B misdemeanor 
and shall for each offense of which he or she is convicted be punished, fined, or both, in accordance with 
Sections 13A-5-7 and 13A-5-12. 

(b) All owners, architects, engineers, construction manager, or private awarding authority receiving bids 
pursuant to this chapter shall require the person, firm, or corporation to include his or her current license 
number on the bid. The owner, architect, engineer, construction manager, or private awarding authority 
shall reject all bids that do not contain the current license number of the general contractor submitting the 
bid. All persons who violate this subsection shall be guilty of a Class C misdemeanor and shall for each 
offense for which he or she is convicted be punished, fined, or both, in accordance with Sections 13A-5-7 
and 13A-5-12. 

(Acts 1935, No. 297, p. 721, §14; Code 1940, T. 46, §79; Acts 1959, No. 571, p. 1429, §1; Acts 1996, 
No. 96-640, p. 1013, §1; Act 2009-725, p. 2168, §1.) 
 
Section 34-8-9 
Issuance of building permits. 
Any person, firm, or corporation, upon making application to the building inspector or such other authority 
of any incorporated city, town, village, or county in Alabama charged with the duty of issuing building or 
other permits for the construction, alteration, maintenance, repair, rehabilitation, remediation, reclamation, 
or demolition of any building, highway, sewer, structure site work, grading, paving or project or any 
improvement where the cost of the undertaking is fifty thousand dollars ($50,000) or more, shall, before he 
or she shall be entitled to the issuance of permits, furnish satisfactory proof to the inspector or authority that 
he or she is duly licensed under this chapter. It shall be unlawful for the building inspector or other authority 
to issue or allow the issuance of the building permit unless and until the applicant has furnished evidence 
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that he or she is either exempt from this chapter or is duly licensed under this chapter to carry out or 
superintend the work for which the permit has been applied. The building inspector, or other authority, 
violating the terms of this section shall be guilty of a Class C misdemeanor and shall for each offense of 
which he or she is convicted be punished in accordance with Sections 13A-5-7 and 13A-5-12. 
(Acts 1935, No. 297, p. 721, §15; Code 1940, T. 46, §80; Acts 1947, No. 402, p. 293, §1; Acts 1959, No. 
571, p. 1429, §1; Acts 1987, No. 87-175, p. 236, §3; Acts 1996, No. 96-640, p. 1013, §1; Acts 1997, No. 
97-270, p. 486, §1.) 
 
Section 34-8-10 
Indictment or complaint. 
 
In all prosecutions for the violation of the provisions of Section 34-8-6 for engaging in the business of 
general contracting without a certificate of authority, it shall be sufficient to allege in the indictment, affidavit, 
or complaint that "A. B. unlawfully engaged in business as a general contractor, without authority from the 
licensing board for contractors so to do." 
 
(Acts 1935, No. 297, p. 721, §16; Code 1940, T. 46, §81; Acts 1959, No. 571, p. 1429, §1.) 
 
 
 
http://alisondb.legislature.state.al.us/alison/CodeOfAlabama/1975/Coatoc.htm  (04-07-2017) 
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SECTION C – LOCAL TERMS AND CONDITIONS 
 

C-01 CONTRACTOR’S INSURANCE 
 
Contractor shall obtain insurance of the types and in the amounts described below. The insurance shall be 
written by insurance companies and on forms acceptable to Owner. 
 
Owner and Garver, LLC shall be included as an insured under the CGL, (using ISO Additional 
Insured Endorsement CG 20 10 11 85 or a substitute providing equivalent coverage), and under the 
commercial automobile liability (using ISO Additional Insured Endorsement CA 2048 or a substitute 
providing equivalent coverage), and commercial umbrella, if any. This insurance, including 
insurance provided under the commercial umbrella, if any, shall apply as primary and non-
contributory insurance with respect to any other insurance or self-insurance programs afforded to, 
or maintained by, Owner. 
 

C-01.1 Commercial General and Umbrella Liability Insurance: Contractor shall maintain commercial 
general liability (CGL) and, if necessary, commercial umbrella insurance, with a limit of not less than 
$5,000,000 each occurrence. If such CGL insurance contains a general aggregate limit, it shall apply 
separately to the Project. 

 
CGL insurance shall be written on ISO occurrence form CG 20 10 (11-85) (or a substitute combination 
of the following forms CG 20 10 (10-01) and CG 20 37 (10-01) providing equivalent coverage) and shall 
cover liability arising from premises, operations, independent contractors, products-completed 
operations, personal injury and advertising injury and liability assumed under an insured contract. 
 
There shall be no endorsement or modification of the CGL limiting the scope of coverage for liability 
arising from pollution, explosion, collapse, underground property damage, or amending the contractual 
coverage in the ISO occurrence form. 
 
CGL insurance shall be written with an ISO form CG 25 03 05 09 Designated Construction Project(s) 
General Aggregate Limit or a substitute form providing equivalent coverage. 

 
C-01.2 Continuing CGL Coverage: Contractor shall maintain commercial general liability (CGL) and, 
if necessary, commercial umbrella liability insurance, with a limit of not less than $5,000,000 each 
occurrence for at least 3 years following substantial completion of the Work. 

 
Continuing commercial umbrella coverage, if any, shall include liability coverage for damage to the 
insured's completed Work equivalent to that provided under ISO form CG 00 01. 

 
C-01.3 Owner’s and Contractor’s Protective Liability Insurance: Not Required 

 
C-01.4 Railroad Protective Liability Insurance: Not Required. 

 

C-01.5 Contractor’s Professional Liability Insurance: If Contractor will provide or furnish professional 
services under this Contract, through a delegation of professional design services or otherwise, then 
Contractor shall be responsible for purchasing and maintaining applicable professional liability insurance 
with a limit not less than $2,000,000 per claim. This insurance shall provide protection against claims 
arising out of performance of professional design or related services, and caused by a negligent error, 
omission, or act for which the insured party is legally liable. It shall be maintained throughout the duration 
of the Contract and for a minimum of three years after Substantial Completion. If such professional 
design services are performed by a Subcontractor, and not by Contractor itself, then the requirements 
of this paragraph may be satisfied through the purchasing and maintenance of such insurance by such 
Subcontractor. 

 
C-01.6 Commercial Auto and Umbrella Liability Insurance: Contractor shall maintain business auto 
liability and, if necessary, commercial umbrella liability insurance with a limit of not less than $1,000,000 
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each accident. 
 

Such insurance shall cover liability arising out of any auto (including owned, hired and non-owned autos). 
 
Commercial auto coverage shall be written on ISO form CA 00 01, CA 00 05, CA 00 12, CA 00 20, or a 
substitute form providing equivalent liability coverage. If necessary, the policy shall be endorsed to 
provide contractual liability coverage equivalent to that provided in the 1990 and later editions of CA 00 
01. 
 
If the Contract Documents require Contractor to remove and haul hazardous waste from the Project site, 
or if the Project involves such similar environmental exposure, pollution liability coverage equivalent to 
that provided under the ISO Pollution Liability-Broadened Coverage for Covered Autos Endorsement 
(CA 99 48) shall be provided, and the Motor Carrier Act Endorsement (MCS 90) shall be attached. 

 
C-01.7 Workers’ Compensation Insurance: Contractor shall maintain workers’ compensation and 
employer’s liability insurance. 

 
The employer’s liability, and if necessary commercial umbrella, limits shall not be less than $500,000 
each accident for bodily injury by accident or $500,000 each employee for bodily injury by disease. 
 
If Contractor leases its employees, the alternate employer endorsement (WC 00 03 01 A) shall be 
attached showing Owner in the schedule as the alternate employer. 
 
Where applicable, U.S. Longshore and Harborworkers Compensation Act Endorsement shall be 
attached to the policy. 
 
Where applicable, Nonappropriated Fund Instrumentalities Act (NFIA) shall be attached to the policy. 
NFIA extends the coverage of the Longshore and Harbor Workers' Compensation Act to civilian 
employees working on United States military bases throughout the world who are not paid with funds 
appropriated by Congress. These employees, working in facilities operated for the comfort, contentment, 
and improvement of armed forces personnel, are instead compensated with funds generated from 
earnings of their facility. 
 
Where applicable, Outer Continental Shelf Lands Act Endorsement shall be attached to the policy. 
 
Where applicable, the Maritime Coverage Endorsement shall be attached to the policy. 
 
If project is located in a state where workers compensation is secured via monopolistic state funds, include 
evidence of the “Stop Gap” endorsement to the general liability policy. 

 
C-01.8 Property Insurance: If applicable, Contractor shall purchase and maintain property insurance 
for the Work. Such insurance shall be written in an amount at least equal to the initial contract sum as 
well as subsequent modifications of that sum. The insurance shall apply on a replacement cost basis. If 
the insurance obtained in compliance with this paragraph is builders risk insurance, coverage shall be 
written on a completed value form. 

 
The property insurance as required above shall name as insureds the Owner, Contractor, and all 
subcontractors and sub-subcontractors on the Project. 

 
C-01.9 Primary and Non-contributory: Contractor agrees that the insurance listed above, including 
insurance provided under the commercial umbrella, if any, shall apply as primary and non-contributory 
insurance with respect to any other insurance or self-insurance programs afforded to, or maintained by, 
Owner. 

 
C-01.10 Waiver of Subrogation: Contractor waives all rights against the Owner and Garver, LLC  and 
its agents, officers, directors and employees for recovery of damages to the extent these damages are 
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covered by the commercial general liability, commercial umbrella liability insurance, automobile liability 
insurance and workers compensation insurance maintained pursuant to paragraph C-01 of this 
agreement. 

 
C-01.11 No Implied Waiver: Contractor shall furnish certifications matching the coverage requirements.  
Failure of Owner or Engineer  to demand such certificate or other evidence of full compliance with these 
insurance requirements or failure of Owner or Engineer to identify a deficiency from evidence that is 
provided shall not be construed as a waiver of the contractors obligations to furnish and maintain such 
insurance, or as a waiver to the enforcement of any of the provisions at a later date. 

 
Any waiver of the contractor’s obligation to furnish such certificate or maintain such evidence must be by 
written change order and signed by a Managing Member (Officer) of the Engineer and the Owner. 

 
C-01.12 Cancellation, Non-Renewal, and/or Impairment Notification: The Contractor shall not cause 
any insurance policy to be cancelled or permit it to lapse and all insurance policies shall include an 
endorsement to the effect that the insurance policy or certificate shall not be subject to cancellation or 
to a reduction in the required limits of liability or amounts of insurance until notice has been mailed to 
the Owner and Engineer, stating the date when such cancellation or reduction shall be effective, which 
date shall not be less than (60) days after such notice. 
 

Notice shall be sent via email and regular mail to the following persons and addresses: 
 

Owner: 
Shelby County 
280 McDow Road  
Columbiana, AL 35051 
ATTN:  Trey Gauntt 
TGAUNTT@shelbyal.com 
 
Shelby County Airport 
265 Weathervane Road 
Calera, AL 35040 
ATTN:  Terry Franklin 
TFRANKLIN@shelbyal.com 
 
 
Garver: 
5125-A Research Drive 
Huntsville, AL 35805 
ATTN:  Jennifer Harp 
JHHarp@GarverUSA.com 
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C-01.13 Sample Certificate of Liability Insurance: 
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C-02 UTILITIES 
 
All work in this contract shall be in accordance with the Underground Damage Prevention Legislation, 
Alabama Act 94-487.  The Contractor shall abide by the most current edition of this Act. 
 
Underground utilities exist within and adjacent to the limits of construction. An attempt has been made to locate 
these utilities on the plans. However, all existing utilities may not be shown and the actual locations of the 
utilities may vary from the locations shown. 
 
The Contractor shall be responsible for the protection of all existing utilities, structures, equipment, or 
improvements crossed by or adjacent to his construction operations.  Where existing utilities, service lines, 
structures, equipment, etc. are cut, broken, or damaged, the Contractor shall replace or repair immediately 
these items with the same type of original material and construction or better, at his own expense to the 
satisfaction of the Owner and the Engineer. After damage discovery, the Contractor shall immediately 
coordinate with the Owner and the Engineer on the complete repair and/or replacement work 
required.  Following written notice of work required, the Contractor shall expeditiously begin and finish this work 
with all labor and materials required.  All repair and/or replacement work, labor, and materials shall be supplied 
and installed by the Contractor.  If the Contractor fails to promptly perform the repair work and correct all 
deficiencies, the Owner shall have the option of remedying the defects and any expenses incurred by the 
Owner shall be withheld from the Contractor’s payments. 
 
C-03 LEGAL HOLIDAYS 
 
Holidays that shall be observed are the following: New Year’s Day (January 1); Dr. Martin Luther King Jr.’s 
Birthday (3rd Monday in January); President’s Day (3rd Monday in February); Memorial Day (last Monday in 
May); Independence Day (July 4); Labor Day (1st Monday in September); Columbus Day (2nd Monday in 
October); Thanksgiving Day (4th Thursday in November); Day after Thanksgiving (Friday following 
Thanksgiving); Christmas Eve (December 24); and Christmas Day (December 25).   If a holiday falls on a 
Saturday or Sunday, the observed day shall be the Friday preceding the Saturday or the Monday following the 
Sunday.  No construction observation will be furnished on legal holidays or Sundays, except in an 
emergency.  The Contractor shall observe these legal holidays and all Sundays, and no work shall be 
performed on these days except in an emergency.  Calendar day contract time includes delays for all holidays.  
Refer to Section C-06 for more information. 
 
C-04 CLEAN UP 
 
From time to time, the Contractor shall clean up the site, including any work areas at the airport, in order that 
the site presents a neat appearance and the progress of the work not be impeded.  One such period of clean 
up shall immediately precede final inspection. 
 
Immediately following acceptance of the work by the Owner, the Contractor shall remove all temporary plant, 
equipment, surplus materials, and debris resulting from his operations, and leave the site in a condition fully 
acceptable to the Owner. 
 
C-05 PROJECT MEETINGS AND COORDINATION 
 
A preconstruction conference will be called by the Engineer at a time convenient to the Owner and before the 
issuance of the "Notice to Proceed".  The Engineer and the Contractor and such subcontractors as the 
Contractor may desire shall attend this meeting with the Owner. 
 
The Owner and/or Engineer will call such coordination conferences as may seem expedient to him for the 
purpose of assuring coordination of the work covered by this Contract.  The Contractor shall attend all such 
conferences.  This in no way relieves the Contractor of his responsibility to fully coordinate his work under this 
Contract. 
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C-06 LIQUIDATED DAMAGES FOR DELAY 
 
The number of calendar days allowed for completion of the project is stipulated in the Proposal and in the 
Contract and shall be known as the Contract Time.  The Contractor agrees that time is a critical element for 
this Contract.  Loss will accrue to the Owner due to delayed completion of the work; and the cost to the Owner 
of the administration of the Contract, including engineering, inspection, and supervision, will be increased as 
the time occupied in the work is lengthened. The Contractor agrees that for each day of delay beyond the 
number of calendar days herein agreed upon for the completion of the work herein specified and contracted 
for, the Owner may withhold, permanently, from the Contractor's total compensation, the sum of TWO 
HUNDRED DOLLARS ($200.00) as stipulated damages for each day of such delay.  Should the amount 
otherwise due the Contractor be less than the amount of such ascertained and liquidated damages, the 
Contractor and his Surety shall be liable to the Owner for such deficiency. 
 
It is understood and agreed by and between the Owner and the Contractor that the time of completion herein 
set out is a reasonable time. The Contractor shall perform fully, entirely, and in an acceptable manner, the work 
contracted for within the contract time stated in the Contract.  The contract time shall be counted from ten days 
after the effective date of the "Notice to Proceed", or the date work commences, whichever occurs first; and 
shall include all Sundays, holidays, and non-work days.  All calendar days elapsing between the effective dates 
of any orders of the Engineer for suspension of the prosecution of the work, due to the fault of the Contractor, 
shall be counted as elapsed contract time, and shall not be considered for an extension of time. 
 
Extensions of time for completion, under the condition of 3(a) next below, will be granted; extensions may be 
granted under other stated conditions: 
 
1. If the satisfactory execution and completion of the Contract shall require work or material in greater 

amounts or quantities than those set forth in the Contract, then the Contract time shall be increased in 
the same proportion as the additional work bears to the original work contracted for. 

 
2. An average or usual number of inclement weather days, when work cannot proceed, is to be anticipated 

during the construction period and is not to be considered as warranting extension of time. These 
include days with a mean temperature lower than 32° F and days with more than 0.1” of precipitation. 
Days with more than 0.5” of precipitation are counted as two days. The days included in the contract 
time for Normal Weather-Related Events and holidays are as follows: 

 
(On A Monthly Basis) 

Month 
Normal Weather- 
Related Events 

Holidays 

January 13 2 

February 11 1 

March 10 0 

April 11 0 

May 9 1 

June 10 0 

July 8 1 

August 10 0 

September 5 1 

October 5 1 

November 7 2 

December 11 2 

 
If, however, it appears that the Contractor is delayed by conditions of weather, outside of normal 
weather-related events detailed in the proceeding table, extensions of time may be granted. 
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3. Should the work under the Contract be delayed by other causes which could not have been prevented or 
contemplated by the Contractor, and which are beyond the Contractor's power to prevent or remedy, 
an extension of time may be granted. Such causes of delay shall include but not necessarily be limited 
to the following: 

 
a. Acts of God, acts of the public enemy, acts of the Owner except as provided in these Specifications, 

fires, floods, epidemics, quarantine restrictions, strikes, freight embargoes, and unusually severe 
weather. 

 
b. Any delays of Subcontractors or suppliers occasioned by any of the causes specified above. 
 
The Engineer or other authorized representative of the Owner shall keep a written record sufficient for 
determination as to the inclusion of that day in the computation of Contract time.  This record shall be available 
for examination by the Contractor during normal hours of work as soon as feasible after the first of each 
construction month.  In case of disagreement between the representative of the Owner and the Contractor, as 
to the classification of any day, the matter shall be referred to the Owner whose decision shall be final. 
 
The Contractor shall provide notice to the Engineer each week, in the form of written letter or e-mail, to 
document weather and site conditions and request certain days be deemed non-conducive due to weather or 
site conditions. At a minimum, reports shall contain average temperature, 24 hour rainfall and information 
source. The notice shall be received by the Engineer’s representative by the close of business of each Tuesday 
for the previous week of contract time. Failure to provide the written documentation by the close of business 
each Tuesday may result in all seven days of the previous week being deemed conducive. These notices may 
serve as justification for whether or not an extension of time is granted, if merited. In case of disagreement 
between the representative of the Owner and the Contractor, as to the classification of any day, the matter shall 
be referred to the Owner whose decision shall be final. 
 
If the Contractor finds it impossible for reasons beyond his control to complete the work within the Contract 
time as specified, or as extended in accordance with the provisions of this subsection, he may, at any time prior 
to the expiration of the Contract time as extended, make a written request to the Engineer for an extension of 
time setting forth the reasons which he believes will justify the granting of his request.  The Contractor's plea 
that insufficient time was specified is not a valid reason for extension of time.  If the Engineer finds that the work 
was delayed because of conditions beyond the control and without the fault of the Contractor, he may 
recommend to the Owner that the contract time be extended as conditions justify.  If the Owner extends the 
contract, the extended time for completion shall then be in full force and effect, the same as though it were the 
original time for completion. 
 
The amount of all extensions of time for whatever reason granted shall be determined by the Owner.  In general, 
only actual and not hypothetical days of delay will be considered.  The Owner shall have authority to grant 
additional extensions of time as the Owner may deem justifiable. 
 
C-07 CARE OF WORK 
 
The Contractor shall avoid damage, as a result of his operations, to existing sidewalks, streets, curbs, 
pavements, utilities (except those which are to be replaced or removed), adjoining property, equipment, etc., 
and he shall at his own expense completely repair any damage thereto caused by his operations, to the 
satisfaction of the Owner and Engineer.  After damage discovery, the Contractor shall immediately coordinate 
with the Owner and the Engineer on the complete repair and/or replacement work required.  Following written 
notice of work required, the Contractor shall expeditiously begin and finish this work with all labor and materials 
required.  All repair and/or replacement work, labor, and materials shall be supplied and installed by the 
Contractor.  If the Contractor fails to promptly perform the repair work and correct all deficiencies, the Owner 
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shall have the option of remedying the defects and any expenses incurred by the Owner shall be withheld from 
the Contractor’s payments. 
 
C-08 QUALITY ASSURANCE/MATERIALS TESTING 
 
The Owner shall be responsible for quality assurance testing as stated in theses specifications; however, the 
Contractor shall be responsible for payment of any subsequent tests made necessary by previous 
unsatisfactory tests. In this event, the Owner’s quality assurance representative shall conduct the additional 
testing and payment for such tests shall be directly deducted from the Contractor’s payment. The Contractor 
shall pay for additional testing at the Owner’s contract rate. 
 
C-09 RECORD DOCUMENTS 
 
The Contractor shall keep one record copy of all Specifications, Drawings, Addenda, Modifications, Shop 
Drawings and samples at the site, in good order, and annotated to show all changes made during the 
construction process.  In addition, the Contractor shall note any differences between locations of underground 
existing facilities shown in the plans and the actual location located during construction. These record 
documents shall be available to the Engineer for examination and shall be delivered to the Engineer upon 
completion of the work. 
 
C-10 CONTRACTOR/SUBCONTRACTOR/SUPPLIER LEGAL DISPUTES 
 
Any fees, expenses, charges, fines or other costs borne by the Owner as a result of legal disputes or lawsuits 
between the contractor and his subcontractors, or between the contractor and his suppliers, shall be deducted 
from monies due or which may thereafter become due the contractor. 
 
C-11 GENERAL GUARANTY 
 
Neither the final certificate of payment nor any provision in the Contract nor partial or entire use of the 
improvements embraced in this contract by the Owner or the public shall constitute an acceptance of work 
not done in accordance with the Contract or relieve the Contractor of liability in respect to any express 
warranties or responsibility for faulty materials or workmanship.  The Contractor shall promptly remedy any 
defects in the work and pay for any damage to other work resulting there, which shall appear within a period 
of 12 months from the date of final acceptance of the work. The Contractor will be responsible for all costs 
associated with construction observation and oversight for the repair work. The Owner will give notice of 
defective materials and work with reasonable promptness.  In the event repair work is required, the 
Contractor shall remedy any defects and pay for any damage to other work resulting there, which shall 
appear within a period of 12 months from the date of the acceptance of the repair work. 
 
C-12 CONTRACTOR’S RELEASE AND AFFIDAVIT 
 
At the project's completion, the Contractor shall execute the attached Release and Lien Waiver to release all 
claims against the Owner arising under and by virtue of his Contract.  The date of the Release shall be that 
agreed to for the final acceptance of the project with the Owner. 
 
C-13 SUBMITTALS 
 
The Contractor shall prepare and submit information required by the individual Specification sections 
sufficiently in advance of the related work to allow an appropriate review time by the Engineer.  The types of 
submittals are indicated in the individual Specification sections. 
 
During the preconstruction conference, the Contractor shall review his submittal schedule and procedures.  
The Contractor shall provide electronic submittals via email as PDF electronic files directly to the Engineer’s 
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designated representative.  Electronic submittals shall be in Adobe Acrobat (*.PDF) format and shall be 
legible when printed. 
 
Submittals shall be neat, organized, and easy to interpret.  Assemble complete submittal package into a 
single indexed electronic file, incorporating submittal requirements of an individual Specification section, 
the transmittal form with unique submittal numbering system, and electronic links or tabs enabling 
navigation to each item.  Unless approved otherwise by the Engineer, all submittals for the individual 
Specification section shall be submitted at one time. 
 
Submittals must come directly from the Prime Contractor; submittals from subcontractors or suppliers will 
not be reviewed. 
 
Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for 
resubmittal without review.  Faxed submittals or submittals with extremely small or otherwise unreadable 
print will not be accepted.  Submittals not required by the Contract Documents will be returned by the 
Engineer without action. 
 
The Contractor shall retain complete copies of submittals on project site.  Use only final submittals that are 
marked with approval notation from Engineer’s submittal review stamp with comments form. 
 
Resubmittals shall continue the unique, sequential, submittal numbering system.  Resubmittals without 
unique numbering, example resubmittals transmitted as 005A or 005REV, are unacceptable and will be 
returned un-reviewed. 
 
C-14 STORMWATER POLLUTION PREVENTION PLAN 
 
See Supplemental Specification SS-125.  
 
C-15 TEST BORINGS/SUBSURFACE INFORMATION 
 
A geotechnical investigation and soils report has NOT been completed for the immediate project area.   
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C-16 WAGE RATES 
 
The Davis Bacon minimum wage rates for this project are as follows: 
 
General Decision Number: AL20200096 01/03/2020 

Superseded General Decision Number: AL20190096 

State: Alabama 

 

Construction Type: Building 

BUILDING CONSTRUCTION PROJECTS (does not include single family   

homes or apartments up to and including 4 stories) 

 

County: Shelby County in Alabama. 

BUILDING CONSTRUCTION PROJECTS (does not include single family 

homes or apartments up to and including 4 stories). 

 

Note: Under Executive Order (EO) 13658, an hourly minimum wage 

of $10.80 for calendar year 2020 applies to all contracts 

subject to the Davis-Bacon Act for which the contract is awarded 

(and any solicitation was issued) on or after January 1, 2015. 

If this contract is covered by the EO, the contractor must pay 

all workers in any classification listed on this wage 

determination at least $10.80 per hour (or the applicable 

wage rate listed on this wage determination, if it is higher) 

for all hours spent performing on the contract in calendar 

year 2020.  If this contract is covered by the EO and a  

classification considered necessary for performance of work on  

the contract does not appear on this wage determination, the  

contractor must pay workers in that classification at least  

the wage rate determined through the conformance process set  

forth in 29 CFR 5.5(a)(1)(ii) (or the EO minimum wage rate, 

if it is higher than the conformed wage rate).  The EO minimum  

wage rate will be adjusted annually.  Please note that  

this EO applies to the above-mentioned types of contracts  

entered into by the federal government that are subject  

to the Davis-Bacon Act itself, but it does not apply  

to contracts subject only to the Davis-Bacon Related Acts,  

including those set forth at 29 CFR 5.1(a)(2)-(60). Additional  

information on contractor requirements and worker protections  

under the EO is available at www.dol.gov/whd/govcontracts. 
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Modification Number     Publication Date 

          0             01/03/2020 

 

 ASBE0078-001 09/25/2018 

 

                                  Rates          Fringes 

 

ASBESTOS WORKER/HEAT & FROST    

INSULATOR........................$ 27.00            13.55 

---------------------------------------------------------------- 

 BOIL0108-001 03/01/2018 

 

                                  Rates          Fringes 

 

BOILERMAKER......................$ 30.07            22.71 

---------------------------------------------------------------- 

 CARP0318-002 01/01/2017 

 

                                  Rates          Fringes 

 

CARPENTER (Includes Drywall    

Finishing/Taping, Drywall    

Hanging, Form Work, and    

Scaffold Builder)................$ 22.47            11.48 

---------------------------------------------------------------- 

 ENGI0312-017 10/01/2013 

 

                                  Rates          Fringes 

 

POWER EQUIPMENT OPERATOR   

     Backhoe, Excavator,  

     Trackhoe....................$ 27.05            11.38 

     Crane.......................$ 26.05            11.38 

     Forklift....................$ 27.05            11.38 

---------------------------------------------------------------- 

* IRON0092-003 09/01/2019 

 

                                  Rates          Fringes 

 

IRONWORKER, STRUCTURAL...........$ 28.51            13.05 

---------------------------------------------------------------- 

* IRON0092-007 09/01/2019 

 

                                  Rates          Fringes 

 

IRONWORKER, REINFORCING..........$ 28.51            13.05 

---------------------------------------------------------------- 
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 PLUM0091-001 09/01/2018 

 

                                  Rates          Fringes 

 

PIPEFITTER (Includes HVAC    

Pipe Installation)...............$ 29.65            13.21 

---------------------------------------------------------------- 

  SUAL2015-024 08/02/2017 

 

                                  Rates          Fringes 

 

BRICKLAYER.......................$ 22.00             0.00 

   

CEMENT MASON/CONCRETE FINISHER...$ 19.19             0.00 

   

ELECTRICIAN......................$ 17.57             2.41 

   

GLAZIER..........................$ 23.00             5.64 

   

LABORER:  Common or General......$ 15.75             4.19 

   

LABORER:  Mason Tender - Brick...$ 12.22             0.00 

   

LABORER:  Mason Tender -    

Cement/Concrete..................$ 14.23             0.00 

   

LABORER:  Pipelayer..............$ 15.59             0.00 

   

OPERATOR:  Bulldozer.............$ 19.96             0.40 

   

OPERATOR:  Grader/Blade..........$ 17.52             0.89 

   

OPERATOR:  Loader................$ 14.69             0.00 

   

OPERATOR:  Roller................$ 14.00             1.78 

   

PAINTER (Brush and Roller).......$ 15.31             1.41 

   

PAINTER:  Spray..................$ 14.31             0.00 

   

PLUMBER, Excludes HVAC Pipe    

Installation.....................$ 18.97             0.36 

   

ROOFER...........................$ 13.66             0.00 

   

SHEET METAL WORKER, Includes    

HVAC Duct Installation...........$ 28.00             4.17 
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SPRINKLER FITTER (Fire    

Sprinklers)......................$ 20.00             3.77 

   

TILE SETTER......................$ 20.00             0.00 

   

TRUCK DRIVER:  Dump Truck........$ 13.60             0.00 

---------------------------------------------------------------- 

 

WELDERS - Receive rate prescribed for craft performing 

operation to which welding is incidental. 

 

================================================================ 

  

Note: Executive Order (EO) 13706, Establishing Paid Sick Leave 

for Federal Contractors applies to all contracts subject to the 

Davis-Bacon Act for which the contract is awarded (and any 

solicitation was issued) on or after January 1, 2017.  If this 

contract is covered by the EO, the contractor must provide 

employees with 1 hour of paid sick leave for every 30 hours 

they work, up to 56 hours of paid sick leave each year. 

Employees must be permitted to use paid sick leave for their 

own illness, injury or other health-related needs, including 

preventive care; to assist a family member (or person who is 

like family to the employee) who is ill, injured, or has other 

health-related needs, including preventive care; or for reasons 

resulting from, or to assist a family member (or person who is 

like family to the employee) who is a victim of, domestic 

violence, sexual assault, or stalking.  Additional information 

on contractor requirements and worker protections under the EO 

is available at www.dol.gov/whd/govcontracts. 

 

Unlisted classifications needed for work not included within 

the scope of the classifications listed may be added after 

award only as provided in the labor standards contract clauses 

(29CFR 5.5 (a) (1) (ii)). 

 

 

---------------------------------------------------------------- 

  

 

The body of each wage determination lists the classification 

and wage rates that have been found to be prevailing for the 

cited type(s) of construction in the area covered by the wage 

determination. The classifications are listed in alphabetical 

order of ""identifiers"" that indicate whether the particular 

rate is a union rate (current union negotiated rate for local), 
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a survey rate (weighted average rate) or a union average rate 

(weighted union average rate). 

 

Union Rate Identifiers 

 

A four letter classification abbreviation identifier enclosed 

in dotted lines beginning with characters other than ""SU"" or 

""UAVG"" denotes that the union classification and rate were 

prevailing for that classification in the survey. Example: 

PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of 

the union which prevailed in the survey for this 

classification, which in this example would be Plumbers. 0198 

indicates the local union number or district council number 

where applicable, i.e., Plumbers Local 0198. The next number, 

005 in the example, is an internal number used in processing 

the wage determination. 07/01/2014 is the effective date of the 

most current negotiated rate, which in this example is July 1, 

2014. 

 

Union prevailing wage rates are updated to reflect all rate 

changes in the collective bargaining agreement (CBA) governing 

this classification and rate. 

 

Survey Rate Identifiers 

 

Classifications listed under the ""SU"" identifier indicate that 

no one rate prevailed for this classification in the survey and 

the published rate is derived by computing a weighted average 

rate based on all the rates reported in the survey for that 

classification.  As this weighted average rate includes all 

rates reported in the survey, it may include both union and 

non-union rates. Example: SULA2012-007 5/13/2014. SU indicates 

the rates are survey rates based on a weighted average 

calculation of rates and are not majority rates. LA indicates 

the State of Louisiana. 2012 is the year of survey on which 

these classifications and rates are based. The next number, 007 

in the example, is an internal number used in producing the 

wage determination. 5/13/2014 indicates the survey completion 

date for the classifications and rates under that identifier. 

 

Survey wage rates are not updated and remain in effect until a 

new survey is conducted. 

 

Union Average Rate Identifiers 

 

Classification(s) listed under the UAVG identifier indicate 

that no single majority rate prevailed for those 
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classifications; however, 100% of the data reported for the 

classifications was union data. EXAMPLE: UAVG-OH-0010 

08/29/2014. UAVG indicates that the rate is a weighted union 

average rate. OH indicates the state. The next number, 0010 in 

the example, is an internal number used in producing the wage 

determination. 08/29/2014 indicates the survey completion date 

for the classifications and rates under that identifier. 

 

A UAVG rate will be updated once a year, usually in January of 

each year, to reflect a weighted average of the current 

negotiated/CBA rate of the union locals from which the rate is 

based. 

 

---------------------------------------------------------------- 

 

                   WAGE DETERMINATION APPEALS PROCESS 

 

1.) Has there been an initial decision in the matter? This can 

be: 

 

*  an existing published wage determination 

*  a survey underlying a wage determination 

*  a Wage and Hour Division letter setting forth a position on 

   a wage determination matter 

*  a conformance (additional classification and rate) ruling 

 

On survey related matters, initial contact, including requests 

for summaries of surveys, should be with the Wage and Hour 

Regional Office for the area in which the survey was conducted 

because those Regional Offices have responsibility for the 

Davis-Bacon survey program. If the response from this initial 

contact is not satisfactory, then the process described in 2.) 

and 3.) should be followed. 

 

With regard to any other matter not yet ripe for the formal 

process described here, initial contact should be with the 

Branch of Construction Wage Determinations.  Write to: 

 

            Branch of Construction Wage Determinations 

            Wage and Hour Division 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

2.) If the answer to the question in 1.) is yes, then an 

interested party (those affected by the action) can request 

review and reconsideration from the Wage and Hour Administrator 
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(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 

 

            Wage and Hour Administrator 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

The request should be accompanied by a full statement of the 

interested party's position and by any information (wage 

payment data, project description, area practice material, 

etc.) that the requestor considers relevant to the issue. 

 

3.) If the decision of the Administrator is not favorable, an 

interested party may appeal directly to the Administrative 

Review Board (formerly the Wage Appeals Board).  Write to: 

 

            Administrative Review Board 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

 

4.) All decisions by the Administrative Review Board are final. 

 

================================================================ 

 

          END OF GENERAL DECISION 
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C-17 SHELBY COUNTY HANGAR DESIGN STANDARDS (COUNTY EXHIBIT C) 
 

Design Standards for Airport Development 
(with project specific modifications per the County) 

 
I.   Setbacks from Aircraft Operating Surfaces.  No above ground portion of any building nor any 
fences, landscaping, or walls taller than 24 inches shall be placed within twenty (20) feet of any taxiway 
or taxilane.  
 
II.  Landscaping.  All landscaping shall be designed to discourage the nesting and aggregation of birds 
and animals.  All unpaved portions of the site shall be grassed or planted with a low growing ground 
cover. 
 
III. Exterior Lighting.  Obstruction lighting shall be installed when required to meet FAA safety 
standards.  Exterior illumination, including that in illuminated signs, shall never be angled above the 
horizontal, nor extend into flight patterns or other aircraft operating surfaces, unless designed and 
approved specifically for the purpose of aiding aircraft navigation or safety.  Area lighting of buildings, 
vehicle parking areas and walkways shall be shielded so as not to shine above the horizontal, and shall 
not produce glare on adjacent streets, aircraft operating surfaces, or building sites. 
 
IV. Off-Street Parking and Loading.  Off-street parking shall be required as per the City Zoning 
Code.  No truck loading or unloading area shall be located on a building wall fronting on a major arterial 
or collector, or in the front setback of the Property. 
 
V.  Utility Construction.  All utilities to be constructed at the Airport including water, wastewater, 
natural gas, telephone, electric and cable TV, shall be constructed underground from the point of 
service to the parcel or improvement thereon.  Overhead power may be permitted on a case-by-case 
basis where not crossing airfield pavement.   
 
VI.  Architectural Standards. 

 
1.  Hangars. 

a) Stand-alone hangars (one single open bay) shall contain no less than 1,200 square 
feet of total floor area, including aircraft parking space capable of containing, with the 
entry door closed, an aircraft with a wingspan of 35 feet, a nose-to-tail length of 30 
feet, and a tail height of 12 feet.  The aircraft entry door shall open no less than 35 feet 
wide and 12 feet high. 

b) All hangars shall be commercial grade metal buildings, but shall be painted, or 
permanently colored by the manufacturer.  Color selection shall be approved in writing 
by the county. The side of the Hangar facing Shelby West Parkway shall have a brick 
exterior extending at least 4 feet from the ground.  Natural metal is not acceptable as 
a finish.  Hangars shall have a reinforced concrete pad no less than four (4) inches 
thick as a floor, and weatherproof, closing aircraft entry doors, and be provided with 
electrical service.  Each stand-alone or T-hangar building shall have exterior water 
service, fire extinguishers and other protection required by the City Building and Fire 
Code.  Foundation Design to be provided by Contractor; see SS-295 Pre-Engineered 
Metal Hangar for guidance.   

c) All hangars shall be connected to the Airport’s paved aircraft movement surfaces by a 
paved surface, matching the grade of the aircraft movement surface, and no less wide 
than the hangar’s aircraft entry door, and of construction suitable for the type of aircraft 
hangared.  Hangar Doors shall be free rolling for easy manual operation. 
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d) Those sides of the building not facing streets shall be finished in an attractive manner 
in keeping with the accepted standards used for industrial buildings. 

e) In-Hangar Static Grounding.  Hangars shall provide electrical grounding connections 
for hangared aircraft.  It is the responsibility of individual plane owners to ground their 
aircraft if required by the manufacturer.    

2.   Buildings.  

a) Buildings shall not exceed a height that penetrates the FAR Part 77 planar surfaces 
unless otherwise approved by the FAA. 

b)  Wind Resistance.  All buildings shall be designed to withstand winds of eighty-five (85) 
miles per hour, at a minimum, see SS-295 and local building codes. 

 
3. Aircraft Parking Areas and Aprons.  All aircraft parking surfaces shall be paved.  See Plans.   
 
4. Emergency Eye Wash Stations.  Emergency Eye Wash Stations shall not be required on this 

project.   
 

5. Minimum Improvement Areas.  
 

a) Each parcel adjoining the aircraft operating surfaces, upon which buildings are to be 
constructed, shall be developed so that the buildings cover no less than 36% of the 
parcel. 

 
b) Each parcel upon which aircraft parking areas are to be established shall be developed 

so that those surfaces cover no less than 75% of the parcel, including that area upon 
which buildings are constructed.  In addition, all such aircraft parking areas shall be 
connected to the established aircraft movement areas with a taxiway or direct abutment 
no less than the width of the hangar door and constructed in accordance with 
paragraph 3 above. 

 
c) Limit Erosion.  Lessees or Tenants shall limit grading and clearing activities on the site 

to the actual physical area planned for facility development, to limit soil erosion, blowing 
sand and dust.  

 
6. Maintenance.  

 
a) Orderliness.  Lessees and Tenants shall keep and maintain the buildings, structures, 

parking areas, landscaping, signs and other improvements to the Airport under their 
care or control in an orderly and well maintained condition. 

 
b) Blowing Dust to be Controlled.  All areas of disturbed earth not landscaped shall be 

maintained with ground cover plants and grasses to reduce blowing dust. 
 

c) Outside Storage and Trash.  All rubbish, trash, garbage, debris and other wastes, all 
loading docks and garbage collection facilities, and all other articles, goods, materials, 
incinerators, trash bins, storage tanks or like equipment shall be stored at the side or 
rear of the building and the improvements with which same are associated.  All such 
storage shall be screened from public view or from a view from adjacent buildings in a 
manner approved in writing by the Airport Manager.  Screening materials shall be 
maintained in a sound and sightly condition and be constructed and designed in such 
a manner so that they equal a height equal to that of the materials or equipment being 
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stored but in no event less than four (4) feet in height.  See Plans for Contractor Staging 
Area.   

 
d) Hazardous Materials.  All storage of toxic or hazardous materials and waste will be in 

accordance with environmental statutes and regulations, and shall be protected from 
inadvertent public access (by fencing, under lock and key, etc.).  

 
7. Security.  When a parcel or proposed improvement is located in such a position as to form the 

boundary of a legally required safety or security perimeter, the Lessee may be required to 
construct and maintain the required barrier.  The lessee shall permit the County to construct 
any such barrier without interference.  

 
8. Temporary Structures.  No temporary building or structure other than construction offices and 

structures for related purposes during the construction period shall be installed or maintained 
on any Building Site without the prior written approval of the Airport Manager.  All temporary 
structures used for construction purposes must receive approval by the County Manager with 
regard to location and appearance.  All such buildings shall be removed promptly upon 
completion of construction and that portion of the Building Site from which same are removed, 
restored to its original condition or to such condition as is otherwise required by these 
standards.  

 
 

END OF SPECIAL PROVISIONS SECTIONS A-C 

 
SPECIAL PROVISIONS SECTION D SAMPLE FORMS TO FOLLOW 
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To:                                                                      Date:                                       
  

 
Project:  Shelby County Airport – Mass Storage 

Hangar D  
 

 

The OWNER has considered the BID submitted by you for the above described PROJECT in the bid 
received ___________________, 2020.  

 

You are hereby notified that your BID has been accepted for items in the amount of 
$                             . 

 
 

You are required to return an acknowledged copy of this NOTICE OF AWARD to the OWNER. 

Please make your required submittals in the bid documents to be reviewed and approved prior to 
fabrication of the materials. 

 
                                                                                      --------------------------------------------------------------- 

                                                                                                                            Owner 
 
             
      

 

By: _____________________ 

          Fred M. Gauntt III, PE  

          
 

 
 

 

Receipt of the above NOTICE OF AWARD is hereby acknowledged by ___________  this the  

___________ day of ___________,  2020. 

 
  

Contractor 
 

By  

                                
             _____________________________ 

             Title 

  

SAMPLE NOTICE OF AWARD 

ACCEPTANCE OF NOTICE 
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SHELBY COUNTY 

DEPARTMENT OF FACILITIES AND GENERAL SERVICES 
280 McDow Road 

COLUMBIANA, AL 35051 
(205) 670-6461 

www.ShelbyAL.com 
 
 

 
Date: 
 
Contractor Name & Address 
Attention:  
 
Re: Shelby County Airport – Mass Storage Hangar D 
      NOTICE TO PROCEED 
 
Dear : 
 
This letter will serve as your formal NOTICE to PROCEED with the work included in your 
contract dated _________________________, 2020 for the Shelby County Airport – 
Mass Hangar D project.  The contract completion date is established as specified in the 
contract documents.  
 
Sincerely, 
 
 
 
Fred M. Gauntt III, PE  
Manager, Facilities & General Services 
 
  

SAMPLE NOTICE TO PROCEED 
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SAMPLE CHANGE ORDER 



 

 

 

Shelby County Airport 
Mass Storage Hangar D SP-54 19A01040 

 
 
 
 
LEGAL NOTICE 
 
 
In Accordance with Chapter 1, Title 39, Code of Alabama, 1975, notice is hereby given that 
_____________________________________ (Contractor), has completed the Contract for Construction 
of the Shelby County Airport – Mass Storage Hangar D Project at 265 Weathervane Road, Calera, Alabama 
35040. 
 
 
for the State of Alabama and the County of Shelby, Owner(s), and have made request for final settlement 
of said Contract.  All persons having any claim for labor, materials, or otherwise in connection with this 
project should immediately notify: 
  
 Garver 

5125-A Research Drive 
Huntsville, AL 35805 
ATTN: Jennifer Harp 
(Engineer) 

 
 

 _________________________________________ 
(Contractor) 

 
 

 _________________________________________ 
 

_________________________________________ 
(Business Address) 

 
 
NOTE: This notice must be run once a week for four successive weeks for projects exceeding $50,000.00 
for project less than $50,000.00, run one time only.  Proof of publication is required. 
  

SAMPLE ADVERTISEMENT OF COMPLETION 
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FROM: Contractor's Name:  ______________________________________________________________ 
 
 Address:  ______________________________________________________________________ 
 
TO: Owner's Name:  Shelby County Commission 
 
 Address:  280 McDow Road, Columbiana, AL 35051 
 
 
 
DATE OF CONTRACT:  _____________________ 
 
Upon receipt of the final payment and in consideration of that amount, the undersigned does hereby release 
the Owner and its agents from any and all claims arising under or by virtue of this Contract or modification 
thereof occurring from the undersigned's performance in connection with the SHELBY COUNTY AIRPORT - 
MASS STORAGE HANGAR D project. 
 
 
Contractor's Signature:  __________________________________ 
 
 
Title:  ________________________________________________ 
 
 
 
 
Subscribed and sworn to before me this     day of    , 20 . 
 
 
 
 
 

_________________________________________ 
Notary Public 

 
 

My Commission Expires: 
 
________________________ 

  

SAMPLE RELEASE OF LIEN 
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FROM: Contractor's Name:  ______________________________________________________________ 
 
 Address:  ______________________________________________________________________ 
 
TO: Owner's Name:  Shelby County Commission 
 
 Address:  280 McDow Road, Columbiana, AL 35051 
 
 
 
DATE OF CONTRACT:  _____________________ 
 
I hereby certify that all claims for material, labor, and supplies entered into contingent and incident to the 
construction or used in the course of the performance of the work on the SHELBY COUNTY AIRPORT - 
MASS STORAGE HANGAR D project have been fully satisfied. 
 
Contractor's Signature:  __________________________________ 
 
 
Title:  ________________________________________________ 
 
 
Subscribed and sworn to before me this    day of     , 20 . 
 
 

______________________________________________ 
Notary Public 
 
 
My Commission Expires: 
 
_____________________________ 
 

 
The Surety Company consents to the release of the retained percentage on this project with the understanding 
that should any unforeseen contingencies arise having a right of action on the bond that the Surety Company 
will not waive liability through the consent to the release of the retained percentage. 
 
Dated:  ________________________ 
 
 
Surety Company:  ______________________________________ 
 
 
By:  _________________________________________________ 
Resident Agent, State of Alabama 
 

SAMPLE CONTRACTOR'S AFFIDAVIT 



JULIE P. MAGEE
Commissioner

State of Alabama
Department of Revenue

(www.revenue.alabama.gov)

50 North Ripley Street
Montgomery, Alabama 36132

Alabama Department of Revenue
NOTICE

MICHAEL E. MASON
Assisliinl CutnmiAslu^Kit

IOE W. GARREFT. |R.
Deputy Commissioner

CURTIS E. STEWART
Deputy Commlssionef

Tax Guidance for Contractors, Subcontractors and Alabama Governmental
Entities Regarding Constmction-related Contracts

Legislative Act 2013-205 requires the Department of Revenue to issue Form STC-1, Sales and Use Tax Certificate of

Exemption for Government Entity Projects, to all contractors and subcontractors working on qualifying
governmental entity projects once the Form ST: EXC-01 is approved.

Each exempt entity, contractor and subcontractor must make application for qualification of the exemption
using Form ST: EXC-01 for each tax-exempt project. The application is available on the department's website
at http://revenue.alabama.gov/salestax/ST-EXC-01 .odf. Applications should be submitted directly to the Sales
and Use Tax Division Central Office, P.O Box 327710, Montgomery, AL 36132-7710.

The sales and use tax exemption provided for in Act 2 013-205 applies to the purchase of building materials,

construction materials and supplies, and other tangible personal property that become part of the structure

pursuant to a qualifying contract entered into on or after January 1, 2014. Qualifying projects and contracts are
those generally entered into with the following governmental entities, unless otherwise noted: the State of

Alabama, a county or incorporated municipality of Alabama, an Alabama public school, or an Alabama industrial or
economic development board or authority already exempt from sales and use taxes. Please note that contracts

entered into with the federal government and contracts pertaining to highway, road, or bridge

construction or repair do not qualify for the exemption provided for in Act 2013-20S. [Reference: Sales and
Use Tax Division Administrative Rule 810-6-3-.77 Exemption for Certain Purchases by Contractors and

Subcontractors m Conjunction with Construction Contracts with Certain Governmental Entities.]

The Alabama Department of Revenue will assign each contractor and sub-contractor a consumers use tax

account, if one is currently not in place, at the time the Form STC-1, Sales and Use Tax Certificate of

Exemption for Government Entity Projects^ is issued.

Contractors and sub-contractors for qualifying projects will be required to file monthly consumers use tax

returns and roport all exempt purchases for ongoing projects, as well as all taxable purchases on one return.

These returns are required to be filed through the department's online tax return filing and payment portal. My
Alabama Taxes (https://myalabamataxes.alabama.gov).

As another option for these types of contracts, as well as with other contracts entered into with other types of
exempt entities, the Form ST:PAA1 , Purchasing Agent Appointment, may be used. However, please be advised
that the use of the Form ST:PAA1 option will require the exempt entity to be invoiced directly and pay for
directly from their funds any construction and building material and supply purchases.

For additional information concerning this guidance, taxpayers should contact Sales and Use Tax Division
representative Thomas Sims at 334-242-1574 or by email at Thomas.Sims^revenue.alabama.sov.

"An Affirmative Action / Equal Opportunity Employer'



WHAT'S NEW?
TOPIC: Tax Guidance for Contractors, Subcontractors and Alabama

Governmental Entities Regarding Construction-related Contracts

Legislative Act 2013-205 requires the Department of Revenue to issue Form STC-1, Sales and

Use Tax Certificate of Exemption for Government Entity Projects, to all contractors and

subcontractors working on qualifying governmental entity projects once the Form ST: EXC-01 is

approved.

Each exempt entity, contractor and subcontractor must make application for qualification of the

exemption using Form ST: EXC-01 for each tax-exempt project. The application is available on

the department's website at http://revenue.alabama.gov/salestax/ST-EXC-01.pdf. Applications

should be submitted directly to the Sales and Use Tax Division Central Office, P.O Box 327710,
Montgomery, AL 36132-7710.

The sales and use tax exemption provided for in Act 2013-205 applies to the purchase of

building materials, construction materials and supplies, and other tangible personal property that

become part of the structure pursuant to a qualifying contract entered into on or after January 1,

2014. Qualifying projects and contracts are those generally entered into with the following

governmental entities, unless otherwise noted: the State of Alabama, a county or incorporated

municipality of Alabama, an Alabama public school, or an Alabama industrial or economic

development board or authority already exempt from sales and use taxes. Please note that

contracts entered info with the federal government and contracts pertaining to highway,

road, or bridge construction or repair do not qualify for the exemption provided for in Act

2013"205.[Reference: Sales and Use Tax Division Administrative Rule 810-6-3-.77 Exemption

for Certain Purchases by Contractors and Subcontractors in Conjunction with Construction

Contracts with Certain Governmental Entities.]

The Alabama Department of Revenue will assign each contractor and sub-contractor a

consumers use tax account, if one is currently not in place, at the time the Form STC-1, Sales

and Use Tax Certificate of Exemption for Government Entity Projects, is issued.

Contractors and sub-contractors for qualifying projects will be required to file monthly

consumers use tax returns and report all exempt purchases for ongoing projects, as well as all

taxable purchases on one return. These returns are required to be filed through the department's

online tax return filing and payment portal. My Alabama Taxes

(https://mYalabamataxes.alabama.eov).

As another option for these types of contracts, as well as with other contracts entered into with

other types of exempt entities, the Form ST:PAA 1, Purchasing Agent Appointment, may be

used. However, please be advised that the use of the Form ST:PAA1 option will require the

exempt entity to be invoiced directly and pay for directly from their funds any construction and

building material and supply purchases.

For additional information concerning this guidance, taxpayers should contact Sales and Use Tax

Division representative Thomas Sims at 334-242-1574 or by email

atThomas. Sims(%revenue .alabama. gov.



ALABAMA DEPARTMENT OF REVENUE
SALES AND USE TAX DIVISION

P.O Box 327710 • Montgomery/AL 36132-7710

Application For
Sales and Use Tax Certificate of Exemption

FOR GOVERNMENT ENTITY PROJECT
This Certificate of Exemption wifl be limited to purchases which qualify for an exemption of

sales and use taxes pursuant to Rule No. 810-6-3-.77

ST: EXC-01
1/14

PROJECT INFORMATION:
PROJECT NAME

Exterior Painting-Sheriff's Operation Center and Jail

PROJECT OWNER'S FEJN (EXEMPT ENTiF/)

STREET ADDRESS OF PROJECT (C!TY AND COUNP/ INCLUDED) CITY

380 McDow Road Columbiana

2fP

35051 Sheiby

APPLICANT'S INFORMATION:
RELATION: (CHOOSE ONE)

Exempt Entity

APPLICANT'S LEGAL NAME

D8A

D General Contractor a Sub-Contractor

NAICS CODE

FEiN

CONSUMER'S USE TAX ACCOUNT NUMBER

MAILING ADDRESS

CONTACT PERSON

ESTIMATED START DATE

BUSINESS TELEPHONE NUMBER

( )
ESTIMATED COMPLETiON DATE

REASON EXEMPTION IS CLAIMED

JOB DESCRIPTION

WELL ANY POLLUTION CONTROL EXEMPTION BE APPUCABLE?

D Yes D No
TOTAL BID AMOUNT LABOR COST

ESTfMATEO POLLUTION CONTROL COST

MATERIAL COST
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Text Box
Shelby County Airport - Mass Storage Hangar D



PROJECT NAME

Exterior Painting-Sheriffs Operation Center and Jail

PROJECT OWNER'S FEIN (EXEMPT ENTrTY)

FORM OF OWNERSHIP:

Individual I_I Partnership I_I Corporation I_I Muiti member LLC I_I Single member LLC

if applicant is a corporation, a copy of the certified certificate of incorporation, amended certificate of incorporation, certificate of

authority, or articles of incorporation should be attached. If the applicant is a limited liability company or a limited liability partnership,
a copy of the certified articles of organization should be attached.

OWNERSHIP iNFORMATfOf-f:

Corporations - give name, title, home address, and Social Security Number of each officer.

Partnerships - give name, home address, Social Security Number or FEIN of each partner.

Sole Proprietorships - give name, home address, Social Security Number of owner,

LLC - give name, home address, and Social Security Number or FEfN of each member.

LLP - give name, home address, and Social Security Number or FEIN of each partner.

NAME (PLEASE PWNT) SIGNATURE

Exempt entity must provide a copy of the contract accepted by the General Contractor. The General Contractor must provide a copy of
the contract and a list of sub-contractors to the Department of Revenue, Sales and Use Tax Division. Any updates, additions and/or
deletions, must also be submitted to the Department within 30 days of occurrence.

REVENUE DEPARTMENT USE ONLY

Examiner's Remarks

Examiner_ __ Date

Supervisor's Recommendation

Supervisor, ,_ Date
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SUPPLEMENTAL SPECIFICATIONS 
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ITEM SS-101 SAFETY PLAN COMPLIANCE DOCUMENT (SPCD) 
 
 

DESCRIPTION 
 
101-1.1 The Contractor shall thoroughly review the approved Construction Safety and Phasing Plan (CSPP) 
and shall comply with approved CSPP.  The Contractor shall certify such compliance by completing the 
attached SPCD and submitting to the Engineer for approval. 



 
SS-101-2 
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Contractor Safety Plan Compliance Documents 

 
 

Owner Name: Shelby County Commission 

Airport: Shelby County Airport 

Project Description: Mass Storage Hangar D Construction 

Contractor:  

 
Each item listed below corresponds to a specific section of the approved CSPP.  The Contractor shall certify 
that he/she will comply with each section of the approved CSPP.  Each certified section with a "no" response 
must be fully explained in an attachment to the SPCD.  The document shall be signed and dated by a 
principal or owner in the Contractor’s company.  All other requested information shall be completed by the 
Contractor and submitted to the Engineer for approval as part of the SPCD. 
    

 
1. Section 1 - Correspondence: This project shall be completed in accordance with Section 1 
“Coordination” of the approved Construction Safety and Phasing Plan. 
 

Owner:  Shelby County Engineer  
Contact:  Trey Gauntt Phone:  205-670-6460 

Contact:  Terry Franklin Phone:  205-670-6352 

  

Engineer:  Garver  
Project Manager:  Jennifer Harp Phone:  256-534-5512 office 

 Phone:  256-527-4121 cell 

  

Contractor:  
Project Manager: Phone: 

Superintendent: Phone: 

Subcontractors: Phone: 

LIST ALL SUBS  

  

  
Yes                                No                                   

 
2. Section 2 - Phasing: This project shall be completed in accordance with Section 2 “Phasing” of 
the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                   
 
3. Section 3 – Areas of Operations Affected by Construction Activity: This project shall be 
completed in accordance with Section 3 “Areas of Operations Affected by Construction Activity” of the 
approved Construction Safety and Phasing Plan. 
 

Yes                                No                                   
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4. Section 4 – Protection of Navigational Aids (NAVAIDS): This project shall be completed in 
accordance with Section 4 “Protection of Navigational Aids (NAVAIDS)” of the approved Construction 
Safety and Phasing Plan. 
 

Yes                                No                                   
 
5. Section 5 – Contractor Access: This project shall be completed in accordance with Section 5 
“Contractor Access” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                   
 

6. Section 6 – Wildlife Management: This project shall be completed in accordance with Section 6 
“Wildlife Management” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                 
 

7. Section 7 – Foreign Object Debris (FOD) Management: This project shall be completed in 
accordance with Section 7 “Foreign Object Debris (FOD) Management” of the approved Construction 
Safety and Phasing Plan. 
 

Yes                                No                                   
 
8. Section 8 – Hazardous Materials (HAZMAT) Management: This project shall be completed in 
accordance with Section 8 “Hazardous Materials (HAZMAT) Management” of the approved Construction 
Safety and Phasing Plan. 
 

Yes                                No                                  
 

9. Section 9 – Notification of Construction Activities: This project shall be completed in 
accordance with Section 9 “Notification of Construction Activities” of the approved Construction Safety and 
Phasing Plan. 
 

Yes                                No                               
 

10. Section 10 – Inspection Requirements: This project shall be completed in accordance with 
Section 10 “Inspection Requirements” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                               
 

11. Section 11 – Underground Utilities: This project shall be completed in accordance with Section 
11 “Underground Utilities” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                               
 

12. Section 12 – Penalties: This project shall be completed in accordance with Section 12 “Penalties” 
of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                 
 

13. Section 13 – Special Conditions: This project shall be completed in accordance with Section 13 
“Special Conditions” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No           
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14. Section 14 – Runway and Taxiway Visual Aids: This project shall be completed in accordance 
with Section 14 “Runway and Taxiway Visual Aids” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                 
 

15. Section 15 – Marking and Signs for Access Routes: This project shall be completed in 
accordance with Section 15 “Marking and Signs for Access Routes” of the approved Construction Safety 
and Phasing Plan. 
 

Yes                                No                                  
 

16. Section 16 – Hazard Marking and Lighting: This project shall be completed in accordance with 
Section 16 “Hazard Marking and Lighting” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                   
 

17. Section 17 – Work Zone Lighting for Nighttime Construction: This project shall be completed 
in accordance with Section 17 “Work Zone Lighting for Nighttime Construction” of the approved 
Construction Safety and Phasing Plan. 
 

Yes                                No                                   
 
18. Section 18 – Protection of Safety Areas, Object Free Areas, Object Free Zones, and 
Approach / Departure Surfaces: This project shall be completed in accordance with Section 18 
“Protection of Safety Areas, Object Free Areas, Object Free Zones, and Approach / Departure Surfaces” 
of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                   
 

19. Section 19 – Other Limitations on Construction: This project shall be completed in accordance 
with Section 19 “Other Limitations on Construction” of the approved Construction Safety and Phasing Plan. 
 

Yes                                No                                  
 

I certify that, for the project identified herein, the responses to the foregoing items are correct as marked, 
and that I shall comply with the approved Construction Safety and Plan. 
 
 
Signed:                                                                    

Contractor's Authorized Representative 
 

Date:                                                                    
 

 
Print Name and Title of Contractor's Representative    

 
END OF ITEM SS-101 
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 ITEM SS-110 STANDARD SPECIFICATIONS 

 
 

GENERAL 
 
110-1.1 The standard specifications of the Alabama Department of Transportation (ALDOT) are bound in 
a book titled Standard Specifications for Highway Construction. These specifications are referred to 
herein as "Standard Specifications."  The latest edition shall apply. A copy of these "Standard 
Specifications" may be obtained from ALDOT at their customary charge. 
 
 

INCORPORATION AND MODIFICATION 
 
110-2.1 Certain parts of the Standard Specifications are appropriate for inclusion in these Technical 
Specifications.  Such parts are incorporated herein by reference to the proper section or paragraph number.  
The individual specification numbers noted herein may be different from those in the latest edition of the 
"Standard Specifications."  The most current specification number shall apply.  Each such referenced part 
shall be considered to be a part of these Contract Documents as though copied herein in full. 
 
110-2.2 Certain referenced parts of the Standard Specifications are modified in the Specifications that 
follow.  In case of conflict between the Standard Specifications and the Specifications that follow, the 
Specifications that follow shall govern. 
 
110-2.3 Individual material test numbers change from time to time.  Use the latest applicable test. 
 
110-2.4 Reference in the Standard Specifications to the “Department” is herein changed to the “Owner”. 
 
 

MEASUREMENT AND PAYMENT 
 
110-3.1 In addition to other ALDOT items utilized within the planset, the provisions of the Standard 
Specifications shall also be incorporated into these specifications for the list of items below. 
 
Payment will be made under the following items: 
 
SS-110-3.1 Permanent ALDOT 703-A Solid Blue, Class 1 Type “A” Traffic Markings – per Square Foot 
 
SS-110-3.2 Permanent ALDOT 703-A Solid Yellow, Class 1 Type “A” Traffic Markings – per Square Foot 
 
SS-110-3.3 Permanent ALDOT 703-B Handicap Symbol, Class 1 Type “A” Traffic Control Legend – per Each 
 
SS-110-3.4 R7-8 and R7-8P Sign Installed on One Post – per Each 
 

 

END OF ITEM SS-110 
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ITEM SS-120 CONSTRUCTION SAFETY AND SECURITY 

 

 

DESCRIPTION 

 

120-1.1 This item covers safety and security for construction of the proposed improvements. 

 

The attention of the bidder is directed to the necessity for careful examination of the entire project site to 

determine, at the time of bid preparation, the full extent of work to be done under the item "Construction 

Safety and Security."   

 

The item "Construction Safety and Security" shall include: 

 

1. Lighted Barricades and Traffic Control 

2. Lockout/Tagout Program 

3. Airport Security Requirements 

4. Airport Safety Requirements 

 

 

CONSTRUCTION METHODS 

 

 

120-2.1 LIGHTED BARRICADES AND TRAFFIC CONTROL.  The Contractor shall furnish, install, 

maintain, and remove closed taxiway and apron lighted barricades in accordance with details on the 

plans and as directed by the Engineer.  The lighted barricades shall be constructed and installed as 

shown on the plans. All lighted barricades and taxiway and apron closures shall be delineated in 

accordance with AC 150/5370-2G Operational Safety on Airports During Construction. 

 

During periods of hauling, the Contractor shall also provide a properly trained flag-person to ensure 

construction traffic yields to aircraft traffic.   

 

All work involved in the furnishing, installation, maintenance, relocation between phases, temporary flag-

person, and final removal of lighted barricades will not be measured for separate payment but will be 

considered subsidiary to the bid item "Construction Safety and Security." 

 

120-2.2 LOCKOUT / TAGOUT PROGRAM.   The Contractor shall submit a complete copy of an electrical 

energy source Lockout/Tagout Program in accordance with Part 1910 – Occupational Safety and Health 

Standards (OSHA) Subpart S – Electrical, that meets the requirements of 29 CFR 1910.147, The Control of 

Hazardous Energy (Lockout/Tagout), including requirements listed in 1910.331 through 1910.335.  

Implementation of the Lockout/Tagout Program and the related safety requirements are the sole 

responsibility of the Contractor.   

 

120-2.3 AIRPORT SECURITY REQUIREMENTS.   The Contractor shall abide by the Airport Security 

requirements that are outlined in the Construction Safety and Phasing Plan (CSPP) of the plans.  Any costs 

associated with the Airport Security requirements will not be measured for separate payment but will be 

considered subsidiary to the bid item "Construction Safety and Security." 

 

120-2.4 AIRPORT SAFETY REQUIREMENTS.   The Contractor shall abide by the Airport Safety 

requirements that are outlined in the Construction Safety and Phasing Plan (CSPP) of the plans.  All costs 

associated with the Airport Safety requirements will not be measured for separate payment but will be 

considered subsidiary to the bid item "Construction Safety and Security." 
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MEASUREMENT AND PAYMENT 

 

120-3.1 Construction Safety and Security will be measured as a lump sum complete item.  Work completed 

and accepted under this item will be paid for at the contract lump sum price bid for "Construction Safety and 

Security", which price shall be full compensation for furnishing all labor, tools, equipment and incidentals 

necessary to complete the work. 

 

Periodic payments will be made under this item in proportion to the amount of work accomplished, as 

determined by the Engineer. 

 

Payment will be made under: 

 

Item SS-120-3.1 Construction Safety and Security - per Lump Sum 

 

 

END OF ITEM SS-120 
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ITEM SS-125 CONSTRUCTION SITE MANAGEMENT 

 

 

DESCRIPTION 

 

125-1.1 This item covers management of the construction site for the proposed improvements. 

 

The attention of the bidder is directed to the necessity for careful examination of the entire project site to 

determine, at the time of bid preparation, the full extent of work to be done under the item "Construction Site 

Management."   

 

The item "Construction Site Management" shall include: 

 

1. Contractor’s Access/Haul Routes 

2. Contractor’s Staging Area 

3. Instrument Control 

4. Construction Best Management Practices Plan 

5. Clean-Up 

 

 

CONSTRUCTION METHODS 

 

125-2.1 CONTRACTOR’S ACCESS/HAUL ROUTES.  The Contractor shall layout, construct, maintain, 

and repair all access/haul roads needed to construct the work.  The existing access roads shown on the 

plans shall be repaired, as determined necessary by the Engineer, at the close of the project.  All such 

work, including all materials and labor, involved in the layout, construction, maintenance, and repair of the 

Contractor's access/haul roads will not be measured for separate payment but will be considered 

subsidiary to the bid item "Construction Site Management."  Temporary pipe culverts shall be installed 

and maintained as required and shall be of a size to adequately convey and expeditiously drain the site.  

The type of pipe used for temporary pipe shall be at the option of the Contractor. Temporary pipe culverts 

shall not be measured for separate payment but will be considered subsidiary to the access/haul road. All 

temporary pipe culverts shall be removed by the Contractor and shall remain his property at the close of 

the project. 

 

125-2.2 CONTRACTOR’S STAGING AREA.  The areas designated in the plans or by the Engineer as the 

Contractor's staging area shall be cleared and graded by the Contractor as needed for use by the 

Contractor in constructing the work on this project. All areas used or otherwise occupied by the 

Contractor for his operations shall be cleaned, regraded, and seeded, as directed by the Engineer, prior 

to the final acceptance of the project by the Airport. All work involved in the preparation and restoration of 

areas used or occupied by the Contractor, including clearing, grubbing, regrading, seeding, and installing 

and removing fence, shall not be measured for separate payment but will be considered subsidiary to the 

bid item “Construction Site Management." 

 

125-2.3 INSTRUMENT CONTROL.  The Contractor will be furnished survey baselines and benchmarks to 

control the work as shown on the Plans. The Contractor shall be responsible for the additional instrument 

control necessary to layout and construct the work.  The Contractor shall provide the instrument control 

as provided for in Section 50 of the General Provisions. The Contractor's instrument control of the work 

shall not be measured for separate payment but shall be considered subsidiary to the bid item 

"Construction Site Management." 
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125-2.4 CONSTRUCTION BEST MANAGEMENT PRACTICES PLAN.  The Contractor shall note that 

storm water and precipitation runoff from construction activities is regulated by the Alabama Department 

of Environmental Management (ADEM) and that construction sites where soils are disturbed are required 

to be permitted in accordance with General NPDES Permit No. ALR1000000. This regulation is mandated 

by Title 40 Code of Federal Regulations (CFR) 122.26. The contractor shall be responsible for the 

preparation, filing and terminating of required permit (permit to be obtained in the Owner’s name), fees, 

implementation, records, and all other requirements of the Construction Best Management Practices Plan 

(CBMPP). 

 

The CBMPP shall be submitted to the Owner for review and signature prior to construction and/or prior to 

submission of the document to ADEM (if required). The regulation may allow an exemption for some 

construction sites under a certain size. However, the exemption is not automatic and does not relieve the 

contractor from contacting ADEM – Water Division, Stormwater Management Branch, PO Box 301463, 

Montgomery, Alabama 36130, (334) 271-7700 and making his own arrangements for such an exemption. 

The contractor shall have a valid permit in place or shall provide evidence of an exemption to the Owner 

before any construction begins. There will be no separate measurement or payment for any facilities, 

materials, or equipment needed by the contractor to comply with the permit.  

 

Any fines issued to the Owner as a result of the Contractor’s insufficient execution of the CBMPP and/or 

failure to follow stormwater regulations will be assessed to the Contractor. Such deductions shall not be 

limited to the total price of this item.  

 

The institution of and compliance with the CBMPP shall not be measured for separate payment but will be 

considered subsidiary to the bid item “Construction Site Management." 

 

125-2.5 CLEAN-UP.  From time to time, the Contractor shall clean up the site in order that the site 

presents a neat appearance and that the progress of work will not be impeded.  One such clean up shall 

immediately precede final inspection. 

 

Immediately following acceptance of the work by the Owner, the Contractor shall remove all temporary 

equipment, surplus materials, and debris resulting from his operations, and leave the site in a condition 

fully acceptable to the Owner.   

 

 

MEASUREMENT AND PAYMENT 

 

125-3.1 Construction Site Management will be measured as a lump sum complete item.  Work completed 

and accepted under this item will be paid for at the contract lump sum price bid for "Construction Site 

Management", which price shall be full compensation for furnishing all labor, tools, equipment and incidentals 

necessary to complete the work. 

 

Periodic payments will be made under this item in proportion to the amount of work accomplished, as 

determined by the Engineer. 

 

Payment will be made under: 

 

Item SS-125-3.1 Construction Site Management - per Lump Sum 

 

 

END OF ITEM SS-125 
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ITEM SS-220 ALDOT BITUMINOUS CONCRETE 

 
DESCRIPTION 

 
220-1.1 The standard specifications of the Alabama State Highway and Transportation Department 
are bound in a book titled Alabama Department of Transportation, Standard Specifications for Highway 
Construction, 2018 Edition.  These specifications are referred to herein as "Standard Specifications."  A 
copy of the Standard Specifications may be obtained from ALDOT at their customary charge.   
 
This particular item shall consist of a surface course composed of mineral aggregate and bituminous 
material mixed in a central mixing plant and placed on a prepared course in accordance with these 
specifications and shall conform to the lines, grades, thicknesses, and typical cross sections shown on 
the plans.  The surface course shall be constructed to the depth, typical section, or elevation required by 
the plans and shall be rolled, finished, and approved by the engineer prior to payment. 

 
MATERIALS 

 
220-2.1 HOT MIX ASPHALT.  The materials furnished shall conform to the applicable requirements of 
Section 410 and Section 424 of the Alabama Department of Transportation Specifications for Highway 
Construction, 2018 Edition for ALDOT 424-A Superpave Bituminous Concrete Wearing Surface Layer, ¾” 
Maximum Aggregate Size, ESAL A/B. RAP will not be permitted.  The Contractor shall provide an 
approved job mix formula from the Materials and Tests Engineer from the State of Alabama.   
 

COMPOSITION AND CONSTRUCTION REQUIREMENTS 
 
220-3.1 The bituminous surface course shall be produced, transported, placed, and compacted in 
accordance with the applicable sections set forth herein and in Section 410 and Section 424 of the 
Alabama Department of Transportation Specifications for Highway Construction, 2018 Edition.  Prior to 
placing of the hot mix asphalt, the underlying surface must be prepared according to the project 
specifications and reviewed by the Engineer.  
 

CONTRACTOR QUALITY CONTROL 
 

220-4.1 General. The Contractor shall develop a Contractor Quality Control Program (CQCP). 
 
220-4.2 Contractor quality control (QC) facilities. The Contractor shall provide or contract for testing 
facilities. The RPR shall be permitted unrestricted access to inspect the Contractor’s QC facilities and 
witness QC activities. The RPR will advise the Contractor in writing of any noted deficiencies concerning 
the QC facility, equipment, supplies, or testing personnel and procedures. When the deficiencies are 
serious enough to be adversely affecting the test results, the incorporation of the materials into the work 
shall be suspended immediately and will not be permitted to resume until the deficiencies are 
satisfactorily corrected.  
 
220-4.3 Contractor QC Testing.  The Contractor shall perform all QC tests necessary to control the 
production and construction processes applicable to these specifications. The testing program shall 
include, but not necessarily be limited to, tests for the control of asphalt content, aggregate gradation, 
temperatures, aggregate moisture, field compaction, and surface smoothness.  
 

a. Asphalt content. A minimum of two tests shall be performed per day in accordance with ASTM 
D6307 or ASTM D2172 for determination of asphalt content. When using ASTM D6307, the 
correction factor shall be determined as part of the first test performed at the beginning of plant 
production; and as part of every tenth test performed thereafter. The asphalt content for the day 
will be determined by averaging the test results.   
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b. Gradation.  Aggregate gradations shall be determined a minimum of twice per day from 
mechanical analysis of extracted aggregate in accordance with ASTM D5444, ASTM C136, and 
ASTM C117.   

c. Moisture content of aggregate. The moisture content of aggregate used for production shall be 
determined a minimum of once per day in accordance with ASTM C566.   

d. Moisture content of asphalt. The moisture content shall be determined once per day in 
accordance with AASHTO T329 or ASTM D1461.   

e. Temperatures. Temperatures shall be checked, at least four times per day, at necessary 
locations to determine the temperatures of the dryer, the asphalt binder in the storage tank, the 
asphalt at the plant, and the asphalt at the job site.   

f. In-place density monitoring. The Contractor shall conduct any necessary testing to ensure that 
the specified density is being achieved. A nuclear gauge may be used to monitor the pavement 
density in accordance with ASTM D2950.   

g. Smoothness for Contractor Quality Control.  The Contractor shall perform smoothness testing in 
transverse and longitudinal directions daily to verify that the construction processes are producing 
pavement with variances less than ¼ inch in 12 feet, identifying areas that may pond water which 
could lead to hydroplaning of aircraft. If the smoothness criteria is not met, appropriate changes 
and corrections to the construction process shall be made by the Contractor before construction 
continues. 

The Contractor may use a 12-foot straightedge, a rolling inclinometer meeting the requirements of 
ASTM E2133, or rolling external reference device that can simulate a 12-foot straightedge, 
approved by the RPR. Straight-edge testing shall start with one-half the length of the straightedge 
at the edge of pavement section being tested and then moved ahead one-half the length of the 
straightedge for each successive measurement. Testing shall be continuous across all joints. The 
surface irregularity shall be determined by placing the freestanding (unleveled) straightedge on 
the pavement surface and allowing it to rest upon the two highest spots covered by its length, and 
measuring the maximum gap between the straightedge and the pavement surface in the area 
between the two high points. If the rolling inclinometer or external reference device is used, the 
data may be evaluated using either the FAA profile program, ProFAA, or FHWA ProVal, using the 
12-foot straightedge simulation function.   

Smoothness readings shall not be made across grade changes or cross slope transitions. The 
transition between new and existing pavement shall be evaluated separately for conformance 
with the plans. 

(1) Transverse measurements. Transverse measurements shall be taken for each day’s 
production placed. Transverse measurements shall be taken perpendicular to the pavement 
centerline each 50 feet or more often as determined by the RPR. The joint between lanes 
shall be tested separately to facilitate smoothness between lanes. 

(2) Longitudinal measurements. Longitudinal measurements shall be taken for each day’s 
production placed. Longitudinal tests shall be parallel to the centerline of paving; at the center 
of paving lanes when widths of paving lanes are less than 20 feet; and at the third points of 
paving lanes when widths of paving lanes are 20 ft or greater. When placement abuts 
previously placed material the first measurement shall start with one half the length of the 
straight edge on the previously placed material.  

Deviations on the final surface course in either the transverse or longitudinal direction that will 
trap water greater than 1/4 inch shall be corrected with diamond grinding or by removing and 
replacing the surface course to full depth. Grinding shall be tapered in all directions to provide 
smooth transitions to areas not requiring grinding. All areas in which diamond grinding has 
been performed shall be subject to the final pavement thickness tolerances specified in 
paragraph 220-5.1. Areas that have been ground shall be sealed with a surface treatment in 
accordance with Item P-608. To avoid the surface treatment creating any conflict with runway 
or taxiway markings, it may be necessary to seal a larger area.   
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Control charts shall be kept to show area of each day’s placement and the percentage of 
corrective grinding required. Corrections to production and placement shall be initiated when 
corrective grinding is required. If the Contractor’s machines and/or methods produce 
significant areas that need corrective actions in excess of 10 percent of a day’s production, 
production shall be stopped until corrective measures are implemented by the Contractor. 

 
h. Grade.  Grade shall be evaluated daily to allow adjustments to paving operations when grade 

measurements do not meet specifications. As a minimum, grade shall be evaluated prior to and 
after the placement of the first lift and after placement of the surface lift.   

Measurements will be taken at appropriate gradelines (as a minimum at center and edges of 
paving lane) and longitudinal spacing as shown on cross-sections and plans. The final surface of 
the pavement will not vary from the gradeline elevations and cross-sections shown on the plans 
by more than 1/2 inch vertically. The documentation will be provided by the Contractor to the RPR 
within 24 hours.   

Areas with humps or depressions that exceed grade or smoothness criteria and that retain water 
on the surface must be ground off provided the course thickness after grinding is not more than 
1/2 inch less than the thickness specified on the plans.  

The Contractor shall repair low areas or areas that cannot be corrected by grinding by removal of 
deficient areas to the depth of the final course plus ½ inch and replacing with new material. Skin 
patching is not allowed. 

220-4.4 Sampling. When directed by the RPR, the Contractor shall sample and test any material that 
appears inconsistent with similar material being sampled, unless such material is voluntarily removed and 
replaced or deficiencies corrected by the Contractor. All sampling shall be in accordance with standard 
procedures specified. 
 
220-4.5 Control charts. The Contractor shall maintain linear control charts for both individual 
measurements and range (i.e. difference between highest and lowest measurements) for aggregate 
gradation, asphalt content, and VMA. The VMA for each day will be calculated and monitored by the QC 
laboratory. 
 
Control charts shall be posted in a location satisfactory to the RPR and kept current. As a minimum, the 
control charts shall identify the project number, the contract item number, the test number, each test 
parameter, the Action and Suspension Limits applicable to each test parameter, and the Contractor’s test 
results. The Contractor shall use the control charts as part of a process control system for identifying 
potential problems and assignable causes before they occur. If the Contractor’s projected data during 
production indicates a problem and the Contractor is not taking satisfactory corrective action, the RPR 
may suspend production or acceptance of the material. 
 

a. Individual measurements. Control charts for individual measurements shall be established to 
maintain process control within tolerance for aggregate gradation, asphalt content, and VMA. The 
control charts shall use the job mix formula target values as indicators of central tendency for the 
following test parameters with associated Action and Suspension Limits: 
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Control Chart for Individual Measurements 

Sieve  Action Limit Suspension Limit 

3/4 inch (19.0 mm)  ±6%  ±9% 

1/2 inch (12.5 mm)  ±6%  ±9% 

3/8 inch (9.5 mm)  ±6%  ±9% 

No. 4 (4.75 mm)  ±6%  ±9% 

No. 16 (1.18 mm)  ±3%  ±4.5% 

No. 50 (300 µm) ±3%  ±4.5% 

No. 200 (75 µm) ±2%  ±3% 

Asphalt Content  ±0.45%  ±0.70% 

Minimum VMA -0.5% -1.0% 

 

b. Range. Control charts shall be established to control gradation process variability. The range 
shall be plotted as the difference between the two test results for each control parameter. The 
Suspension Limits specified below are based on a sample size of n = 2. Should the Contractor 
elect to perform more than two tests per lot, the Suspension Limits shall be adjusted by 
multiplying the Suspension Limit by 1.18 for n = 3 and by 1.27 for n = 4.   

Control Chart Limits Based on Range 

Sieve Suspension Limit Sieve Suspension Limit 

1/2 inch (12.5 mm) 11% 

3/8 inch (9.5 mm) 11% 

No. 4 (4.75 mm) 11% 

No. 16 (1.18 mm) 9% 

No. 50 (300 µm) 6% 

No. 200 (75 µm)% 3.5% 

Asphalt Content 0.8% 

 

c. Corrective Action. As a minimum, a process shall be deemed out of control and production 
stopped and corrective action taken, if: 

(1) One point falls outside the Suspension Limit line for individual measurements or range; or 

(2) Two points in a row fall outside the Action Limit line for individual measurements.  

 

220-4.6 QC reports. The Contractor shall maintain records and shall submit reports of QC activities 
daily. 
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MATERIAL ACCEPTANCE 
 
220-5.1 Quality Assurance Acceptance sampling and testing. Unless otherwise specified, all 
acceptance sampling and testing necessary to determine conformance with the requirements specified in 
this section will be performed by the RPR at no cost to the Contractor except that coring as required in 
this section shall be completed and paid for by the Contractor. 
 

a. Quality Assurance (QA) testing laboratory. The QA testing laboratory performing these 
acceptance tests will be accredited in accordance with ASTM D3666. The QA laboratory 
accreditation will be current and listed on the accrediting authority’s website. All test methods 
required for acceptance sampling and testing will be listed on the lab accreditation.   

b. Lot Size. A standard lot will be equal to one day’s production divided into approximately equal 
sublots of between 400 to 600 tons. When only one or two sublots are produced in a day’s 
production, the sublots will be combined with the production lot from the previous or next day.   

Where more than one plant is simultaneously producing asphalt for the job, the lot sizes will apply 
separately for each plant.   

c. Asphalt air voids. Plant-produced asphalt will be tested for air voids on a sublot basis. 

(1) Sampling. Material from each sublot shall be sampled in accordance with ASTM D3665. 
Samples shall be taken from material deposited into trucks at the plant or at the job site in 
accordance with ASTM D979. The sample of asphalt may be put in a covered metal tin and 
placed in an oven to maintain the material at or above the compaction temperature as 
specified in the JMF. 

(2) Testing. Air voids will be determined for each sublot in accordance with ASTM D3203 for a set 
of three compacted specimens prepared in accordance with ASTM D6925. 

 
d. In-place asphalt mat and joint density. Each sublot will be tested for in-place mat and joint density 

as a percentage of the theoretical maximum density (TMD). 

(1) Sampling. The Contractor will cut minimum 5 inches diameter samples in accordance with 
ASTM D5361. The Contractor shall furnish all tools, labor, and materials for cleaning, and 
filling the cored pavement. Laitance produced by the coring operation shall be removed 
immediately after coring, and core holes shall be filled within one day after sampling in a 
manner acceptable to the RPR. 

(2) Bond. Each lift of asphalt shall be bonded to the underlying layer. If cores reveal that the 
surface is not bonded, additional cores shall be taken as directed by the RPR to determine 
the extent of unbonded areas. Unbonded areas shall be removed by milling and replaced at 
no additional cost as directed by the RPR. 

(3) Thickness. Thickness of each lift of surface course will be evaluated by the RPR for 
compliance to the requirements shown on the plans after any necessary corrections for 
grade. Measurements of thickness will be made using the cores extracted for each sublot for 
density measurement. The maximum allowable deficiency at any point will not be more than 
1/4 inch less than the thickness indicated for the lift. Average thickness of lift, or combined 
lifts, will not be less than the indicated thickness. Where the thickness tolerances are not met, 
the lot or sublot shall be corrected by the Contractor at his expense by removing the deficient 
area and replacing with new pavement. The Contractor, at his expense, may take additional 
cores as approved by the RPR to circumscribe the deficient area. 

(4) Mat density. One core shall be taken from each sublot. Core locations will be determined by 
the RPR in accordance with ASTM D3665. Cores for mat density shall not be taken closer 
than one foot from a transverse or longitudinal joint. The bulk specific gravity of each cored 
sample will be determined in accordance with ASTM D2726. The percent compaction 
(density) of each sample will be determined by dividing the bulk specific gravity of each sublot 
sample by the TMD for that sublot. 
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(5) Joint density. One core centered over the longitudinal joint shall be taken for each sublot 
which contains a longitudinal joint. Core locations will be determined by the RPR in 
accordance with ASTM D3665. The bulk specific gravity of each core sample will be 
determined in accordance with ASTM D2726. The percent compaction (density) of each 
sample will be determined by dividing the bulk specific gravity of each joint density sample by 
the average TMD for the lot. The TMD used to determine the joint density at joints formed 
between lots will be the lower of the average TMD values from the adjacent lots. 

 
220-5.2 Acceptance criteria. 
 

a. General. Acceptance will be based on the following characteristics of the asphalt and completed 
pavements: air voids, mat density, joint density and grade.  

b. Air Voids.  Acceptance of each lot of plant produced material for air voids will be based upon the 
average air void from the sublots. If the average air voids of the lot are equal to or greater than 
2% and equal to or less than 5%, then the lot will be acceptable. If the average is below 2% or 
greater than 5%, the lot shall be removed and replaced at the Contractor’s expense.   

c. Mat density. Acceptance of each lot of plant produced material for mat density will be based on 
the average of all of the densities taken from the sublots. If the average mat density of the lot so 
established equals or exceeds 94%, the lot will be acceptable. If the average mat density of the 
lot is below 94%, the lot shall be removed and replaced at the Contractor’s expense.   

d. Joint density. Acceptance of each lot of plant produced asphalt for joint density will be based on 
the average of all of the joint densities taken from the sublots. If the average joint density of the 
lot so established equals or exceeds 92%, the lot will be acceptable. If the average joint density of 
the lot is less than 92%, the Contractor shall stop production and evaluate the method of 
compacting joints. Production may resume once the reason for poor compaction has been 
determined and appropriate measures have been taken to ensure proper compaction.   

e. Grade. The final finished surface of the pavement of the completed project shall be surveyed to 
verify that the grade elevations and cross-sections shown on the plans do not deviate more than 
1/2 inch vertically.   

Cross-sections of the pavement shall be taken at a minimum 50-foot longitudinal spacing and at 
all longitudinal grade breaks. Minimum cross-section grade points shall include grade at 
centerline, ± 10 feet of centerline, and edge of apron pavement. 

 
220-5.3 Resampling Pavement for Mat Density. 
 

a. General. Resampling of a lot of pavement will only be allowed for mat density and then, only if the 
Contractor requests same in writing, within 48 hours after receiving the written test results from 
the RPR. A retest will consist of all the sampling and testing procedures contained in paragraphs 
220-5.1. Only one resampling per lot will be permitted.   

(1) A redefined mat density will be calculated for the resampled lot. The number of tests used to 
calculate the redefined mat density will include the initial tests made for that lot plus the 
retests. 

(2) The cost for resampling and retesting shall be borne by the Contractor. 

b. Payment for resampled lots. The redefined mat density for a resampled lot will be used to 
evaluate the acceptance of that lot in accordance with paragraph 220-5.2.   

c. Outliers. Check for outliers in accordance with ASTM E178, at a significance level of 5%. Outliers 
will be discarded and density determined using the remaining test values. 
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MEASUREMENT AND PAYMENT 
 

220-6.1 The quantity of bituminous concrete wearing surface course to be paid for will be determined 
by measurement of the number of tons of material actually constructed on site and accepted by the 
Engineer as complying with the plans and specifications.   Payment shall be made at the contract unit 
price per ton for bituminous concrete wearing surface course.  This price shall be full compensation for 
furnishing all materials, for preparing and placing these materials, and for all labor, equipment, tools and 
incidentals necessary to complete these items. 
 
220-6.2  No separate measurement or payment will be made for sampling or testing provided by the 
Contractor.  
 
Payment will be made under: 
 
Item SS-220-6.1 4-Inch ALDOT 424-A Superpave Bituminous Concrete Wearing Surface Layer, ¾” 

Maximum Aggregate Size, ESAL A/B – per Ton 
 
Item SS-220-6.2 Variable Depth (2-6 Inch Overlay) ALDOT 424-A Superpave Bituminous Concrete 

Wearing Surface Layer, ¾” Maximum Aggregate Size, ESAL A/B – per Ton 
  

 

END OF ITEM SS-220 
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ITEM SS-295 PRE-ENGINEERED METAL HANGAR 
 

 

DESCRIPTION 

 

295-1.1 Furnish, deliver, and erect the complete pre-engineered metal hangar including foundation; anchor 

bolts; steel frames; purlins; wall girts; eave girts; exterior and interior wall panels; roof panels; and all 

miscellaneous framing, trim, fittings, fastening, sealants, glazing and other components to make the steel 

shell structure conform to these specifications and the contract drawings.  Contractor shall also furnish 

complete foundation design and detailing based on a detailed soils investigation performed by a 

professional geotechnical engineer, licensed in the state where the construction occurs.   

 

295-1.2 The hangar shall be the design of a manufacturer who is regularly engaged in the fabrication of 

aircraft hangar buildings and hangar doors. The hangar package shall be supplied as a complete system 

and furnished by a manufacturer who provides hangar doors and hangar buildings as an integral hangar 

building package.  All materials shall be new, unused, and free from defect.  The manufacturer’s standard 

components may be used if quality levels and requirements meet or exceed that required of this 

specification.  If any requirement of this specification conflicts with the manufacturer’s standard model 

referenced below, the more stringent of the requirements shall be provided.  The manufacturer’s electrical 

and mechanical components shall meet the requirements as specified in this Section, including the 

supplemental and technical specifications and the drawings.  Any manufacturer's name, trade name, 

brand name or catalog number used in these specifications is for the purpose of describing and 

establishing general quality levels.  Such references are not intended to be restrictive.  Bids will be 

considered for any brand that meets or exceeds the quality of the specifications listed for any item 

approved by the Shelby County Commission. The Mass Storage Hangar D shall be an 80’ x 80’ clear 

span hangar with a minimum clear door opening of 69’4”’ wide x 19’11” tall with a minimum roof slope of 

0.5”/12’.  The Mass Storage Hangar D shall be equipped with a 73’4” x 19’11” Horton Stack Door with 

recessed track or approved equal.   

 

The following building manufacturers are preapproved manufactures. Additional manufacturers may 

submit qualifications for inclusion in the engineer’s preapproved list at least 72 hours prior to the opening 

of bids.  

 

a. Erect-A-Tube (1-800-624-9219) 

b. Steel Span Inc. (1-815-943-9071) 

c. Alliance Steel Building Systems (1-405-745-7500) 

d. BC Steel Buildings (1-800-227-8335) 

e. Ruffin Building Systems (1-800-421-4232) 

f. Pinnacle Structures (1-800-201-1534) 

g. Mesco Building Solutions (1-800-556-3726) 

h. Hangars and Doors Unlimited (205-533-2347) 

 

295-1.3 The Mass Storage Hangar shall be a Group III Aircraft Hangar, Type II (000) Construction, per 

NFPA 409 – Standard on Aircraft Hangars and NFPA 220 – Standard on Types of Building Construction.  

 

295-1.4 Electrical work in this hangar project includes, but is not limited to, new electrical service including 

overhead primary, and pad or pole mounted transformer pad and accessories as directed by the utility, 

complete secondary electrical power service and distribution system and equipment, excavation and 

backfill for electrical work, foundations and pads for electrical work, racks and support structures, 

temporary electrical service, feeder and branch circuit power wiring and distribution system, grounding 

systems, lightning protection systems, interior and exterior lighting and lamps, wiring devices, electrical 

control systems and interlock wiring, labeling and tagging, and conduit/wiring for all built-in equipment. 
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295-1.5 Mechanical work will consist of the following: 

 

a. Relocation/replacement and encasement of the existing water line.   

b. Installation of new water service line and one external wall hydrant (ZURN Z1335 or 

approved equal) with concrete splash pad. 

c. Plumbing stub-outs for a floor mounted water closet and a wall hung lavatory to the area 

of the building specified for the future restroom addition.  No bathroom will be constructed 

at this time. 

d. Roof drains.  Roof drains on the south side of the hangar shall be terminated at concrete 

splash pads.  Roof drains on the north side of the building shall terminate below ground 

into a PVC pipe that outlets into the proposed airfield grate inlet.  Cleanouts shall be 

included for each drain.   

e. Additional splash pads to be provided for roof drains of the adjacent building as well as 

the proposed wall hydrant.   

 

295-1.6 In addition to the description above, the Mass Storage Hangar D shall include: 

 

a. Three 3’ x 6’8” personnel doors at locations shown in the plans.  Doors shall include a 26 

Ge. Trim package and weather stripping.  Each personnel door shall be openable from 

the inside with a single operation.   

b. Each hangar door lock shall be required to be a Grade 1 deadbolt, keyed one side, and 

shall accept or be compatible with a Schlage C, six pin cylinder.  Locks shall be lockset 

and master keyed to match existing Airport Master Key.   

c. East exterior wall shall have a 4’ brick façade.  Brick samples shall be provided to the 

Owner for color selection.   

 

NOTE: The Contractor shall provide written certification that all aspects of the hangar design and 

hangar construction meet the requirements of this specification and all applicable federal, state 

and local codes. The certification forms are included in this specification. Letters accompanying 

the design certification will be completed and signed by a Professional Engineer registered to 

practice in the State of Alabama, and shall be furnished to the Owner before construction begins.  

The certifications shall be completed by the principal or owner of the Contractor's company and 

furnished to the Owner at defined milestones for use in processing payment. 

 

QUALITY ASSURANCE 

 

295-2.1 General Design Criteria: 

 

The Mass Storage Hangar shall be constructed per the requirements of NFPA 409 – Standard on Aircraft 

Hangars, for a Group III Aircraft Hangar classification, to Type II (000) Construction (maximum 12,000 

square foot maximum single fire area).  Refer to NFPA 220 – Standard on Types of Building Construction 

for fire resistance rating requirements for Type II (000) construction. 

 

a. It shall be the Contractor’s responsibility to produce and furnish all required construction 

documents to the appropriate regulatory agencies for their review.  It is the Contractor’s 

responsibility to coordinate and furnish all permits, licenses and fees required to construct 

all aspects of the hangar. 

b. It shall be the Contractor’s responsibility to furnish all professional certification required to 

meet all state and local codes and laws. 

c. The hangar shall be an 80’ x 80’ clear span hangar with a clear door opening of 69’4”’ wide 

x 19’11” tall with a minimum roof slope of 0.5”/12’.  Overall dimensions may vary to suit 

manufacturer’s standard design.   

d. The hangar door shall be a 73’4” x 19’11” Horton Stack Door with recessed track or 

approved equal.  Recessed track shall be constructed with a drainage outlet to prevent 
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water retention.   

e. The building shall be designed and fabricated according to AISC and AISI latest 

specifications. 

f. The building shall be designed to support all mechanical equipment.  Additional girts or 

purlins shall be placed in convenient locations for attachment of all mechanical equipment. 

g. Combination design loads conditions shall be as required by 2018 International Building 

Code, minimum Risk Category II. 

h. The hangar may be “post and beam” for all column lines. 

i. For welded connections, comply with AWS “Structural Welding Code”.  Welders shall be 

certified. 

 

295-2.2 Structural Design Loads:   Basic design loads as well as deflection limits are as follows: 

 

a. Design Loads  

Dead Load of Building (D) Compute for actual building 

components used 

Dead Load allowance for electrical 5 lbs./sq. ft. 

 

Roof Live Load (R) 20 lbs./sq. ft or In conformance 

with 2018 International Building 

Code, whichever is greater 

Wind Load (horizontal) (W) In conformance with 2018 

International Building Code 

Seismic (EQ) In conformance with 2018 

International Building Code 

Snow Load(s) In conformance with 2018 

International Building Code 

 

b. Deflection Limits 

 (under total load) 

 Roof sheets and siding sheets 

 Roof and wall framing other 

 than sheets 

 Sidesway at top of sidewall 

 

 

 

L/180 

L/180 

 

L/180 or 2” whichever is less 

 

295-2.3 Structural Member Design: Design each member to withstand stresses resulting from 

combinations of loads that produce maximum ratio of actual allowable stress in that member, as 

prescribed in 2018 International Building Code.  If required by building size and use, seismic design shall 

be performed. 

 

295-2.4 Mechanical and Electrical Standards:  Mechanical and Electrical work shall be performed in 

accordance with current editions of the standards listed below. Contractor shall utilize the most current 

editions of standards, which are current at the time of bid and as recognized by the Authority Having 

Jurisdiction for the respective standard. 

 

a. Applicable National Fire Protection Association (NFPA) codes, including but not limited to: 

(1) NFPA 70 - National Electrical Code, including specific work requirements listed in 

Article 513 – Aircraft Hangars.  

(2) NFPA 70E - Standard for Electrical Safety in the Workplace. 

(3) NFPA 72 – National Fire Alarm Code. 

(4) NFPA 101 - Life Safety Code. 

(5) NFPA 220 – Types of Building Construction. 

(6) NFPA 409 – Aircraft Hangars. 

(7) NFPA 780 – Installation of Lightning Protection Systems. 
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(8) Internet Website: http://www.nfpa.org 

b. Applicable Code of Federal Regulations (CFR) codes, including but not limited to: 

(1) 29 CFR 1910 - Occupational Safety and Health Standards (OSHA) 

(2) 29 CFR 1926 - Safety and Health Regulations for Construction. 

(3) Internet Website: http://www.gpoaccess.gov/cfr/index.html 

c. Applicable ANSI and IEEE codes, including but not limited to: 

(1) ANSI/IEEE C2 – National Electric Safety Code 

d. NECA 1 – Standard for Good Workmanship in Electrical Construction. 

e. Applicable Federal, State, and Local Electrical Codes. 

f. Applicable Federal, State, and Local Energy Codes. 

g. Applicable Federal, State, and Local Building Codes. 

h. Applicable Federal, State, and Local Fire Codes. 

i. Applicable County Electrical Code. 

j. Applicable County Ordinances pertaining to electrical work. 

k. Applicable Federal, State and Local - Environmental, Health and Safety Laws and 

Regulations. 

l. State of Alabama Mechanical Code. 

m. State of Alabama Gas Code. 

 

295-2.5 Plumbing Standards:  Plumbing work shall be performed in accordance with the current editions 

of the standards listed below. 

 

a. Applicable State and County Plumbing Codes. 

 

CONSTRUCTION DOCUMENTATION 

 

295-3.1 General Certification:  The Owner shall not provide review, comment or approve of any 

Contractor construction documents. The Contractor shall provide written certification that all aspects of 

the hangar design, hangar construction, and materials meet the requirements of this specification and all 

applicable federal, state and local codes. The certification forms are included in this specification. The 

design certification will be completed and signed by a Professional Engineer registered to practice in the 

State of Alabama, and shall be furnished to the Owner before construction begins.  The construction 

certifications shall be completed by the principal or owner of the Contractor's company, and furnished to 

the Owner at defined construction milestones for use in processing payment. 

 

295-3.2 Construction Record Documents: Furnish two (2) complete sets of foundation, structural, 

electrical and mechanical construction record documents to the Owner, following completion and 

acceptance of the hangar.  These documents shall be for the Owner's records only, and no review, 

comment or approval shall be made or implied. 

 

295-3.3 Shop Drawings: In addition to the above, provide, in reproducible form with prints made by a 

process approved by the Engineer, shop drawings for major materials where called for and when requested 

by the Engineer. 

 

Electrical Shop Drawings: 

(1) Lockout/Tagout Program and Safety Program. 

a) The Contractor shall provide a complete copy of an electrical energy source 

Lockout/Tagout Program to the Owner, with copy to the Engineer.  The 

document shall clearly identify the on-site master electricians and their 

contact information, including office and mobile telephone numbers.   

b) The Lockout/Tagout Program shall comply with Part 1910 – Occupational 

Safety and Health Standards (OSHA) Subpart S – Electrical, and meet the 

requirements of 29 CFR 1910.147, The Control of Hazardous Energy 
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(Lockout/Tagout), including requirements listed in 1910.331 through 

1910.335.   

c) Implementation of the Lockout/Tagout Program and all other related safety 

requirements are the sole responsibility of the Contractor.   

d) The Contractor shall implement an electrical safety program that complies 

with NFPA 70E and 29 CFR 1926.   

e) Implementation of the Electrical Safety Program, determining and providing 

proper Personal Protective Equipment (PPE), training and enforcing 

personnel to wear the prescribed PPE, conducting work area safety 

inspections (including correcting deficiencies), and all other related safety 

requirements are the sole responsibility of the Contractor.  

(2) Switchboards, panelboards, surge arresters, and disconnect switches. 

(3) Motor starters and contactors including custom control wiring diagrams. 

(4) Overcurrent devices including circuit breakers and fuses. 

(5) Light fixtures and lamps. 

(6) Conductors, cables, boxes, and conduits. 

(7) Manholes, handholes, and pull boxes. 

(8) Wiring devices and plates. 

(9) Grounding system and layout. 

(10) Lightning protection system and layout. 

 

295-3.4 Operations and Maintenance Manuals (O&Ms):  

 

a. O&Ms shall comply with the General and Special Provisions and with the General and 

Supplemental Conditions.  Furnish two (2) complete sets. 

 

b. Securely bind each O&M set in a separate heavy-duty 3-ring, hardcover binder.  Group 

materials by their Specification number.  Provide type written index label tabs and a type 

written label for the spine of the binder, which indicates the included equipment types. 

 

c. Provide complete descriptions, illustrations, specification data, etc., of all materials, fittings, 

devices, fixtures, special systems, etc., as required by the individual sections of this 

Division. 

 

d. O&Ms of shop drawings, product data and samples will be accepted only when furnished 

by the Contractor.  Data furnished from subcontractors and material suppliers directly to the 

Engineer will not be processed. 

 

e. All O&Ms shall provide the following information: 

 

(1) General Contractor. 

(2) Sub-Contractor 

(3) Distributor and/or Supplier 

(4) Sales Agency 

 

f. O&Ms shall not be approved or rejected by the Owner. These documents shall be for the 

Owner's records only, and no review, comment or approval shall be made or implied. 
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DELIVERY, STORAGE AND HANDLING 

 

295-4.1 Deliver and store pre-fabricated components, sheets, panels, and other manufactured items so 

they will not be damaged or deformed.  Stack materials on platforms or pallets, covered with tarpaulins or 

other suitable weathertight ventilated covering.  Store metal sheets or panels so that weather 

accumulations will drain freely.  Do not store sheets or panels in contact with other materials which might 

cause deflecting. 

 

WARRANTY 

 

295-5.1 General: Any warranties listed in this section shall be in addition to the Owner’s general 

warranties included in the Contract documents. 

 

295-5.2 Roofing and Siding Panel Finish Warranty:  Furnish the roofing and siding panel manufacturer’s 

written warranty, covering failure of the factory-applied exterior finish on metal wall, roof panels, and liner 

panels within the warranty period.   

 

295-5.3 Warranty Period: The warranty period for factory-applied exterior finishes on wall and roof panels is 

20 years after the date of Substantial Completion. 

 

COORDINATION 

 

295-6.1 The Contractor is responsible for coordinating dimensions and foundation details with the building 

supplier, reinforcing steel supplier, subcontractors, his forces and any other affected parties to assure a 

complete, sound and finished project. Contractor shall carefully examine all items of work to be 

thoroughly familiar with items that require connections and coordination.  Notify other tradesman of any 

deviations or special conditions necessary for the installation of the work.  Interference between works of 

various disciplines shall be resolved by the Contractor prior to installation. Work installed not in 

compliance with the standards listed and without properly checking and coordinating as specified above 

shall, if necessary, be removed and properly reinstalled without additional cost to the Owner.  

 

295-6.2 Equipment shall be installed in accordance with manufacturer’s recommendation.  Make all final 

electrical connections and coordinate all items with other trades.   

 

295-6.3 Correct unnecessary damage caused due to installation of work, brought about through 

carelessness or lack of coordination.  All openings, sleeves, and holes in slabs to be properly sealed, fire 

proofed and water proofed. 
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INSPECTION FEES AND PERMITS 

 

295-7.1 Contractor shall obtain and pay for all necessary permits and inspection fees required for 

construction.  

 

295-7.2 Contractor shall be responsible for coordination of all County required Special Inspections/Tests.  

See attached section 01 41 00 for STRUCTURAL TESTS AND SPECIAL INSPECTIONS.  The required 

tests/inspections include but are not limited to the following:   

 

Special Inspection/Test: Performed by: 

Site Proof-Roll County provided 3rd Party Inspector 

Footing Inspections County provided 3rd Party Inspector 

Soil Compaction Testing County provided 3rd Party Inspector 

Concrete Formwork and Reinforcing Steel Inspection County provided 3rd Party Inspector 

Concrete Anchor Bolt Inspection County provided 3rd Party Inspector 

Concrete Slab Slump/Air/Temp during Placement County provided 3rd Party Inspector 

Concrete Slab Compressive Strength Testing County provided 3rd Party Inspector 

Welding Inspections Contractor to Provide 3rd Party Certifications 

Steel Frame Joint and Bracing Inspections Contractor to Provide 3rd Party Certifications 

Bolt Inspections Contractor to Provide 3rd Party Certifications 

Roof Inspection Contractor to Provide 3rd Party Certifications 

 

295-7.3 Contractor shall coordinate with utility companies and shall be responsible for all costs charged 

by the utilities for new services to the facility. Contractor shall contact and allow local utilities to inspect 

trenches or other installations prior to backfilling.   

 

MATERIALS 

 

295-8.1 Hot-Rolled Structural Shapes:  ASTM A 36 or A 572. 

 

295-8.2 Tubing or Pipe:  ASTM A 500, Grade B; ASTM A 501; or ASTM A 53.  

 

295-8.3 Members Fabricated from Plate or Bar Stock:  42,000 psi minimum yield strength; ASTM A 529, A 

570, or A 572. 

 

295-8.4 Members Fabricated by Cold Forming:  ASTM A 607, Grade 50. 

 

295-8.5 Galvanized Steel Sheets:  ASTM A 446 with G90 coating; “Class” to suit building manufacturer’s 

standards. 

 

295-8.6 Anchor Bolts:  A307 non-headed, Grade C. 

 

295-8.7 Concrete:  Minimum 4,000 psi compressive strength at 28 days.   

 

295-8.8 Reinforcing Steel:  ASTM A 615, Grade 60; deformed billet steel bars, unfinished.  All reinforcing 

steel to be placed on metal or approved plastic chairs prior to concrete placement. 

 

295-8.9 Welded Wire Fabric:  ASTM A 185.  Size as directed by the foundation engineer.  Fabric shall be 

raised to proper location within the slab while concrete is in plastic state.  After raised into position, 

personnel and/or equipment shall not be allowed in the area until concrete has hardened enough for 

finishing operations.   
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STRUCTURAL FRAMING COMPONENTS 

 

295-9.1 Steel Frames:  Hot rolled structural steel shapes or tubing.  Factory welded and shop painted. 

The main structural steel frames may be of post and beam or rigid frame at the Contractor’s option.  

Furnish complete with attached plates, bearing plates, and splice members.  Factory drilled for bolted 

field assembly. 

 

295-9.2 End Wall Framing:  May be post and beam or rigid frame at Contractor’s option.  

 

295-9.3 End Wall Columns:  Hot rolled structural shapes or tubing.  Shop painted.  

 

295-9.4 Rod Bracing:  Adjustable, threaded steel rods, ½” diameter minimum; ASTM A 36 or A 572, 

Grade D. 

 

a. Secondary Framing:  Purlins, eave struts, wall girts, flange and sag bracing; minimum 16 

gage rolled formed sections.  Shop painted. 

b. Base channel, sill angle, end wall structural members (except columns and beams), purlin 

spacers; minimum 14 gage cold formed steel, galvanized. 

 

295-9.5 Bolts:  ASTM A 325 as necessary for design loads and connection details.  Shop painted, except 

provide zinc plated units when in direct contact with panels. 

 

ROOFING AND SIDING 

 

295-10.1 General:  Provide manufacturer’s standard roofing and siding sheets.  Provide flashings, closers, 

fillers, metal expansions joints, ridge covers, fascias, soffits and other sheet metal accessories, factory 

formed of same materials and finish as roofing and siding.  

 

295-10.2 Siding Sheets: 

 

a. For exterior and interior walls, provide Standard 26 Ga. galvalume coated wall sheets by 

the building manufacturer or approved equal.  Exterior wall sheets shall be furnished full 

height; interior wall sheets shall be 8’ minimum height. Exterior wall sheets shall be painted 

on one side with the painted side facing the exterior of the building; interior wall sheets shall 

not be painted.  

b. Exterior wall sheet shall cover all structural members of the building when the building is 

closed. 

c. Exterior trim pieces shall be provided in manufacturer’s standard configuration and 

attachment.  Trim finish shall conform to siding finish. 

d. Fasteners to be self-drilling sheet metal screws finished to match siding.  Fasteners shall 

have bonded sealing washers. 

e. Finish color to be selected by the Owner from the manufacturer’s standard color line for 

siding, trim and fasteners.   

 

295-10.3 Roof System:  All Roofing:  Roof sheets shall be standard 26 Ga. galvalume coated panels by 

the building manufacturer or approved equal and shall not be required to be painted.  Roof panels shall 

be furnished in an appropriate length for the building structure, as determined by the building 

manufacturer.  A pre-formed ridge cap shall be provided. Furnish written twenty-year (20) warranty on 

materials. Roof system shall include gutters and downspouts/ roof drains.   

 

Roof drains on the south side of the hangar shall be terminated at concrete splash pads.  Roof drains on 

the north side of the building shall terminate below ground into a PVC pipe that outlets into the proposed 

airfield grate inlet.  Cleanouts shall be included for each drain.   
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Additional splash pads to be provided for roof drains of the adjacent building as well as the wall hydrant.   

 

MISCELLANEOUS MATERIALS 

 

295-11.1 Flexible Closure Strips:  Closed-cell, expanded cellular rubber, self-extinguishing, cut or premolded 

to match corrugation configuration of roofing and siding sheets.  Provide where indicated and as necessary 

to ensure weathertight construction.   

 

295-11.2 Sealing Tape:  100% solids, pressure sensitive grey polyisobutylene compound tape with release 

paper backing.  Not less than ½” wide and 1/8” thick, nonsag, nontoxic, nonstaining and permanently 

elastic. 

 

295-11.3 Joint Sealant:  As standard with the building manufacturer. 

 

295-11.4 Door Stops: Door stops shall be provided for all pedestrian doors to ensure that adjacent walls 

are not damaged and locking systems are not affected. 

 

295-11.5 Insulation: 4” thick insulation with white WMP-50 facing shall be required on roof and exterior 

walls only.  “R” value shall be R13.  Hangar door shall not be insulated.   

 

295-11.6 Fire Extinguishers, Cabinet and Accessories:   

  

a. Each installation shall be in accordance with NFPA 10, Standard for Portable Fire 

Extinguishers, including mounting heights.  It is estimated that a minimum of 4 fire 

extinguisher with cabinet installations will be required.   

 

b. Extinguisher: UL Rating 80B:C, minimum 10 lb. capacity, the fire-fighting agent shall be 

Purple K dry chemical.   

 

c. Cabinet:  Architectural Type, steel cabinet for surface mounted installation with full wire 

glass vision panel.  Provide cabinet in manufacture’s standard white color.  Provide with 

standard brackets. Provide with minimum 3 keys per each lockable cabinet. 

 

d. Sign: Double-sided 4”x18” photo-luminescent sign with text “FIRE EXTINGUISHER”, 

mounted directly above the cabinet with BOTTOM of sign at 80” above finished floor.        

 

e. Installation:  Install Cabinet and Extinguisher so that the handle of extinguisher is 48” above 

finished floor.  

 

SHEET METAL ACCESSORIES 

 

295-12.1 General:  Unless otherwise indicated, provide coated steel accessories with coated steel roofing 

and siding; coating shall be same as adjoining sheets and shall be fully covered by guarantee for adjoining 

sheets. 

 

HANGAR DOOR 

 

295-13.1 The hangar door shall be a 73’4” x 19’11” Horton Stack Door with recessed track as 

manufactured by Horton Inc., or an approved equal. Door and all operating components shall be as 

manufactured by the door manufacturer or an approved equal, and shall be integral with hangar building 

design.  Doors shall be non- motorized and shall be capable of easy manual operation.  Door track 

system shall be designed to be recessed and easily traversable by personnel and aircraft.  Recessed 

track shall be constructed with a drainage outlet to prevent water retention.  Excessive gaps and elevation 

changes other than those require for drainage are discouraged.   
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295-13.2 The door shall be installed according to manufacturer’s installation instructions.  Door 

manufacturer representative shall be present 100% of the time that the doors are being installed.  

Representative shall verify correct installation and submit verification and acceptance letter to the 

Engineer and Owner to ensure proper door operation prior to final project completion.   

 

295-13.3 The door opening for aircraft access shall have a minimum 69’-4” clear width, with a nominal 

clear height of 19’11”. 

 

295-13.4 Contractor shall be required to provide the required framed opening with 10” header, drip cap 

flashing, trim package, recessed track and door locking mechanism. 

 

ELECTRICAL EQUIPMENT AND MATERIALS 

 

295-14.1 All materials and equipment used in carrying out this contract shall be American made, shall be 

new, and shall have UL listing, or listing by other recognized testing laboratory when such listings are 

available. 

 

ERECTION 

 

295-15.1 General:  Erection shall be as specified and in accordance with the erection instructions and 

drawings furnished by the manufacturer.  Finished structure shall be proven weathertight.  Dissimilar 

materials which are not compatible when contacting each other shall be insulated from each other by means 

of gaskets or insulating compounds.  Improper or mislocated drill holes where permitted by the Engineer 

shall be plugged with an oversize screw fastener and gasketed washer; however, sheets with an excess of 

such holes or with such holes in critical locations shall not be used.  Exposed surfaces shall be kept clean 

and free from sealants, metal cuttings, and other foreign materials.  Stained, discolored or damaged sheets 

shall be removed from the site. 

 

295-15.2 Framing and Structural Members:  Anchor bolts shall be accurately set by template while the 

concrete is in a plastic state.  Uniform bearing under base plates and sill members shall be provided using a 

nonshrinking grout when necessary.  Members shall be accurately spaced to assure proper fitting of 

covering.  As erection progresses, the work shall be securely fastened to resist the dead load, and wind and 

erection stresses. 

 

WALL COVERING 

 

295-16.1 Wall covering shall be applied with the longitudinal configurations in the vertical position.  

Accessories shall be fastened into framing members, except as otherwise approved.  Closure strips shall 

be provided as indicated and where necessary to provide weathertight construction. 

 

295-16.2 Lap for Wall Panels:  Eliminate end laps to greatest extent possible.  Where required, end laps 

shall be made over framing members with fasteners into framing members approximately 2 inches from 

the end of the overlapping sheet.  Side laps shall be laid away from prevailing winds.  Side lap distances, 

end lap distances, joint sealing, and spacing and fastening of fasteners shall be in accordance with the 

manufacturer’s standard practice insofar as the maximum spacings specified are not exceeded and 

provided such standard practice will result in a structure which will be free from water leaks and meet 

design requirements.  Exposed fasteners shall be installed in straight lines and shall present an orderly 

appearance.  Spacing shall not exceed: 8 inches on center at end laps of covering, 12 inches on center at 

connection of covering to intermediate supports, and 18 inches on center at side laps of wall coverings 

except when otherwise approved.  Method of applying joint sealant shall conform to the manufacturer’s 

recommendation. Fasteners shall be installed in straight lines within a tolerance of ½ inch in the length of 

a bay.  Fasteners shall be driven normal to the surface and to a uniform depth to properly seat the 

gasketed washers. 
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295-16.3 Interior Walls:  Interior wall panels shall be 8’ minimum height.  Insulation shall be full height.   

 

ROOF COVERING 

 

295-17.1 Roof Panels:  Roof panels shall be fastened to framing members with self-drilling fasteners 

standard with the manufacturer.  Spacing of fasteners shall be in accordance with the manufacturer’s 

written instruction. Interlocking ribs shall be sealed.  End laps of covering sheets and joints at accessories 

shall be sealed.  Roof covering shall be applied with the longitudinal configurations in the direction of the 

roof slope.  Closure strips shall be provided and installed as required to provide weathertight installation. 

 

FIELD PAINTING 

 

295-18.1 Immediately upon detection, abraded or corroded spots on shop-painted surfaces shall be wire 

brushed and touched up with the same material used for the shop coat.  Shop-primed ferrous surfaces 

exposed on the building and all shop-primed surfaces of doors and windows shall be finish painted for 

protection.  Factory color finished surfaces shall be touched up as necessary with the manufacturer’s 

recommended touch-up paint. 

 

ELECTRICAL 

 

295-19.1 General: 

 

a. Install a new and complete electrical service to the new Mass Storage Hangar D building. 

 Refer to the Plans for details.  Refer to the Specifications, including SS-300, for electrical 

equipment requirements.  The transformer shall be provided by the Contractor through 

the local utility.  Contractor shall be responsible for all associated utility charges.   

 

b. Coordinate the new electrical service installation requirements with the Engineer, the 

Owner and the local electrical utility prior to installation work. 

 

c. Furnish and install all electrical equipment, materials and appurtenances, including but 

not limited to all labor, equipment, tools, and incidentals necessary to install complete 

systems for all electrical equipment including power, lighting and equipment connections. 

 

d. Coordinate all electrical work with the building manufacturer and equipment suppliers 

prior to installation. 

 

e. Provide all electrical facilities required for connection to mechanical equipment and other 

special equipment.  Disconnects shall be provided for all equipment and shall be rated for 

the load and for the environment in which they are installed. 

 

f. Hazardous Locations:  

 

(1) The aircraft bay area inside the Hangar building shall be classified as hazardous 

locations in accordance with NEC Article 513.  Refer to the Hangar Notes in the 

drawing for specific details. The intent is to avoid installing electrical equipment 

within these classified areas. However, any electrical work installed within 

classified hazardous areas shall be installed in accordance with NEC for a 

hazardous location area, including but not limited to explosion-proof rated 

enclosures, switches, receptacles, conduit seals, etc.   

 

(2) The other rooms or areas inside the Hangar building that are NOT both suitably 

cut off and ventilated from the hangar bays shall be classified as hazardous 
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location in accordance with NEC Article 513, Class I Division 2, from the floor to 

a height of 18” above finished floor.  The intent is to avoid installing electrical 

equipment within these classified areas by installing all electrical items in these 

other areas at least 24” above finished floor. 

 

(3) Adjacent areas in which flammable liquids or vapors are not likely to be released, 

such as electrical rooms, storage rooms, or other similar locations, shall not be 

classified where adequately ventilated and where effectively cut off from the 

hangar itself by walls or partitions.  Install all electrical items in these areas at 

least 24” above finished floor. 

 

g. Exterior Locations: Exterior areas shall be classified as wet locations.  The exterior 

electrical work shall be installed in accordance with NEC for a wet location area.  This 

shall include NEMA 3R enclosures and weatherproof switches, receptacles, etc. 

 

h. Interior Non-Hazardous Locations: Utilize specification grade equipment installed in 

accordance with NEC. 

 

i. All electrical systems shall be tested to the satisfaction of the Owner/Engineer. 

 

295-19.2 Power: 

 

a. Refer to the electrical one-line diagram in the plans for service and power distribution 

requirements.  Coordinate and provide all appurtenances for a complete installation. 

 

b. The Contractor shall contact the utility prior to performing the work and coordinate all 

work requirements with the utility.   

 

c. Install the overhead secondary service from the transformer to the main disconnect as 

required by the utility.   

 

d. Mark all underground duct and conduit locations by installing a 6” wide detectable 

warning tape, 12” below grade.  

 

e. Install the new building’s main disconnect mounted on an exterior wall surface at 5’-6” 

above finished grade and clearly labeled as the building disconnect with weatherproof 

nameplate “MAIN SERVICE DISCONNECT MASS STORAGE HANGAR D”.   

 

f. Install the grounding electrode system in accordance with NEC including bonding to the 

building steel and to the reinforcing steel in the foundation. 

 

g. Install the new main panelboard mounted on an exterior wall surface at 5’-6” above 

finished grade.  The panelboard shall be NEMA 3R enclosed, copper bussed, with 

copper neutral and ground bars. Provide a 100A/2P main circuit breaker panel with 

circuits indicated and required; refer to the panel schedule in the Plans for circuit 

descriptions and quantity of branch circuit breakers.  Provide branch circuit breakers for 

all mechanical interlock receptacles and for a secondary panel.  Provide two spare 

20A/1P circuit breakers and two 30A/1P circuit breakers.  Label all breakers and install 

nameplates and signage on the panel in accordance with NEC and NFPA 70E. 

 

h. Install new surge protective devices as indicated on the Plans.  See SS-300 for equipment 

requirements. 
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295-19.3 Lighting: 

 

a. Interior Locations: Install fixtures as scheduled in the plans or approved equal where 

shown on plans with safety chain and full enclosures within the hangar area at a 

minimum height of three (3) inches above the top of the clear door height above finished 

floor elevation and outside of Class 1, Division 2 classified area.  Provide junction box 

and mounts for all fixtures. Fixtures shall be totally enclosed, damp location rated, high 

bay style fixtures, high impact shatter resistant acrylic lens, constructed to prevent 

escape of sparks or hot metal particles, see schedule on the drawings.  

 

(1) The interior lighting levels shall be designed to meet Illuminating Engineering 

Society (IES) minimum lighting design requirements for a Category I space, 30 

foot-candles maintained average, medium and small scale visual tasks. 

 

(2) Fixture nearest the electrical panelboard shall be an emergency light and shall 

include an emergency battery pack rated for 90 minutes. 

 

(3) Provide light switches for interior light fixtures located at their respective 

personnel doors. Coordinate with Owner for exact location of switches shown on 

plans; three three-way switches shall be provided at each personnel door to 

control the left, center, or right column/bank of lights in the hangar from either 

entry point. 

 

(4) Provide occupancy sensors and other building controls as required for 

compliance with building codes included but not limited to applicable 

ANSI/ASHRAE/IESNA Standard 90.1 Energy Standard for Buildings Except Low-

Rise Residential. Coordinate functionality with owner. Additionally, note that 

illumination for service equipment, switchboards, panelboards, or motor control 

centers shall be in compliance with NEC Section 110.26(D), and “shall not be 

controlled by automatic means only.” 

 

 

b. Exterior Locations: Install light fixtures on the exterior walls for safety and security 

lighting.  Exterior light fixtures shall be full cutoff type, wet location rated, see schedule on 

the drawings.  Coordinate mounting heights prior to construction and secure fixtures to 

the building. A load rated 120-277V heavy-duty twist-lock weatherproof photocell with 

surge arrestor mounted above the roof level facing north shall control all exterior lighting. 

Coordinate exact location with Engineer prior to installation. 

 

(1) The exterior lighting levels shall be designed to meet the Illuminating Engineering 

Society (IES) minimum lighting level requirements for the immediate hangar 

apron area surrounding the hangar, a 3 foot-candle maintained average.  

 

(2) Control exterior lighting loads utilizing a load rated photocell.  

 

(3) For the ramp lighting, the lights over the hangar door shall have an override 

switch to disconnect from the photocell. Locate the override switch near the 

panelboard. Label the switch (per Section SS-300) as “RAMP LIGHTS 

OVERRIDE”. 

 

c. All fixtures shall be LED type. 
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295-19.4 Wiring Devices: 

 

a. Provide only specification grade wiring devices.  Attach weather-proof permanent labels 

to all switches, receptacles and other disconnects to clearly indicate the panelboard and 

its circuit number, for instance “LP-01”.   

 

b. Light switches that control hangar lighting shall be located within a maximum of three (3) 

horizontal feet of personnel entries at 48” above finished floor, outside the hazardous 

location. Light switches shall be 120-volt, 20-amp rated. 

 

c. Utilize IEC “Pin and Sleeve” Mechanical interlocks and circuit lock devices on all 

receptacles.  Receptacles shall be Hubbell “Reverse Service” Unfused Circuit-Lock 

Devices or approved equal. 

 

d. Receptacles within the hangar bay shall be 120-volt, 20-amp and 30-amp, duplex, ground 

fault circuit interruption type, non-feed through type circuiting, mounted 48” above 

finished floor, and located on the wall of the bay outside the hazardous location.  

Locations to be verified by Owner prior to installation.  Provide twelve duplex GFCI 

receptacles within the hangar evenly spaced and distributed throughout the hangar.   

 

e. All receptacles installed in aircraft hangars shall have ground fault circuit interruption 

protection for personnel. 

 

f. Provide dedicated 120-volt, 20-amp, 1-pole branch circuits serving 3-4 receptacle loads 

per circuit.   

 

g. Exterior receptacles shall be the 120-volt, 20-amp, duplex, ground fault circuit interruption 

type, weather-proof while-in-use cover, and mounted 48” above finished floor.    

 

295-19.5 Conduits: 

 

a. All conductors shall be installed in conduit. Aluminum conduit shall not be used.  

 

b. Install conduit systems overhead from main disconnect to panelboard and from 

panelboard to lighting, devices and equipment.  The intent is for all conduit systems to 

avoid penetrating hazardous locations, including the 18” high hazardous location area at 

the floor. 

  

c. Outdoors, below grade: Use Schedule 40 PVC rigid nonmetallic conduit for straight runs 

underground with select backfill and buried to a depth of not less than 30" to the top.  Use 

rigid steel conduit for all elbows, bends and vertical risers from below grade to above 

grade.   

 

d. Outdoors, above grade: galvanized rigid steel conduit. 

 

e. Interior Non-Hazardous Locations: Conduit shall be steel and be installed in accordance 

with NEC requirements.   

 

f. If conduits are installed within hazardous locations, then all the requirements within NEC 

Article 501 - Class I Locations and Article 513 – Aircraft Hangars apply including but not 

limited to utilizing only galvanized rigid steel conduit, installing explosion-proof conduit 

seals in Class I Division 1 and Class I Division 2 locations, installing explosion-proof rated 

equipment, etc. 
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295-19.6 Conductors: 

 

a. Service entrance, feeder and branch circuit wiring shall be Type THHN/THWN-2 

minimum, 600 volt rated.   

 

b. Branch circuit wiring shall be minimum No. 12 AWG size.   

 

c. Provide copper conductors only. Aluminum conductors shall not be used. 

 

d. Utilize the standard color code for the voltage system.  Typically, black (Phase A), red 

(Phase B), blue (Phase C) white (neutral), green (ground) for a 120/208-volt system.  

Install color code identification nameplate on the front of the lighting panelboard and the 

main disconnect switch. 

 

e. Provide weather-proof self-laminating labels to label all conductors within junction boxes 

and other accessible locations. 

 

295-19.7 Grounding and Lightning Protection Systems: 

 

a. An equipment green ground conductor shall be installed in all feeder and branch circuits. 

  

 

b. All junction and pull boxes and panels shall be grounded by means of grounding type 

conduit bushings. 

 

c. Ground rods shall be ¾” x 10’-0” copper-clad type connected utilizing exothermic welds 

only. 

 

d. Install grounding in accordance with NEC Article 250 - Grounding and connect grounding 

system to building steel and foundation reinforcing steel. 

 

e. Install a power ground bar on interior wall as indicated in the plans for the grounding 

system connections.  

 

f. Coordinate locations prior to work and install the aircraft grounding receptacles including 

#1/0 bare copper conductors and ground rods, with connection to the power grounding 

system. 

 

g. Install a complete lightning protection system for the hangar.  Refer to Specification SS-

301 and the drawings for requirements. 

 

295-19.8 Equipment Accessories: 

 

a. Provide dedicated disconnect switches for the equipment within the hangar bay, mounted 

and located adjacent to the unit, clearly labeled, NEMA 12 interior, NEMA 3R exterior, 

totally enclosed and gasketed, with disconnects located outside hazardous locations. 

 

b. Interior non-hazardous locations, enclosures shall be NEMA 1 unless otherwise noted. 

 

c. Exterior non-hazardous locations, enclosures shall be NEMA 3R. 
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295-19.9 Accessories and Appurtenances: 

 

a. For indoor locations, utilize hot-dipped galvanized steel strut with stainless steel mounting 

hardware. 

 

b. For outdoor and indoor wet and damp locations, utilize stainless steel strut with stainless 

steel mounting hardware. 

 

c. Provide conduit clamps with vibra-cushions to support and protect the conduits.   

 

d. Provide end caps on steel struts for protection. 

 

e. Equipment racks, strut support systems, mounting hardware, and other accessories shall 

be corrosion resistant hot-dipped galvanized steel.  Provide a complete equipment rack 

shop drawing for the electrical equipment showing attachment to building structure, floor 

anchoring, submitted equipment dimensions, conduits, and appurtenances. Equipment 

racks and strut support systems shall be adequate in size and strength for the equipment 

to be installed. 

 

f. Provide outlet boxes and conduit pendants to support all light fixtures. 

 

IDENTIFICATION OF ELECTRICAL EQUIPMENT 

 

295-20.1 Properly identify the following: 

 

a. Main disconnect switch 

b. Panelboards and individual devices within it 

c. Safety switches and disconnect switches 

d. Individually mounted circuit breakers 

e. Wiring devices 

f. Conductors labeled in all accessible locations 

g. Surge protective devices 

h. Ground bars 

i. Transformers 

 

295-20.2 Utilize permanent nameplates with engraved lettering.  Utilize UL listed wire labels rated for the 

specific area or environment. 

 

295-20.3 Install all identification and warning nameplates and labels as required by the National Electrical 

Code. 

 

TEMPORARY LIGHTS AND POWER 

 

295-21.1 Provide a temporary electrical lighting and power distribution system of adequate size to 

properly serve the following requirements, including adequate feeder sizes to prevent excessive voltage 

drop.  Temporary work shall be installed in a neat and safe manner in accordance with the NEC Article 

305, and as required by OSHA and applicable local safety codes.  The Contractor will pay for power 

consumption. 

 

ELECTRICAL TESTING 

 

295-22.1 On completion of work, installation shall be completely operational and entirely free from ground, 

short circuits, and open circuits.  Perform a thorough operational test.  Furnish all labor, materials and 

instruments for above tests. 
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295-22.2 Prior to final observation and acceptance test, all electrical systems and equipment shall be in 

satisfactory operating condition, including, but not limited to the following: 

 

a. Electrical Distribution System 

b. Electric Lighting 

 

MECHANICAL 

 

295-23.1 The mechanical systems shall be installed in accordance with the current adopted mechanical 

code of the State of Alabama as well as any local codes or requirements.  

 

Coordinate exact equipment locations with the Engineer and avoid structural and other system 

components.  The entire plumbing system shall be installed in accordance with the current adopted 

plumbing code of the State of Alabama as well as any local codes or requirements.  

 

All water line connections shall be made using 1” PEX line installed by the Contractor from the tie-in 

location shown on the east side of the site.  PEX will be required to be sleeved when under pavement.   

 

295-23.2 Mechanical work for this project includes:   

 

a. The relocation/replacement and encasement of the existing waterline running alongside 

the existing access road.   

 

b. The installation of a new water service line from the main and an external wall hydrant 

(ZURN Z1335 or approved equal) with concrete splash pad as shown on the plans, 

specific location to be determined by the Owner.   

 

c. Preparation for the future addition of a restroom in the southeast corner of the hangar. 

Specific location to be determined by the Owner.  The future restroom location shall be 

provided with plumbing stub out connections for one floor mount water closet and one 

wall hung lavatory.  Each of the plumbing fixture water connections shall be provided with 

an angle water stop valve.  Water and sanitary connections shall be capped for future 

use.  Any clean-outs to grade not located in concrete paving or slabs shall be provided 

with a minimum two feet square by 6 inches thick concrete pad around the clean-out.  All 

clean-outs shall be provided with nickel bronze or cast iron tops. Plumbing lines shall be 

carried out five foot beyond the building line and marked for future service connections. 

 

d. Roof drains.  Roof drains on the south side of the hangar shall be terminated at concrete 

splash pads.  Roof drains on the north side of the building shall terminate below ground 

into a PVC pipe that outlets into the proposed airfield grate inlet.  Cleanouts shall be 

included for each drain.   

 

e. Additional splash pads to be provided for roof drains of the adjacent building as well as 

the proposed wall hydrant.   
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FOUNDATION 

 

295-24.1 Hangar foundation slab shall be concrete with thickness and reinforcing as determined by the 

Contractor’s licensed engineer.  Concrete shall have a minimum 4,000 psi compressive strength at 8 days.  

Final contraction joint layout is the responsibility of the Contractor and shall be as required to insure the slab 

on grade does not crack.  Contraction joints shall be sealed with an appropriate sealer. See grading plans 

for slab edge elevations. Hangar foundations shall be designed to accommodate an aircraft weighing 

30,000 pounds with a dual wheel gear configuration.  

 

295-24.2 Hangar slab shall be sloped at 0.25% towards the large hangar door.  See grading plans for slab 

edge elevations. 

 

FLOOR COATING 

 

295-25.1 The surface of the floor shall be finished concrete with sealer.  Floor sealer shall be a ready-to-

use, acrylic curing and sealing compound for use on new and existing, interior and exterior, horizontal 

and vertical concrete surfaces.  Product shall be Euclid Diamond Clear or approved equal.  Product shall 

conform to ASTM C 309, Type 1 Class A & B, ASTM C 1315 Type 1 Class A, and AASHTO Specification 

M 148, Type 1, Class A & B. 

 

295-25.2  Floor sealer application method: 

 

a. Ensure surfaces are clean and free of standing water. 

b. Remove dirt, dust, oil, grease, sealers, and other materials that may prevent adhesion of 

curing and sealing compound. 

c. Apply curing and sealing compound to concrete surfaces in accordance with 

manufacturer’s written instructions. 

d. Apply compound at uniform coverage rate in accordance with manufacturer’s written 

instructions. 

e. Apply as soon as possible after finishing and immediately after disappearance of surface 

moisture sheen, when used to cure freshly placed concrete. 

f. Do not dilute curing and sealing compound. 

g. Do not apply to concrete to receive toppings, epoxy coatings, urethane coatings, or 

epoxy adhesives. 

 

GUARANTEE 

 

295-26.1 The building shall be guaranteed against water leaks arising out of or caused by ordinary wear 

and tear by the elements for a period of five years.  Such guarantee shall start upon acceptance of the 

work or the date the Owner takes beneficial possession, whichever is earlier. 

 

295-26.2 The Contractor shall guarantee that the hangar foundations shall drain incidental surface water 

toward the large hangar door.   Additionally, the recessed door track shall be constructed with a drainage 

outlet to prevent water retention.   

 

295-26.3 The Contractor shall furnish manufacturer’s guarantees for door, roof and wall panels. 
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METHOD OF MEASUREMENT  

 

295-27.1 Hangar will be measured per lump sum, completed in-place according to the construction 

milestones below. Prior to beginning construction, the Contractor Certification for Design shall be completed 

and submitted to the Engineer. 

 

295-27.2 50% Completion – Fifty percent completion shall be considered construction of the foundation 

(including footings, slabs and anchor bolt installation), construction of the finished slab, and installation of all 

underground electrical and mechanical items.  Contractor Certification For Construction - 50% Complete 

shall be completed and submitted to the Engineer at the completion of this work. 

 

295-27.3 95% Completion – Ninety five percent completion shall be considered substantial completion of the 

complete building, including all siding, roofing, and all electrical and mechanical items. At the completion of 

this work, the building shall be ready for final inspection and a final punch-list by the Owner and Engineer. 

Contractor Certification For Construction - 95% Complete shall be completed and submitted to the Engineer 

at the completion of this work.  

 

295-27.4 100% Completion – Final completion shall be considered complete when the Owner’s final punch-

list is completed, the building occupancy permit is obtained, and occupancy of the building is available for 

tenants. 

 

BASIS OF PAYMENT 

 

295-28.1 The hangar constructed and measured as provided above shall be paid for at the Lump Sum bid 

price. This price shall be full compensation for all work contained required to construct the hangar. 

 

Payment will be made under: 

 

 Item SS-295-28.1 80’x80’ Mass Storage Hangar – per Lump Sum 
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CONTRACTOR CERTIFICATION FOR DESIGN 

 

 

Owner Name:      Shelby County Commission         

 

Airport:        Shelby County Airport                                                        

 

Project Description:        Mass Storage Hangar D Construction     

 

Contractor:                                     

          

SS-295 of these contract documents requires certification from the Contractor that he/she will comply with 

applicable federal, state and local codes and other requirements included in these specifications 

concerning Hangar design and construction.  The following list of certified items includes major 

requirements for design.  However, the list is not comprehensive, nor does it relieve the Contractor from 

fully complying with all applicable statutory and administrative standards. The certification must be signed 

by a Professional Engineer registered to practice in the State of Alabama. Every certified item below must 

be initialed by a Professional Engineer registered to practice in the State of Alabama. This certification 

shall be completed and furnished to the Owner before construction begins.  Each certified item with a "no" 

response must be fully explained in an attachment to this certification.  

 

1. Article 1.1 - Description: The design of the hangars has been completed in accordance with all 

items contained in article 1.1, "Description".  

 

Yes                                No *                               

 

2. Article 2.1 - Quality Assurance: The design of the hangars has been completed in accordance 

with all items contained in article 2.1, "Quality Assurance".  

 

Yes                                No *                               

 

3. Article 3.1 – Construction Documentation: The design of the hangars has been completed in 

accordance with all items contained in article 3.1, "Construction Documentation".  

 

Yes                                No *                               

            

4. Article 4.1 - Delivery, Storage and Handling: The design of the hangars has been completed in 

accordance with all items contained in article 4.1, "Delivery, Storage and Handling".  

 

Yes                                No *                               

 

5. Article 5.1 - Warranty: The design of the hangars has been completed in accordance with all 

items contained in article 5.1, "Warranty".  

 

Yes                                No *                               

 

6. Article 6.1 - Coordination: The design of the hangars has been completed in accordance with 

all items contained in article 6.1, "Coordination".  

 

Yes                                No *                  
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7. Article 7.1 – Inspection Fees and Permits: The design of the hangars has been completed in 

accordance with all items contained in article 7.1, "Inspection Fees and Permits".  

 

Yes                                No *                               

 

8. Article 8.1 – Materials: The design of the hangars has been completed in accordance with all 

items contained in article 8.1, "Materials".  

 

Yes                                No *                               

 

9. Article 9.1 – Structural Framing Components: The design of the hangars has been completed 

in accordance with all items contained in article 9.1, "Structural Framing Components".  

 

Yes                                No *                               

 

10. Article 10.1 – Roofing and Siding: The design of the hangars has been completed in 

accordance with all items contained in article 10.1, "Roofing and Siding".  

 

Yes                                No *                               

 

11. Article 11.1 – Miscellaneous Materials: The design of the hangars has been completed in 

accordance with all items contained in article 11.1, "Miscellaneous Materials".  

 

Yes                                No *                               

 

12. Article 12.1 – Sheet Metal Accessories: The design of the hangars has been completed in 

accordance with all items contained in article 12.1, "Sheet Metal Accessories".  

 

Yes                                No *                               

 

13. Article 13.1 –Hangar Door: The design of the hangars has been completed in accordance with 

all items contained in article 13.1, "Hangar Doors".  

 

Yes                                No *                               

 

14. Article 14.1 – Electrical Equipment and Materials: The design of the hangars has been 

completed in accordance with all items contained in article 14.1, "Electrical Equipment and Materials".  

 

Yes                                No *                               

 

15. Article 15.1 – Erection: The design of the hangars has been completed in accordance with all 

items contained in article 15.1, "Erection".  

 

Yes                                No *                               

 

16. Article 16.1 – Wall Covering: The design of the hangars has been completed in accordance with 

all items contained in article 16.1, "Wall Covering".  

 

Yes                                No *                               
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17. Article 17.1 – Roof Covering: The design of the hangars has been completed in accordance 

with all items contained in article 17.1, "Roof Covering".  

 

Yes                                No *                               

 

18. Article 18.1 – Field Painting: The design of the hangars has been completed in accordance with 

all items contained in article 18.1, "Field Painting".  

 

Yes                                No *                               

 

19. Article 19.1 – Electrical: The design of the hangars has been completed in accordance with all 

items contained in article 19.1, "Electrical".  

 

Yes                                No *                               

 

20. Article 20.1 – Identification of Electrical Equipment: The design of the hangars has been 

completed in accordance with all items contained in article 20.1, "Identification of Electrical Equipment".  

 

Yes                                No *                               

 

21. Article 21.1 – Temporary Lights and Power: The design of the hangars has been completed in 

accordance with all items contained in article 21.1, "Temporary Lights and Power".  

 

Yes                                No *                               

 

22. Article 22.1 – Electrical Testing: The design of the hangars has been completed in accordance 

with all items contained in article 22.1, "Electrical Testing".  

 

Yes                                No *                               

 

23. Article 23.1 – Mechanical: The design of the hangars has been completed in accordance with all 

items contained in article 23.1, "Mechanical".  

 

Yes                                No *                               

 

24. Article 24.1 – Foundation: The design of the hangars has been completed in accordance with 

all items contained in article 24.1, "Foundation".  

 

Yes                                No *      

 

25. Article 25.1 – Floor Coating: The design of the hangars has been completed in accordance with 

all items contained in article 25.1, "Floor Coating".  

 

Yes                                No *      

                      

26. Article 26.1 – Guarantee: The design of the hangars has been completed in accordance with all 

items contained in article 26.1, "Guarantee".  

 

Yes                                No *            
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27. Engineering Certifications: Attached to this document are signed letters from registered 

Professional Engineer, as applicable, that certifies that the design of the hangars has been completed in 

accordance with these specifications and meets all applicable federal, state and local codes.  

 

Structural Yes                                No *            

 

Electrical Yes                                No *            

 

Mechanical Yes                                No *            

 

 

*   "No" answers are further explained by the enclosed attachments. 

 

I certify that, for the project identified herein, the responses to the foregoing items are correct as marked, 

that the design of the Hangars meets all applicable federal, state and local codes, and that the 

attachments, if any, are correct and complete. 

 

Signed:                                                                    

Contractor's Authorized Representative 

 

Date:                                                                    

 

 

 

Typed Name and Title of Contractor's Representative    
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CONTRACTOR CERTIFICATION FOR CONSTRUCTION - 50% COMPLETE 

FOUNDATION AND UNDERGROUND UTILITIES COMPLETE 

 

 

Owner Name:      Shelby County Commission         

 

Airport:        Shelby County Airport                                                        

 

Project Description:        Mass Storage Hangar D Construction     

 

Contractor:                                      

 

      

SS-295 of these contract documents requires certification from the Contractor that he/she will comply with 

applicable federal, state and local codes and other requirements included in these specifications 

concerning Hangar construction.  The following list of certified items includes major requirements for this 

aspect of project implementation.  However, the list is not comprehensive, nor does it relieve the 

Contractor from fully complying with all applicable statutory and administrative standards.  Every certified 

item below must be initialed, and the certification must be signed, by a principal or owner of the 

Contractor's company.  This certification shall be completed and furnished to the Owner at the indicated 

construction milestones, as determined by the Engineer.   Each certified item with a "no" response must be 

fully explained in an attachment to this certification. 

 

1. Article 1.1 - Description: The construction of the hangars has been completed in accordance 

with all items contained in article 1.1, "Description".  

 

Yes                                No *                               

 

2. Article 2.1 - Quality Assurance: The construction of the hangars has been completed in 

accordance with all items contained in article 2.1, "Quality Assurance".  

 

Yes                                No *                               

 

3. Article 3.1 – Construction Documentation: The construction of the hangars has been 

completed in accordance with all items contained in article 3.1, "Construction Documentation".  

 

Yes                                No *                               

            

4. Article 4.1 - Delivery, Storage and Handling: The construction of the hangars has been 

completed in accordance with all items contained in article 4.1, "Delivery, Storage and Handling".  

 

Yes                                No *                               

 

5. Article 5.1 - Warranty: The construction of the hangars has been completed in accordance with 

all items contained in article 5.1, "Warranty".  

 

Yes                                No *                               

 

6. Article 6.1 - Coordination: The construction of the hangars has been completed in accordance 

with all items contained in article 6.1, "Coordination".  

 

Yes                                No *                               
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7. Article 7.1 – Inspection Fees and Permits: The construction of the hangars has been 

completed in accordance with all items contained in article 7.1, "Inspection Fees and Permits".  

 

Yes                                No *                               

 

8. Article 8.1 – Materials: The construction of the hangars has been completed in accordance with 

all items contained in article 8.1, "Materials".  

 

Yes                                No *                               

 

9. Article 9.1 – Structural Framing Components: The construction of the hangars has been 

completed in accordance with all items contained in article 9.1, "Structural Framing Components".  

 

Yes                                No *                               

 

10. Article 10.1 – Roofing and Siding: The construction of the hangars has been completed in 

accordance with all items contained in article 10.1, "Roofing and Siding".  

 

Yes                                No *                               

 

11. Article 11.1 – Miscellaneous Materials: The construction of the hangars has been completed in 

accordance with all items contained in article 11.1, "Miscellaneous Materials".  

 

Yes                                No *                               

 

12. Article 12.1 – Sheet Metal Accessories: The construction of the hangars has been completed in 

accordance with all items contained in article 12.1, "Sheet Metal Accessories".  

 

Yes                                No *                               

 

13. Article 13.1 –Hangar Door: The construction of the hangars has been completed in accordance 

with all items contained in article 13.1, "Hangar Doors".  

 

Yes                                No *                               

 

14. Article 14.1 – Electrical Equipment and Materials: The construction of the hangars has been 

completed in accordance with all items contained in article 14.1, "Electrical Equipment and Materials".  

 

Yes                                No *                               

 

15. Article 15.1 – Erection: The construction of the hangars has been completed in accordance with 

all items contained in article 15.1, "Erection".  

 

Yes                                No *                               

 

16. Article 16.1 – Wall Covering: The construction of the hangars has been completed in 

accordance with all items contained in article 16.1, "Wall Covering".  

 

Yes                                No *                               
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17. Article 17.1 – Roof Covering: The construction of the hangars has been completed in 

accordance with all items contained in article 17.1, "Roof Covering".  

 

Yes                                No *                               

 

18. Article 18.1 – Field Painting: The construction of the hangars has been completed in 

accordance with all items contained in article 18.1, "Field Painting".  

 

Yes                                No *                               

 

19. Article 19.1 – Electrical: The construction of the hangars has been completed in accordance 

with all items contained in article 19.1, "Electrical".  

 

Yes                                No *                               

 

20. Article 20.1 – Identification of Electrical Equipment: The construction of the hangars has been 

completed in accordance with all items contained in article 20.1, "Identification of Electrical Equipment".  

 

Yes                                No *                               

 

21. Article 21.1 – Temporary Lights and Power: The construction of the hangars has been 

completed in accordance with all items contained in article 21.1, "Temporary Lights and Power".  

 

Yes                                No *                               

 

22. Article 22.1 – Electrical Testing: The construction of the hangars has been completed in 

accordance with all items contained in article 22.1, "Electrical Testing".  

 

Yes                                No *                               

 

23. Article 23.1 – Mechanical: The construction of the hangars has been completed in accordance 

with all items contained in article 23.1, "Mechanical".  

 

Yes                                No *                               

 

24. Article 24.1 – Foundation: The construction of the hangars has been completed in accordance 

with all items contained in article 24.1, "Foundation".  

 

Yes                                No *        

 

25. Article 25.1 – Floor Coating: The construction of the hangars has been completed in 

accordance with all items contained in article 26.1, "Floor Coating".  

 

Yes                                No *            

 

26. Article 26.1 – Guarantee: The construction of the hangars has been completed in accordance 

with all items contained in article 26.1, "Guarantee".  

 

Yes                                No *            

 

*   "No" answers are further explained by the enclosed attachments. 
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50% Completion:  I certify that, for the project identified herein, the responses to the foregoing items are 

correct as marked, the construction was completed in accordance with all applicable federal, state and 

local codes, and that the attachments, if any, are correct and complete. 

 

 

Signed:                                                                   Date:                                                

Contractor's Authorized Representative 

 

 

 

Typed Name and Title of Contractor's Representative    
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CONTRACTOR CERTIFICATION FOR CONSTRUCTION - 95% COMPLETE 

BUILDINGS COMPLETE 

 

Owner Name:      Shelby County Commission         

 

Airport:        Shelby County Airport                                                        

 

Project Description:        Mass Storage Hangar D Construction     

 

Contractor:                                      

 

      

SS-295 of these contract documents requires certification from the Contractor that he/she will comply with 

applicable federal, state and local codes and other requirements included in these specifications 

concerning Hangar construction.  The following list of certified items includes major requirements for this 

aspect of project implementation.  However, the list is not comprehensive, nor does it relieve the 

Contractor from fully complying with all applicable statutory and administrative standards.  Every certified 

item below must be initialed, and the certification must be signed, by a principal or owner of the 

Contractor's company.  This certification shall be completed and furnished to the Owner at the indicated 

construction milestones, as determined by the Engineer.   Each certified item with a "no" response must be 

fully explained in an attachment to this certification. 

 

1. Article 1.1 - Description: The construction of the hangars has been completed in accordance 

with all items contained in article 1.1, "Description".  

 

Yes                                No *                               

 

2. Article 2.1 - Quality Assurance: The construction of the hangars has been completed in 

accordance with all items contained in article 2.1, "Quality Assurance".  

 

Yes                                No *                               

 

3. Article 3.1 – Construction Documentation: The construction of the hangars has been 

completed in accordance with all items contained in article 3.1, "Construction Documentation".  

 

Yes                                No *                               

            

4. Article 4.1 - Delivery, Storage and Handling: The construction of the hangars has been 

completed in accordance with all items contained in article 4.1, "Delivery, Storage and Handling".  

 

Yes                                No *                               

 

5. Article 5.1 - Warranty: The construction of the hangars has been completed in accordance with 

all items contained in article 5.1, "Warranty".  

 

Yes                                No *                               

 

6. Article 6.1 - Coordination: The construction of the hangars has been completed in accordance 

with all items contained in article 6.1, "Coordination".  

 

Yes                                No *                               
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7. Article 7.1 – Inspection Fees and Permits: The construction of the hangars has been 

completed in accordance with all items contained in article 7.1, "Inspection Fees and Permits".  

 

Yes                                No *                               

 

8. Article 8.1 – Materials: The construction of the hangars has been completed in accordance with 

all items contained in article 8.1, "Materials".  

 

Yes                                No *                               

 

9. Article 9.1 – Structural Framing Components: The construction of the hangars has been 

completed in accordance with all items contained in article 9.1, "Structural Framing Components".  

 

Yes                                No *                               

 

10. Article 10.1 – Roofing and Siding: The construction of the hangars has been completed in 

accordance with all items contained in article 10.1, "Roofing and Siding".  

 

Yes                                No *                               

 

11. Article 11.1 – Miscellaneous Materials: The construction of the hangars has been completed in 

accordance with all items contained in article 11.1, "Miscellaneous Materials".  

 

Yes                                No *                               

 

12. Article 12.1 – Sheet Metal Accessories: The construction of the hangars has been completed in 

accordance with all items contained in article 12.1, "Sheet Metal Accessories".  

 

Yes                                No *                               

 

13. Article 13.1 –Hangar Door: The construction of the hangars has been completed in accordance 

with all items contained in article 13.1, "Hangar Doors".  

 

Yes                                No *                               

 

14. Article 14.1 – Electrical Equipment and Materials: The construction of the hangars has been 

completed in accordance with all items contained in article 14.1, "Electrical Equipment and Materials".  

 

Yes                                No *                               

 

15. Article 15.1 – Erection: The construction of the hangars has been completed in accordance with 

all items contained in article 15.1, "Erection".  

 

Yes                                No *                               

 

16. Article 16.1 – Wall Covering: The construction of the hangars has been completed in 

accordance with all items contained in article 16.1, "Wall Covering".  

 

Yes                                No *                               
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17. Article 17.1 – Roof Covering: The construction of the hangars has been completed in 

accordance with all items contained in article 17.1, "Roof Covering".  

 

Yes                                No *                               

 

18. Article 18.1 – Field Painting: The construction of the hangars has been completed in 

accordance with all items contained in article 18.1, "Field Painting".  

 

Yes                                No *                               

 

19. Article 19.1 – Electrical: The construction of the hangars has been completed in accordance 

with all items contained in article 19.1, "Electrical".  

 

Yes                                No *                               

 

20. Article 20.1 – Identification of Electrical Equipment: The construction of the hangars has been 

completed in accordance with all items contained in article 20.1, "Identification of Electrical Equipment".  

 

Yes                                No *                               

 

21. Article 21.1 – Temporary Lights and Power: The construction of the hangars has been 

completed in accordance with all items contained in article 21.1, "Temporary Lights and Power".  

 

Yes                                No *                               

 

22. Article 22.1 – Electrical Testing: The construction of the hangars has been completed in 

accordance with all items contained in article 22.1, "Electrical Testing".  

 

Yes                                No *                               

 

23. Article 23.1 – Mechanical: The construction of the hangars has been completed in accordance 

with all items contained in article 23.1, "Mechanical".  

 

Yes                                No *                               

 

24. Article 24.1 – Foundation: The construction of the hangars has been completed in accordance 

with all items contained in article 24.1, "Foundation".  

 

Yes                                No *                               

 

25. Article 25.1 – Floor Coating: The construction of the hangars has been completed in 

accordance with all items contained in article 25.1, "Floor Coating".  

 

Yes                                No *            

 

26. Article 26.1 – Guarantee: The construction of the hangars has been completed in accordance 

with all items contained in article 26.1, "Guarantee".  

 

Yes                                No *            

 

*   "No" answers are further explained by the enclosed attachments. 
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95% Completion:  I certify that, for the project identified herein, the responses to the foregoing items are 

correct as marked, the construction was completed in accordance with all applicable federal, state and 

local codes, and that the attachments, if any, are correct and complete. 

 

 

Signed:                                                                   Date:                                                

Contractor's Authorized Representative 

 

 

 

Typed Name and Title of Contractor's Representative 



PAGE INTENTIONALLY LEFT BLANK 
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SS-295 PRE-ENGINEERED METAL HANGAR 

SECTION 01 41 00 - STRUCTURAL TESTS AND SPECIAL INSPECTIONS 

PART 1 GENERAL 

1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Special Provisions 
and other Project Specification Sections, apply to this Section. 

1.02 SUMMARY 

A. This Section includes administrative and procedural requirements required for compliance 
with the International Building Code, Chapter 17, Structural Tests and Special Inspections. 

B. Structural testing and special inspection services are required to verify compliance with 
requirements specified or indicated. These services do not relieve Contractor of 
responsibility for compliance with other construction document requirements. 

1. Specific quality-assurance and -control requirements for individual construction 
activities are specified in the Sections that specify those activities or herein. 
Requirements in those Sections or herein may also cover production of standard 
products. 

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and -control procedures that facilitate compliance with the construction 
document requirements. 

3. Requirements for Contractor to provide quality-assurance and -control services 
required by Engineer, Owner, or authorities having jurisdiction are not limited by 
provisions of this section. 

C. The Owner will engage one or more qualified Special Inspectors and / or testing agencies to 
conduct structural tests and special inspections specified in this section and related sections 
and as may be specified in other divisions of these specifications. 

D. Related Sections include but are not limited to the following: 

1. SS-295 Pre-Engineered Metal Hangars 

2. P-152 Excavation, Subgrade, and Embankment 

3. P-610 Concrete 

1.03 DEFINITIONS 

A. Approved Agency: An established and recognized agency regularly engaged in conducting 
tests or furnishing inspection services, when such agency has been approved by the building 
official and the Structural Engineer of Record. 

B. Construction Documents: Written (including specifications), graphic and pictorial documents 
prepared or assembled for describing the design, location and physical characteristics of the 
elements of a project necessary for obtaining a building permit. Construction Documents 
include all supplemental instructions, sketches, addenda, and revisions to the drawings and 
specifications issued by the registered design professional beyond those issued for a 
building permit. 

C. Registered Design Professional: Professional Engineer responsible for the metal building 
and door design.   

D. Shop Drawings/Submittal Data: Written, graphic and pictorial documents prepared and/or 
assembled by the Contractor based on the Construction Documents. 
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E. Structural Observation: Visual observation of the structural system by a representative of the 
registered design professional’s office for general conformance to the approved construction 
documents. Structural observations are not considered part of the structural tests and special 
inspections and do not replace inspections and testing by the testing agency or Special 
Inspector. 

F. Special Inspector: A qualified person who demonstrating competence, to the satisfaction of 
the code enforcement official and registered design professional in responsible charge, for 
inspection of the particular type of construction or operation requiring special inspection. The 
Special Inspector shall be a licensed Professional Engineer, Engineering Intern, or a 
qualified representative from the testing agency who is under supervision of a licensed 
Professional Engineer. 

G. Special Inspection, Continuous: The full-time observation of work requiring special 
inspection by an approved Special Inspector who is present in the area where the work is 
being performed. 

H. Special Inspection, Periodic: The part-time or intermittent observation of work requiring 
special inspection by an approved Special Inspector who is present in the area where the 
work has been or is being performed and at the completion of the work. 

I. Testing Agency: A qualified materials testing laboratory under the responsible charge of a 
licensed Professional Engineer, approved by the code enforcement official and the 
registered design professional in responsible charge, to measure, examine, test, calibrate, 
or otherwise determine the characteristics or performance of construction materials and 
verify confirmation with construction documents. 

1.04 QUALITY ASSURANCE 

A. Testing Agency Qualifications: 

1. Minimum qualifications of inspection and testing agencies and their personnel shall 
comply with ASTM E329-03 Standard Specification for Agencies in the Testing and/or 
Inspection of Materials Used in Construction. 

a. Inspectors and individuals performing tests shall be certified for the work being 
performed as outlined in the appendix of the ASTM E329. Certification by 
organizations other than those listed must be submitted to the building official 
for consideration before proceeding with work. 

2. In addition to these requirements, local jurisdiction may have additional requirements. 
It is the responsibility of the testing and inspection agencies to meet local requirements 
and comply with local procedures. 

1.05 CONFLICTING REQUIREMENTS, REPORTS, AND TEST RESULTS 

A. General: If compliance with two or more standards is specified and the standards establish 
different or conflicting requirements for minimum quantities or quality levels, comply with the 
most stringent requirement. Refer uncertainties and requirements that are different, but 
apparently equal, to the registered design professional in responsible charge for a decision 
before proceeding. 

B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be 
the minimum provided or performed. The actual installation may comply exactly with the 
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits. 
To comply with these requirements, indicated numeric values are minimum or maximum, as 
appropriate, for the context of requirements. Refer uncertainties to the registered design 
professional in responsible charge for a decision before proceeding. 

C. The Special Inspector’s reports and testing agencies results shall have precedence over 
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reports and test results provided by the Contractor. 

D. Where a conflict exists between the construction documents and approved shop 
drawings/submittal data, the construction documents shall govern unless the shop 
drawings/submittal data are more restrictive. All conflicts shall be brought to the attention of 
the registered design professional in responsible charge. 

1.06 SUBMITTALS BY SPECIAL INSPECTOR AND/OR TESTING AGENCY 

A. Special Inspectors shall keep and distribute records of inspections. The Special Inspector 
shall furnish inspection reports to the building official, Contractor, Engineer, and Owner. 
Reports shall indicate that work inspected was done in conformance to approved 
construction documents. Discrepancies shall be brought to the immediate attention of the 
Contractor for correction. If the discrepancies are not corrected, the discrepancies shall be 
brought to the attention of the building official and to the registered design professional in 
responsible charge prior to the completion of that phase of the work. A final report 
documenting required special inspections and correction of any discrepancies noted in the 
inspections shall be submitted at a point in time agreed upon by the permit applicant and the 
building official prior to the start of work. 

1. Special inspection reports and test results shall include, but not be limited to, the 
following: 

a. Date of inspection. 

b. Description of inspections or tests performed including location (reference grid 
lines, floors, elevations, etc.). 

c. Statement noting that the work, material, and/or product conforms or does not 
conform to the construction document requirements. 

1) Name and signature of Contractor’s representative who was notified of 
work, material, and/or products that do not meet the construction 
document requirements. 

d. Name and signature of Special Inspector and/or testing agency representative 
performing the work. 

B. Schedule of Non-Compliant Work: Each agent shall maintain a log of work that does not 
meet the requirements of the construction documents. Include reference to original 
inspection/test report and subsequent dates of re-inspection/retesting. 

C. Reports and tests shall be submitted within 1 week of inspection or test. Schedule of Non-
Compliant Work shall be updated daily and submitted at monthly intervals. 

D. Final Report of Special Inspections. Submitted by each agent listed in the schedule of 
Structural Testing and Special Inspections. 

PART 2 - PRODUCTS (not used) 

PART 3 - EXECUTION 

3.01 CONTRACTOR’S RESPONSIBILITY 

A. The Contractor shall coordinate the inspection and testing services with the progress of the 
work. The Contractor shall provide sufficient notice to allow proper scheduling of all 
personnel. The Contractor shall provide safe access for performing inspection and on site 
testing. 

B. The Contractor shall submit schedules to the Owner, Engineer, registered design 
professionals and testing and inspecting agencies. Schedules will note milestones and 
durations of time for materials requiring structural tests and special inspections. 
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C. Each Contractor responsible for the construction of a seismic-force-resisting system, 
designated seismic system, or component listed in the quality assurance plan shall submit a 
written Contractor’s statement of responsibility to the building official and to the Owner prior 
to the commencement of work on the system or component. The Contractor’s statement of 
responsibility shall contain the following: 

1. Acknowledgment of awareness of the special requirements contained in the quality 
assurance plan. 

2. Acknowledgment that control will be exercised to obtain conformance with the 
construction documents approved by the building official. 

3. Procedures for exercising control within the Contractor’s organization, the method 
and frequency of reporting and the distribution of the reports. 

4. Identification and qualifications of the person(s) exercising such control and their 
position(s) in the organization. 

D. Each Contractor responsible for the construction of a main wind force-resisting system or a 
wind-resisting component listed in the quality assurance plan shall submit a written statement 
of responsibility to the building official and the Owner prior to the commencement of work on 
the system or component. The Contractor’s statement of responsibility shall contain the 
following: 

1. Acknowledgment of awareness of the special requirements contained in the quality 
assurance plan. 

2. Acknowledgment that control will be exercised to obtain conformance with the 
construction documents approved by the building official. 

3. Procedures for exercising control within the Contractor’s organization, the method 
and frequency of reporting and the distribution of the reports. 

4. Identification and qualifications of the person(s) exercising such control and their 
position(s) in the organization. 

E. The Contractor shall repair and/or replace work that does not meet the requirements of the 
construction documents. 

1. Contractor shall engage an Engineer to prepare repair and/or replacement 
procedures. 

2. Engineer shall be registered in the state in which the project is located. Engineer shall 
be acceptable to the registered design professional in responsible charge, code 
enforcement official, and Owner. 

3. Procedures shall be submitted for review and acceptance by the registered design 
professional in responsible charge, code enforcement official, and Owner before 
proceeding with corrective action. 

F. The Contractor shall be responsible for costs of: 

1. Re-testing and re-inspection of materials, work, and/or products that do not meet the 
requirements of the construction documents and shop drawings/submittal data. 

2. Review of proposed repair and/or replacement procedures by the registered design 
professional in responsible charge and the inspectors and testing agencies. 

3. Repair or replacement of work that does not meet the requirements of the construction 
documents. 
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3.02 STRUCTURAL OBSERVATIONS 

A. Structural observations may be made periodically as determined by the registered design 
professional in responsible charge. 

B. Structural observations shall be for general conformance to the approved construction 
documents at significant construction stages and at completion of the construction of the 
structural system.  Structural observation shall not obviate the need for other inspections or 
testing required by this specification or the applicable building code. 

3.03 TESTING AND INSPECTION 

A. Testing and inspection shall be in accordance with the attached Schedule of Special 
Inspections, as listed elsewhere in the project specifications, and as listed herein. 

B. Reference related specifications for the minimum level of inspections and testing. Provide 
additional inspections and testing as necessary to determine compliance with the 
construction drawings. 

PART 4 - SCHEDULES AND FORMS 

A1 – Statement of Special Inspection 

A2 – Final Report of Special Inspections 

B1 – Schedule of Special Inspection Services 

C1 – Contractor’s Statement of Responsibility 

C2 – Fabricator’s Certificate of Compliance 

D1 – Special Inspection Report 

D2 – Special Inspection Discrepancy Notice 

 

END OF SECTION 
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STATEMENT OF SPECIAL INSPECTIONS 
(Completed by the Registered Design Professional in Responsible Charge) 

 
PROJECT:  

LOCATION:  

PERMIT APPLICANT:    

APPLICANT’S ADDRESS:   

 

ARCHITECT OF RECORD:    

STRUCTURAL ENGINEER OF RECORD:    

MECHANICAL ENGINEER OF RECORD:    

ELECTRICAL ENGINEER OF RECORD:    

REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE:    

 

This Statement of Special Inspections is submitted in accordance with Chapter 17 of the International Building Code. 
It includes a Schedule of Special Inspection Services applicable to the above-referenced Project as well as the identity 
of the individuals, agencies, or firms intended to be retained for conducting these inspections.  

 

The Special Inspector(s) shall keep records of all inspections and shall furnish interim inspection reports to the 
Building Official and to the Registered Design Professional in Responsible Charge at a frequency agreed upon by 
the Design Professional and the Building Official prior to the start of work. Discrepancies shall be brought to the 
immediate attention of the Contractor for correction. If the discrepancies are not corrected, the discrepancies shall be 
brought to the attention of the Building Official and the Registered Design Professional in Responsible Charge prior 
to completion of that phase of work. A Final Report of Special Inspections documenting required special inspections 
and corrections of any discrepancies noted in the inspections shall be submitted to the Building Official and the 
Registered Design Professional in Responsible Charge at the conclusion of the project. 

 
Maximum frequency of interim report submittals shall not be less than weekly.   

 

The Special Inspection program does not relieve the Contractor of the responsibility to comply with the Contract 
Documents. Jobsite safety and means and methods of construction are solely the responsibility of the Contractor. 
 
Statement of Special Inspections Prepared by: 

 

 
Type or Print name 

 

 
Signature Date 

 

 

 

Building Official’s Acceptance: 
 

  
Signature Date 

 
Permit Number:     

 

Preparer’s Seal 
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FINAL REPORT OF SPECIAL INSPECTIONS 
(Completed by each Special Inspector) 

 
PROJECT:  

LOCATION:  

PERMIT APPLICANT:    

APPLICANT’S ADDRESS:    

 

ARCHITECT OF RECORD:    

STRUCTURAL ENGINEER OF RECORD:    

MECHANICAL ENGINEER OF RECORD:    

ELECTRICAL ENGINEER OF RECORD:    

REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE:    

 

 

To the best of my information, knowledge, and belief, which are based upon observations or diligent 
supervision of our inspection services for the above-referenced Project, I hereby state that the special 
inspections or testing required for this Project, and designated for this Agent in the Schedule of Special 
Inspection Services, have been completed in accordance with the Contract Documents and approved 
design revisions. 

 
The Special Inspection program does not relieve the Contractor of the responsibility to comply with the 
Contract Documents. Jobsite safety and means and methods of construction are solely the responsibility of 
the Contractor. 

 
Interim reports submitted prior to this final report and numbered    to     form a basis for and are to be 
considered an integral part of this final report. The following discrepancies that were outstanding since the 
last interim report dated  have been corrected: 

 
 

 

 

 

 

(Attach 8 ½”x11” continuation sheet(s) if required to complete the description of corrections) 

 
Prepared By: 

 
 

Special Inspection Agent/Firm 
 
 

Type or print name of Special Inspector 
 

 
Signature Date 
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SCHEDULE OF SPECIAL INSPECTION SERVICES 

PROJECT (Completed by the Registered Design Professional in Responsible Charge) 

   APPLICABLE TO THIS PROJECT 

MATERIAL / ACTIVITY SERVICE Y/N EXTENT AGENT* DATE COMPLETED 

1704.2.5 Inspection of Fabricators 

Verify fabrication/quality control procedures.  
In-plant review (3) 

  
Periodic 

  

1705.1.1 Special Cases (work unusual in nature, 
including but not limited to alternative construction 
materials, unusual design applications, systems or 
materials with special manufacturer requirements. 
Attach 8 1/2x11 if needed). 

 
 
Submittal review, shop (3) 
inspection and/or field 
inspection. 

    

1705.2 Structural Steel Construction 

1. Review the material test reports and certificates as 
listed in AISC 360-10, Section N3.2 for compliance 
with the construction documents 

 
 

Submittal review 

  
 

Each submittal 

  

2. Material 
steel 

verification of structural Shop (3) 
inspection 

and field   
Periodic 

  

3. Anchor Rods and other Embedment(s) (Verify 
diameter, grade, type, length, embedment. See 
1705.3 for anchors) 

 

Field inspection 

  

Continuous 

  

4. Verify member locations, braces, stiffeners, and 
application of joint details at each connection comply 
with construction documents 

 
 
Field inspection 

  
 
Periodic 
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5. Structural steel welding: 

a. Inspection tasks Prior to Welding (Observe, or 
perform for each welded joint or member, the QA tasks 
listed in AISC 360, Table N5.4-1) 

 

Shop (3) and field 
inspection 

  
Observe or 
Perform as 
noted (4) 

  

b. Inspection tasks During Welding (Observe, or 
perform for each welded joint or member, the QA tasks 
listed in AISC 360, Table N5.4-2) 

 

Shop (3) and field 
inspection 

  

 
Observe (4) 

  

c. Inspection tasks After Welding (Observe, or perform 
for each welded joint or member, the QA tasks listed 
in AISC 360, Table N5.4-3) 

 

Shop (3) and field 
inspection 

  
Observe or 

Perform as 
noted (4) 

  

d. Nondestructive testing (NDT) of welded joints: 
see Commentary 

     

1) Complete penetration groove welds at joints in 
materials 5/16" thick or greater in Risk Category III or 
IV 

 
Shop (3) or field 
ultrasonic testing - 100% 

  

Periodic 

  

2) Complete penetration groove welds at joints in 
materials 5/16" or greater in Risk Category II 

Shop (3) or  field ultrasonic 
testing - 10% of welds 
minimum 

  

Periodic 

  

3) Thermally cut surfaces of access holes when 
material t > 2" 

Shop (3) or field magnetic 
Particle or Penetrant testing 

  
Periodic 

  

4) Welded joints subject to fatigue when required by 
AISC 360, Appendix 3, Table A-3.1 

Shop (3) or field radiographic
 or 
Ultrasonic testing 

  

Periodic 

  

5) Fabricator's NDT reports when fabricator performs 
NDT 

 
Verify reports 

 
Each submittal 
(5) 
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6. Structural steel bolting: Shop (3) and field 
inspection 

    

a. Inspection tasks Prior to Bolting (Observe, or 
perform tasks for each bolted connection, in 
accordance with QA tasks listed in AISC 360-10, 
Table N5.6-1) 

  Observe or 
Perform as 
noted (4) 

  

b. Inspection tasks During Bolting (Observe the QA 
tasks listed in AISC 360-10, Table N5.6-2) 

  Observe (4)   

1) Pre-tensioned and slip-critical joints      

a) Turn-of-nut with matching markings   Periodic   

b) Direct tension indicator   Periodic   

c) Twist-off type tension control bolt   Periodic   

d) Turn-of-nut without matching markings   Continuous   

e) Calibrated wrench   Continuous   

2) Snug-tight joints   Periodic   

c. Inspection tasks After Bolting (Perform tasks for 
each bolted connection in accordance with QA tasks 
listed in AISC 360, Table N5.6-3) 

  Perform (4)   

7. Inspection of steel elements ofcomposite 
construction prior toconcrete placement in 
accordancewith QA tasks listed in AISC 360-10, Table 
N6.1 and Section N6 

Shop (3) and field 
inspectionand testing 

 Observe or 
Perform as 
noted (4) 

  

a. Placement and installation of steel deck   Periodic   

b. Placement and installation of steel headed stud 
anchors 

  Periodic   
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1705.2.2 Steel Construction Other Than Structural Steel 

1. Material verification of cold-formed steel deck:      

a. Identification markings Field inspection  Periodic   

b. Manufacturer's certified test reports 
Submittal Review  Each submittal   

2. Connection of cold-formed steel deck to supporting 
structure: 

Shop (3) and field 
inspection 

    

a. Welding   Periodic   

b. Other fasteners (in accordance 
with AISC 360,Section N6) 

     

1) Verify fasteners are in conformance with approved 
submittal 

  Periodic   

2) Verify fastener installation is in conformance with 
approved submittal and manufacturer's 
recommendations 

  Periodic   

3. Welding reinforcing steel Shop (3) and field 
inspection 

    

a. Verification of weldability of steel other than ASTM 
A706 

  Periodic   

b. Reinforcing steel resisting flexural and axial forces 
in intermediate and special moment frames, boundary 
elements of special concrete structural walls and 
shear reinforcement 

  Continuous   

c. Shear reinforcement   Continuous   

d. Other reinforcing steel   Periodic   
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4. Cold-formed steel trusses spanning 60 feet or 
greater 

     

a. Verify temporary and permanent restraint/bracing 
are installed in accordance with the approved truss 
submittal package 

 
 
Field inspection 

  
 
Periodic 

  

 
1705.3 Concrete Construction 

1. Inspection of reinforcing steel placement Field inspection 
 

Periodic 
  

2. Inspection of prestressing steel placement In-plant or field review 
 

Periodic 
  

 
3. Inspection of anchors cast in concrete where 
allowable loads have been increased or where 
strength design is used 

 

Shop (3) and field 
inspection 

  

 
Continuous 

  

 

4. Inspection of anchors and reinforcing steel post-
installed in hardened concrete: Per research reports 
requirements 

 
 

Field inspection 

 Periodic or as 
required by the 
research report 
issued by an 
approved 
source 

  

5. Verify use of approved design mix 
Shop (3) and field 
inspection 

 
Periodic 

  

6. Fresh concrete sampling, performslump and air 
content tests anddetermine temperature of concrete 

 
Shop (3) and field 
inspection 

  

Continuous 

  

7. Inspection of concrete and shotcrete 
placement for proper application techniques 

Shop (3) and field 
inspection 

  
Continuous 

  

8. Inspection for maintenance of specified curing 
temperature and techniques 

Shop (3) and field 
inspection 

  
Periodic 
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9. Inspection of prestressed concrete: In-plant or field review     

a. Application of prestressing forces   Continuous   

b. Grouting of bonded prestressing tendons in the 
seismic-force-resisting system 

  Continuous   

10. Erection of precast concrete members      

a. Inspect in accordance with construction documents Field inspection  Periodic   

b. Perform inspections of welding and bolting in 
accordance with Section 1705.2 

Field inspection  In accordance 
with Section 
1705.2 

  

11. Verification of in-situ concrete strength, prior to 
stressing of tendons in post tensioned concrete and 
prior to removal of shores and forms from beams and 
structural slabs. 

Field testing and review of 
laboratory reports 

 Periodic   

12. Inspection of formwork for shape, lines, location 
and dimensions 

Field inspection  Periodic   

13. Concrete strength testing and verification of 
compliance with construction documents 

Field testing and review of 
laboratory reports 

 Periodic   

 
1705.4 Masonry Construction 

(A) Level A, B and C Quality Assurance: 
     

1. Verify compliance with approved submittals Field Inspection 
 

Periodic 
  

(B) Level B Quality Assurance:      

 
1. Verification of f'm and f'AAC prior to construction 

Testing by unit strength 
method or prism test 
method 

  
Periodic 
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(C) Level C Quality Assurance:      

1. Verification of f'm and f'AAC prior to construction 
and for every 5,000 SF during construction 

Testing by unit strength 
method or prism test method 

  
Periodic 

  

2. Verification of proportions of materials in premixed 
or preblended mortar, prestressing grout, and grout 
other than selfconsolidating grout, as delivered to the 
project site 

 
 

Field inspection 

  
 

Continuous 

  

3. Verify placement of masonry units 
Field Inspection 

 
Periodic 

  

(D) Levels B and C Quality Assurance:      

1. Verification of Slump Flow and Visual Stability Index 
(VSI) of selfconsolidating grout as delivered to the 
project 

 

Field testing 

  

Continuous 

  

2. Verify compliance with approved submittals 
Field inspection 

 
Periodic 

  

3. Verify proportions of site-mixed mortar, grout and 
prestressing grout for bonded tendons 

 
Field Inspection 

  
Periodic 

  

4. Verify grade, type, and size ofreinforcement and 
anchor bolts,and prestressing tendons 
andanchorages 

 

Field Inspection 

  

Periodic 

  

5. Verify construction of mortar joints 
Field Inspection 

 
Periodic 

  

 

6. Verify placement of reinforcement, connectors, and 
prestressing tendons and anchorages 

 

 
Field Inspection 

 
Level B - 
Periodic 

  

 
Level C - 
Continuous 
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7. Verify grout space prior to grouting 

 

 
Field Inspection 

 Level B - 
Periodic 

  

 Level C - 
Continuous 

  

8. Verify placement of grout and prestressing grout 
for bonded tendons 

 
Field Inspection 

  
Continuous 

  

9. Verify size and location of structural masonry 
elements 

Field Inspection 
 

Periodic 
  

 
10. Verify type, size, and location of anchors, including 
details of anchorage of masonry to structural 
members, frames, or other construction. 

 
 
Field inspection 

 
Level B - 
Periodic 

  

 
Level C - 
Continuous 

  

11. Verify welding of reinforcement (see 1705.2.2) Field inspection 
 

Continuous 
  

 
12. Verify preparation, construction, and protection of 
masonry during cold weather (temperature below 40o 
F) or hot weather (temperature above 90o F) 

 
 

 
Field inspection 

  
 

 
Periodic 

  

13. Verify   application and measurement of 
prestressing force 

 
Field Inspection 

  
Continuous 

  

 
14. Verify placement of AAC masonry units and 
construction of thin-bed mortar joints (first 5000 SF of 
AAC masonry) 

 

 
Field inspection 

  

 
Continuous 

  

 
15. Verify placement of AAC masonry units and 
construction of thin-bed mortar joints (after the first 
5000 SF of AAC masonry) 

 
 
Field inspection 

 
Level B - 
Periodic 

  

 
Level C - 
Continuous 

  

16. Verify properties of thin-bed mortar for AAC 
masonry (first 5000 SF of AAC masonry) 

 
Field inspection 

  
Continuous 
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17. Verify properties of thin-bed mortar for AAC 
masonry (after the first 5000 SF of AAC masonry) 

Field inspection 
 

Level B 

Periodic - 

  

 Level C - 
Continuous 

  

 

 
18. Prepare grout and mortar specimens 

 

 
Field testing 

 Level B - 
Periodic 

  

 Level C - 
Continuous 

  

 

 
19. Observe preparation of prisms 

 

 
Field inspection 

 Level B - 
Periodic 

  

 Level C - 
Continuous 

  

 
1705.5 Wood Construction 

1. Inspection of the fabrication process of wood 
structural elements and assemblies in accordance 
with Section 1704.2.5 

 

In-plant review (3) 

  

Periodic 

  

2. For high-load diaphragms, verification of grade and 
thickness of structural panel sheathing. 

 
Field inspection 

  
Periodic 

  

3. For high-load diaphragms, verify nominal size of 
framing members at adjoining panel edges, nail or 
staple diameter and length, number of fastener lines, 
and that spacing between fasteners in each line and 
at edge margins agrees with approved bldg plans. 

 
 
 

Field inspection 

  
 
 

Periodic 

  

4. Metal-plate-connected wood trusses spanning 
60 feet or greater: verify temporary and permanent 
restraint/bracing are installed in accordance with the 
approved truss submittal package 

 
 

Field inspection 

  
 

Periodic 
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1705.6 Soils 

1. Verify materials below shallow foundations are 
adequate to achieve the design bearing capacity. 

 

Field inspection 

  

Periodic 

  

2. Verify excavations are extended to proper depth 
and have reached proper material. 

 
Field inspection 

  
Periodic 

  

3. Perform classification and testing of controlled fill 
materials. 

Field inspection 
 

Periodic 
  

4. Verify use of proper materials, densities, and lift 
thicknesses during placement  and compaction of 
compacted fill 

 

Field inspection 

  

Continuous 

  

5. Prior to placement of controlled fill, observe 
subgrade and verify that site has been prepared 
properly 

 
Field inspection 

  
Periodic 

  

 
1705.7 Driven Deep Foundations 

1. Verify element materials, sizes and lengths comply 
with requirements 

 
Field inspection 

  
Continuous 

  

2. Determine capacities of test elements and conduct 
additional load tests, as required 

 

Field inspection 

  

Continuous 

  

3. Observe driving operations and maintain complete 
and accurate records for each element 

 
Field inspection 

  
Continuous 

  

4. Verify placement locations and plumbness, confirm 
type and size of hammer, record number of blows per 
foot of penetration, determine required penetrations to 
achieve design capacity, record tip and butt elevations 
and document any damage to foundation element 

 
 
 

Field inspection 

  
 
 

Continuous 

`  

5. For steel elements, perform additional 
inspections per Section 1705.2 

 
See Section 1705.2 

 
See Section 
1705.2 
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6. For concrete elements and concrete-filled 
elements, perform additional inspections per Section 
1705.3 

 

See Section 1705.3 

  
See Section 
1705.3 

  

 

 
7. For specialty elements, perform additional 
inspections as determined by the registered design 
professional in responsible charge 

 
 

Field inspection 

  
In accordance 
with construction 
documents 

  

 
1705.8 Cast-in-Place DeepFoundations 

1.Observe drilling operations and maintain 
complete and accurate records for each element 

 
Field inspection 

  
Continuous 

  

2. Verify placement locations and plumbness, confirm 
element diameters, bell diameters (if applicable), 
lengths, embedment into bedrock (if applicable) and 
adequate end-bearing strata capacity. Record 
concrete or grout volumes 

 
 
 
Field inspection 

  
 
 
Continuous 

  

3. For concrete elements, perform additional 
inspections in accordance with Section 1705.3 

 

See Section 1705.3 

  
See Section 
1705.3 
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1705.9 Helical Pile Foundations 

1. Verify installation equipment, pile dimensions, tip 
elevations, final depth, final installation torque and 
other data as required 

 

Field inspection 

  

Continuous 

  

 
2. Perform additional inspections and tests in 
accordance with the construction documents 

 
Field Inspection and 
testing 

 In accordance 
with construction 
documents 

  

 
1705.10.1 Structural Wood Special Inspections For Tornado Resistance 

1. Inspection of field gluing operations of elements of 
the main windforce-resisting system 

 
Field inspection 

  
Continuous 

  

2. Inspection of nailing, bolting, anchoring and other 
fastening of components within the main windforce-
resisting system 

 
Shop (3) and field 
inspection 

  

Periodic 

  

 
1705.10.2 Cold-formed Steel Special Inspections For Wind Resistance 

 
1.   Inspection   during welding operations of 
elements of the main windforce-resisting system 

 
Shop (3) and field 
inspection 

  
Periodic 

  

 
2. Inspections for screw attachment, bolting, 
anchoring and other fastening of components within 
the main windforce-resisting system 

 
Shop (3) and field 
inspection 

  

 
Periodic 

  

 
1705.10.3 Wind-resisting Components 

1. Roof cladding 
Shop (3) and field 
inspection 

 
Periodic 

  

2. Wall cladding 
Shop (3) and field 
inspection 

 
Periodic 
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1705.11.1 Structural Steel Special Inspections for Seismic Resistance 

 
1. Fabricator and erector documents (Verify reports 
and certificates as listed in AISC 341- 10,Section J2 
for compliance with construction documents) 

 

 
Submittal Review 

  

 
Each submittal 

  

2. Structural steel welding:      

 
a. Inspection tasks Prior to, During and After Welding 
(Observe, or perform for each welded joint or member, 
the QA tasks listed in AISC 341- 10, Table J6-1, J6-2 
& J6-3) 

 

 
Shop (3) and field 
inspection 

  

 
Observe or 
Perform as 
noted (4) 

  

b. Nondestructive testing (NDT) of welded joints in 
accordance with AISC 341-10, Section J6.2. 

 
Shop (3) and field testing 

  
Periodic 

  

3. Structural steel bolting:      

 
a. Inspection tasks Prior to, During and After Bolting 
(Observe, or perform tasks for each bolted 
connection, in accordance with QA tasks listed in 
AISC 341-10, Table J7-1, J7-2 & J7-3) 

 

Shop (3) and field 
inspection 

  
Observe or 
Perform as 
noted (4) 

  

 
4. Other Steel Structure Inspections, in accordance 
with QA tasks listed in AISC 341-10, Table J8-1: 

     

a. RBS requirements 
Shop (3) and field 
inspection 

 
Observe (4) 

  

b. Protected zones 
Shop (3) and field 
inspection 

 
Observe (4) 

  

5. Composite construction:      

 
a. Inspection tasks Prior to, During and After Concrete 
Placement (Observe, or perform tasks, in accordance 
with QA tasks listed in AISC 341- 10, Table J9-1, J9-2 
& J9-3) 

 
 

Field inspection 

  
 

Observe (4) 
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1705.11.2 Structural Wood Special Inspections for Seismic Resistance 

1. Inspection of field gluing operations of elements of 
the seismic-force resisting system 

 
Field inspection 

  
Continuous 

  

 
2. Inspection of nailing, bolting, anchoring and other 
fastening of components within the seismic-force-
resisting system 

 
Shop (3) and field 
inspection 

  

Periodic 

  

 
1705.11.3 Cold-formed Steel Light-Frame Construction Special Inspections for Seismic Resistance 

1.   Inspection   during welding operations of 
elements of the seismic force-resisting system 

Shop (3) and field 
inspection 

  
Periodic 

  

 
2. Inspections for screw attachment, bolting, 
anchoring and other fastening of components within 
the seismic force-resisting system 

 

Shop (3) and field 
inspection 

  
 
Periodic 

  

 
1705.11.4 Designated Seismic System Verification 

 
Inspect and verify that that the component label, 
anchorage or mounting conforms to the certificate of 
compliance in accordance with 1705.12.3 

 

 
Field inspection 

  

 
Periodic 

  

1. Architectural Designated Seismic Systems (per 
ASCE 7-10) 

     

a. Interior non-structural partition walls and 
connections 

Field Inspection 
 

Periodic 
  

b. Parapets Field Inspection  Periodic   
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c. Chimneys Field Inspection  Periodic   

d. Exterior non-structural walls elements and 
connections 

Field Inspection 
 

Periodic 
  

e. Veneer Field Inspection  Periodic   

f. Suspended Ceiling Systems Field Inspection  Periodic   

g. Cabinets Field Inspection  Periodic   

h. Storefront and curtainwall framing Field Inspection 
 

Periodic 
  

i. Access Floors Field Inspections  Periodic   

j. Glass in glazed interior and exterior storefront and 
curtainwall systems 

 
Field Inspection 

  
Periodic 

  

k. Laboratory Equipment Field Inspection  Periodic   

2. Mechanical & Electrical Designated Seismic 
Systems (per ASCE 7-10) 

     

a. Mechanical and Electrical Components 
     

 
1) Air-side HVAC fans, air handlers, air conditioning 
units, air distribution boxes, and other mechanical 
components constructed of sheet metal 

 

 
Field Inspection 

  

 
Periodic 

  

 

 
2) Wet side HVAC, boilers, furnaces, atmospheric 
tanks and bins, chillers, water heaters, heat 
exchangers, air separators, manufacturing or process 
equipment and other mechanical components 
constructed of high-deformability materials 

 
 
 

 
Field Inspection 

  
 
 

 
Periodic 

  

3) Engines, turbines, pumps, compressors, and 
pressure vessels 

 
Field Inspection 

  
Periodic 

  

4) Elevator and escalator components Field Inspection 
 

Periodic 
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5) Generators, batteries, invertors, motors, 
transformers, and other electrical components 
constructed of high deformability materials 

 

 
Field Inspection 

  

 
Periodic 

  

 
6) Motor control centers, panel boards, switch gear, 
instrumentation cabinets, and other components 
constructed of sheet metal framing 

 

 
Field Inspection 

  

 
Periodic 

  

7) Communication equipment, computers, 
instrumentation and controls 

 
Field Inspection 

  
Periodic 

  

8) Roof mounted stacks, cooling and electrical towers 
Field Inspection 

 
Periodic 

  

9) Light fixtures Field Inspection  Periodic   

b. Vibration Isolated Components & Systems 
     

 
1) Components and systems isolated using neoprene 
elements and neoprene isolated floors with built-in or 
separate elastomeric snubbing devices or resilient 
perimeter stops 

 

 
Field Inspection 

  

 
Periodic 

  

 
2) Spring isolated components and systems closely 
restrained using built in or separate elastomeric 
snubbing devices or resilient perimeter stops 

 

 
Field Inspection 

  

 
Periodic 

  

3) Internally isolated systems and supports Field Inspection 
 

Periodic 
  

 
4) Suspended vibration isolation equipment including 
in-line duct devices and suspended internally isolated 
components 

 

 
Field Inspection 

  

 
Periodic 

  

c. Distribution Systems      

1) Piping and tubing including in-line 
components 

Field Inspection 
 

Periodic 
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2) Ductwork, including in–line components Field Inspection 
 

Periodic 
  

3) Electrical conduit and cable trays Field Inspection 
 

Periodic 
  

4) Bus ducts      

5) Plumbing Field Inspection  Periodic   

6) Manufacturing or Process Conveyors Field Inspection 
 

Periodic 
  

7) Fire Protection Sprinkler Pipe System Field Inspection 
 

Periodic 
  

 
1705.11.5 Architectural Components Special Inspections for Seismic Resistance 

1. Inspection during the erection and fastening of 
exterior cladding and interior and exterior veneer. 

 
Field inspection 

  
Periodic 

  

 
2. Inspection during the erection and fastening of 
interior and exterior non load bearing walls. 

 
Field inspection 

  
Periodic 

  

3. Inspection during anchorage of access floors Field inspection 
 

Periodic 
  

 
1705.11.6 Mechanical and Electrical Components Special Inspections for Seismic Resistance 

 
1. Inspection during the anchorage of electrical 
equipment for emergency or standby power systems. 

 

Field inspection 

  

Periodic 

  

2. Inspection during the anchorage of other electrical 
equipment. 

Field inspection 
 

Periodic 
  

 
3. Inspection during installation and anchorage of 
piping systems designed to carry hazardous 
materials, and their associated mechanical units 

 
 
Field inspection 

  
 
Periodic 

  

 
4. Inspection during the installation and anchorage of 
ductwork designed to carry hazardous materials 

 

Field inspection 

  

Periodic 
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5. Inspection during the installation and 
anchorage of vibration isolation systems. 

 
Field inspection 

  
Periodic 

  

 
1705.11.7 Storage Racks for Seismic Resistance 

 
Inspection during the anchorage storage racks 8 feet 
or greater in height. 

 
Field inspection 

  
Periodic 

  

 
1705.11.8 Seismic Isolation Systems 

 
Inspection during the fabrication and installation of 
isolator units and energy dissipation devices used as 
part of the seismic isolation system. 

 

 
Shop and field inspection 

  

 
Periodic 

  

 
1705.12.1 Concrete Reinforcement Testing and Qualification for Seismic Resistance 

Review certified mill test reports Field review 
 

Each shipment 
  

Verify reinforcing steel weldability Review test reports 
 

Each shipment 
  

 
1705.12.2 Structural Steel Testing and Qualification for Seismic Resistance 

 
Test in accordance with the quality assurance 
requirements of AISC 341-10 

 
Shop (3) and field testing 

  
Per AISC 341 
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1705.12.3 Seismic Certification of Nonstructural Components 

Review certificate of compliance for designated 
seismic system components. 

Certificate of compliance 
review 

  
Each submittal 

  

 
1705.12.4 Seismic Isolation Systems 

Test seismic isolation system in accordance with 
ASCE 7 Section 17.8 

 
Prototype testing 

  
Per ASCE 7 

  

 
1705.13 Sprayed Fire-resistant Materials 

1. Verify surface condition preparation of 
structural members. 

Field inspection 
 

Periodic 
  

2. Verify application of sprayed fire-resistant materials. 
Field inspection 

 
Periodic 

  

3. Verify average thickness of sprayed fire- resistant 
materials applied to structural members. 

 
Field inspection 

  
Periodic 

  

4. Verify density of the sprayed fire-resistant material 
complies with approved fire-resistant 
design. 

Field inspection and 
testing 

 Per Building 
Code  Section 
1705.13.5 

  

5. Verify the cohesive/adhesive bond strength of the 
cured sprayed fire-resistant material. 

Field inspection and 
testing 

 Per Building 
Code Section 
1705.13.6 

  

 
1705.14 Mastic and Intumescent Fire-Resistant Coatings 

 
Inspect mastic and intumescent fire-resistant coatings 
applied to structural elements and decks, in 
accordance with AWCI 12-B. 

 

Field inspection 

  

Periodic 

  



SS-295 
01 41 00 STRUCTURAL TESTS AND SPECIAL INSPECTIONS 

Page B20  

 
1705.15 Exterior Insulation and Finish Systems (EIFS) 

1. Verify materials, details and installations are per 
the approved construction documents 

 
Field inspection 

  
Periodic 

  

2. Inspection of water-resistive barrier coating over 
sheathing substrate 

 
Field inspection 

  
Periodic 

  

 
1705.16 Fire-Resistant Penetrations and Joints 

1. Inspect penetration firestop Field testing 
 Per ASTM E 

2174 

  

2. Inspect fire-resistant joint systems Field testing 
 Per ASTM E 

2393 

  

 
1705.17 Smoke Control Systems 

1. Leakage testing and recording of device locations 
prior to concealment. 

 
Field testing 

  
Periodic 

  

 
2. Prior to occupancy and after sufficient completion, 
pressure difference testing, flow measurements, and 
detection and control verification. 

 

 
Field testing 

  

 
Periodic 
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* INSPECTION AGENTS FIRM  ADDRESS  TELEPHONE NO. 

1. 

2. 

3. 

4. 

5. 

Notes:  

1. The inspection and testing agent(s) shall be engaged by the Owner or the Owner's Agent, and not by the Contractor or Subcontractor whose work is to 
be inspected or tested. Any conflict of interest must be disclosed to the Building Official prior to commencing work. The qualifications of the Special 
Inspector(s) and/or testing agencies are subject to the approval of the Building Official and/or the Design Professional. 

2. The list of Special Inspectors may be submitted as a separate document, if noted so above. 

3. Special Inspections as required by Section 1704.2.5 are not required where the fabricator is approved in accordance with IBC Section 1704.2.5.2. 

4. Observe on a random basis, operations need not be delayed pending these inspections. Perform these tasks for each welded joint, bolted connection or 
steel element. 

5. NDT of welds completed in an approved fabricator's shop may be performed by that fabricator when approved by the AHJ. Refer to AISC 360, N7. 

Circle "Yes" or "No" as appropriate and date this document below: 

Are Requirements for Seismic Resistance included in the Statement of Special Inspections? Yes No 

Are Requirements for Tornado Resistance included in the Statement of Special Inspections? Yes No 

DATE:  
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CONTRACTOR’S STATEMENT OF RESPONSIBILITY 
 

 
Each contractor responsible for the construction or fabrication of a main wind- or seismic force-resisting 
system must submit a Statement of Responsibility, in accordance with the Building Code, Section 1704.4. 

 
Project:   

 

Contractor’s Name:   
 

Address:   

 

License No.:   
 

Description of building systems and components included in Statement of Responsibility: 
 
 
 
 
 
 

Contractor’s Acknowledgement of Special Requirements 

 
I hereby acknowledge that I have received, read, and understand the Statement of Special Inspections and 
Special Inspection program: 

 
I hereby acknowledge that control will be exercised to achieve conformance with the approved construction 
documents. 

 
 

Name and Title (type or print) 
 
 

Signature 
 

 
Contractor’s Provisions for Quality Control 

 
Procedures for exercising control within the contractor’s organization, the method and frequency of re- 
porting and distribution of reports is attached to this Statement. 

 
Identification and qualifications of the person(s) exercising such control and their position(s) in the 
organization are attached to this Statement 
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FABRICATOR’S CERTIFICATE OF COMPLIANCE 
 

 
Each approved fabricator that is exempt from Special Inspection of shop fabrication and implementation 
procedures per section 1704.2.5.2 of the Building Code must submit Fabricator’s Certificate of Compliance 
at the completion of fabrication. 

 
Project:   

 

Fabricator’s Name:   
 

Address:   
 

Certification or Approval Agency:   

 

Certification Number:   
 

Date of Last Audit or Approval:   
 

Description of structural members and assemblies that have been fabricated: 
 
 
 
 
 
 
 
 
 
 
 

 
I hereby certify that items described above were fabricated in strict accordance with the approved 
construction documents. 

 
 

Name and Title (type or print) 
 
 

Signature 
 

 
Attach copies of fabricator’s certification or building code evaluation service report and fabricator’s quality 
control manual. 
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SPECIAL INSPECTION REPORT 

(Completed by Special Inspector) 

PROJECT NAME / ADDRESS: 

DATE OF INSPECTION: 

INSPECTION TYPE(S) COVERAGE 

CONTINUOUS PERIODIC 

TIME BEGINNING INSPECTION: TIME ENDING INSPECTION: 

DESCRIBE INSPECTIONS MADE, INCLUDING LOCATIONS: 

LIST TESTS MADE: 

LIST ITEMS REQUIRING CORRECTIONS, CORRECTIONS OF PREVIOUSLY LISTED ITEMS AND 

PREVIOUSLY LISTED UNCORRECTED ITEMS: PROVIDE COPIES OF DISCREPANCY NOTICES: 

COMMENTS: 

TO THE BEST OF MY KNOWLEDGE, WORK INSPECTED WAS IN ACCORDANCE WITH THE APPROVED 

DESIGN DRAWINGS, AND SPECIFICATIONS, EXCEPT AS NOTED ABOVE. 

PRINTED FULL NAME 
 

NOTE BY "SPECIAL INSPECTOR" OR PROVIDE NAME 
OF TESTING AGENCY 

 

 
SIGNED: 

 
DATE: 

CERTIFICATION: NUMBER: 

One copy of this report to remain at job site with the contractor for review upon request. 
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DISCREPANCY NOTICE No.    
 

SPECIAL INSPECTION DISCREPANCY NOTICE 

(Completed by Special Inspector) 
 

PROJECT NAME / ADDRESS: 

INSPECTION TYPE(S) COVERAGE 
 
 
 

 
CONTINUOUS PERIODIC 

 

AREA INSPECTED TYPE OF INSPECTION 

APPLICABLE DRAWING SHEET NUMBER(S) AND/OR SPECIFICATION SECTION: 

NOTICE DELIVERED TO: 

O CONTRACTOR 

O  ENGINEER/ARCHITECT 

O OWNER 

DATE: TIME: 

MAKE THE FOLLOWING CORRECTIONS AND SECURE INSPECTION APPROVAL PRIOR TO 
PROCEEDING WITH THIS PHASE OF THE WORK. 

 

 
PRINTED FULL NAME 

 

NOTE BY "SPECIAL INSPECTOR" OR 
PROVIDE NAME OF TESTING AGENCY 

 

 
SIGNED: 

 
DATE: 

CERTIFICATION: NUMBER: 

DATE RE-INSPECTED AND APPROVED AND SIGNATURE OF SPECIAL INSPECTOR: 

One copy of this report to remain at job site with the contractor for review upon request.
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ITEM SS-300 BASIC ELECTRICAL REQUIREMENTS 

 
 

DESCRIPTION 
 

300-1.1  This item shall consist of furnishing and installing complete electrical systems as defined in the 
plans and in these specifications.  The work includes the installation, connection and testing of new 
electrical systems, equipment and all required appurtenances to construct and demonstrate proper 
operation of the completed electrical systems.   
 
300-1.2  The Contractor shall maintain current copies of all referenced and applicable standards on the 
job site.  The Contractor is responsible to make known to the Engineer any conflict between plans and 
specifications that he observes or of which he is made aware. 
 

 
300-1.3  Alabama Power equipment and electrical duct systems have different installation requirements 
from typical airport systems.  Electrical work for the utility primary and secondary systems shall be 
performed in accordance with the attached Alabama Power Specifications, which are included in these 
Specifications.  The Contractor shall install these special systems in accordance with these utility 
standards.  The Contractor shall replace any deficient or incorrectly installed work at no additional cost to 
the Owner due to the Contractor’s failure in conforming to these utility standard requirements. 
 
 

EQUIPMENT AND MATERIALS 
 
300-2.1 STANDARDS. 
 

a. Applicable National Fire Protection Association (NFPA) codes, including but not limited 
to: 

(1) NFPA 70 - National Electrical Code. 
(2) NFPA 70E - Standard for Electrical Safety in the Workplace. 
(3) NFPA 101 - Life Safety Code. 
(4) Internet Website: http://www.nfpa.org 

b. Applicable Code of Federal Regulations (CFR) codes, including but not limited to: 
(1) 29 CFR 1910 - Occupational Safety and Health Standards (OSHA) 
(2) 29 CFR 1926 - Safety and Health Regulations for Construction. 
(3) Internet Website: http://www.gpoaccess.gov/cfr/index.html 

c. ANSI/IEEE C2 - National Electrical Safety Code. 
d. NECA 1 – Standard for Good Workmanship in Electrical Construction. 
e. Applicable Federal, State and Local Electrical Codes. 
f. Applicable Federal, State and Local Energy Codes. 
g. Applicable Federal, State and Local Building Codes. 
h. Applicable Federal, State and Local Fire Codes. 
i. Applicable City Electrical Code. 
j. Applicable City Ordinances pertaining to electrical work. 
k. Applicable Federal, State and Local - Environmental, Health and Safety Laws and 

Regulations. 
 

Contractor shall utilize the most current editions of standards, which are current at time of bid and as 
recognized by the Authority Having Jurisdiction for the respective standard. 
 
300-2.2 GENERAL. 
 
 

a. All equipment and materials covered by referenced specifications shall be subject to 
acceptance through manufacturer's certification of compliance with the applicable specification when 
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requested by the Engineer. All equipment and materials shall be new and meet applicable manufacturer’s 
standards.  All electrical components and products shall be tested and listed by an OSHA accepted, 
nationally recognized testing laboratory (NRTL) to conform to the standards indicated in these contract 
documents and to the industry standards required in the NEC, NEMA, IEEE, UL, and applicable FAA 
advisory circulars. 
 

b. Manufacturer’s certifications shall not relieve the Contractor of the Contractor’s 
responsibility to provide materials in accordance with these specifications and acceptable to the Engineer.  
Materials supplied and/or installed that do not materially comply with these specifications shall be removed, 
when directed by the Engineer and replaced with materials, which do comply with these specifications, at 
the sole cost of the Contractor. 

 
c. All materials and equipment used to construct this item shall be submitted to the Engineer 

for approval prior to ordering the equipment.  Submittals consisting of marked catalog sheets or shop 
drawings shall be provided.  Submittal data shall be presented in a clear, precise and thorough manner.  
Original catalog sheets are preferred.  Photocopies are acceptable provided they are as good a quality as 
the original.  Clearly and boldly mark each copy to identify pertinent products or models applicable to this 
project.  Indicate all optional equipment and delete non-pertinent data.  Submittals for components or 
electrical equipment and systems shall identify the equipment for which they apply on each submittal sheet.  
Markings shall be boldly and clearly made with arrows or circles (highlighting is not acceptable).  Contractor 
is solely responsible for delays in project accruing directly or indirectly from late submissions or 
resubmissions of submittals. 

 
d. The data submitted shall be sufficient, in the opinion of the Engineer, to determine 

compliance with the Contract Documents plans and specifications.  The Engineer reserves the right to reject 
all equipment, materials or procedures, which, in the Engineer’s opinion, does not meet the system design 
and the standards and codes, specified herein. 

 
e. All equipment and materials furnished and installed under this section shall be guaranteed 

against defects in materials and workmanship for a period of at least twelve (12) months from final 
acceptance by the Owner.  The defective materials and/or equipment shall be repaired or replaced, at the 
Owner's discretion, with no additional cost to the Owner. 

f. Refer to Special Provisions Item C-13 Submittals for electronic or paper submittal 
requirements for Engineer’s review. 

g. After approval of submitted equipment, the Contractor shall supply the following Operation 
and Maintenance Manual documentation to the Owner.  Two (2) complete sets of documentation shall be 
supplied for each model of equipment.  The documentation shall be securely bound in heavy-duty 3-ring 
binders.  The information for each piece of equipment shall be indexed using typewritten label tabs.  The 
spine of each binder shall have a typewritten label, which indicates the included equipment types.  The 
documentation shall include: 

 
(1) Approved Submittals and Shop Drawings 
(2) Cable Splicer Qualifications, Type and Voltage 
(3) State Contractors License with Electrical Classification 
(4) Master, Journeyman and Apprentice Electrician Licenses and Certifications 
(5) Lockout/Tagout Program 
(6) Installation Manuals 
(7) Operation Manuals 
(8) Maintenance Manuals 
(9) Parts Lists, including recommended spare parts.  Recommended spare parts 

shall be furnished with the respective equipment. 
(10) Ground Rod Impedance Test Reports 
(11) Cable Pulling Tension Value Logs 
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h. After approval of the O&M Manuals, the Contractor shall provide three (3) complete 
electronic copies of all documentation in Adobe PDF file format on CD-R (non-rewriteable) discs storage 
media.  The electronic files shall contain searchable text and include a hyperlink index for ease in locating 
information with the PDF file. 

i. All requirements herein Item SS-300 shall be applicable to all referenced sections in these 
contract documents and applicable to all sections, which reference Item SS-300. 
 
300-2.3 OPERATION AND MAINTENANCE DATA. 
 
Assemble a complete set of operation and maintenance data indicating operation and maintenance of each 
system, subsystem, and piece of equipment.  Provide bound hard copies and electronic copies as noted in 
section 300-2.2. 
 

a. Certificate of Substantial Completion, Release and Contractor’s Affidavit, executed 
copies. 
 

b. Final approved equipment submittals, including product data sheets and shop drawings, 
clearly labeled. 
 
 

c. Installation manuals: Description of function, installation and calibration manuals, normal 
operating characteristics and limitations, performance curves, engineering data and tests, and complete 
nomenclature and commercial numbers of all replaceable parts. 

 
d. Operations manuals: Manufacturer's printed operating instructions and procedures to 

include start-up, break-in, routine and normal operating instructions; regulation, control, stopping, 
shutdown, and emergency instructions; summer and winter operating instructions; and all programming 
and equipment settings. 

 
e. Maintenance manuals: Maintenance procedures for routine preventative maintenance 

and troubleshooting; disassembly, repair, and reassembly; aligning and adjusting instructions. 
 
f. Service manuals: Servicing instructions and lubrication charts and schedules, including 

the names and telephone numbers of personnel to contact for both routine periodic and warranty service 
for equipment and materials provided under this Specification. 
 

g. Final test reports, clearly labeled, including but not limited to, insulation resistance test 
reports, ground rod impedance test reports, cable pulling tension values logs, and equipment certification 
tests. 

 
h. Final certified calibration sheets for all equipment and instruments. 
 

 
300-2.4 SWITCHES.   Main disconnect switches 600 volt or less shall be UL service entrance rated, 
industrial circuit breaker type, pad-lockable, heavy duty type with neutral and ground kits and poles and 
ratings as indicated on the drawings and suitable for the application indicated.   Exterior switches shall be 
NEMA 3R rated. 

 
300-2.5 OVERCURRENT PROTECTIVE DEVICES. 
 
Circuit Breakers:  Circuit breakers shall be the molded-case type, as indicated, with each pole equipped 
with inverse time and instantaneous overcurrent tripping devices.  Circuit breakers shall be UL listed. 
Single pole breakers shall be full module size; two poles shall not be installed in a single module. 
Multi-pole breakers shall be of the common-trip type having a single operating handle, and for sizes of 
50 amperes or less may consist of single pole breakers permanently assembled at the factory into a 
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multi-pole unit.  Circuit breakers used for motor disconnects and not in sight of the motor controller shall 
be capable of being locked in the open position.  Minimum interrupting rating shall be as shown. 
 
Fuses:  All fuses shall be Bussman; Gould-Shawmut, or equal.  Plug fuses are not acceptable.  Cartridge 
fuses shall be rated at 250 or 600 volts, as applicable, and shall conform to the requirements of UL 198 
and NEMA Standard FU-1.  600 volts or less fuses shall be rated at 200,000 Amperes Interrupting 
Capacity. 
 
300-2.6 PANELBOARDS.  Furnish and install panelboards as indicated on the Drawings.  Breakers shall 
be bolted type and have available fault current interrupting capacity as scheduled.  Single pole breakers 
shall be full module size; two poles shall not be installed in a single module.  All multi-pole breakers shall 
be common trip. 
 
Panels shall be fully rated; series rated panels are not acceptable. 
 
The panels shall be load balanced by measuring the loads and making circuit changes.  Record the load 
readings before and after changes and submit test records.  Differences exceeding 20 percent between 
phase loads, within a panelboard, are not acceptable.  Rebalance and recheck as necessary to meet this 
minimum requirement. 
 
The panel shall be UL listed, service entrance rated, and fully bussed with copper bussing, copper neutral 
bussing, and copper ground bar.  All bolts used to connect current carrying parts together shall be front 
accessible.  The panel shall have a securely attached metal nameplate listing the manufacturer, shop 
order number, panel type, voltage, ampacity and short circuit withstand rating.  An individual terminal or 
lug shall be provided for each neutral allowing one wire per terminal. 
 
The panel shall be surface mounted with semi-flush locking doors and matching keys.  The Contractor 
shall provide a typed directory and install the same in the holder behind the transparent protective 
covering in the panels.  Provide an exterior nameplate with panel and name, mounted at the top of the 
panel above the door. Doors shall match enclosures.  Indoor surface mounted enclosures shall have 
pre-punched knockouts.  The panels shall be General Electric, Square D, Cutler Hammer, or approved 
equal. 
 
Panelboards and breakers shall conform to the requirements of Fed. Spec. W-P-115. 
 
300-2.7 SURGE PROTECTIVE DEVICES.   

 
Provide a surge protective device at the lighting panelboard as indicated in the plans and make all final 
connections.  Lead lengths shall not exceed 18 inches.   
 
SPD Type 2 (building exterior or interior mounted adjacent to panelboard; see plans for locations; 
coordinate exact installation requirements in the field with the Engineer prior to work): 
 

a. 240/120-volt, 1-phase; connected via dedicated circuit breaker to panelboard. 
b. UL 1449 Fourth Edition Type 2 Listed 
c. UL 1283 Listed for Type 2 
d. Voltage protection rating 1200V for 240V system L-N 
e. Surge rating 100,000 amps per phase minimum 
f. SCCR: Equal or exceed 200 kA 
g. Inominal Rating: 10 kA 
h. Undervoltage detection, phase and power loss monitoring 
i. LED status indicator lights, audible alarm, transient counter, dry contacts 
j. NEMA 3R enclosure 
k. 5-year warranty 
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Provide surge protective devices to protect incoming voltage power circuits serving field equipment. 
Provide SPD Type 1 UL listed units designed for indoor or outdoor installations, with LED operational 
status lights and back-nipple mounting.  For 120V or 120/240V, furnish units having minimum short circuit 
rating 25kA.  For 277V or 480V, furnish units having minimum short circuit rating 200kA. 
 
300-2.8 CONTROL AND TIMING RELAYS.  All relays shall be plug-in type relays and shall be furnished 
with socket base and all required mounting accessories; provide Allen-Bradley Bulletin 700 Type or 
approved equal.  Provide relays with contacts meeting the ampacity rating requirements as indicated in 
the plans and as required for the equipment load to be connected and controlled. 
 
300-2.9 WIRE.   
 
For ratings up to 600 volts, moisture and heat resistant thermoplastic wire conforming to Commercial Item 
Description A-A-59544A Type THWN-2 shall be used.  The wires shall be of the type, size, number of 
conductors, and voltage shown in the plans or in the proposal. 

 
Service, underground feeder, and underground branch circuit wiring shall be minimum Type 
THHN/THWN-2 unless otherwise noted.   

 
Indoor feeder and indoor branch circuit wiring shall be minimum Type THHN/THWN-2 unless otherwise 
noted.   
 
Unless otherwise indicated, conductors No. 10 AWG and smaller shall be solid, and conductors 
No. 8 AWG and larger shall be stranded. 
 
For electrical work of 600 volts or less, all conductors, terminations, terminal blocks, lugs, connectors, 
devices and equipment shall be listed, marked, and rated 75 degrees C minimum unless otherwise noted. 
 
Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips that will not 
damage cables or raceway.  Pull ropes and pull wires shall have sufficient tensile strength for the cable(s) 
to be pulled and installed.  Damaged cable or raceway shall be replaced at no additional cost to the 
Owner.  Calculate and do not exceed the maximum allowable pulling tension or maximum allowable 
sidewall bearing pressure for all conductors and cables. 
 
Install pull wires in empty raceways.  Use a polypropylene plastic line with not less than 200-pound tensile 
strength.  Secure and leave at least 12 inches of slack at each end of pull wire to prevent it from slipping 
back into the conduit.  Cap spare raceways with removable tapered plugs, designed for this purpose. 
 
300-2.10 CONDUIT.  Rigid steel conduit and fittings shall conform to the requirements of Underwriters 
Laboratories Standard 6, 514, and 1242. 
 

300-2.11 PLASTIC CONDUIT (for use below grade only).  Plastic conduit and fittings-shall conform to the 
requirements of Fed Spec. W-C-1094 and Underwriters Laboratories Standards UL-651 and shall be one of 
the following, as shown in the plans: 
 

a. Type I - Schedule 40 PVC suitable for underground use either direct-buried or encased in 
concrete. 

 
b. Type II - Schedule 40 PVC suitable for either above ground or underground use. 
 
c. Type III - Schedule 80 PVC suitable for either above ground or underground use either 

direct-buried or encased in conduit. 
 
Plastic conduit adhesive shall be a solvent cement manufactured specifically for gluing the specific type of 
plastic conduit and fitting. 
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300-2.12 TAPE.  Rubber and plastic electrical tapes shall be Scotch Electrical Tape Numbers 23 and 88, 
respectively, as manufactured by the Minnesota Mining and Manufacturing Company, or an approved equal. 
 
The electrical installation shall conform to the requirements of the latest edition of National Fire Protection 
Association, NFPA-70, National Electrical Code. 
 
Copies of the National Electrical Code may be obtained from the National Fire Protection Associations, 
Inc., One Batterymarch Park, Quincy, Massachusetts 02269. 
 
300-2.13 CONCRETE.  Concrete shall conform to Item P-610, Concrete for Miscellaneous Structures, 
with a minimum 28-day compressive strength of 3500 PSI (unless otherwise noted) using 1-inch (25-mm) 
maximum size coarse aggregate, as determined by test cylinders made in accordance with ASTM C 31 
and tested in accordance with ASTM C 39. 
 
Flowable backfill material may only be used where specifically indicated in the Plan details. 
 

300-2.14 FIRE EXTINGUISHERS.  Install a fire extinguisher, wall bracket, and accessories within the 
electrical vault or electrical transclosure in a location approved by the Engineer.  
 

a. Each installation shall be in accordance with NFPA 10, Standard for Portable Fire 
Extinguishers. The extinguisher shall be mounted so that the handle is 48” above finished floor.  

 
b. Extinguisher: UL Rating 20B:C, minimum 20 lb. capacity, for fueling facility rack, the fire-

fighting agent shall be Purple K dry chemical.  Provide outdoor rated steel wall bracket sized for unit. 
 

 
CONSTRUCTION METHODS 

 
300-3.1 LOCKOUT/TAGOUT PROGRAM.  The Contractor shall provide a complete copy of an electrical 
energy source Lockout/Tagout Program to the Owner, with copy to the Engineer.  The document shall 
clearly identify the on-site master electricians and their contact information, including office and mobile 
telephone numbers.   
 
The Lockout/Tagout Program shall comply with Part 1910 – Occupational Safety and Health Standards 
(OSHA) Subpart S – Electrical, and meet the requirements of 29 CFR 1910.147, The Control of 
Hazardous Energy (Lockout/Tagout), including requirements listed in 1910.331 through 1910.335.   
 
Implementation of the Lockout/Tagout Program and all other related safety requirements are the sole 
responsibility of the Contractor.   
 
300-3.2  SAFETY PROGRAM.  The Contractor shall implement an electrical safety program that complies 
with NFPA 70E and 29 CFR 1926.   
 
Implementation of the Electrical Safety Program, determining and providing proper Personal Protective 
Equipment (PPE), training and enforcing personnel to wear the prescribed PPE, conducting work area 
safety inspections (including correcting deficiencies), and all other related safety requirements are the 
sole responsibility of the Contractor.  
 
All work involved in the preparation and implementation of the safety program will not be measured for 
separate payment but will be considered subsidiary to the lockout/tagout bid item. 
 
300-3.3  PRECONSTRUCTION MEETING. 
 
A preconstruction meeting will be held with the Airport, FAA, Engineer and Contractor, prior to any work.  
Complete submittals and shop drawings will be submitted at this time for review.  An equipment 
procurement schedule will be provided by the Contractor with an anticipated field construction start date.  
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The progress construction schedule will be submitted for review each week and shall outline all installation, 
testing and demolition work. 
 
300-3.4 UTILITY SERVICES.  A new electrical service entrance is required.  Refer to the electrical one-
line diagram in the Plans for power service and distribution requirements.   
 
Service entrance electrical ducts shall be concrete encased and of a depth to provide 30 inches minimum 
cover over the top of the underground electrical duct, regardless of the soil conditions or substances 
encountered.  Concrete encasement for service entrance electrical ducts shall be red in color. 
 
300-3.5 GENERAL.   
 
The Contractor shall be responsible for coordinating all electrical work with the Utility.  The Contractor 
shall provide temporary service conductors and raceway system.  The Contractor shall then provide and 
connect permanent service conductors and raceway system after the completion. 
 
All secondary conductors and controls, signaling and lighting shown in or on buildings are included in this 
project.  Electrical service shall be extended from the service equipment as indicated. 
 
In general, the various electrical equipment and material to be installed by the various trades under this 
specification shall be run as indicated, as specified herein, as required by particular conditions at the site, 
and as required to conform to the generally accepted standards to complete the work in a neat and 
satisfactory manner.  The following is a general outline concerning the running of various systems and is 
to be expected where the drawings or conditions at the buildings necessitate deviating from these 
standards. 
 
The drawings and specifications are complementary; any work required by one, but not by the other, shall 
be performed as though required by both. 
 
The Contractor shall maintain copies of all equipment installation manuals on site during construction. 
 
All conduits shall be run exposed in the equipment rooms or run concealed as indicated. 
 
The construction details of the building are illustrated on the drawings.  Each Contractor shall thoroughly 
acquaint himself with the details before submitting his bid as no allowances will be made because of the 
Contractor's unfamiliarity with these details.   
 
The electrical plans do not give exact locations, etc., and do not show all the offsets, control lines, 
junction boxes, and other installation details.  Each Contractor shall carefully lay out his work at the site to 
conform to the job conditions, to conform to details of installation supplied by the manufacturers of the 
equipment to be installed, and thereby to provide complete operating systems. 
 
The electrical plans show diagrammatically the locations of the various electrical outlets and apparatus 
and the method of circulating and controlling them.  Exact locations of these outlets and apparatus shall 
be determined by reference to the general plans and to all detail drawings, etc., by measurements at the 
buildings, and in cooperation with other crafts, and in all cases shall be subject to the approval of the 
Engineer.  The Engineer reserves the right to make any reasonable change in location of any outlet or 
apparatus before installation, without additional cost to the Owner. 
 
These Specifications and the accompanying Drawings are intended to cover systems which will not 
interfere with the structure of the buildings, which will fit into the several available spaces, and which will 
insure complete and satisfactory systems.  Each bidder shall be responsible for the proper fitting of his 
material and apparatus into the buildings. 
 
Should the particular equipment which any bidder proposes to install require other space conditions than 
those indicated on the Drawings, he shall arrange for such space with the Engineer before submitting his 
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bid.  Should changes become necessary because of failure to comply with this clause, the Contractor 
shall make such changes at the Contractor's expense. 
 
Should the particular equipment which any bidder proposes to install require other installation methods, 
such as larger light base junction structures, etc., he shall include all such equipment and appurtenances 
in his bid.  Should changes become necessary because of failure to coordinate equipment requirements 
and comply with this clause, the Contractor shall make such changes at the Contractor’s expense. 
 
The Contractor shall be responsible to see that each party furnishes electrical equipment which meets the 
electrical requirements specified herein and that all systems work together to produce the specified 
operation. 
 
Where two or more units of the same kind or class of equipment are required, these shall be products of a 
single manufacturer; however, the component parts need not be the products of one manufacturer. 
 
Each Contractor shall submit working scale drawings of all his apparatus and equipment which in any 
way varies from these Specifications and Plans, which shall be checked by the Engineer and approved 
before the work is started, and interferences with the structural conditions shall be corrected by the 
Contractor before the work proceeds. 

Electrical equipment, such as switchgear, switchboards, panelboards, load centers and other power 
supply equipment, shall not be used as a common enclosure, pull box or junction box for routing 
conductors of different systems, unless the equipment is specifically designed for this purpose and 
indicated as such on the Plans. 

All electrical equipment shall be securely mounted as indicated in the plans, as required by the contract 
specifications, as required by guidelines and codes, and as required by the manufacturer using hardware 
compliant with the environmental conditions. 

Interior components of electrical enclosures shall be securely mounted using appropriate hardware within 
the enclosure.  Adhesives or adhesive tapes/strips are not allowed and are prohibited. 

Electrical components, including but not limited to, relays, circuit boards, electronics, etc., shall be 
installed within approved enclosures. 
 
The Contractor shall keep ends of conduits, including those extending through roofs, equipment and 
fixtures covered or closed with caps or plugs to prevent foreign material from entering during construction. 
 
Where portions of raceways are known to be subjected to different temperatures, where condensation is 
a problem, and where passing from interior to exterior of a building, the portion of raceway or sleeve shall 
be filled with an approved material to prevent the circulation of air, prevent condensation, and prevent 
moisture entry.  Sealing of raceways shall not occur until after the conductors and cables have been 
installed, tested and accepted by the Engineer. 
 
The Contractor shall install any temporary lines and connections required to maintain electric services 
and safely remove and dispose of them when complete.   
 
All temporary wiring shall conform to OSHA standards.  Remove temporary services when work is 
complete.  Any damage to electrical equipment caused by the Contractor shall be repaired at no cost to 
the Owner. 
 
All non-current carrying parts and neutrals shall be grounded as indicated on the Drawings or as required 
by the Codes. 
 
White and/or gray outer finish conductors may only be used as grounded conductors or neutral 
conductors in accordance with NEC. 
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Install insulated green equipment grounding conductors with all feeder and branch circuits. 
 
Provide separate insulated equipment grounding conductors from grounding system to each electrical 
equipment, telecommunication equipment, other special electrical system equipment, and appurtenance 
item location in accordance with NFPA 70 and other applicable standard requirements. 
 
The bidder shall inspect the site, thoroughly acquaint himself with conditions to be met and work to be 
accomplished.  Failure to comply with this shall not constitute grounds for any additional payments. 
 
Where electrical equipment is installed that causes electrical noise interference with other systems either 
existing or installed under this contract, the offending equipment shall be equipped with isolating trans-
formers, filters, reactors, shielding, or any other means as required for the satisfactory suppression of the 
interferences, as determined by the Engineer. 
 
All junction boxes, expansion joints, flexible connections, instruments and similar items requiring servicing 
or repairs shall be installed in an accessible location. 
 
All salvage and equipment removed by the work shall remain the property of the Owner.  Material 
removed from the project shall be stored on the project site where and as directed.  Debris shall be 
removed from the job site and disposed of by the Contractor. 

The Contractor shall maintain his work area clean and orderly at all times.  Debris shall be removed 
promptly. The electrical system shall be thoroughly cleaned inside and outside of all enclosures to 
remove all metal shavings or other work debris, dust, concrete splatter, plaster, paint and lint.   
 
The Contractor shall do all excavating and backfilling made necessary by electrical work and shall 
remove all surplus or supply any earth required to establish the proper finished grade. 
 
The Contractor shall do all cutting and patching made necessary by electrical work, but in no case shall 
he cut through or into any structural member without written permission of the Engineer. 
 
All steel conduits, supports, channels, fittings, nuts, bolts, etc. shall be galvanized, corrosion-resistant 
type unless otherwise noted. 
 
An approved anti-seize compound shall be used on all threads to prevent equipment and thread damage. 
 
Equipment shall be installed in accordance with manufacturer’s recommendation.  Make all final electrical 
connections and coordinate all items with other trades.   

 
Correct unnecessary damage caused due to installation of work, brought about through carelessness or 
lack of coordination.  All openings, sleeves, and holes to be properly sealed, fire proofed and 
waterproofed.  Any water leaks arising from project construction will be immediately corrected to the 
satisfaction of the Owner and the Engineer. 
 
300-3.6 POWER SUPPLY EQUIPMENT. Electrical equipment, such as switchgear, switchboards, 
panelboards, load centers, and other power supply equipment, shall not be used as a common enclosure, 
pull box or junction box for routing conductors of different systems, unless the equipment is specifically 
designed for this purpose and indicated as such on the Plans.  
 
If shown in the plans, the power supply equipment shall be set on concrete housekeeping pads to provide 
a minimum space of 3-1/2 inches between the equipment and the floor.  All equipment shall be secured to 
the floor or wall in accordance with the manufacturer’s recommendations and these contract document 
requirements. 
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300-3.7 DUCT AND CONDUIT.  Conduits shall be galvanized rigid steel unless otherwise indicated or 
specified.  Refer to one-line diagram conduit notes for specific requirements. 
 
Conduit runs shall be one trade size continuously with no reducers allowed.  Changing of conduit size is 
only permitted at manholes, handholes, and boxes and conduit bodies used as outlet, device, junction, or 
pull boxes, including approved, listed fittings with removable covers.  
 
Use an approved, listed adapter/coupling to convert to other types of conduit.  Reducer couplings are not 
allowed. 
 
For underground service entrance, feeder and branch circuit raceways, offsets and bends over 30 
degrees and elbows in Schedule 40 PVC conduit runs shall be Schedule 80 PVC conduit.  Underground 
service entrance PVC conduits shall be concrete encased unless otherwise noted.  Underground PVC 
conduits shall be concrete encased under driveways, roadways, parking lots and other paved areas. 
 
Non-encased conduits shall convert to concrete encased ducts under all paved areas and shall extend at 
least 3 feet beyond the edges of the pavement unless otherwise noted. 
 
The Contractor shall provide a staked centerline or offset for the duct and manhole system - utilizing the 
drawings and a site inspection of the existing grounds, grades and utility crossings.  The Owner and 
Engineer shall approve the staking plan that shall be indicated on a drawing submitted for approval before 
starting any excavation for the ducts.  The staking plan shall indicate the proposed location, elevation and 
dimensions of manholes and handholes.  The Engineer reserves the right to adjust duct, manhole and 
handhole locations and elevations before installation at no additional cost to the Owner. 
 

The bottom surface of trenches shall be essentially smooth and free from coarse aggregate. 
 
Install grounding-and-bonding type bushings and bonding jumpers on all service entrance conduits and 
on all feeder and branch circuit conduits. 
 
Use conduit bushings at each conduit termination.  Where No. 4 AWG or larger ungrounded wire is 
installed, use insulated bushings. 
 
When EMT is allowed, utilize only steel compression fittings.  Die-cast and set-screw fittings shall not be 
used. 
 
Use double lock nuts at each conduit termination.  Use weather tight hubs in damp and wet locations.  
Sealing lock nuts shall not be used. 
 
Grounding continuity to rigid metal conduit shall be accomplished by grounding bushings/adapters with 
lugs for connection to grounding counterpoise and/or grounding electrode conductor as defined by NEC. 
 
All exposed wiring shall be run in not less than 1/2 inch (12 mm) galvanized rigid steel conduit.  All conduits 
shall be installed to provide for drainage.  Conduit shall be attached to wooden structures with galvanized 
pipe straps and fastened with galvanized wood screws not less than No. 8 nor less than 1-1/4 inches 
(31 mm) long.  There shall be at least two fastenings for each 10-foot (3 m) length.    
 

Existing ducts may require clearing before use.  It is the responsibility of the Contractor to locate the 
existing ducts, identify empty or partially empty conduits and clear the conduits as required.  Where new 
cable is to be installed in existing duct, the full length of the duct shall be cleared of debris by mechanical 
means before the installation of the new cable.  Acceptable methods of clearing existing ducts include 
"hydro-jetting" and "roto-rooting."  All existing cables in each re-used duct shall be replaced for the length 
of the duct and properly spliced in a method approved by the Engineer.  Clearing of existing duct banks or 
conduits is incidental to the cable pay item. 
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Dedicated ground rods shall be installed and exothermically welded to the counterpoise wire at each end 
of a duct bank crossing under pavement. 
 
For concrete markers, the impression of letters shall be done in a manner, approved by the Engineer, to 
affect a neat, professional appearance.  The letters shall be stenciled neatly.  After placement, all markers 
shall be given one coat of high-visibility aviation orange paint, as approved by the Engineer.   
 
300-3.8 CONCRETE STRUCTURES.  
 
For concrete structures, each cover and frame shall be galvanized and have a spring assisted, latching 
mechanism allowing one individual to open the manhole hinged cover(s) using the recessed lifting 
handles.  Covers shall be secured by stainless steel [penta-head] bolts. 
 
For manholes and handholes, cables shall be well supported on the walls using heavy-duty non-metallic 
cable racks with multiple arms per stanchion and wide type wire ties for securing the cables.  Handholes 
shall have at least one stanchion on each wall and manholes shall have at least two stanchions on each 
wall.  Adjustable arms shall lock into the stanchion.  Stanchion and arm lengths shall be appropriate for 
the manhole or handhole size and the amount of cables to be supported.  At least one spare unused arm 
stall be installed at each stanchion position.  Stainless steel hardware shall be used to securely mount 
and secure the cable racks to the walls. 
 
Manhole and handhole covers shall have custom legends.  Coordinate exact text with the Engineer 
during product submittal reviews. 
 
300-3.9 BACKFILL, COMPACTION, AND RESTORATION.  Refer to the backfill, compaction and 
restoration requirements within Item P-152 where other compaction requirements are specified (under 
pavements, embankments, etc.) 
 

Trenches shall be backfilled and compacted in 6” layers to 90% maximum density for cohesive soils and 
to 100% maximum density for non-cohesive soils, as determined by ASTM D1557.  The in-place field 
density shall be determined in accordance with ASTM D1556, D2167, or D6938. 
 
Backfilling from two directions will not be allowed. No backfilling will be accomplished without the approval 
of the Engineer or Construction Observer.  The Contractor shall ensure all trenches are inspected prior to 
being covered and prior to encasement. Any uninspected trenches which are prematurely covered shall 
be exposed for inspection at the Engineer and Owner’s convenience at no additional cost to the Owner. 
The Construction Observer will coordinate with the Contractor for advance scheduling of trench 
inspection.  
 

Following restoration of all trenching near airport movement surfaces, the Contractor shall thoroughly 
visually inspect the area for foreign object debris (FOD) and remove any such FOD that is found.  This 
FOD inspection and removal shall be considered incidental to the pay item of which it is a component 
part. 
 

300-3.10 CABLE AND UTILITY COORDINATION.  The existing and the proposed locations of electrical 
installation are approximate.  The Contractor shall be responsible for field locating and identifying the 
existing circuits to determine their exact routing.  The Contractor shall also be responsible for maintaining 
the existing systems in a working condition until the new circuits have been installed and tested.  The 
Contractor shall proactively and expeditiously accomplish this cable identification work prior to performing 
any modifications to the lighting circuits.  Coordinate identification work with the Owner and Engineer and 
make all corrections, additions, etc. on the as-built drawings. 
 
Underground cable and utilities exist within and adjacent to the limits of construction.  An attempt has 
been made to locate these cables and utilities on the Plans.  All existing cable and utilities may not be 
shown on the Plans and the location of the cables and utilities shown may vary from the location shown 
on the Plans.  Prior to beginning of any type of excavation, the Contractor shall contact the utilities, the 



SS-300-12 

airport maintenance staff, FAA field personnel and other organizations as required and make 
arrangements for the location of the utilities on the ground.  The Contractor shall maintain the cable and 
utility location markings until they are no longer required. 
 
The Contractor shall replace or repair any underground cable or utility that has been damaged by the 
Contractor during excavation to the satisfaction of the owner of the cable or utility at no additional cost to 
the Owner. 
 

The Contractor shall be responsible for all coordination work associated with existing and new utilities, 
their marking, their identification, proposed outages/shutoffs, connections, cutovers, etc. 
 

Specific work construction and utility cutover coordination meetings shall be held with the FAA, and 
Alabama Power concerning the utility line relocation work associated with their equipment and facilities.  
New work required shall meet the respective utility standards and be installed to the satisfaction of the 
utility owner and the Engineer. 
 

300-3.11 WIRING.  The Contractor shall furnish all labor and materials and shall make complete electrical 
connections in accordance with the wiring diagram furnished with the project plans.  The electrical 
installation shall conform to the requirements of the latest edition of National Fire Protection Association, 
NFPA-70, National Electrical Code. 
 

Provide color-coding for phase identification.   
 
Colors for 240/120V Circuits: 

a. Phase A: Black 
b. Phase B: Red 
c. Neutral: White 

 
Colors for 208Y/120V Circuits: 

a. Phase A: Black 
b. Phase B: Red 
c. Phase C: Blue 
d. Neutral: White 

 
Colors for 480Y/277V Circuits: 

a. Phase A: Brown 
b. Phase B: Orange 
c. Phase C: Yellow 
d. Neutral: Gray 

 

All new electrical cable shall be marked using color-coded plastic electrical tape, which is specifically 
designed for application on polyethylene-jacketed cable.  The tape shall be applied as detailed on the 
Plans. Marking tape shall be Scotch 35 Vinyl Plastic tape or approved equal. 
 
300-3.12 MARKING AND LABELING.  Properly identify all electrical equipment. 
 

Wire/Cable Designation Tape Markers: 
 

a. Indoor Dry Locations: UL Recognized Materials, vinyl or vinyl-cloth, self-adhesive, 
wraparound, self-laminating, cable/conductor markers with computer printer-generated numbers and 
letters, minimum 1” width.  Provide Brady B-427 with thermal transfer print type or approved equal. 

 
b. Outdoor Locations and Indoor Wet and Damp Locations: White polyolefin, non-adhesive, 

full circle, heat-shrinkable sleeve, cable/conductor markers with computer printer-generated numbers and 
letters, minimum 1” width.  Provide Brady B-342 with thermal transfer print type or approved equal.   
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Properly identify all electrical equipment, including but not limited to the following: 
 

a. Switchgear, switchboards, and control panels. 
b. Main distribution panel and individual devices within it.   
c. Panelboards and individual devices within it. 
d. Safety switches and disconnects.   
e. Contactors and lighting control center, including all branch circuits.  
f. Individually mounted circuit breakers. 
g. Starters and relays. 
h. Transformers. 
i. Generators and automatic transfer switches. 

Use permanently attached black phenolic plates with 3/8” white engraved lettering on the face of each, 
attached with minimum two sheet metal screws.  Starters and relays connected under this Specification 
shall be identified whether furnished under this Specification or under other Specifications of this contract.  
Plates shall be indoor or outdoor rated as required by installation location. 

Panelboard identification plates shall indicate panel by identification name, voltage system, ampacity 
rating and type, AIC rating, and feeder source description. 

Identify each receptacle, light switch, junction box, etc. with panelboard identification and circuit number.  
For all wiring device covers, use hot, stamped, or engraved machine printing with black-filled lettering on 
face of plate, and durable wire markers or tags inside outlet boxes. 

Identify fire alarm junction boxes with red covers and mechanical control junction boxes with blue covers. 

Install all identification as required by current adopted editions of the NFPA 70 - National Electrical Code 
and NFPA 70E - Standard for Electrical Safety in the Workplace. 
 

300-3.13 REMOVAL AND RELOCATION OF EXISTING EQUIPMENT.  The Contractor shall carefully 
remove all salvageable equipment as indicated on the Plans.  Any equipment which is damaged during 
the removal operation shall be subject to a reduction in payment for removal of the equipment.  All 
equipment which is removed during this project shall be transported to a site on the Airfield or removed 
from the Airfield and properly disposed of as directed by the Owner and the Engineer. 
 
The Contractor shall carefully relocate existing equipment as indicated in the Plans.  Any equipment that 
is damaged during the relocation operation shall be replaced at no additional cost to the Owner. 
 
Any existing electrical equipment, conduit, cables, etc. that is damaged during construction shall be 
replaced at no additional cost to the Owner to the satisfaction of the Owner and the Engineer. 
 

300-3.14 CERTIFICATION AND PERFORMANCE.  Equipment and materials covered by FAA Advisory 
Circulars are referred to by item numbers and approved equipment is listed within the AC 150/5345-53 
Airport Lighting Equipment Certification Program’s monthly Addendum, which contains a complete and 
updated listing of the certified equipment and manufacturers and is listed in the FAA Buy American 
Preference equipment list, which is also updated monthly.  The Contractor shall provide and install new 
certified equipment that works reliably and efficiently with the existing equipment to remain in service. The 
Contractor shall provide any additional accessories and/or appurtenances required to provide fully 
functional electrical systems to the satisfaction of the Owner and Engineer, at no additional cost to the 
Owner. 
 
The Contractor shall ascertain that all lighting system components furnished (including FAA certified and 
approved equipment) are compatible in all respects with each other and the remainder of the new and 
existing systems.  Any non-compatible components furnished by the Contractor shall be replaced at no 
additional cost to the Owner with a similar unit that is approved by the Engineer and compatible with the 
remainder of the airport lighting system. 
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300-3.15 AS-BUILT DRAWINGS.  The Contractor shall keep one (1) full-sized set of prints for As-Built 
Drawings at the site, in good order, and annotated to show all changes made during the construction 
process. 
 
The Contractor shall locate all underground and concealed work, identifying all equipment, conduit, circuit 
numbers, motors, feeders, breakers, switches, and starters.  The Contractor will certify accuracy by 
endorsement.  As-Built drawings shall be correct in every detail, so Owner can properly operate, 
maintain, and repair exposed and concealed work. 
 
The As-Built drawings shall indicate all control system labeling and marking. 
 
The Contractor shall store the As-Built drawings on the site.  Drawings shall not be rolled.  Make 
corrections, additions, etc., with pencil, with date and authorization of change. 
 
As-Built drawings must be submitted to Engineer before project will be accepted. 
 
Minor deviations from the Plans and Specifications shall be as approved by the Engineer. 
 
Upon completion of the installation, the Contractor shall adjust the systems to the satisfaction of the 
Engineer. 
 
300-3.16 TESTING. 
 
General Electrical Testing:  Perform each visual and mechanical inspection and electrical test stated in 
NETA Acceptance Testing Specification and certify compliance with test parameters.  Tests shall be 
conducted in the presence of the Engineer and shall be to his/her satisfaction.  Correct malfunctioning 
units on-site, where possible, and retest to demonstrate compliance; otherwise, replace with new units 
and retest.  Perform infrared scan tests and inspections of service and power distribution equipment at 
the respective buildings and provide reports.  Electrical equipment will be considered defective if it does 
not pass tests and inspections.  Reports shall include notations of deficiencies, remedial action taken and 
observations after remedial action. 
 
System and Equipment Testing:  All installations shall be fully tested by continuous operation for not less 
than 24 hours as completed systems prior to acceptance.  These tests shall include the functioning of 
each control not less than 10 times. 

 
Test equipment and instruments utilized by the Contractor shall have been calibrated following the 
manufacturer’s recommended schedule to verify their accuracy prior to performing the testing work.   The 
Contractor shall provide instrument calibration certificates on test equipment when requested by the 
Engineer.  Retesting work due to inaccurate or defective instruments shall be performed by the 
Contractor to the satisfaction of the Engineer at no additional cost to the Owner. 
 

a. Ground Rod Impedance Testing: 
 
The enclosed “Ground Rod Impedance Test Report” form shall be used, and testing shall 
be performed in the presence of the Engineer. 
 

As-Built drawings shall indicate the location of all installed ground rods.  Each ground rod 
shall have a unique identifier that corresponds with its submitted ground impedance test 
report.   
 
Three-pole fall-of-potential testers that can measure the ground resistance of a ground 
rod using auxiliary electrodes (staked testing), such as a Fluke 1621 Earth Ground 
Tester, shall be used for testing individual dedicated equipment ground rods at fixtures 
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and equipment, or for testing isolated counterpoise ground rods not yet connected to the 
counterpoise wire. 
 
Clamp-on testers that can measure the ground resistance of a ground rod without using 
auxiliary ground rods (stakeless testing), such as a Fluke 1630 Earth Ground Clamp 
Meter or approved equal, shall be used for testing counterpoise ground rods which have 
already been connected to the counterpoise wire, or ground ring ground rods which have 
already been connected to the established ground ring system. 
 
Ground impedance test equipment shall be submitted for review and approval by the 
Engineer prior to performing the tests. 
 
If the ground rod’s impedance exceeds 25 ohms, an additional rod shall be driven in a 
location suitable and approved by the Engineer.  However, the additional rod must satisfy 
the requirements of NEC 250.53 and not be less than 6 feet away from any other ground 
rod electrode.  Additional ground rods shall not be measured for separate payment but 
shall be considered subsidiary to the counterpoise or respective equipment pay item. 
 
The Contractor shall perform additional tests if required and requested by the Engineer at 
no additional cost. 
 
The Contractor shall coordinate with the resident Engineer to approve tests daily before 
proceeding. The Contractor shall fill out a separate test report for each date. Test reports 
shall be submitted weekly to the Engineer. 
 

b. Cable Pulling Tension Values Log: 
 

The enclosed “Cable Pulling Tension Values Log” form shall be used for monitoring cable 
pull tension values in the presence of the Engineer.   

 
300-3.17 INSPECTION FEES AND PERMITS. The Contractor shall obtain and pay for all necessary 
construction permits, licenses, government charges, and inspection fees necessary for prosecution of the 
Work.  Unless otherwise noted, the Contractor shall pay all charges of utility owners for connections for 
providing permanent service to the Work, ready for subsequent utility account transfer to the Owner after 
final acceptance. 
 

300-3.18 WORK SUPERVISION.  
 

State of Alabama: The Contractor shall designate in writing the qualified electrical supervisor who shall 
provide supervision to all electrical work on this project.  The minimum qualifications for the electrical 
supervisor shall be an Electrical Contractor as defined by Alabama Electrical Contractors Board.  The 
supervisor or his appointed alternate possessing at least a journeyman electrician license shall be on site 
whenever electrical work is being performed.  The qualifications of the electrical supervisor shall be 
subject to approval of the Owner and the Engineer. 

 
All Electrical Contractors and journeyman electricians shall be licensed in accordance with the Alabama 
Electrical Contractors Board.  No unlicensed electrical workers shall perform electrical work on this 
project.  Apprentice electricians in a ratio of not more than one apprentice per journeyman electrician will 
be allowed if the apprentices are licensed and actively participating in an apprenticeship program 
recognized and approved by the Alabama Electrical Contractors Board. 

 
300-3.19 TRAINING. The training classes shall be coordinated with the Owner and Engineer in advance 
of the final acceptance testing.  Comprehensive operational and maintenance training materials shall be 
provided by the equipment manufacturer and the Contractor (see section 2.3 OPERATION AND 
MAINTENANCE DATA). 
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Schedule the training with the Owner at least 10 days in advance and notify the Engineer. 
 
Provide hands-on demonstrations and training of equipment components and functions, including 
adjusting, operating and maintaining the lighting equipment and systems.  Coordinate the training 
schedule with the Owner in advance, so that the Owner may record the training if desired.  Provide 
4 hours training for the operational personnel and 4-hours training for the maintenance personnel. 
 
Provide the services of a factory-authorized and certified field service representative to supervise and 
assist with startup services, for the pretesting and final acceptance testing, and for Owner’s personnel 
training.   
 
Provide the services of a factory-authorized and certified field service representative to demonstrate the 
system and train Owner’s maintenance personnel in the procedures and schedules involved in operating, 
troubleshooting, servicing, and preventive maintenance of the system.  Provide a minimum of one day 
(8 hours) of technician training at a time coordinated with the Owner. 
 
All training sessions shall be recorded, and documentation of training shall be turned over to the Owner as 
part of the O&M materials at project completion.   
 
 

METHOD OF MEASUREMENT 
 
No separate measurement for payment shall be made.  All work in this specification shall be subsidiary to 
the SS-295 80’ x 80’ Mass Storage Hangar installation pay item. 
 

BASIS OF PAYMENT 
 
No separate measurement for payment shall be made.  All work in this specification shall be subsidiary to 
the SS-295 80’ x 80’ Mass Storage Hangar installation pay item. 
 

 
MATERIAL REQUIREMENTS 

 
Commercial Item Description A-A-59544 Cable and Wire, Electrical (Power, Fixed Installation) 
 
Fed. Spec. W-C-1094 Conduit and Conduit Fittings; Plastic, Rigid 
 
Fed. Spec. W-P-115 Panel, Power Distribution 
 
Fed. Std. 595 Colors 
 
Underwriters Rigid Metal Conduit  
Laboratories  
Standard 6 
  
Underwriters Fittings for Conduit and Outlet Boxes  
Laboratories  
Standard 514 
 
Underwriters Laboratories Schedule 40 and 80 Rigid PVC Conduit (for Direct Burial) 
Laboratories     
Standard 651 
 
Underwriters Intermediate Metal Conduit  
Laboratories  
Standard 1242 
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CFR 1910 Occupational Safety and Health Regulations 
 
CFR 1926 Safety and Health Regulations for Construction 
 
ANSI/IEEE C2 National Electrical Safety Code 
 
NFPA 70  National Electrical Code (NEC) 
 
NFPA 70E  Standard for Electrical Safety in the Workplace 
 
NFPA 101  Life Safety Code 
 
NFPA 780 Standard for the Installation of Lightning Protection 

Systems 
 
29 CFR 1910 Occupational Safety and Health Standards (OSHA) 
 
29 CFR 1926 Safety and Health Regulations for Construction 
 
Jaquith Industries, Inc. The Design, Installation, and Maintenance of In-

Pavement Airport Lighting 
 
 

FAA ADVISORY CIRCULARS 
 

AC 150/5300-13 Airport Design 
 
AC 150/5340-18 Standards for Airport Sign Systems   
 
AC 150/5340-26 Maintenance of Airport Visual Aid Facilities 
 
AC 150/5340-30 Design and Installation Details for Airport Visual Aids 
 

END OF ITEM SS-300 
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 GROUND ROD IMPEDANCE TEST REPORT 

 

Owner / Sponsor: ________________________  Engineer: Garver, LLC ____________________  
 
Airport: _________________________________  Contractor:  ____________________________  
 
Project Title:  ____________________________  Garver Project Number: ___________________  
 
Date:  __________________________________  Weather / Site Conditions:  ________________  
 
Fall-of-Potential Style Tester (F): 
 Manufacturer: _____________________  Model #: _______________________________  
 
Clamp-On Style Tester (C): 
 Manufacturer: _____________________  Model #: _______________________________  
 
 

Ground Rod # 
Test 

Equipment 
Style (F or C) 

Impedance 
Value 

(Ohms) 
Ground Rod # 

Test 
Equipment 

Style (F or C) 

Impedance 
Value 

(Ohms) 

      

      

      

      

      

      

      

      

      

      

Tested By:  

Engineer Witness:  

 
Provide signature/date in the fields above. 

 
    Page _____ of ______ 



 

SS-300-19 
 

CABLE PULLING TENSION VALUES LOG 

                       
Owner / Sponsor: 

   
Engineer: 

 
Garver, LLC 

 

  
Airport: 

    
Contractor: 

  

           
Project Title: 

                                  
Garver Project Number: 

 

  
Date: 

   
Weather / Site Conditions: 

 

 
Dynamometer                                                     

Manufacturer/Model #: 

   
Cable / Wire  

Manufacturer: 

 

 
 

From / To Locations 
Wire/Cable 

Size 
Length of  

Pull 
Pull Method 

Maximum 
Value 

Measured 
Value 

 
 
 

     

 
 
 

   
 

  

 
 
 

     

 
 
 

     

 
 
 

     

 
 
 

     

 
 
 

     

 
 
 

     

 
 
 

     

 
 
 

     

Tested By:  

Engineer Witness:  

 
Provide signature/date in the fields above. 

Page _____ of ______ 
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ITEM SS-301 - LIGHTNING PROTECTION FOR STRUCTURES 

PRODUCTS 

301-1.1 PERFORMANCE REQUIREMENTS 

A. System Certificate: UL Master Label  

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 780, 
"Definitions" Article. 

301-2.1 LIGHTNING PROTECTION SYSTEM COMPONENTS 

C. Comply with UL 96 and NFPA 780. 

D. Roof-Mounted Air Terminals: NFPA 780, Class I, copper unless otherwise indicated. 

1. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

a. East Coast Lightning Equipment Inc. 
b. Harger Lightning & Grounding. 
c. Heary Bros. Lightning Protection Co. Inc. 
d. Independent Protection Co. 
e. Preferred Lightning Protection. 
f. Thompson Lightning Protection, Inc. 

2. Air Terminals More than 24 Inches (600 mm) Long: With brace attached to the terminal at 
not less than half the height of the terminal. 

3. Single-Membrane, Roof-Mounting Air Terminals: Designed for single-membrane roof 
materials. 

E. Main and Bonding Conductors: Copper. 

F. Ground Rods: Copper-clad, sectional type; 3/4 inch ((19 mm)) in diameter by 10 feet (3 m) 
long. 

EXECUTION 

301-3.1 INSTALLATION 

G. Install lightning protection components and systems according to UL 96A and NFPA 780. 

H. Install conductors with direct paths from air terminals to ground connections. Avoid sharp bends 
and narrow loops. Where indicated, run conductors in nonmetallic raceway. 

I. Conceal the following conductors: 

1. System conductors. 
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2. Down conductors. 
3. Interior conductors. 

J. Cable Connections: Exothermic-welded connections for conductor splices and connections 
between conductors and other components, except those above single-ply membrane roofing. 

K. Air Terminals on Single-Ply Membrane Roofing: Comply with adhesive manufacturer's written 
installation instructions. 

L. Do not combine materials that can form an electrolytic couple that will accelerate corrosion in 
the presence of moisture, unless moisture is permanently excluded from the junction of such 
materials. 

M. Use conductors with protective coatings where conditions would cause deterioration or 
corrosion of conductors. 

301-4.1 FIELD QUALITY CONTROL 

N. UL Inspection: Meet requirements to obtain a UL Master Label for system. 

METHOD OF MEASUREMENT 

No separate measurement for payment shall be made.  All work in this specification shall be subsidiary to 
the SS-295 80’ x 80’ Mass Storage Hangar installation pay item. 

BASIS OF PAYMENT 

No separate measurement for payment shall be made.  All work in this specification shall be subsidiary to 
the SS-295 80’ x 80’ Mass Storage Hangar installation pay item. 

END OF ITEM SS-301 
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TECHNICAL SPECIFICATIONS 
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MODIFICATIONS  ITEM C-102 
 TEMPORARY AIR AND WATER POLLUTION,  

SOIL EROSION, AND SILTATION CONTROL 

 

 MOD C-102-1  13  

ITEM C-102 TEMPORARY AIR AND WATER POLLUTION, SOIL EROSION, AND SILTATION 
CONTROL is hereby amended with respect to the paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
102-2.1 Grass. Grass that will not compete with the grasses sown later for permanent cover per Item T-
901 T-904 shall be a quick-growing species (such as ryegrass, Italian ryegrass, or cereal grasses) 
suitable to the area providing a temporary cover. Selected grass species shall not create a wildlife 
attractant.   
 
102-2.2 Mulches. Mulches may be hay, straw, fiber mats, netting, bark, wood chips, or other suitable 
material reasonably clean and free of noxious weeds and deleterious materials per Item T-908.  Mulches 
shall not create a wildlife attractant. 
 
Revise the following paragraph as noted: 
 
102-2.6 Other. All other materials shall meet commercial grade standards and shall be approved by the 
RPR before being incorporated into the project. In addition, all other materials shall meet commercial 
grade standards and be in accordance with SECTION 665 - TEMPORARY SOIL EROSION AND 
SEDIMENT CONTROL of the Standard Specifications, except as modified or augmented herein.  
 
Revise the following paragraph as noted: 
 
102-3.1 General. In the event of conflict between these requirements and pollution control laws, rules, or 
regulations of other federal, state, or local agencies, the more restrictive laws, rules, or regulations shall 
apply. 
 
The RPR Contractor shall be responsible for assuring compliance to the extent that construction 
practices, construction operations, and construction work are involved. 
 

 
END OF MOD C-102 



PAGE INTENTIONALLY LEFT BLANK 
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ITEM C-102 TEMPORARY AIR AND WATER POLLUTION, SOIL EROSION, AND SILTATION 

CONTROL 

DESCRIPTION 

102-1.1 This item shall consist of temporary control measures as shown on the plans or as ordered by the 
Resident Project Representative (RPR) during the life of a contract to control pollution of air and water, soil 
erosion, and siltation through the use of silt fences, berms, dikes, dams, sediment basins, fiber mats, gravel, 
mulches, grasses, slope drains, and other erosion control devices or methods.  

Temporary erosion control shall be in accordance with the approved erosion control plan; the approved 
Construction Safety and Phasing Plan (CSPP) and AC 150/5370-2, Operational Safety on Airports During 
Construction. The temporary erosion control measures contained herein shall be coordinated with the 
permanent erosion control measures specified as part of this contract to the extent practical to assure 
economical, effective, and continuous erosion control throughout the construction period. 

Temporary control may include work outside the construction limits such as borrow pit operations, 
equipment and material storage sites, waste areas, and temporary plant sites. 

Temporary control measures shall be designed, installed and maintained to minimize the creation of wildlife 
attractants that have the potential to attract hazardous wildlife on or near public-use airports.  

MATERIALS 

102-2.1 Grass. Grass that will not compete with the grasses sown later for permanent cover per Item T-
901 T-904 shall be a quick-growing species (such as ryegrass, Italian ryegrass, or cereal grasses) suitable 
to the area providing a temporary cover. Selected grass species shall not create a wildlife attractant.   

102-2.2 Mulches. Mulches may be hay, straw, fiber mats, netting, bark, wood chips, or other suitable 
material reasonably clean and free of noxious weeds and deleterious materials per Item T-908.  Mulches 
shall not create a wildlife attractant. 

102-2.3 Fertilizer. Fertilizer shall be a standard commercial grade and shall conform to all federal and state 
regulations and to the standards of the Association of Official Agricultural Chemists. 

102-2.4 Slope drains. Slope drains may be constructed of pipe, fiber mats, rubble, concrete, asphalt, or 
other materials that will adequately control erosion. 

102-2.5 Silt fence. Silt fence shall consist of polymeric filaments which are formed into a stable network 
such that filaments retain their relative positions. Synthetic filter fabric shall contain ultraviolet ray inhibitors 
and stabilizers to provide a minimum of six months of expected usable construction life.  Silt fence shall 
meet the requirements of ASTM D6461. 

102-2.6 Other. All other materials shall meet commercial grade standards and shall be approved by the 
RPR before being incorporated into the project. In addition, all other materials shall meet commercial grade 
standards and be in accordance with SECTION 665 - TEMPORARY SOIL EROSION AND SEDIMENT 
CONTROL of the Standard Specifications, except as modified or augmented herein.  

CONSTRUCTION REQUIREMENTS 

102-3.1 General. In the event of conflict between these requirements and pollution control laws, rules, or 
regulations of other federal, state, or local agencies, the more restrictive laws, rules, or regulations shall 
apply. 

The RPR Contractor shall be responsible for assuring compliance to the extent that construction practices, 
construction operations, and construction work are involved. 

102-3.2 Schedule. Prior to the start of construction, the Contractor shall submit schedules in accordance 
with the approved Construction Safety and Phasing Plan (CSPP) and the plans for accomplishment of 
temporary and permanent erosion control work for clearing and grubbing; grading; construction; paving; 
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and structures at watercourses. The Contractor shall also submit a proposed method of erosion and dust 
control on haul roads and borrow pits and a plan for disposal of waste materials. Work shall not be started 
until the erosion control schedules and methods of operation for the applicable construction have been 
accepted by the RPR. 

102-3.3 Construction details. The Contractor will be required to incorporate all permanent erosion control 
features into the project at the earliest practicable time as outlined in the plans and approved CSPP. Except 
where future construction operations will damage slopes, the Contractor shall perform the permanent 
seeding and mulching and other specified slope protection work in stages, as soon as substantial areas of 
exposed slopes can be made available. Temporary erosion and pollution control measures will be used to 
correct conditions that develop during construction that were not foreseen during the design stage; that are 
needed prior to installation of permanent control features; or that are needed temporarily to control erosion 
that develops during normal construction practices, but are not associated with permanent control features 
on the project. 

Where erosion may be a problem, schedule and perform clearing and grubbing operations so that grading 
operations and permanent erosion control features can follow immediately if project conditions permit. 
Temporary erosion control measures are required if permanent measures cannot immediately follow 
grading operations. The RPR shall limit the area of clearing and grubbing, excavation, borrow, and 
embankment operations in progress, commensurate with the Contractor’s capability and progress in 
keeping the finish grading, mulching, seeding, and other such permanent control measures current with the 
accepted schedule. If seasonal limitations make such coordination unrealistic, temporary erosion control 
measures shall be taken immediately to the extent feasible and justified as directed by the RPR. 

The Contractor shall provide immediate permanent or temporary pollution control measures to minimize 
contamination of adjacent streams or other watercourses, lakes, ponds, or other areas of water 
impoundment as directed by the RPR. If temporary erosion and pollution control measures are required 
due to the Contractor’s negligence, carelessness, or failure to install permanent controls as a part of the 
work as scheduled or directed by the RPR, the work shall be performed by the Contractor and the cost shall 
be incidental to this item. 

The RPR may increase or decrease the area of erodible earth material that can be exposed at any time 
based on an analysis of project conditions. 

The erosion control features installed by the Contractor shall be maintained by the Contractor during the 
construction period. 

Provide temporary structures whenever construction equipment must cross watercourses at frequent 
intervals. Pollutants such as fuels, lubricants, bitumen, raw sewage, wash water from concrete mixing 
operations, and other harmful materials shall not be discharged into any waterways, impoundments or into 
natural or manmade channels. 

102-3.4 Installation, maintenance and removal of silt fence.  Silt fences shall extend a minimum of 16 
inches and a maximum of 34 inches above the ground surface. Posts shall be set no more than 10 feet on 
center. Filter fabric shall be cut from a continuous roll to the length required minimizing joints where 
possible. When joints are necessary, the fabric shall be spliced at a support post with a minimum 12-inch 
overlap and securely sealed. A trench shall be excavated approximately 4 inches deep by 4 inches wide 
on the upslope side of the silt fence. The trench shall be backfilled and the soil compacted over the silt 
fence fabric. The Contractor shall remove and dispose of silt that accumulates during construction and prior 
to establishment of permanent erosion control. The fence shall be maintained in good working condition 
until permanent erosion control is established. Silt fence shall be removed upon approval of the RPR. 
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METHOD OF MEASUREMENT 

102-4.1 Temporary erosion and pollution control work required will be performed as scheduled or directed 
by the RPR. Completed and accepted work will be measured as follows:  

a. Installation and removal of silt fence will be measured by the linear foot. 

b. Installation and removal of wattles will be measured by the linear foot. 

 

102-4.2 Control work performed for protection of construction areas outside the construction limits, 
such as borrow and waste areas, haul roads, equipment and material storage sites, and temporary plant 
sites, will not be measured and paid for directly but shall be considered as a subsidiary obligation of the 
Contractor. 

BASIS OF PAYMENT 

102-5.1 Accepted quantities of temporary water pollution, soil erosion, and siltation control work ordered by 
the RPR and measured as provided in paragraph 102-4.1 will be paid for under: 

Item C-102-5.1 Installation and Removal of Silt Fence – per Linear Foot 

Item C-102-5.2 Installation and Removal of Wattles – per Linear Foot  

 

Where other directed work falls within the specifications for a work item that has a contract price, the units 
of work shall be measured and paid for at the contract unit price bid for the various items. 

Temporary control features not covered by contract items that are ordered by the RPR will be paid for in 
accordance with Section 90, paragraph 90-05 Payment for Extra Work. 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

Advisory Circulars (AC) 

AC 150/5200-33 Hazardous Wildlife Attractants on or Near Airports 

AC 150/5370-2 Operational Safety on Airports During Construction 

ASTM International (ASTM) 

ASTM D6461 Standard Specification for Silt Fence Materials 

United States Department of Agriculture (USDA) 

FAA/USDA Wildlife Hazard Management at Airports, A Manual for Airport Personnel 

 

END OF ITEM C-102 
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ITEM C-105 MOBILIZATION 

105-1 Description.  This item of work shall consist of, but is not limited to, work and operations necessary 
for the movement of personnel, equipment, material and supplies to and from the project site for work on 
the project except as provided in the contract as separate pay items.  

105-2 Mobilization limit.  Mobilization shall be limited to 5 percent of the total project cost. 

105-3 Posted notices. Prior to commencement of construction activities, the Contractor must post the 
following documents in a prominent and accessible place where they may be easily viewed by all 
employees of the prime Contractor and by all employees of subcontractors engaged by the prime 
Contractor: Equal Employment Opportunity (EEO) Poster “Equal Employment Opportunity is the Law” in 
accordance with the Office of Federal Contract Compliance Programs Executive Order 11246, as amended; 
Davis Bacon Wage Poster (WH 1321) - DOL “Notice to All Employees” Poster; and Applicable Davis-Bacon 
Wage Rate Determination. These notices must remain posted until final acceptance of the work by the 
Owner. 

105-4.1 Engineer/RPR field office.  An Engineer/RPR field office is not required. 

METHOD OF MEASUREMENT 

105-5 Basis of measurement and payment. Based upon the contract lump sum price for “Mobilization” 
partial payments will be allowed as follows:  

a. With first pay request, 25%.  

b. When 25% or more of the original contract is earned, an additional 25%.  

c. When 50% or more of the original contract is earned, an additional 40%.  

d. After Final Inspection, Staging area clean-up and delivery of all Project Closeout materials as 
required by Section 90, paragraph 90-11, Contractor Final Project Documentation, the final 10%.  

 

BASIS OF PAYMENT 

105-6 Payment will be made under: 

Item C-105-6.1   Mobilization (Maximum 5% of Total Bid) – per Lump Sum 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

Office of Federal Contract Compliance Programs (OFCCP) 

Executive Order 11246, as amended 

EEOC-P/E-1 – Equal Employment Opportunity is the Law Poster 

United States Department of Labor, Wage and Hour Division (WHD) 

WH 1321 – Employee Rights under the Davis-Bacon Act Poster 

END OF ITEM C-105 
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MODIFICATIONS  ITEM D-701 
 PIPE FOR STORM DRAINS AND CULVERTS  

 MOD D-701-2  82  

ITEM D-701 PIPE FOR STORM DRAINS AND CULVERTS is hereby amended with respect to the 
paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
701-1.1 This item shall consist of the construction of pipe culverts and storm drains in accordance with 
these specifications and in reasonably close conformity with the lines and grades shown on the plans. All 
reinforced concrete pipe shall be Class III pipe unless otherwise denoted on the plans. No pick-eye holes 
will be allowed. 
 
Revise the following paragraph as noted: 
 
701-3.2 Bedding. The bedding surface for the pipe shall provide a foundation of uniform density to 
support the pipe throughout its entire length.  
 

a. Rigid pipe. The pipe bedding shall be constructed uniformly for the full length of the pipe barrel, as 
required on the plans.  The maximum aggregate size shall be 1 in when the bedding thickness is less 
than 6 inches, and 1-1/2 in when the bedding thickness is greater than 6 inches.  Bedding shall be 
number 57 stone as defined in ASTM C 33 or approved equal. loosely placed uncompacted material 
under the middle third of the pipe prior to placement of the pipe. 
 
Revise the following paragraph as noted: 
 
701-3.4 Joining pipe. Joints shall be made with (1) cement mortar, (2) cement grout, (3) rubber gaskets, 
(4) plastic gaskets, (5) coupling bands. 
Mortar joints shall be made with an excess of mortar to form a continuous bead around the outside of the 
pipe and shall be finished smooth on the inside. Molds or runners shall be used for grouted joints to retain 
the poured grout. Rubber ring gaskets shall be installed to form a flexible watertight seal. 
 
 

 
END OF MOD D-701 
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ITEM D-701 PIPE FOR STORM DRAINS AND CULVERTS 

DESCRIPTION 

701-1.1 This item shall consist of the construction of pipe culverts and storm drains in accordance with 
these specifications and in reasonably close conformity with the lines and grades shown on the plans. All 
reinforced concrete pipe shall be Class III pipe unless otherwise denoted on the plans. No pick-eye holes 
will be allowed. 

MATERIALS 

701-2.1 Materials shall meet the requirements shown on the plans and specified below. Underground piping 
and components used in drainage systems for terminal and aircraft fueling ramp drainage shall be 
noncombustible and inert to fuel in accordance with National Fire Protection Association (NFPA) 415. 

701-2.2 Pipe. The pipe shall be of the type called for on the plans or in the proposal and shall be in 
accordance with the following appropriate requirements: 

ASTM C76 Standard Specification for Reinforced Concrete Culvert, Storm Drain, and Sewer Pipe 

701-2.3 Concrete. Not used.  

701-2.4 Rubber gaskets. Rubber gaskets for rigid pipe shall conform to the requirements of ASTM C443. 
Rubber gaskets for PVC pipe, polyethylene, and polypropylene pipe shall conform to the requirements of 
ASTM F477. Rubber gaskets for zinc-coated steel pipe and precoated galvanized pipe shall conform to the 
requirements of ASTM D1056, for the “RE” closed cell grades. Rubber gaskets for steel reinforced 
thermoplastic ribbed pipe shall conform to the requirements of ASTM F477.  

701-2.5 Joint mortar. Not used.  

701-2.6 Joint fillers. Not used.  

701-2.7 Plastic gaskets. Not used.  

701-2.8. Controlled low-strength material (CLSM). Not used.  

701-2.9 Precast box culverts.  Manufactured in accordance with and conforming to ASTM C1433. 

701-2.10 Precast concrete pipe.  Precast concrete structures shall be furnished by a plant meeting 
National Precast Concrete Association Plant Certification Program or American Concrete Pipe Association 
QCast Plant Certification program. 

CONSTRUCTION METHODS 

701-3.1 Excavation. The width of the pipe trench shall be sufficient to permit satisfactory jointing of the 
pipe and thorough tamping of the bedding material under and around the pipe, but it shall not be less than 
the external diameter of the pipe plus 12 inches on each side. The trench walls shall be approximately 
vertical. 

The Contractor shall comply with all current federal, state and local rules and regulations governing the 
safety of men and materials during the excavation, installation and backfilling operations.  Specifically, the 
Contractor shall observe that all requirements of the Occupational Safety and Health Administration (OSHA) 
relating to excavations, trenching and shoring are strictly adhered to. The width of the trench shall be 
sufficient to permit satisfactorily jointing of the pipe and thorough compaction of the bedding material under 
the pipe and backfill material around the pipe, but it shall not be greater than the widths shown on the plans 
trench detail.   

Where rock, hardpan, or other unyielding material is encountered, the Contractor shall remove it from below 
the foundation grade for a depth of at least 8 inch or 1/2 inch for each foot of fill over the top of the pipe 
(whichever is greater) but for no more than three-quarters of the nominal diameter of the pipe. The 
excavation below grade should be filled with granular material to form a uniform foundation. 
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Where a firm foundation is not encountered at the grade established, due to soft, spongy, or other unstable 
soil, the unstable soil shall be removed and replaced with approved granular material for the full trench 
width. The RPR shall determine the depth of removal necessary. The granular material shall be compacted 
to provide adequate support for the pipe. 

The excavation for pipes placed in embankment fill shall not be made until the embankment has been 
completed to a height above the top of the pipe as shown on the plans. 

701-3.2 Bedding. The bedding surface for the pipe shall provide a foundation of uniform density to support 
the pipe throughout its entire length.  

a. Rigid pipe. The pipe bedding shall be constructed uniformly for the full length of the pipe barrel, as 
required on the plans.  The maximum aggregate size shall be 1 in when the bedding thickness is less than 
6 inches, and 1-1/2 in when the bedding thickness is greater than 6 inches.  Bedding shall be number 57 
stone as defined in ASTM C 33 or approved equal. loosely placed uncompacted material under the middle 
third of the pipe prior to placement of the pipe. 

b. Flexible pipe. For flexible pipe, the bed shall be roughly shaped to fit the pipe, and a bedding blanket 
of sand or fine granular material shall be provided as follows: 

Flexible Pipe Bedding 

Pipe Corrugation Depth Minimum Bedding Depth 

inch mm inch mm 

1/2 12 1 25 

1 25 2 50 

2 50 3 75 

2-1/2 60 3-1/2 90 

c. Other pipe materials.   For PVC, polyethylene, polypropylene, or fiberglass pipe, the bedding 
material shall consist of coarse sands and gravels with a maximum particle size of 3/4 inches. For pipes 
installed under paved areas, no more than 12% of the material shall pass the No. 200 (0.075 mm) sieve. 
For all other areas, no more than 50% of the material shall pass the No. 200 (0.075 mm) sieve. The bedding 
shall have a thickness of at least 6 inches below the bottom of the pipe and extend up around the pipe for 
a depth of not less than 50% of the pipe’s vertical outside diameter. 

701-3.3 Laying pipe. The pipe laying shall begin at the lowest point of the trench and proceed upgrade. 
The lower segment of the pipe shall be in contact with the bedding throughout its full length. Bell or groove 
ends of rigid pipes and outside circumferential laps of flexible pipes shall be placed facing upgrade. 

Paved or partially lined pipe shall be placed so that the longitudinal center line of the paved segment 
coincides with the flow line. 

Elliptical and elliptically reinforced concrete pipes shall be placed with the manufacturer’s reference lines 
designating the top of the pipe within five degrees of a vertical plane through the longitudinal axis of the 
pipe. 

701-3.4 Joining pipe. Joints shall be made with (1) cement mortar, (2) cement grout, (3) rubber gaskets, 
(4) plastic gaskets, (5) coupling bands. 

Mortar joints shall be made with an excess of mortar to form a continuous bead around the outside of the 
pipe and shall be finished smooth on the inside. Molds or runners shall be used for grouted joints to retain 
the poured grout. Rubber ring gaskets shall be installed to form a flexible watertight seal. 

a. Concrete pipe. Concrete pipe may be either bell and spigot or tongue and groove. Pipe sections at 
joints shall be fully seated and the inner surfaces flush and even.  Concrete pipe joints shall be sealed with 
rubber gaskets meeting ASTM C443 when leak resistant joints are required.  
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b. Metal pipe. Metal pipe shall be firmly joined by form-fitting bands conforming to the requirements of 
ASTM A760 for steel pipe and AASHTO M196 for aluminum pipe. 

c. PVC, Polyethylene, or Polypropylene pipe. Joints for PVC, Polyethylene, or Polypropylene pipe 
shall conform to the requirements of ASTM D3212 when leak resistant joints are required. Joints for PVC 
and Polyethylene pipe shall conform to the requirements of AASHTO M304 when soil tight joints are 
required. Fittings for polyethylene pipe shall conform to the requirements of AASHTO M252 or ASTM M294. 
Fittings for polypropylene pipe shall conform to ASTM F2881, ASTM F2736, or ASTM F2764. 

d. Fiberglass pipe.  Joints and fittings shall be as detailed on the plans and in accordance with the 
manufacturers recommendations.  

701-3.5 Embedment and Overfill. Pipes shall be inspected before any fill material is placed; any pipes 
found to be out of alignment, unduly settled, or damaged shall be removed and re-laid or replaced at the 
Contractor’s expense. 

701-3.5-1 Embedment Material Requirements 

a. Concrete Pipe.  Embedment material and compaction requirements shall be in accordance with the 
applicable Type of Standard Installation (Types 1, 2, 3, or 4) per ASTM C1479.  If a concrete cradle or 
CLSM embedment material is used, it shall conform to the plan details. 

b. Plastic and fiberglass Pipe. Embedment material shall meet the requirements of ASTM D3282, A-
1, A-2-4, A-2-5, or A-3.  Embedment material shall be free of organic material, stones larger than 1.5 inches 
in the greatest dimension, or frozen lumps.  Embedment material shall extend to 12 inches above the top 
of the pipe. 

c. Metal Pipe. Embedment material shall be granular as specified in the contract document and 
specifications, and shall be free of organic material, rock fragments larger than 1.5 inches in the greatest 
dimension and frozen lumps.  As a minimum, backfill materials shall meet the requirements of ASTM D3282, 
A-1, A-2, or A-3.  Embedment material shall extend to 12 inches above the top of the pipe. 

701-3.5-2 Placement of Embedment Material. The embedment material shall be compacted in layers not 
exceeding 6 inches on each side of the pipe and shall be brought up one foot above the top of the pipe or 
to natural ground level, whichever is greater. Thoroughly compact the embedment material under the 
haunches of the pipe without displacing the pipe.  Material shall be brought up evenly on each side of the 
pipe for the full length of the pipe. 

When the top of the pipe is above the top of the trench, the embedment material shall be compacted in 
layers not exceeding 6 inches and shall be brought up evenly on each side of the pipe to one foot above 
the top of the pipe.  All embedment material shall be compacted to a density required under Item P-152. 

Concrete cradles and flowable fills, such as controlled low strength material (CLSM) or controlled density 
fill (CDF), may be used for embedment provided adequate flotation resistance can be achieved by 
restraints, weighing, or placement technique.  

It shall be the Contractor’s responsibility to protect installed pipes and culverts from damage due to 
construction equipment operations.  The Contractor shall be responsible for installation of any extra strutting 
or backfill required to protect pipes from the construction equipment. 

701-3.6 Overfill. Pipes shall be inspected before any overfill is in place.  Any pipes found to be out of 
alignment, unduly settled, or damaged shall be removed and relaid or replaced at the Contractor’s expense.  
Evaluation of any damage to RCP shall be evaluated based on AASHTO R73. 

Overfill material shall be place and compacted in layers as required to achieve compaction to at least 95 
percent standard proctor per ASTM D698.  The soil shall contain no debris, organic matter, frozen material, 
or stones with a diameter greater than one half the thickness of the compacted layers being placed. 
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701-3.7 Inspection Requirements 

An initial post installation inspection shall be performed by the RPR no sooner than 30 days after completion 
of installation and final backfill.  Clean or flush all lines prior to inspection. 

METHOD OF MEASUREMENT 

701-4.1 The length of pipe shall be measured in linear feet of pipe in place, completed, and accepted. It 
shall be measured along the centerline of the pipe from end or inside face of structure to the end or inside 
face of structure, whichever is applicable. All fittings, gaskets and installation shall be included in the footage 
as typical pipe sections in the pipe being measured. 

701-4.2 The volume of excavation and bedding will not be measured for separate payment but will be 
considered subsidiary to pipe installation. 

BASIS OF PAYMENT 

701-5.0 These prices shall fully compensate the Contractor for furnishing all materials and for all 
preparation, excavation, and installation of these materials; and for all labor, equipment, tools, and 
incidentals necessary to complete the item. 

701-5.1 Payment will be made at the contract unit price per linear foot for 15-inch, Class III, Reinforced 
Concrete Pipe (RCP). 

Payment will be made under: 

Item D-701-5.1 15-Inch, Class III, Reinforced Concrete Pipe, Installed – per Linear Foot 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

American Association of State Highway and Transportation Officials (AASHTO) 

AASHTO M167 Standard Specification for Corrugated Steel Structural Plate, Zinc-Coated, 
for Field-Bolted Pipe, Pipe-Arches, and Arches 

AASHTO M190 Standard Specification for Bituminous-Coated Corrugated Metal Culvert 
Pipe and Pipe Arches 

AASHTO M196 Standard Specification for Corrugated Aluminum Pipe for Sewers and 
Drains 

AASHTO M219 Standard Specification for Corrugated Aluminum Alloy Structural Plate for 
Field-Bolted Pipe, Pipe-Arches, and Arches 

AASHTO M243 Standard Specification for Field Applied Coating of Corrugated Metal 
Structural Plate for Pipe, Pipe-Arches, and Arches 

AASHTO M252 Standard Specification for Corrugated Polyethylene Drainage Pipe 

AASHTO M294 Standard Specification for Corrugated Polyethylene Pipe, 300- to 1500-
mm (12- to 60-in.) Diameter 

AASHTO M304 Standard Specification for Poly (Vinyl Chloride) (PVC) Profile Wall Drain 
Pipe and Fittings Based on Controlled Inside Diameter 

AASHTO MP20 Standard Specification for Steel Reinforced Polyethylene (PE) Ribbed 
Pipe, 300- to 900-mm (12- to 36-in.) Diameter 
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ASTM International (ASTM) 

ASTM A760 Standard Specification for Corrugated Steel Pipe, Metallic Coated for 
Sewers and Drains 

ASTM A761 Standard Specification for Corrugated Steel Structural Plate, Zinc Coated, 
for Field-Bolted Pipe, Pipe-Arches, and Arches 

ASTM A762 Standard Specification for Corrugated Steel Pipe, Polymer Precoated for 
Sewers and Drains 

ASTM A849 Standard Specification for Post-Applied Coatings, Pavings, and Linings for 
Corrugated Steel Sewer and Drainage Pipe 

ASTM B745 Standard Specification for Corrugated Aluminum Pipe for Sewers and 
Drains 

ASTM C14 Standard Specification for Nonreinforced Concrete Sewer, Storm Drain, 
and Culvert Pipe 

ASTM C76 Standard Specification for Reinforced Concrete Culvert, Storm Drain, and 
Sewer Pipe 

ASTM C94 Standard Specification for Ready Mixed Concrete 

ASTM C144 Standard Specification for Aggregate for Masonry Mortar 

ASTM C150 Standard Specification for Portland Cement 

ASTM C443 Standard Specification for Joints for Concrete Pipe and Manholes, Using 
Rubber Gaskets 

ASTM C506 Standard Specification for Reinforced Concrete Arch Culvert, Storm Drain, 
and Sewer Pipe 

ASTM C507 Standard Specification for Reinforced Concrete Elliptical Culvert, Storm 
Drain and Sewer Pipe 

ASTM C655 Standard Specification for Reinforced Concrete D-Load Culvert, Storm 
Drain and Sewer Pipe 

ASTM C990 Standard Specification for Joints for Concrete Pipe, Manholes, and 
Precast Box Sections Using Preformed Flexible Joint Sealants 

ASTM C1433 Standard Specification for Precast Reinforced Concrete Monolithic Box 
Sections for Culverts, Storm Drains, and Sewers 

ASTM D1056 Standard Specification for Flexible Cellular Materials Sponge or Expanded 
Rubber 

ASTM D3034 Standard Specification for Type PSM Poly (Vinyl Chloride) (PVC) Sewer 
Pipe and Fittings 

ASTM D3212 Standard Specification for Joints for Drain and Sewer Plastic Pipes Using 
Flexible Elastomeric Seals 

ASTM D3262  Standard Specification for "Fiberglass" (Glass-Fiber Reinforced 
Thermosetting Resin) Sewer Pipe 

ASTM D3282 Standard Practice for Classification of Soils and Soil-Aggregate Mixtures 
for Highway Construction Purposes 
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ASTM D4161  Standard Specification for "Fiberglass" (Glass-Fiber Reinforced 
Thermosetting Resin) Pipe Joints Using Flexible Elastomeric Seals 

ASTM D6690 Standard Specification for Joint and Crack Sealants, Hot Applied, for 
Concrete and Asphalt Pavements 

ASTM F477 Standard Specification for Elastomeric Seals (Gaskets) for Joining Plastic 
Pipe 

ASTM F667 Standard Specification for 3 through 24 in. Corrugated Polyethylene Pipe 
and Fittings 

ASTM F714 Standard Specification for Polyethylene (PE) Plastic Pipe (DR PR) Based 
on Outside Diameter 

ASTM F794 Standard Specification for Poly (Vinyl Chloride) (PVC) Profile Gravity 
Sewer Pipe & Fittings Based on Controlled Inside Diameter 

ASTM F894 Standard Specification for Polyethylene (PE) Large Diameter Profile Wall 
Sewer and Drain Pipe 

ASTM F949 Standard Specification for Poly (Vinyl Chloride) (PVC) Corrugated Sewer 
Pipe with a Smooth Interior and Fittings 

ASTM F2435 Standard Specification for Steel Reinforced Polyethylene (PE) Corrugated 
Pipe 

ASTM F2562 Specification for Steel Reinforced Thermoplastic Ribbed Pipe and Fittings 
for Non-Pressure Drainage and Sewerage 

ASTM F2736 Standard Specification for 6 to 30 in. (152 to 762 mm) Polypropylene (PP) 
Corrugated Single Wall Pipe and Double Wall Pipe 

ASTM F2764 Standard Specification for 30 to 60 in. (750 to 1500 mm) Polypropylene 
(PP) Triple Wall Pipe and Fittings for Non-Pressure Sanitary Sewer 
Applications 

ASTM F2881 Standard Specification for 12 to 60 in. (300 to 1500 mm) Polypropylene 
(PP) Dual Wall Pipe and Fittings for Non-Pressure Storm Sewer 
Applications 

National Fire Protection Association (NFPA) 

NFPA 415 Standard on Airport Terminal Buildings, Fueling Ramp Drainage, and 
Loading Walkways 

 

END ITEM D-701 
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ITEM D-751 MANHOLES, CATCH BASINS, INLETS AND INSPECTION HOLES 

DESCRIPTION 

751-1.1 This item shall consist of construction of manholes, catch basins, inlets, and inspection holes, in 
accordance with these specifications, at the specified locations and conforming to the lines, grades, and 
dimensions shown on the plans or required by the RPR. 

MATERIALS 

751-2.1 Brick. The brick shall conform to the requirements of ASTM C32, Grade MS. 

751-2.2 Mortar. Mortar shall consist of one part Portland cement and two parts sand. The cement shall 
conform to the requirements of ASTM C150, Type I. The sand shall conform to the requirements of ASTM 
C144. 

751-2.3 Concrete. Plain and reinforced concrete used in structures, connections of pipes with structures, 
and the support of structures or frames shall conform to the requirements of Item P-610.  

751-2.4 Precast concrete pipe manhole rings. Precast concrete pipe manhole rings shall conform to the 
requirements of ASTM C478. Unless otherwise specified, the risers and offset cone sections shall have an 
inside diameter of not less than 36 inches nor more than 48 inches. There shall be a gasket between 
individual sections and sections cemented together with mortar on the inside of the manhole. Gaskets shall 
conform to the requirements of ASTM C443. 

751-2.5 Corrugated metal. Corrugated metal shall conform to the requirements of American Association 
of State Highway and Transportation Officials (AASHTO) M36. 

751-2.6 Frames, covers, and grates. The castings shall conform to one of the following requirements: 

a. ASTM A48, Class 35B: Gray iron castings 

b. ASTM A47: Malleable iron castings 

c. ASTM A27: Steel castings 

d. ASTM A283, Grade D: Structural steel for grates and frames 

e. ASTM A536, Grade 65-45-12: Ductile iron castings 

f. ASTM A897: Austempered ductile iron castings 

All castings or structural steel units shall conform to the dimensions shown on the plans and shall be 
designed to support the loadings, aircraft gear configuration and/or direct loading, specified. 

Each frame and cover or grate unit shall be provided with fastening members to prevent it from being 
dislodged by traffic but which will allow easy removal for access to the structure. 

All castings shall be thoroughly cleaned. After fabrication, structural steel units shall be galvanized to meet 
the requirements of ASTM A123. 

751-2.7 Steps. The steps or ladder bars shall be gray or malleable cast iron or galvanized steel. The steps 
shall be the size, length, and shape shown on the plans and those steps that are not galvanized shall be 
given a coat of asphalt paint, when directed. 

751-2.8 Precast inlet structures.  Manufactured in accordance with and conforming to ASTM C913. 
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CONSTRUCTION METHODS 

751-3.1 Unclassified excavation. 

a. The Contractor shall excavate for structures and footings to the lines and grades or elevations, shown 
on the plans, or as staked by the RPR. The excavation shall be of sufficient size to permit the placing of the 
full width and length of the structure or structure footings shown. The elevations of the bottoms of footings, 
as shown on the plans, shall be considered as approximately only; and the RPR may direct, in writing, 
changes in dimensions or elevations of footings necessary for a satisfactory foundation. 

b. Boulders, logs, or any other objectionable material encountered in excavation shall be removed. All 
rock or other hard foundation material shall be cleaned of all loose material and cut to a firm surface either 
level, stepped, or serrated, as directed by the RPR. All seams or crevices shall be cleaned out and grouted. 
All loose and disintegrated rock and thin strata shall be removed. Where concrete will rest on a surface 
other than rock, the bottom of the excavation shall not be disturbed and excavation to final grade shall not 
be made until immediately before the concrete or reinforcing is placed. 

c. The Contractor shall do all bracing, sheathing, or shoring necessary to implement and protect the 
excavation and the structure as required for safety or conformance to governing laws. The cost of bracing, 
sheathing, or shoring shall be included in the unit price bid for the structure. 

d. All bracing, sheathing, or shoring involved in the construction of this item shall be removed by the 
Contractor after the completion of the structure. Removal shall not disturb or damage finished masonry. 
The cost of removal shall be included in the unit price bid for the structure. 

e. After excavation is completed for each structure, the Contractor shall notify the RPR.  No concrete 
or reinforcing steel shall be placed until the RPR has approved the depth of the excavation and the character 
of the foundation material. 

751-3.2 Brick structures. 

a. Foundations. A prepared foundation shall be placed for all brick structures after the foundation 
excavation is completed and accepted. Unless otherwise specified, the base shall consist of reinforced 
concrete mixed, prepared, and placed in accordance with the requirements of Item P-610. 

b. Laying brick. All brick shall be clean and thoroughly wet before laying so that they will not absorb 
any appreciable amount of additional water at the time they are laid. All brick shall be laid in freshly made 
mortar. Mortar not used within 45 minutes after water has been added shall be discarded. Retempering of 
mortar shall not be permitted. An ample layer of mortar shall be spread on the beds and a shallow furrow 
shall be made in it that can be readily closed by the laying of the brick. All bed and head joints shall be filled 
solid with mortar. End joints of stretchers and side or cross joints of headers shall be fully buttered with 
mortar and a shoved joint made to squeeze out mortar at the top of the joint. Any bricks that may be 
loosened after the mortar has taken its set, shall be removed, cleaned, and re-laid with fresh mortar. No 
broken or chipped brick shall be used in the face, and no spalls or bats shall be used except where 
necessary to shape around irregular openings or edges; in which case, full bricks shall be placed at ends 
or corners where possible, and the bats shall be used in the interior of the course. In making closures, no 
piece of brick shorter than the width of a whole brick shall be used; and wherever practicable, whole brick 
shall be used and laid as headers. 

c. Joints. All joints shall be filled with mortar at every course Exterior faces shall be laid up in advance 
of backing. Exterior faces shall be plastered or parged with a coat of mortar not less than 3/8 inch thick 
before the backing is laid up. Prior to parging, all joints on the back of face courses shall be cut flush. Unless 
otherwise noted, joints shall be not less than 1/4 inch nor more than 1/2 inch wide and the selected joint 
width shall be maintained uniform throughout the work. 

d. Pointing. Face joints shall be neatly struck, using the weather-struck joint. All joints shall be finished 
properly as the laying of the brick progresses. When nails or line pins are used, the holes shall be 
immediately plugged with mortar and pointed when the nail or pin is removed. 
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e. Cleaning. Upon completion of the work all exterior surfaces shall be thoroughly cleaned by scrubbing 
and washing with water.  If necessary to produce satisfactory results, cleaning shall be done with a 5% 
solution of muriatic acid which shall then be rinsed off with liberal quantities of water. 

f. Curing and cold weather protection. The brick masonry shall be protected and kept moist for at 
least 48 hours after laying the brick. Brick masonry work or pointing shall not be done when there is frost 
on the brick or when the air temperature is below 50°F unless the Contractor has, on the project ready to 
use, suitable covering and artificial heating devices necessary to keep the atmosphere surrounding the 
masonry at a temperature of not less than 60°F for the duration of the curing period. 

751-3.3 Concrete structures. Concrete structures which are to be cast-in-place within the project 
boundaries shall be built on prepared foundations, conforming to the dimensions and shape indicated on 
the plans. The construction shall conform to the requirements specified in Item P-610. Any reinforcement 
required shall be placed as indicated on the plans and shall be approved by the RPR before the concrete 
is placed. 

All invert channels shall be constructed and shaped accurately to be smooth, uniform, and cause minimum 
resistance to flowing water. The interior bottom shall be sloped to the outlet. 

751-3.4 Precast concrete structures.  Precast concrete structures shall be furnished by a plant meeting 
National Precast Concrete Association Plant Certification Program or another RPR approved third party 
certification program. 

Precast concrete structures shall conform to ASTM C478. Precast concrete structures shall be constructed 
on prepared or previously placed slab foundations conforming to the dimensions and locations shown on 
the plans. All precast concrete sections necessary to build a completed structure shall be furnished. The 
different sections shall fit together readily. Joints between precast concrete risers and tops shall be full-
bedded in cement mortar and shall: (1) be smoothed to a uniform surface on both interior and exterior of 
the structure or (2) utilize a rubber gasket per ASTM C443. The top of the upper precast concrete section 
shall be suitably formed and dimensioned to receive the metal frame and cover or grate, or other cap, as 
required. Provision shall be made for any connections for lateral pipe, including drops and leads that may 
be installed in the structure. The flow lines shall be smooth, uniform, and cause minimum resistance to flow. 
The metal or metal encapsulated steps that are embedded or built into the side walls shall be aligned and 
placed in accordance to ASTM C478. When a metal ladder replaces the steps, it shall be securely fastened 
into position.  

751-3.5 Corrugated metal structures.  Corrugated metal structures shall be prefabricated. All standard or 
special fittings shall be furnished to provide pipe connections or branches with the correct dimensions and 
of sufficient length to accommodate connecting bands. The fittings shall be welded in place to the metal 
structures. The top of the metal structure shall be designed so that either a concrete slab or metal collar 
may be attached to allow the fastening of a standard metal frame and grate or cover. Steps or ladders shall 
be furnished as shown on the plans. Corrugated metal structures shall be constructed on prepared 
foundations, conforming to the dimensions and locations as shown on the plans. When indicated, the 
structures shall be placed on a reinforced concrete base. 

751-3.6 Inlet and outlet pipes. Inlet and outlet pipes shall extend through the walls of the structures a 
sufficient distance beyond the outside surface to allow for connections. They shall be cut off flush with the 
wall on the inside surface of the structure, unless otherwise directed. For concrete or brick structures, mortar 
shall be placed around these pipes to form a tight, neat connection. 

751-3.7 Placement and treatment of castings, frames, and fittings. All castings, frames, and fittings 
shall be placed in the positions indicated on the plans or as directed by the RPR, and shall be set true to 
line and elevation. If frames or fittings are to be set in concrete or cement mortar, all anchors or bolts shall 
be in place before the concrete or mortar is placed. The unit shall not be disturbed until the mortar or 
concrete has set. 

When frames or fittings are placed on previously constructed masonry, the bearing surface of the masonry 
shall be brought true to line and grade and shall present an even bearing surface so the entire face or back 
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of the unit will come in contact with the masonry. The unit shall be set in mortar beds and anchored to the 
masonry as indicated on the plans or as directed by the RPR. All units shall set firm and secure. 

After the frames or fittings have been set in final position, the concrete or mortar shall be allowed to harden 
for seven (7) days before the grates or covers are placed and fastened down. 

751-3.8 Installation of steps. The steps shall be installed as indicated on the plans or as directed by the 
RPR. When the steps are to be set in concrete, they shall be placed and secured in position before the 
concrete is placed. When the steps are installed in brick masonry, they shall be placed as the masonry is 
being built. The steps shall not be disturbed or used until the concrete or mortar has hardened for at least 
seven (7) days. After seven (7) days, the steps shall be cleaned and painted, unless they have been 
galvanized. 

When steps are required with precast concrete structures they shall meet the requirements of ASTM C478. 
The steps shall be cast into the side of the sections at the time the sections are manufactured or set in 
place after the structure is erected by drilling holes in the concrete and cementing the steps in place. 

When steps are required with corrugated metal structures, they shall be welded into aligned position at a 
vertical spacing of 12 inches. 

Instead of steps, prefabricated ladders may be installed. For brick or concrete structures, the ladder shall 
be held in place by grouting the supports in drilled holes. For metal structures, the ladder shall be secured 
by welding the top support to the structure and grouting the bottom support into drilled holes in the 
foundation or as directed by the RPR. 

751-3.9 Backfilling. 

a. After a structure has been completed, the area around it shall be backfilled with approved material, 
in horizontal layers not to exceed 8 inches in loose depth, and compacted to the density required in Item 
P-152. Each layer shall be deposited evenly around the structure to approximately the same elevation. The 
top of the fill shall meet the elevation shown on the plans or as directed by the RPR. 

b. Backfill shall not be placed against any structure until approved by the RPR. For concrete structures, 
approval shall not be given until the concrete has been in place seven (7) days, or until tests establish that 
the concrete has attained sufficient strength to withstand any pressure created by the backfill and placing 
methods. 

c. Backfill shall not be measured for direct payment. Performance of this work shall be considered an 
obligation of the Contractor covered under the contract unit price for the structure involved. 

751-3.10 Cleaning and restoration of site. After the backfill is completed, the Contractor shall dispose of 
all surplus material, dirt, and rubbish from the site. Surplus dirt may be deposited in embankments, 
shoulders, or as approved by the RPR. The Contractor shall restore all disturbed areas to their original 
condition. The Contractor shall remove all tools and equipment, leaving the entire site free, clear, and in 
good condition. 

METHOD OF MEASUREMENT 

751-4.1 Manholes, catch basins, inlets, and inspection holes shall be measured by the unit, completed and 
accepted.  

751-4.2 Reinforcing steel shall not be measured for separate payment but shall be considered subsidiary 
to the structure in which it is contained. 
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BASIS OF PAYMENT 

751-5.1 The accepted quantities of manholes, catch basins, inlets, and inspection holes will be paid for at 
the contract unit price per each in place when completed. This price shall be full compensation for furnishing 
all materials and for all preparation, excavation, backfilling and placing of the materials; furnishing and 
installation of such specials and connections to pipes and other structures as may be required to complete 
the item as shown on the plans; and for all labor equipment, tools and incidentals necessary to complete 
the structure. 

Payment will be made under: 

Item D-751-5.1 Airfield Grate Inlet - per Each 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM A27 Standard Specification for Steel Castings, Carbon, for General Application 

ASTM A47 Standard Specification for Ferritic Malleable Iron Castings 

ASTM A48 Standard Specification for Gray Iron Castings 

ASTM A123 Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron and 
Steel Products 

ASTM A283 Standard Specification for Low and Intermediate Tensile Strength Carbon 
Steel Plates 

ASTM A536 Standard Specification for Ductile Iron Castings 

ASTM A897 Standard Specification for Austempered Ductile Iron Castings  

ASTM C32 Standard Specification for Sewer and Manhole Brick (Made from Clay or 
Shale) 

ASTM C144 Standard Specification for Aggregate for Masonry Mortar 

ASTM C150 Standard Specification for Portland Cement 

ASTM C443 Standard Specification for Joints for Concrete Pipe and Manholes, Using 
Rubber Gaskets. 

ASTM C478 Standard Specification for Precast Reinforced Concrete Manhole Sections 

ASTM C913 Standard Specification for Precast Concrete Water and Wastewater 
Structures. 

American Association of State Highway and Transportation Officials (AASHTO) 

AASHTO M36 Standard Specification for Corrugated Steel Pipe, Metallic-Coated, for 
Sewers and Drains 

 

END OF ITEM D-751 
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MODIFICATIONS  ITEM D-752 
 CONCRETE CULVERTS, HEADWALLS, AND  
 MISCELLANEOUS DRAINAGE STRUCTURES 

 MOD D-752-1  89  

ITEM D-752 CONCRETE CULVERTS, HEADWALLS, AND MISCELLANEOUS DRAINAGE 
STRUCTURES is hereby amended with respect to the paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
752-3.2 Backfilling. 

d. Backfill will not be measured for direct payment. Performance of this work shall be considered as a 
subsidiary obligation of the Contractor, covered under the item which it is contained. contract unit price for 
“unclassified excavation for structures.” 

 
 

 
END OF MOD D-752 
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ITEM D-752 CONCRETE CULVERTS, HEADWALLS, AND MISCELLANEOUS DRAINAGE 
STRUCTURES 

DESCRIPTION 

752-1.1 This item shall consist of plain or reinforced concrete culverts, headwalls, and miscellaneous 
drainage structures constructed in accordance with these specifications, at the specified locations and 
conforming to the lines, grades, and dimensions shown on the plans or required by the RPR. 

MATERIALS 

752-2.1 Concrete. Plain and/or Reinforced concrete shall meet the requirements of Item P-610. 

CONSTRUCTION METHODS 

752-3.1 Unclassified excavation. 

a. Trenches and foundation pits for structures or structure footings shall be excavated to the lines and 
grades and elevations shown on the plans. The excavation shall be of sufficient size to permit the placing 
of the full width and length of the structure or structure footings shown. The elevations of the bottoms of 
footings, as shown on the plans, shall be considered as approximate only; and the RPR may approve, in 
writing, changes in dimensions or elevations of footings necessary to secure a satisfactory foundation. 

b. Boulders, logs, or any other objectionable material encountered in excavation shall be removed. All 
rock or other hard foundation material shall be cleaned of all loose material and cut to a firm surface either 
level, stepped, or serrated, as directed by the RPR. All seams or crevices shall be cleaned out and grouted. 
All loose and disintegrated rock and thin strata shall be removed. When concrete will rest on a surface other 
than rock, the bottom of the excavation shall not be disturbed and excavation to final grade shall not be 
made until immediately before the concrete or reinforcing steel is placed.  

c. The Contractor shall do all bracing, sheathing, or shoring necessary to perform and protect the 
excavation and the structure as required for safety or conformance to governing laws. The cost of bracing, 
sheathing, or shoring shall be included in the unit price bid for excavation. 

d. All bracing, sheathing, or shoring shall be removed by the Contractor after the completion of the 
structure. Removal shall not disturb or damage the finished concrete. The cost of removal shall be included 
in the unit price bid for excavation. 

e. After each excavation is completed, the Contractor shall notify the RPR. No concrete or reinforcing 
steel shall be placed until the RPR has approved the depth of the excavation and the character of the 
foundation material. 

752-3.2 Backfilling. 

a. After a structure has been completed, backfilling with approved material shall be accomplished by 
applying the fill in horizontal layers not to exceed 8 inches in loose depth, and compacted. The field density 
of the compacted material shall be at least 90% of the maximum density for cohesive soils and 95% of the 
maximum density for noncohesive soils. The maximum density shall be determined in accordance with 
ASTM D698. The field density shall be determined in accordance with ASTM D1556. 

b. No backfilling shall be placed against any structure until approved by the RPR. For concrete, 
approval shall not be given until the concrete has been in place seven (7) days, or until tests establish that 
the concrete has attained sufficient strength to withstand any pressure created by the backfill or the 
placement methods. 

c. Fill placed around concrete culverts shall be deposited on each side at the same time and to 
approximately the same elevation. All slopes bounding or within the areas to be backfilled shall be stepped 
or serrated to prevent wedge action against the structure. 
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d. Backfill will not be measured for direct payment. Performance of this work shall be considered as a 
subsidiary obligation of the Contractor, covered under the item which it is contained. contract unit price for 
“unclassified excavation for structures.” 

752-3.3 Weep holes. Weep holes shall be constructed as shown on the plans. 

752-3.4 Cleaning and restoration of site. After the backfill is completed, the Contractor shall dispose of 
all surplus material, dirt, and rubbish from the site. Surplus dirt may be deposited in embankment, 
shoulders, or as approved by the RPR. The Contractor shall restore all disturbed areas to their original 
condition. The Contractor shall remove all tools and equipment, leaving the entire site free, clear, and in 
good condition. 

METHOD OF MEASUREMENT 

752-4.1 Concrete culverts, headwalls, and miscellaneous drainage structures shall be measured by the 
unit, completed in place and accepted. 

752-4.2 Reinforcing steel shall not be measured for separate payment but shall be considered subsidiary 
to the structure in which it is contained. 

BASIS OF PAYMENT 

752-5.1 Payment will be made at the contract unit price per each for concrete culverts, headwalls, and 
miscellaneous drainage structures. These prices shall be full compensation for furnishing all materials and 
for all preparation, excavation, and placing the materials, furnishing and installation of such specials and 
connections to pipes and other structures as may be required to complete the item as shown on the plan; 
and for all labor, equipment, tools, and incidentals necessary to complete the structure. 

Payment will be made under: 

 Item D-752 5.1  ALDOT, Class 1, 15-Inch RCP Slope Paved Headwall — per Each 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM D698 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Standard Effort (12,400 ft-lb/ft3 (600 kN-m/m3)) 

ASTM D1556 Standard Test Method for Density and Unit Weight of Soil in Place by the 
Sand-Cone Method 

 

END OF ITEM D-752 

  



MODIFICATIONS  ITEM D-754 
 CONCRETE GUTTERS, DITCHES, AND FLUMES 
 

 MOD D-754-1  91  

ITEM D-754 CONCRETE GUTTERS, DITCHES, AND FLUMES is hereby amended with respect to the 
paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
754-2.2 Joints. Joint filler materials and premolded joint material shall conform to Item P-605 the 
requirements of ASTM D6690. 
 

 
END OF MOD D-754 



PAGE INTENTIONALLY LEFT BLANK 
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ITEM D-754 CONCRETE GUTTERS, DITCHES, AND FLUMES 

DESCRIPTION 

754-1.1 This item shall consist of Portland cement concrete gutters, ditches, and flumes constructed in 
accordance with these specifications at the specified locations in accordance with the dimensions, lines, 
and grades as shown on the plans. 

MATERIALS 

754-2.1 Concrete. Plain and reinforced concrete shall meet the requirements of Item P-610. 

754-2.2 Joints. Joint filler materials and premolded joint material shall conform to Item P-605 the 
requirements of ASTM D6690. 

CONSTRUCTION METHODS 

754-3.1 Preparing subgrade. Excavation shall be made to the required width and depth, and the subgrade 
upon which the item is to be built shall be compacted to a firm uniform grade. All soft and unsuitable material 
shall be removed and replaced with suitable approved material. When required, a layer of approved 
granular material, compacted to the thickness indicated on the plans, shall be placed to form a subbase. 
The underlying course shall be checked and accepted by the RPR before placing and spreading operations 
are started. 

754-3.2 Placing. The forms and the mixing, placing, finishing, and curing of concrete shall conform to the 
requirements of Item P-610 and the following requirements. 

The concrete shall be tamped until it is consolidated and mortar covers the top surface. The surface of the 
concrete shall be floated smooth and the edges rounded to the radii shown on the plans. Before the 
concrete is given the final finishing, the surface shall be tested with a 12-foot straightedge, and any 
irregularities of more than 1/4 inch in 12-foot shall be eliminated. 

The concrete shall be placed with dummy-grooved joints not to exceed 25 feet apart and no section shall 
be less than 4 feet long. 

Expansion joints of the type called for in the plans shall be constructed to replace dummy groove joints at 
a spacing of approximately 100 feet. When the gutter is placed next to concrete pavement, expansion joints 
in the gutter shall be located opposite expansion joints in the pavement. When a gutter abuts a pavement 
or other structure, an expansion joint shall be placed between the gutter and the other structure. 

Forms shall not be removed within 24 hours after the concrete has been placed. Minor defects shall be 
repaired with mortar containing one (1) part cement and two (2) parts fine aggregate. 

Depositing, compacting, and finishing the item shall be conducted to build a satisfactory structure. If any 
section of concrete is found to be porous, or is otherwise defective, it shall be removed and replaced by the 
Contractor without additional compensation. 

754-3.3 Backfilling. After the concrete has set sufficiently, the spaces adjacent to the structure shall be 
refilled to the required elevation with material specified on the plans and compacted by mechanical 
equipment to at least 90% of the maximum density as determined by ASTM D698. The in-place density 
shall be determined in accordance with ASTM D1556. 

754-3.4 Cleaning and restoration of site. After the backfill is completed, the Contractor shall dispose of 
all surplus material, dirt, and rubbish from the site. Surplus dirt may be deposited in embankments, 
shoulders, or as ordered by the RPR. The Contractor shall restore all disturbed areas to their original 
condition. The Contractor shall remove all tools and equipment, leaving the entire site free, clear and in 
good condition. 
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Performance of the work described in this section shall be considered as a subsidiary obligation of the 
Contractor, covered under the contract unit price for the structure. 

 

METHOD OF MEASUREMENT 

754-4.1 Concrete drainage flumes shall be measured by the square foot of 4-inch thick concrete in 
accordance with the dimensions shown on the plans or ordered by the RPR.  

754-4.2 Concrete splash pads shall be measured per each complete unit constructed, in-place, in 
accordance with the dimensions shown on the plans or ordered by the RPR. 

754-4.3 Formwork, excavation, reinforcing steel, etc. shall not be measured for separate payment. 

 

BASIS OF PAYMENT 

754-5.1 The accepted quantity of the concrete drainage flume will be paid for at the contract unit price per 
square foot of 4-inch thick concrete drainage flume, complete in place. 

754-5.2 The accepted quantity of concrete splash pads will be paid for at the contract unit price per each 
concrete splash pad, complete in place. 

 

Payment will be made under: 

Item D-754-5.1 Concrete Drainage Flume – per Square Foot 

Item D-754-5.2 Concrete Splash Pad – per Each 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM D698 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Standard Effort (12,400 ft-lb/ft3 (600 kN-m/m3)) 

ASTM D1556 Standard Test Method for Density and Unit Weight of Soil in Place by the 
Sand-Cone Method 

 

END OF ITEM D-754 

  



MODIFICATIONS  ITEM P-101 
 PREPARATION/REMOVAL OF EXISTING PAVEMENTS 

MOD P-101-1 

ITEM P-101 PREPARATION/REMOVAL OF EXISTING PAVEMENTS is hereby amended with respect to 
the paragraphs and sections cited below. 

 
Add the following paragraph as noted: 
 
101-1.2 Limits of pavement removal, pavement repair, paint removal, and cold milling are estimated in the 
plans. Actual limits of these items shall be coordinated with the Engineer prior to construction. 
 
Add the following paragraph as noted: 
 
101-3.1 Removal of existing pavement.  

 
d. Disposal. All existing pavement removed shall be disposed of off-site. All hauling will be 

considered a necessary and incidental part of the work. Its costs shall be considered by the Contractor 
and included in the contract unit price for the pay items of work involved. No payment will be made 
separately or directly for hauling on any part of the work. 
 
Revise the following paragraph as noted: 
 
101-3.4 Concrete spall or failed asphaltic concrete pavement repair. 
 

b. Asphalt pavement repair. The Contractor shall repair all spalled concrete as shown on the plans 
or as directed by the RPR. The failed areas shall be removed as specified in paragraph 101-3.1b. All 
failed material including surface, base course, subbase course, and subgrade shall be removed. 
Materials and methods of construction shall comply with the applicable sections of these specifications.  
The pavement structure thicknesses shall be consistent with the adjacent existing pavement.  The limits 
of asphalt pavement repair shall be sawcut to establish a clean joint.  This sawcut shall be subsidiary to 
the repairs.   

 
Revise the following paragraph as noted: 
 
101-3.5 Cold milling.  Milling shall be performed with a power-operated milling machine or grinder, 
capable of producing a uniform finished surface.  The milling machine or grinder shall operate without 
tearing or gouging the underlaying surface.  The milling machine or grinder shall be equipped with grade 
and slope controls, and a positive means of dust control.  All millings shall be removed and disposed off 
Airport property.  If the Contractor mills or grinds deeper or wider than the plans specify, the Contractor 
shall replace the material removed with new material at the Contractor’s Expense. Sawcutting will be 
required at the edge of the milled areas to establish a clean joint.  The removal shall proceed to the depth 
necessary to accommodate the planned overlay thickness.   
 

a. Patching. The milling machine shall be capable of cutting a vertical edge without chipping or 
spalling the edges of the remaining pavement and it shall have a positive method of controlling the depth 
of cut. The RPR Contractor shall layout the area to be milled with a straightedge in increments of 1-foot 
widths. The Contractor’s layout shall be approved by the RPR prior to beginning milling operations. The 
area to be milled shall cover only the failed area. Any excessive area that is milled because the 
Contractor doesn’t have the appropriate milling machine, or areas that are damaged because of his 
negligence, shall be repaired by the Contractor at the Contractor’s Expense. 
 
Revise the following paragraph as noted: 
 
101-3.8.3 Joint sealant.  Joint material and installation will be in accordance with Item P-605 ASTM D 
6690. 
 



MODIFICATIONS  ITEM P-101 
 PREPARATION/REMOVAL OF EXISTING PAVEMENTS 

MOD P-101-2 

Revise the following paragraph as noted: 
 
101-3.9.3 Crack Sealant.  Crack sealant material and installation will be in accordance with Item P-605 
ASTM D6690. 
 

 
END OF MOD P-101 
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ITEM P-101 PREPARATION/REMOVAL OF EXISTING PAVEMENTS 

DESCRIPTION 

101-1.1 This item shall consist of preparation of existing pavement surfaces for overlay, surface treatments, 
removal of existing pavement, and other miscellaneous items. The work shall be accomplished in 
accordance with these specifications and the applicable plans. 

101-1.2 Limits of pavement removal, pavement repair, paint removal, and cold milling are estimated in the 
plans. Actual limits of these items shall be coordinated with the Engineer prior to construction. 

EQUIPMENT AND MATERIALS 

101-2 All equipment and materials shall be specified here and in the following paragraphs or approved by 
the Resident Project Representative (RPR). The equipment shall not cause damage to the pavement to 
remain in place. 

CONSTRUCTION 

101-3.1  Removal of existing pavement.  

The Contractor’s removal operation shall be controlled to not damage adjacent pavement structure, and 
base material, cables, utility ducts, pipelines, or drainage structures which are to remain under the 
pavement.   

a. Concrete pavement removal.  Full depth saw cuts shall be made perpendicular to the slab surface. 
The Contractor shall saw through the full depth of the slab including any dowels at the joint, removing the 
pavement and installing new dowels as shown on the plans and per the specifications. Where the perimeter 
of the removal limits is not located on the joint and there are no dowels present, the perimeter shall be saw 
cut the full depth of the pavement. The pavement inside the saw cut shall be removed by methods which 
will not cause distress in the pavement which is to remain in place. If the material is to be wasted on the 
airport site, it shall be reduced to a maximum size of 6 inches. Concrete slabs that are damaged by under 
breaking shall be repaired or removed and replaced as directed by the RPR.  

The edge of existing concrete pavement against which new pavement abuts shall be protected from 
damage at all times. Spall and underbreak repair shall be in accordance with the plans.  Any underlaying 
material that is to remain in place, shall be recompacted and/or replaced as shown on the plans.  Adjacent 
areas damaged during repair shall be repaired or replaced at the Contractor’s expense.   

b. Asphalt pavement removal. Asphalt pavement to be removed shall be cut to the full depth of the 
asphalt pavement around the perimeter of the area to be removed. If the material is to be wasted on the 
airport site, it shall be broken to a maximum size of 6 inches. 

c. Repair or removal of Base, Subbase, and/or Subgrade.  All failed material including surface, base 
course, subbase course, and subgrade shall be removed and repaired as shown on the plans or as directed 
by the RPR. Materials and methods of construction shall comply with the applicable sections of these 
specifications. Any damage caused by Contractor’s removal process shall be repaired at the Contractor’s 
expense. 

d. Disposal. All existing pavement removed shall be disposed of off-site. All hauling will be considered 
a necessary and incidental part of the work. Its costs shall be considered by the Contractor and included in 
the contract unit price for the pay items of work involved. No payment will be made separately or directly 
for hauling on any part of the work. 

101-3.2 Preparation of joints and cracks prior to overlay/surface treatment. Remove all vegetation 
and debris from cracks to a minimum depth of 1 inch. If extensive vegetation exists, treat the specific area 
with a concentrated solution of a water-based herbicide approved by the RPR. Fill all cracks greater than 
1/4 inch wide with a crack sealant per ASTM D6690. The crack sealant, preparation, and application shall 
be compatible with the surface treatment/overlay to be used.  To minimize contamination of the asphalt 
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with the crack sealant, underfill the crack sealant a minimum of 1/8 inch, not to exceed ¼ inch. Any excess 
joint or crack sealer shall be removed from the pavement surface.   

101-3.3 Removal of Foreign Substances/contaminates prior to overlay. Removal of foreign 
substances/contaminates from existing pavement that will affect the bond of the new treatment shall consist 
of removal of rubber, fuel spills, oil, crack sealer, at least 90% of paint, and other foreign substances from 
the surface of the pavement.  Areas that require removal are designated on the plans and as directed by 
the RPR in the field during construction. 

Chemicals, high-pressure water, heater scarifier (asphaltic concrete only), cold milling, rotary grinding, or 
sandblasting may be used. If chemicals are used, they shall comply with the state’s environmental 
protection regulations. Removal methods used shall not cause major damage to the pavement, or to any 
structure or utility within or adjacent to the work area. Major damage is defined as changing the properties 
of the pavement, removal of asphalt causing the aggregate to ravel, or removing pavement over 1/8 inch 
deep. If it is deemed by the RPR that damage to the existing pavement is caused by operational error, such 
as permitting the application method to dwell in one location for too long, the Contractor shall repair the 
damaged area without compensation and as directed by the RPR. 

Removal of foreign substances shall not proceed until approved by the RPR. Water used for high-pressure 
water equipment shall be provided by the Contractor at the Contractor's expense. No material shall be 
deposited on the pavement shoulders. All wastes shall be disposed of in areas indicated in this specification 
or shown on the plans. 

101-3.4 Concrete spall or failed asphaltic concrete pavement repair. 

a. Repair of concrete spalls in areas to be overlaid with asphalt. The Contractor shall repair all 
spalled concrete as shown on the plans or as directed by the RPR. The perimeter of the repair shall be saw 
cut a minimum of 2 inches outside the affected area and 2 inches deep.  The deteriorated material shall be 
removed to a depth where the existing material is firm or cannot be easily removed with a geologist pick. 
The removed area shall be filled with asphalt mixture with aggregate sized appropriately for the depth of 
the patch. The material shall be compacted with equipment approved by the RPR until the material is dense 
and no movement or marks are visible. The material shall not be placed in lifts over 4 inches in depth. This 
method of repair applies only to pavement to be overlaid. 

b. Asphalt pavement repair. The Contractor shall repair all spalled concrete as shown on the plans 
or as directed by the RPR. The failed areas shall be removed as specified in paragraph 101-3.1b. All failed 
material including surface, base course, subbase course, and subgrade shall be removed. Materials and 
methods of construction shall comply with the applicable sections of these specifications.  The pavement 
structure thicknesses shall be consistent with the adjacent existing pavement.  The limits of asphalt 
pavement repair shall be sawcut to establish a clean joint.  This sawcut shall be subsidiary to the repairs.   

101-3.5 Cold milling.  Milling shall be performed with a power-operated milling machine or grinder, capable 
of producing a uniform finished surface.  The milling machine or grinder shall operate without tearing or 
gouging the underlaying surface.  The milling machine or grinder shall be equipped with grade and slope 
controls, and a positive means of dust control.  All millings shall be removed and disposed off Airport 
property.  If the Contractor mills or grinds deeper or wider than the plans specify, the Contractor shall 
replace the material removed with new material at the Contractor’s Expense. Sawcutting will be required at 
the edge of the milled areas to establish a clean joint.  The removal shall proceed to the depth necessary 
to accommodate the planned overlay thickness.   

a. Patching. The milling machine shall be capable of cutting a vertical edge without chipping or spalling 
the edges of the remaining pavement and it shall have a positive method of controlling the depth of cut. 
The RPR Contractor shall layout the area to be milled with a straightedge in increments of 1-foot widths. 
The Contractor’s layout shall be approved by the RPR prior to beginning milling operations. The area to be 
milled shall cover only the failed area. Any excessive area that is milled because the Contractor doesn’t 
have the appropriate milling machine, or areas that are damaged because of his negligence, shall be 
repaired by the Contractor at the Contractor’s Expense. 
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b. Profiling, grade correction, or surface correction. The milling machine shall have a minimum 
width of 7 feet and it shall be equipped with electronic grade control devices that will cut the surface to the 
grade specified. The tolerances shall be maintained within +0 inch and -1/4 inch of the specified grade.  
The machine must cut vertical edges and have a positive method of dust control. The machine must have 
the ability to windrow the millings or cuttings or remove the millings or cuttings from the pavement and load 
them into a truck. All millings shall be removed and disposed of off the airport. 

c. Clean-up.  The Contractor shall sweep the milled surface daily and immediately after the milling until 
all residual materials are removed from the pavement surface.  Prior to paving, the Contractor shall wet 
down the milled pavement and thoroughly sweep and/or blow the surface to remove loose residual material. 
Waste materials shall be collected and removed from the pavement surface and adjacent areas by 
sweeping or vacuuming.  Waste materials shall be removed and disposed off Airport property.   

101-3.6. Preparation of asphalt pavement surfaces prior to surface treatment. Existing asphalt 
pavements to be treated with a surface treatment shall be prepared as follows: 

a. Patch asphalt pavement surfaces that have been softened by petroleum derivatives or have failed 
due to any other cause. Remove damaged pavement to the full depth of the damage and replace with new 
asphalt pavement similar to that of the existing pavement in accordance with paragraph 101-3.4b.  

b. Repair joints and cracks in accordance with paragraph 101-3.2. 

c. Remove oil or grease that has not penetrated the asphalt pavement by scrubbing with a detergent 
and washing thoroughly with clean water. After cleaning, treat these areas with an oil spot primer.  

d. Clean pavement surface immediately prior to placing the surface treatment so that it is free of dust, 
dirt, grease, vegetation, oil or any type of objectionable surface film. 

101-3.7 Maintenance. The Contractor shall perform all maintenance work necessary to keep the pavement 
in a satisfactory condition until the full section is complete and accepted by the RPR. The surface shall be 
kept clean and free from foreign material. The pavement shall be properly drained at all times. If cleaning 
is necessary or if the pavement becomes disturbed, any work repairs necessary shall be performed at the 
Contractor’s expense. 

101-3.8 Preparation of Joints in Rigid Pavement prior to resealing. Prior to application of sealant 
material, clean and dry the joints of all scale, dirt, dust, old sealant, curing compound, moisture and other 
foreign matter.  The Contractor shall demonstrate, in the presence of the RPR, that the method used cleans 
the joint and does not damage the joint. 

101-3.8.1 Removal of Existing Joint Sealant. All existing joint sealants will be removed by plowing or use 
of hand tools. Any remaining sealant and or debris will be removed by use of wire brushes or other tools as 
necessary.  Resaw joints removing no more than 1/16 inch from each joint face.  Immediately after sawing, 
flush out joint with water and other tools as necessary to completely remove the slurry.   

101-3.8.2 Cleaning prior to sealing. Immediately before sealing, joints shall be cleaned by removing any 
remaining laitance and other foreign material.  Allow sufficient time to dry out joints prior to sealing. Joint 
surfaces will be surface-dry prior to installation of sealant. 

101-3.8.3 Joint sealant.  Joint material and installation will be in accordance with Item P-605 ASTM D 
6690. 

101-3.9 Preparation of Cracks in Flexible Pavement prior to sealing.  Prior to application of sealant 
material, clean and dry the joints of all scale, dirt, dust, old sealant, curing compound, moisture and other 
foreign matter.  The Contractor shall demonstrate, in the presence of the RPR, the method used cleans the 
cracks and does not damage the pavement. 

101-3.9.1 Preparation of Crack. Widen crack with router by removing a minimum of 1/16 inch from each 
side of crack. Immediately before sealing, cracks will be blown out with a hot air lance combined with oil 
and water-free compressed air. 
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101-3.9.2 Removal of Existing Crack Sealant. Existing sealants will be removed by routing. Following 
routing any remaining debris will be removed by use of a hot lance combined with oil and water-free 
compressed air. 

101-3.9.3 Crack Sealant.  Crack sealant material and installation will be in accordance with Item P-605 
ASTM D6690. 

101-3.10 Removal of Pipe and other Buried Structures. 

a. Removal of Existing Pipe Material. Not used.  

b. Removal of Inlets/Manholes. Not used.  

c. Removal of N/A.  Not used.   

METHOD OF MEASUREMENT 

101-4.1 Asphalt Milling. The unit of measure for milling shall be 0-2 inches of milling per square yard. The 
location and average depth of the cold milling shall be as shown on the plans.  If the initial cut does not 
correct the condition, the Contractor shall re-mill the area and will be paid for the total depth of milling. 

101-4.2 Asphalt Pavement Removal. The unit of measurement for pavement removal shall be the number 
of square yards removed by the Contractor. Any pavement removed outside the limits of removal because 
the pavement was damaged by negligence on the part of the Contractor shall not be included in the 
measurement for payment. Asphalt pavement removal will extend to the depth required for construction of 
the full pavement structure as shown on the plans; aggregate base will be allowed to remain provided the 
full pavement structure can be constructed on top.   

101-4.3 Asphalt Surface Repair. The unit of measure for asphalt surface repair shall be the square foot 
of 2” thick surface repair, including milling, tack coat and all other items needed to complete the asphalt 
surface repair.  No direct measurement or payment shall be made for saw cutting. Saw cutting shall be 
incidental to pavement removal. 

101-4.4 Full Depth Sawcut. The unit of measure for full depth sawcutting shall be per linear foot. The 
location and average depth of the sawcut shall be as shown on the plans and shall correspond with the 
edge of the areas designated for full depth pavement removal.  If the initial cut does not correct the 
condition, the Contractor shall re-sawcut the area with no additional measurement for payment.  No 
measurement shall be made for sawcuts to facilitate the asphalt pavement repair.   

101-4.5 Partial Depth Sawcut. The unit of measure for partial depth sawcutting shall be per linear foot. 
The location and average depth of the sawcut shall be as shown on the plans and shall correspond with 
the edge of the milled areas.  If the initial cut does not correct the condition, the Contractor shall re-sawcut 
the area with no additional measurement for payment.  No measurement shall be made for sawcuts to 
facilitate the asphalt pavement repair.   

BASIS OF PAYMENT 

101-5.1 Payment. Payment shall be made at contract unit price for the unit of measurement as specified 
above. This price shall be full compensation for furnishing all materials and for all preparation, hauling, and 
placing of the material and for all labor, equipment, tools, and incidentals necessary to complete this item. 

Payment will be made under: 

Item P-101-5.1 Asphalt Milling (Variable Depth, 0-2 Inches) – per Square Yard 

Item P-101-5.2 Asphalt Pavement Removal – per Square Yard 

Item P-101-5.3 Asphalt Surface Repair – per Square Yard 

Item P-101-5.4 Full Depth Sawcut – per Linear Foot 

Item P-101-5.5 Partial Depth Sawcut – per Linear Foot 
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REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

Advisory Circulars (AC) 

AC 150/5380-6 Guidelines and Procedures for Maintenance of Airport Pavements. 

ASTM International (ASTM) 

ASTM D6690 Standard Specification for Joint and Crack Sealants, Hot Applied, for 
Concrete and Asphalt Pavements 

 

END OF ITEM P-101 
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MODIFICATIONS  ITEM P-152 
 EXCAVATION, SUBGRADE AND EMBANKMENT 

 MOD P-152-1  5  

ITEM P-152 EXCAVATION, SUBGRADE AND EMBANKMENT is hereby amended with respect to the 
paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
152-1.3 Unsuitable excavation. Unsuitable material shall be disposed in designated waste areas as 
shown on the plans.  Materials containing vegetable or organic matter, such as muck, peat, organic silt, or 
sod shall be considered unsuitable for use in embankment construction. Material suitable for topsoil may 
be used on the embankment slope when approved by the RPR. Undercutting of material unsatisfactory 
for subgrade foundation, roads, shoulders, or areas intended for turfing shall be considered unsuitable 
excavation and shall be excavated to the depth specified by the Engineer below the subgrade. 
 
Revise the following paragraph as noted: 
 
152-2.1 General. Before beginning excavation, grading, and embankment operations in any area, the 
area shall be cleared or cleared and grubbed in accordance with Item P-151. 
 
Revise the following paragraph as noted: 
 
152-2.2 Excavation. Paragraph 4. 
All areas to be excavated shall be stripped of vegetation and topsoil.  Topsoil shall be stockpiled for future 
use in areas designated on the plans or by the RPR. All suitable excavated material shall be used in the 
formation of embankment, subgrade, or other purposes as shown on the plans. All unsuitable material 
shall be disposed of as described in paragraph 152-1.3 shown on the plans. 
 
Revise the following paragraph as noted: 
 
152-2.2 Excavation. 

a. Selective grading. When the quality of material varies significantly selective grading is indicated 
on the plans, the more suitable material designated by the RPR shall be used in constructing the 
embankment or in capping the pavement subgrade. If, at the time of excavation, it is not possible to place 
this material in its final location, it shall be stockpiled in approved areas until it can be placed. The more 
suitable material shall then be placed and compacted as specified. Selective grading shall be considered 
incidental to the work involved. The cost of stockpiling and placing the material shall be included in the 
various pay items of work involved. 

b. Undercutting. Rock, shale, hardpan, loose rock, boulders, or other material unsatisfactory for 
safety areas, subgrades, roads, shoulders, or any areas intended for turf shall be excavated to a 
minimum depth of 12 inches below the subgrade or to the depth specified by the RPR. Muck, peat, 
matted roots, or other yielding material, unsatisfactory for subgrade foundation, shall be removed to the 
depth specified. Unsuitable materials shall be disposed of at locations shown on the plans. This 
excavated material shall be paid for at the contract unit price per cubic yard for Unsuitable Excavation. 
The excavated area shall be backfilled with suitable material obtained from the grading operations or 
borrow areas and compacted to specified densities. The necessary backfill will constitute a necessary 
part of Unsuitable Excavation part of the embankment. Where rock cuts are made, backfill with select 
material. Any pockets created in the rock surface shall be drained in accordance with the details shown 
on the plans.  Undercutting will be paid as Unsuitable Excavation. 
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 MOD P-152-2  6  

Revise the following paragraph as noted: 
 
152-2.8 Formation of embankments. Paragraph 11. 
On all areas outside of the pavement areas, no compaction will be required on the top 2 inches which 
shall be prepared for a seedbed in accordance with [N/A] sodding in accordance with T-904.   
 
Revise the following paragraph as noted: 
 
152-2.14 Topsoil. When topsoil is specified or required as shown on the plans or under Item T-905, it 
shall be salvaged from stripping or other grading operations. The topsoil shall meet the requirements of 
Item T-905. If, at the time of excavation or stripping, the topsoil cannot be placed in its final section of 
finished construction, the material shall be stockpiled at approved locations. Stockpiles shall be located 
as shown on the plans and the approved CSPP, and shall not be placed on areas that subsequently will 
require any excavation or embankment fill. There shall be no additional payment for stockpiling or re-
handling of topsoil.  If, in the judgment of the RPR, it is practical to place the salvaged topsoil at the time 
of excavation or stripping, the material shall be placed in its final position without stockpiling or further re-
handling. 
 
Upon completion of grading operations, stockpiled topsoil shall be handled and placed as shown on the 
plans and as required in Item T-905. Topsoil shall be paid for as provided in Item T-905 subsidiary to 
Unclassified Excavation.  No direct payment will be made for topsoil under Item P-152.  
 

 
END OF MOD P-152 
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ITEM P-152 EXCAVATION, SUBGRADE, AND EMBANKMENT 

DESCRIPTION 

152-1.1 This item covers excavation, disposal, placement, and compaction of all materials within the limits 
of the work required to construct safety areas, runways, taxiways, aprons, and intermediate areas as well 
as other areas for drainage, building construction, parking, or other purposes in accordance with these 
specifications and in conformity to the dimensions and typical sections shown on the plans. 

152-1.2 Classification. All material excavated shall be classified as defined below: 

a. Unclassified excavation. Unclassified excavation shall consist of the excavation and disposal of all 
material, regardless of its nature which is not otherwise classified and paid for under one of the following 
items. 

b. Rock excavation.  NOT USED. 

c. Muck excavation.  NOT USED. 

d. Drainage excavation.  NOT USED. 

e. Borrow excavation.  Borrow excavation shall consist of approved material required for the 
construction of embankments or for other portions of the work in excess of the quantity of usable material 
available from required excavations. Borrow material shall be obtained from areas designated by the 
Resident Project Representative (RPR) within the limits of the airport property but outside the normal limits 
of necessary grading, or from areas outside the airport boundaries.   

f. Other.  NOT USED. 

152-1.3 Unsuitable excavation. Unsuitable material shall be disposed in designated waste areas as 
shown on the plans.  Materials containing vegetable or organic matter, such as muck, peat, organic silt, or 
sod shall be considered unsuitable for use in embankment construction. Material suitable for topsoil may 
be used on the embankment slope when approved by the RPR. Undercutting of material unsatisfactory for 
subgrade foundation, roads, shoulders, or areas intended for turfing shall be considered unsuitable 
excavation and shall be excavated to the depth specified by the Engineer below the subgrade. 

CONSTRUCTION METHODS 

152-2.1 General. Before beginning excavation, grading, and embankment operations in any area, the area 
shall be cleared or cleared and grubbed in accordance with Item P-151. 

The suitability of material to be placed in embankments shall be subject to approval by the RPR. All 
unsuitable material shall be disposed of in waste areas as shown on the plans. All waste areas shall be 
graded to allow positive drainage of the area and adjacent areas. The surface elevation of waste areas 
shall be specified on the plans or approved by the RPR. 

When the Contractor’s excavating operations encounter artifacts of historical or archaeological significance, 
the operations shall be temporarily discontinued and the RPR notified per Section 70, paragraph 70-20. At 
the direction of the RPR, the Contractor shall excavate the site in such a manner as to preserve the artifacts 
encountered and allow for their removal. Such excavation will be paid for as extra work. 

Areas outside the limits of the pavement areas where the top layer of soil has become compacted by hauling 
or other Contractor activities shall be scarified and disked to a depth of 4 inches, to loosen and pulverize 
the soil. Stones or rock fragments larger than 4 inches in their greatest dimension will not be permitted in 
the top 6 inches of the subgrade. 

If it is necessary to interrupt existing surface drainage, sewers or under-drainage, conduits, utilities, or 
similar underground structures, the Contractor shall be responsible for and shall take all necessary 
precautions to preserve them or provide temporary services. When such facilities are encountered, the 
Contractor shall notify the RPR, who shall arrange for their removal if necessary. The Contractor, at their 
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own expense, shall satisfactorily repair or pay the cost of all damage to such facilities or structures that may 
result from any of the Contractor’s operations during the period of the contract. 

a. Blasting.  Blasting shall not be allowed.  

152-2.2 Excavation. No excavation shall be started until the work has been staked out by the Contractor 
and the RPR has obtained from the Contractor, the survey notes of the elevations and measurements of 
the ground surface.  The Contractor and RPR shall agree that the original ground lines shown on the original 
topographic mapping are accurate, or agree to any adjustments made to the original ground lines. 

Volumetric quantities were calculated using design cross sections which were created for this project using 
the DTM files of the applicable design surfaces and generating End Area Volume Reports. Paper copies of 
design cross sections and a paper copy of the original topographic map will be issued to the successful 
bidder.  

Existing grades on the design cross sections or DTM’s, where they do not match the locations of actual 
spot elevations shown on the topographic map, were developed by computer interpolation from those spot 
elevations. Prior to disturbing original grade, Contractor shall verify the accuracy of the existing ground 
surface by verifying spot elevations at the same locations where original field survey data was obtained as 
indicated on the topographic map. Contractor shall recognize that, due to the interpolation process, the 
actual ground surface at any particular location may differ somewhat from the interpolated surface shown 
on the design cross sections or obtained from the DTM’s. Contractor's verification of original ground surface, 
however, shall be limited to verification of spot elevations as indicated herein, and no adjustments will be 
made to the original ground surface unless the Contractor demonstrates that spot elevations shown are 
incorrect. For this purpose, spot elevations which are within 0.1 foot of the stated elevations for ground 
surfaces, or within 0.04 foot for hard surfaces (pavements, buildings, foundations, structures, etc.) shall be 
considered “no change”. Only deviations in excess of these will be considered for adjustment of the original 
ground surface. If Contractor's verification identifies discrepancies in the topographic map, Contractor shall 
notify the RPR in writing at least two weeks before disturbance of existing grade to allow sufficient time to 
verify the submitted information and make adjustments to the design cross sections or DTM’s. Disturbance 
of existing grade in any area shall constitute acceptance by the Contractor of the accuracy of the original 
elevations shown on the topographic map for that area.     

All areas to be excavated shall be stripped of vegetation and topsoil.  Topsoil shall be stockpiled for future 
use in areas designated on the plans or by the RPR. All suitable excavated material shall be used in the 
formation of embankment, subgrade, or other purposes as shown on the plans. All unsuitable material shall 
be disposed of as described in paragraph 152-1.3 shown on the plans. 

The grade shall be maintained so that the surface is well drained at all times. 

When the volume of the excavation exceeds that required to construct the embankments to the grades as 
indicated on the plans, the excess shall be used to grade the areas of ultimate development or disposed 
as directed by the RPR. When the volume of excavation is not sufficient for constructing the embankments 
to the grades indicated, the deficiency shall be obtained from borrow areas. 

a. Selective grading. When the quality of material varies significantly selective grading is indicated on 
the plans, the more suitable material designated by the RPR shall be used in constructing the embankment 
or in capping the pavement subgrade. If, at the time of excavation, it is not possible to place this material 
in its final location, it shall be stockpiled in approved areas until it can be placed. The more suitable material 
shall then be placed and compacted as specified. Selective grading shall be considered incidental to the 
work involved. The cost of stockpiling and placing the material shall be included in the various pay items of 
work involved. 

b. Undercutting. Rock, shale, hardpan, loose rock, boulders, or other material unsatisfactory for safety 
areas, subgrades, roads, shoulders, or any areas intended for turf shall be excavated to a minimum depth 
of 12 inches below the subgrade or to the depth specified by the RPR. Muck, peat, matted roots, or other 
yielding material, unsatisfactory for subgrade foundation, shall be removed to the depth specified. 
Unsuitable materials shall be disposed of at locations shown on the plans. This excavated material shall be 
paid for at the contract unit price per cubic yard for Unsuitable Excavation. The excavated area shall be 
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backfilled with suitable material obtained from the grading operations or borrow areas and compacted to 
specified densities. The necessary backfill will constitute a necessary part of Unsuitable Excavation part of 
the embankment. Where rock cuts are made, backfill with select material. Any pockets created in the rock 
surface shall be drained in accordance with the details shown on the plans.  Undercutting will be paid as 
Unsuitable Excavation. 

c. Over-break. Over-break, including slides, is that portion of any material displaced or loosened 
beyond the finished work as planned or authorized by the RPR. All over-break shall be graded or removed 
by the Contractor and disposed of as directed by the RPR. The RPR shall determine if the displacement of 
such material was unavoidable and their own decision shall be final. Payment will not be made for the 
removal and disposal of over-break that the RPR determines as avoidable. Unavoidable over-break will be 
classified as “Unclassified Excavation.” 

d. Removal of utilities. The removal of existing structures and utilities required to permit the orderly 
progress of work will be accomplished by the Contractor as indicated on the plans. All existing foundations 
shall be excavated at least 2 feet below the top of subgrade or as indicated on the plans, and the material 
disposed of as directed by the RPR. All foundations thus excavated shall be backfilled with suitable material 
and compacted as specified for embankment or as shown on the plans.  

152-2.3 Borrow excavation.  

Borrow areas within the airport property are indicated on the plans. Borrow excavation shall be made only 
at these designated locations and within the horizontal and vertical limits as staked or as directed by the 
RPR. All unsuitable material shall be disposed of by the Contractor as shown on the plans. All borrow pits 
shall be opened to expose the various strata of acceptable material to allow obtaining a uniform product. 
Borrow areas shall be drained and left in a neat, presentable condition with all slopes dressed uniformly. 
Borrow areas shall not create a hazardous wildlife attractant.   

Imported material for fill or backfill under pavements shall be lean clay, silt, sand or stone, with a liquid limit 
< 50, plasticity index < 25 and a minimum standard proctor dry density of 100 pcf.   

152-2.4 Drainage excavation. Drainage excavation shall consist of excavating drainage ditches including 
intercepting, inlet, or outlet ditches; or other types as shown on the plans. The work shall be performed in 
sequence with the other construction. Ditches shall be constructed prior to starting adjacent excavation 
operations. All satisfactory material shall be placed in embankment fills; unsuitable material shall be placed 
in designated waste areas or as directed by the RPR. All necessary work shall be performed true to final 
line, elevation, and cross-section. The Contractor shall maintain ditches constructed on the project to the 
required cross-section and shall keep them free of debris or obstructions until the project is accepted.  

152-2.5 Preparation of cut areas or areas where existing pavement has been removed.  In those areas 
on which a subbase or base course is to be placed, the top 7 inches of subgrade shall be compacted to not 
less than 95% of maximum density for non-cohesive soils, and 95% of maximum density for cohesive soils 
as determined by ASTM D698. As used in this specification, "non-cohesive" shall mean those soils having 
a plasticity index (PI) of less than 3 as determined by ASTM D4318. 

152-2.6 Preparation of embankment area. All sod and vegetative matter shall be removed from the 
surface upon which the embankment is to be placed. The cleared surface shall be broken up by plowing or 
scarifying to a minimum depth of 6 inches and shall then be compacted per paragraph 152-2.10.  

Sloped surfaces steeper than one (1) vertical to four (4) horizontal shall be plowed, stepped, benched, or 
broken up so that the fill material will bond with the existing material. When the subgrade is part fill and part 
excavation or natural ground, the excavated or natural ground portion shall be scarified to a depth of 12 
inches and compacted as specified for the adjacent fill. 

No direct payment shall be made for the work performed under this section. The necessary clearing and 
grubbing and the quantity of excavation removed will be paid for under the respective items of work. 

152-2.7 Control Strip.  The first half-day of construction of subgrade and/or embankment shall be 
considered as a control strip for the Contractor to demonstrate, in the presence of the RPR, that the 
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materials, equipment, and construction processes meet the requirements of this specification. The 
sequence and manner of rolling necessary to obtain specified density requirements shall be determined.  
The maximum compacted thickness may be increased to a maximum of 12 inches upon the Contractor’s 
demonstration that approved equipment and operations will uniformly compact the lift to the specified 
density.  The RPR must witness this demonstration and approve the lift thickness prior to full production.  

Control strips that do not meet specification requirements shall be reworked, re-compacted, or removed 
and replaced at the Contractor’s expense.  Full operations shall not begin until the control strip has been 
accepted by the RPR. The Contractor shall use the same equipment, materials, and construction methods 
for the remainder of construction, unless adjustments made by the Contractor are approved in advance by 
the RPR. 

152-2.8 Formation of embankments. The material shall be constructed in lifts as established in the control 
strip, but not less than 6 inches nor more than 12 inches of compacted thickness. 

When more than one lift is required to establish the layer thickness shown on the plans, the construction 
procedure described here shall apply to each lift. No lift shall be covered by subsequent lifts until tests verify 
that compaction requirements have been met. The Contractor shall rework, re-compact and retest any 
material placed which does not meet the specifications. 

The lifts shall be placed, to produce a soil structure as shown on the typical cross-section or as directed by 
the RPR. Materials such as brush, hedge, roots, stumps, grass and other organic matter, shall not be 
incorporated or buried in the embankment. 

Earthwork operations shall be suspended at any time when satisfactory results cannot be obtained due to 
rain, freezing, or other unsatisfactory weather conditions in the field. Frozen material shall not be placed in 
the embankment nor shall embankment be placed upon frozen material. Material shall not be placed on 
surfaces that are muddy, frozen, or contain frost. The Contractor shall drag, blade, or slope the 
embankment to provide surface drainage at all times. 

The material in each lift shall be within ±2% of optimum moisture content before rolling to obtain the 
prescribed compaction. The material shall be moistened or aerated as necessary to achieve a uniform 
moisture content throughout the lift. Natural drying may be accelerated by blending in dry material or 
manipulation alone to increase the rate of evaporation. 

The Contractor shall make the necessary corrections and adjustments in methods, materials or moisture 
content to achieve the specified embankment density. 

The Contractor will take samples of excavated materials which will be used in embankment for testing and 
develop a Moisture-Density Relations of Soils Report (Proctor) in accordance with ASTM D698. A new 
Proctor shall be developed for each soil type based on visual classification. 

Density tests will be taken by the Contractor for every 3,000 square yards of compacted embankment for 
each lift which is required to be compacted, or other appropriate frequencies as determined by the RPR.  

If the material has greater than 30% retained on the 3/4-inch (19.0 mm) sieve, follow AASHTO T-180 Annex 
Correction of maximum dry density and optimum moisture for oversized particles. 

Rolling operations shall be continued until the embankment is compacted to not less than 95% of maximum 
density for non-cohesive soils, and 95% of maximum density for cohesive soils as determined by ASTM 
D698. Under all areas to be paved, the embankments shall be compacted to a depth of 7 inches and to a 
density of not less than 95% percent of the maximum density as determined by ASTM D698. As used in 
this specification, "non-cohesive" shall mean those soils having a plasticity index (PI) of less than 3 as 
determined by ASTM D4318. 

On all areas outside of the pavement areas, no compaction will be required on the top 2 inches which shall 
be prepared for a seedbed in accordance with [N/A] sodding in accordance with T-904.   

The in-place field density shall be determined in accordance with ASTM 6938 using Procedure A, the direct 
transmission method, and ASTM D6938 shall be used to determine the moisture content of the material. 
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The machine shall be calibrated in accordance with ASTM D6938. The Contractor’s laboratory shall perform 
all density tests in the RPR’s presence and provide the test results upon completion to the RPR for 
acceptance.  If the specified density is not attained, the area represented by the test or as designated by 
the RPR shall be reworked and/or re-compacted and additional random tests made. This procedure shall 
be followed until the specified density is reached. 

Compaction areas shall be kept separate, and no lift shall be covered by another lift until the proper density 
is obtained. 

During construction of the embankment, the Contractor shall route all construction equipment evenly over 
the entire width of the embankment as each lift is placed. Lift placement shall begin in the deepest portion 
of the embankment fill. As placement progresses, the lifts shall be constructed approximately parallel to the 
finished pavement grade line. 

When rock, concrete pavement, asphalt pavement, and other embankment material are excavated at 
approximately the same time as the subgrade, the material shall be incorporated into the outer portion of 
the embankment and the subgrade material shall be incorporated under the future paved areas. Stones, 
fragmentary rock, and recycled pavement larger than 4 inches in their greatest dimensions will not be 
allowed in the top 12 inches of the subgrade.  Rockfill shall be brought up in lifts as specified or as directed 
by the RPR and the finer material shall be used to fill the voids forming a dense, compact mass. Rock, 
cement concrete pavement, asphalt pavement, and other embankment material shall not be disposed of 
except at places and in the manner designated on the plans or by the RPR. 

When the excavated material consists predominantly of rock fragments of such size that the material cannot 
be placed in lifts of the prescribed thickness without crushing, pulverizing or further breaking down the 
pieces, such material may be placed in the embankment as directed in lifts not exceeding 2 feet in thickness. 
Each lift shall be leveled and smoothed with suitable equipment by distribution of spalls and finer fragments 
of rock. The lift shall not be constructed above an elevation 4 feet below the finished subgrade. 

There will be no separate measurement of payment for compacted embankment. All costs incidental to 
placing in lifts, compacting, discing, watering, mixing, sloping, and other operations necessary for 
construction of embankments will be included in the contract price for excavation, borrow, or other items. 

152-2.9 Proof rolling.  The purpose of proof rolling the subgrade is to identify any weak areas in the 
subgrade and not for compaction of the subgrade.  Before start of embankment, and after compaction is 
completed, the subgrade area shall be proof rolled with a 20 ton Tandem axle Dual Wheel Dump Truck 
loaded to the legal limit with tires inflated to 100 psi in the presence of the RPR.  Apply a minimum of 25% 
coverage, or as specified by the RPR, under pavement areas. A coverage is defined as the application of 
one tire print over the designated area. Soft areas of subgrade that deflect more than 1 inch or show 
permanent deformation greater than 1 inch shall be removed and replaced with suitable material or 
reworked to conform to the moisture content and compaction requirements in accordance with these 
specifications.  Removal and replacement of soft areas is incidental to this item. 

152-2.10 Compaction requirements. The subgrade under areas to be paved shall be compacted to a 
depth of 7 inches and to a density of not less than 95 percent of the maximum dry density as determined 
by ASTM D698. The subgrade in areas outside the limits of the pavement areas shall be compacted to a 
depth of 7 inches and to a density of not less than 95 percent of the maximum density as determined by 
ASTM D698.  

The material to be compacted shall be within ±2% of optimum moisture content before being rolled to obtain 
the prescribed compaction (except for expansive soils).  When the material has greater than 30 percent 
retained on the ¾ inch (19.0 mm) sieve, follow the methods in ASTM D698. Tests for moisture content and 
compaction will be taken at a minimum of 3,000 S.Y. of subgrade.  All quality assurance testing shall be 
done by the Contractor’s laboratory in the presence of the RPR, and density test results shall be furnished 
upon completion to the RPR for acceptance determination. 

The in-place field density shall be determined in accordance with ASTM D6938 using Procedure A, the 
direct transmission method, and ASTM D6938 shall be used to determine the moisture content of the 



12/21/2018  AC 150/5370-10H 

P-152-6 

material. The machine shall be calibrated in accordance with ASTM D6938 within 12 months prior to its use 
on this contract. The gage shall be field standardized daily.  

Maximum density refers to maximum dry density at optimum moisture content unless otherwise specified. 

If the specified density is not attained, the entire lot shall be reworked and/or re-compacted and additional 
random tests made. This procedure shall be followed until the specified density is reached. 

All cut-and-fill slopes shall be uniformly dressed to the slope, cross-section, and alignment shown on the 
plans or as directed by the RPR and the finished subgrade shall be maintained. 

152-2.11 Finishing and protection of subgrade. Finishing and protection of the subgrade is incidental to 
this item. Grading and compacting of the subgrade shall be performed so that it will drain readily. All low 
areas, holes or depressions in the subgrade shall be brought to grade. Scarifying, blading, rolling and other 
methods shall be performed to provide a thoroughly compacted subgrade shaped to the lines and grades 
shown on the plans. All ruts or rough places that develop in the completed subgrade shall be graded, re-
compacted, and retested. The Contractor shall protect the subgrade from damage and limit hauling over 
the finished subgrade to only traffic essential for construction purposes. 

The Contractor shall maintain the completed course in satisfactory condition throughout placement of 
subsequent layers. No subbase, base, or surface course shall be placed on the subgrade until the subgrade 
has been accepted by the RPR. 

152-2.12 Haul. All hauling will be considered a necessary and incidental part of the work. The Contractor 
shall include the cost in the contract unit price for the pay of items of work involved. No payment will be 
made separately or directly for hauling on any part of the work. 

The Contractor's equipment shall not cause damage to any excavated surface, compacted lift or to the 
subgrade as a result of hauling operations. Any damage caused as a result of the Contractor's hauling 
operations shall be repaired at the Contractor's expense. 

The Contractor shall be responsible for providing, maintaining and removing any haul roads or routes within 
or outside of the work area, and shall return the affected areas to their former condition, unless otherwise 
authorized in writing by the Owner. No separate payment will be made for any work or materials associated 
with providing, maintaining and removing haul roads or routes. 

152-2.13 Surface Tolerances. In those areas on which a subbase or base course is to be placed, the 
surface shall be tested for smoothness and accuracy of grade and crown. Any portion lacking the required 
smoothness or failing in accuracy of grade or crown shall be scarified to a depth of at least 3 inches, 
reshaped and re-compacted to grade until the required smoothness and accuracy are obtained and 
approved by the RPR. The Contractor shall perform all final smoothness and grade checks in the presence 
of the RPR.  Any deviation in surface tolerances shall be corrected by the Contractor at the Contractor’s 
expense.  

a. Smoothness.  The finished surface shall not vary more than +/- ½ inch when tested with a 12-foot 
straightedge applied parallel with and at right angles to the centerline. The straightedge shall be 
moved continuously forward at half the length of the 12-footstraightedge for the full length of each 
line on a 50-foot grid. 

b. Grade.  The grade and crown shall be measured on a 50-foot grid and shall be within +/-0.05 feet 
of the specified grade. 

On safety areas, turfed areas and other designated areas within the grading limits where no subbase or 
base is to placed, grade shall not vary more than 0.10 feet from specified grade. Any deviation in excess 
of this amount shall be corrected by loosening, adding or removing materials, and reshaping. 

152-2.14 Topsoil. When topsoil is specified or required as shown on the plans or under Item T-905, it shall 
be salvaged from stripping or other grading operations. The topsoil shall meet the requirements of Item T-
905. If, at the time of excavation or stripping, the topsoil cannot be placed in its final section of finished 
construction, the material shall be stockpiled at approved locations. Stockpiles shall be located as shown 
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on the plans and the approved CSPP, and shall not be placed on areas that subsequently will require any 
excavation or embankment fill. There shall be no additional payment for stockpiling or re-handling of topsoil.  
If, in the judgment of the RPR, it is practical to place the salvaged topsoil at the time of excavation or 
stripping, the material shall be placed in its final position without stockpiling or further re-handling. 

Upon completion of grading operations, stockpiled topsoil shall be handled and placed as shown on the 
plans and as required in Item T-905. Topsoil shall be paid for as provided in Item T-905 subsidiary to 
Unclassified Excavation.  No direct payment will be made for topsoil under Item P-152.  

METHOD OF MEASUREMENT 

152-3.1 Measurement for payment specified by the cubic yard shall be computed by the average end areas 
of design cross sections for computation of neat line design quantities. The end area is that bound by the 
original ground line established by the design survey and the final theoretical pay line established by cross-
sections shown on the plans, subject to verification by the RPR.   

In cut sections, the additional cut required to construct the topsoil layer to the plan grade has not been 
measured and will not be measured for separate payment but will be subsidiary to “Unclassified 
Excavation”. In fill sections, the additional fill required to replace the stripped material has not been 
measured and will not be measured for payment but will be subsidiary to “Unclassified Excavation”. 

No allowance has been made in the measurement for shrink/swell. The Contractor shall make his own 
determination as to the amount of shrink/swell involved in the construction of the embankment. 

The Contractor shall make his/her own determination as to the suitability of the excavated material to be 
placed in embankments and the resulting additional off-site material required for the construction of the 
embankment. Additional off-site material required for the formation of embankment shall not be measured 
for separate payment but shall be considered subsidiary to “Unclassified Excavation”. 

Measurement of unclassified and borrow excavation shall be based on plan quantities. These quantities 
are believed to be correct and shall be utilized for final payment not withstanding any adjustments to the 
project by written direction of the Engineer.  Should the contractor find discrepancies and/or errors, he/she 
shall bring the discrepancy and/or error to the attention of the Engineer immediately and corrections shall 
be made to the quantity of excavation to be paid for by change order. It is expressly understood by the 
contractor that upon disturbance of the existing ground and no notification to the Engineer of possible errors, 
that the contractor accepts as final payment the quantities of excavation as detailed on the plans and laid 
out in the proposal. 

No adjustment has been made to the plan quantities for the construction or demolition of existing drainage 
structures. The Contractor shall make his/her own determination as to the amount of unsuitable excavated 
material which may be encountered and the resulting additional borrow material required for the 
construction of the embankment. There will be no adjustment for additional embankment required to 
construct the project if the excavated material is deemed unsuitable. 

152-3.2 The quantity of unclassified excavation to be paid for shall be the number of cubic yards measured 
in its original position. Measurement shall not include the quantity of materials excavated without 
authorization beyond normal slope lines, or the quantity of material used for purposes other than those 
directed. 

152-3.3 The quantity of borrow excavation to be paid for shall be the number of cubic yards measured in 
its final. Measurement shall not include the quantity of materials excavated without authorization beyond 
normal slope lines, or the quantity of material used for purposes other than those directed. 

152-3.4 Stockpiled material shall not be measured for payment in the stockpiled position. 

152-3.5 Unsuitable excavation shall be measured from the surface of the ground, after stripping has been 
accomplished, or from the bottom of the planned excavation, to the depth of the excavation as directed by 
the Engineer.  Measurements will be taken by the Engineer, and the volume of excavation will be calculated 
by the average end area method.  The necessary refilling of unsuitable areas will not be measured for 



12/21/2018  AC 150/5370-10H 

P-152-8 

separate payment but will be subsidiary to “Unsuitable Excavation”.  Only that amount of excavation 
directed by the Engineer will be measured for payment.  

 

BASIS OF PAYMENT 

152-4.1 Unclassified excavation payment shall be made at the contract unit price per cubic yard. This price 
shall be full compensation for furnishing all materials, labor, equipment, tools, and incidentals necessary to 
complete the item. 

152-4.2 Borrow excavation payment shall be made at the contract unit price per cubic yard. This price shall 
be full compensation for furnishing all materials, labor, equipment, tools, and incidentals necessary to 
complete the item. 

152-4.3 Unsuitable excavation shall be paid for at the contract unit price bid per cubic yard for “Unsuitable 
Excavation”, which price shall be full compensation for all excavation; for disposal or placement of 
unsuitable material (in accordance with section 152-1.3), including loading, hauling, spreading, and 
compaction; for compaction and preparation of subgrade; for the refilling, rolling, and compaction of all 
undercut areas; and for all equipment, tools, labor, and incidentals necessary to complete the work. 

Payment will be made under: 

Item P-152-4.1 Unclassified Excavation – per Cubic Yard  

Item P-152-4.2 Borrow Excavation – per Cubic Yard 

Item P-152-4.3 Unsuitable Excavation – per Cubic Yard 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

American Association of State Highway and Transportation Officials (AASHTO) 

AASHTO T-180   Standard Method of Test for Moisture-Density Relations of Soils Using a 
4.54-kg (10-lb) Rammer and a 457-mm (18-in.) Drop 

ASTM International (ASTM) 

ASTM D698 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Standard Effort (12,400 ft-lbf/ft3 (600 kN-m/m3)) 

ASTM D1556 Standard Test Method for Density and Unit Weight of Soil in Place by the 
Sand-Cone Method 

ASTM D1557 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Modified Effort (56,000 ft-lbf/ft3 (2700 kN-m/m3)) 

ASTM D6938 Standard Test Methods for In-Place Density and Water Content of Soil and 
Soil-Aggregate by Nuclear Methods (Shallow Depth) 

Advisory Circulars (AC) 

AC 150/5370-2 Operational Safety on Airports During Construction Software 

Software 

FAARFIELD – FAA Rigid and Flexible Iterative Elastic Layered Design 
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U.S. Department of Transportation 

FAA RD-76-66 Design and Construction of Airport Pavements on Expansive Soils 

 

END OF ITEM P-152 
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ITEM P-209 CRUSHED AGGREGATE BASE COURSE 

DESCRIPTION 

209-1.1 This item consists of a base course composed of crushed aggregate base constructed on a 
prepared course in accordance with these specifications and in conformity to the dimensions and typical 
cross-sections shown on the plans. 

MATERIALS 

209-2.1 Crushed aggregate base. Crushed aggregate shall consist of clean, sound, durable particles of 
crushed stone, crushed gravel, and shall be free from coatings of clay, silt, organic material, clay lumps or 
balls or other deleterious materials or coatings. The method used to produce the crushed gravel shall result 
in the fractured particles in the finished product as consistent and uniform as practicable.  Fine aggregate 
portion, defined as the portion passing the No. 4 (4.75 mm) sieve shall consist of fines from the coarse 
aggregate crushing operation. The fine aggregate shall be produced by crushing stone, gravel, that meet 
the coarse aggregate requirements for wear and soundness. Aggregate base material requirements are 
listed in the following table. 

CRUSHED AGGREGATE BASE MATERIAL REQUIREMENTS 

Material Test Requirement Standard 

Coarse Aggregate 

Resistance to Degradation Loss: 45% maximum ASTM C131 

Soundness of Aggregates  
by Use of Sodium Sulfate or 

Magnesium Sulfate 

Loss after 5 cycles: 
12% maximum using Sodium sulfate - or -  
18% maximum using magnesium sulfate 

ASTM C88 

Percentage of Fractured 
Particles 

Minimum 90% by weight of particles with at least two 
fractured faces and 98% with at least one fractured 

face1 
ASTM D5821 

Flat Particles, Elongated 
Particles, or Flat and 
Elongated Particles 

10% maximum, by weight, of flat, elongated, or flat 
and elongated particles 2 ASTM D4791 

Bulk density of slag N/A – NOT USED  ASTM C29 

Clay lumps and friable 
particles 

Less than or equal to 3 percent ASTM C142 

Fine Aggregate 

Liquid limit Less than or equal to 25 ASTM D4318 

Plasticity Index Not more than five (5) ASTM D4318 

1 The area of each face shall be equal to at least 75% of the smallest mid-sectional area of the piece. 
When two fractured faces are contiguous, the angle between the planes of fractures shall be at least 
30 degrees to count as two fractured faces. 

2 A flat particle is one having a ratio of width to thickness greater than five (5); an elongated particle is 
one having a ratio of length to width greater than five (5). 

209-2.2 Gradation requirements. The gradation of the aggregate base material shall meet the 
requirements of the gradation given in the following table when tested per ASTM C117 and ASTM C136.  
The gradation shall be well graded from coarse to fine and shall not vary from the lower limit on one sieve 
to the high limit on an adjacent sieve or vice versa.  

GRADATION OF AGGREGATE BASE 
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Sieve Size Design Range 

Percentage by Weight 
passing 

Contractor’s Final 
Gradation 

Job Control Grading Band 
Tolerances1 

(Percent) 

2 inch 
(50 mm)  

100  0 

1-1/2 inch  
(37.5 mm) 

95-100  ±5 

1 inch  
(25.0 mm) 

70-95  ±8 

3/4 inch  
(19.0 mm)  

55-85  ±8 

No. 4  
(4.75 mm)  

30-60  ±8 

No. 402  
(425 µm)  

10-30  ±5 

No. 2002  
(75 µm) 

0-10  ±3 

1 The “Job Control Grading Band Tolerances for Contractor’s Final Gradation” in the table shall be 
applied to “Contractor’s Final Gradation” to establish a job control grading band. The full tolerance 
still applies if application of the tolerances results in a job control grading band outside the design 
range. 
2 The fraction of material passing the No 200 (75 µm) sieve shall not exceed two-thirds the fraction 
passing the No 40 (425 µm) sieve. 

 

209-2.3 Sampling and Testing. 

a. Aggregate base materials.  The Contractor shall take samples of the aggregate base in accordance 
with ASTM D75 to verify initial aggregate base requirements and gradation.  Material shall meet the 
requirements in paragraph 209-2.1. This sampling and testing will be the basis for approval of the aggregate 
base quality requirements.   

b. Gradation requirements.  The Contractor shall take at least two aggregate base samples per day 
in the presence of the Resident Project Representative (RPR) to check the final gradation. Sampling shall 
be per ASTM D75. Material shall meet the requirements in paragraph 209-2.2. The samples shall be taken 
from the in-place, un-compacted material at sampling points and intervals designated by the RPR.  

209-2.4 Separation Geotextile.  Not used. 

CONSTRUCTION METHODS 

209-3.1 Control strip.  The first half-day of construction shall be considered the control strip.  The 
Contractor shall demonstrate, in the presence of the RPR, that the materials, equipment, and construction 
processes meet the requirements of the specification.  The sequence and manner of rolling necessary to 
obtain specified density requirements shall be determined.  The maximum compacted thickness may be 
increased to a maximum of 12 inches upon the Contractor’s demonstration that approved equipment and 
operations will uniformly compact the lift to the specified density.  The RPR must witness this demonstration 
and approve the lift thickness prior to full production. 

Control strips that do not meet specification requirements shall be reworked, re-compacted or removed and 
replaced at the Contractor’s expense.  Full operations shall not continue until the control strip has been 
accepted by the RPR. The Contractor shall use the same equipment, materials, and construction methods 
for the remainder of construction, unless adjustments made by the Contractor are approved by the RPR. 
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209-3.2 Preparing underlying subgrade and/or subbase. The underlying subgrade and/or subbase shall 
be checked and accepted by the RPR before base course placing and spreading operations begin.  Re-
proof rolling of the subgrade or proof rolling of the subbase in accordance with Item P-152, at the 
Contractor’s expense, may be required by the RPR if the Contractor fails to ensure proper drainage or 
protect the subgrade and/or subbase.  Any ruts or soft, yielding areas due to improper drainage conditions, 
hauling, or any other cause, shall be corrected before the base course is placed. To ensure proper drainage, 
the spreading of the base shall begin along the centerline of the pavement on a crowned section or on the 
high side of the pavement with a one-way slope. 

209-3.3 Production. The aggregate shall be uniformly blended and, when at a satisfactory moisture content 
per paragraph 209-3.5, the approved material may be transported directly to the placement.   

209-3.4 Placement. The aggregate shall be placed and spread on the prepared underlying layer by 
spreader boxes or other devices as approved by the RPR, to a uniform thickness and width. The equipment 
shall have positive thickness controls to minimize the need for additional manipulation of the material. 
Dumping from vehicles that require re-handling shall not be permitted. Hauling over the uncompacted base 
course shall not be permitted. 

The aggregate shall meet gradation and moisture requirements prior to compaction. The base course shall 
be constructed in lifts as established in the control strip, but not less than 4 inches nor more than 12 inches 
of compacted thickness. 

When more than one lift is required to establish the layer thickness shown on the plans, the construction 
procedure described here shall apply to each lift. No lift shall be covered by subsequent lifts until tests verify 
that compaction requirements have been met. The Contractor shall rework, re-compact and retest any 
material placed which does not meet the specifications at the Contractor’s expense. 

209-3.5 Compaction. Immediately after completion of the spreading operations, compact each layer of the 
base course, as specified, with approved compaction equipment. The number, type, and weight of rollers 
shall be sufficient to compact the material to the required density within the same day that the aggregate is 
placed on the subgrade.   

The field density of each compacted lift of material shall be at least 100% of the maximum density of 
laboratory specimens prepared from samples of the base material delivered to the jobsite. The laboratory 
specimens shall be compacted and tested in accordance with ASTM D698. The moisture content of the 
material during placing operations shall be within ±2 percentage points of the optimum moisture content as 
determined by ASTM D698. Maximum density refers to maximum dry density at optimum moisture content 
unless otherwise specified. 

209-3.6 Weather limitations. Material shall not be placed unless the ambient air temperature is at least 
40°F and rising.  Work on base course shall not be conducted when the subgrade or subbase is wet or 
frozen or the base material contains frozen material. 

209-3.7 Maintenance. The base course shall be maintained in a condition that will meet all specification 
requirements. When material has been exposed to excessive rain, snow, or freeze-thaw conditions, prior 
to placement of additional material, the Contractor shall verify that materials still meet all specification 
requirements. Equipment may be routed over completed sections of base course, provided that no damage 
results and the equipment is routed over the full width of the completed base course. Any damage resulting 
to the base course from routing equipment over the base course shall be repaired by the Contractor at the 
Contractor’s expense. 

209-3.8 Surface tolerances. After the course has been compacted, the surface shall be tested for 
smoothness and accuracy of grade and crown. Any portion lacking the required smoothness or failing in 
accuracy of grade or crown shall be scarified to a depth of at least 3 inches, reshaped and recompacted to 
grade until the required smoothness and accuracy are obtained and approved by the RPR. Any deviation 
in surface tolerances shall be corrected by the Contractor at the Contractor’s expense. The smoothness 
and accuracy requirements specified here apply only to the top layer when base course is constructed in 
more than one layer. 
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a. Smoothness.  The finished surface shall not vary more than 3/8-inch when tested with a 12-foot 
straightedge applied parallel with and at right angles to the centerline. The straightedge shall be moved 
continuously forward at half the length of the 12-foot straightedge for the full length of each line on a 50-
foot grid.  

b. Grade.  The grade and crown shall be measured on a 50-foot grid and shall be within +0 and -1/2 
inch of the specified grade. 

209-3.9 Acceptance sampling and testing.  Crushed aggregate base course shall be accepted for density 
and thickness on an area basis. Two tests shall be made for density and thickness for each 1200 square 
yards.  Sampling locations will be determined on a random basis per ASTM D3665  

a. Density.  The RPR shall perform all density tests.  

Each area shall be accepted for density when the field density is at least 100% of the maximum density 
of laboratory specimens compacted and tested per ASTM D698. The in-place field density shall be 
determined per ASTM D6938 using Procedure A, the direct transmission method, and ASTM D6938 shall 
be used to determine the moisture content of the material. The machine shall be calibrated in accordance 
with ASTM D6938.  If the specified density is not attained, the area represented by the failed test must be 
reworked and/or recompacted and two additional random tests made. This procedure shall be followed until 
the specified density is reached. Maximum density refers to maximum dry density at optimum moisture 
content unless otherwise specified. 

b. Thickness.  Depth tests shall be made by test holes at least 3 inches in diameter that extend through 
the base. The thickness of the base course shall be within +0 and -1/2 inch of the specified thickness as 
determined by depth tests taken by the Contractor in the presence of the RPR for each area. Where the 
thickness is deficient by more than 1/2-inch, the Contractor shall correct such areas at no additional cost 
by scarifying to a depth of at least 3 inches, adding new material of proper gradation, and the material shall 
be blended and recompacted to grade. The Contractor shall replace, at his expense, base material where 
depth tests have been taken. 

METHOD OF MEASUREMENT 

209-4.1 The quantity of 6-Inch thick, crushed aggregate base course to be used in construction of the 
concrete apron and vehicular parking area will be determined by measurement of the number of square 
yards of material actually constructed and accepted by the RPR as complying with the plans and 
specifications. Base materials shall not be included in any other excavation quantities. 

209-4.2 The quantity of 9-Inch thick, crushed aggregate base course to be used in construction of the 
asphalt apron will be determined by measurement of the number of square yards of material actually 
constructed and accepted by the RPR as complying with the plans and specifications. Base materials shall 
not be included in any other excavation quantities. 

209-4.3 No separate measurement will be made under this item for the aggregate used in construction of 
the hangar foundation, sidewalk, concrete flume or pipe bedding. 
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BASIS OF PAYMENT 

209-5.1 Payment shall be made at the contract unit price per square yard of 6-Inch thick, for crushed 
aggregate base course used in construction of the concrete apron and vehicular parking area. This price 
shall be full compensation for furnishing all materials, for preparing and placing these materials, and for all 
labor, equipment tools, and incidentals necessary to complete the item. 

209-5.2 Payment shall be made at the contract unit price per square yard of 9-Inch thick, for crushed 
aggregate base course used in construction of the asphalt apron. This price shall be full compensation for 
furnishing all materials, for preparing and placing these materials, and for all labor, equipment tools, and 
incidentals necessary to complete the item. 

 

Payment will be made under: 

Item P-209-5.1 Crushed Aggregate Base Course, 6-Inch Thickness - per Square Yard 

Item P-209-5.2 Crushed Aggregate Base Course, 9-Inch Thickness - per Square Yard 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM C29 Standard Test Method for Bulk Density (“Unit Weight”) and Voids in 
Aggregate 

ASTM C88 Standard Test Method for Soundness of Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate 

ASTM C117 Standard Test Method for Materials Finer than 75-μm (No. 200) Sieve in 
Mineral Aggregates by Washing 

ASTM C131 Standard Test Method for Resistance to Degradation of Small-Size 
Coarse Aggregate by Abrasion and Impact in the Los Angeles Machine 

ASTM C136 Standard Test Method for Sieve or Screen Analysis of Fine and Coarse 
Aggregates 

ASTM C142 Standard Test Method for Clay Lumps and Friable Particles in Aggregates 

ASTM D75 Standard Practice for Sampling Aggregates 

ASTM D698 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Standard Effort (12,400 ft-lbf/ft3 (600 kN-m/m3)) 

ASTM D1556 Standard Test Method for Density and Unit Weight of Soil in Place by the 
Sand-Cone Method 

ASTM D1557 Standard Test Methods for Laboratory Compaction Characteristics of Soil 
Using Modified Effort (56,000 ft-lbf/ft3 (2700 kN-m/m3)) 

ASTM D2167 Standard Test Method for Density and Unit Weight of Soil in Place by the 
Rubber Balloon Method 

ASTM D2419 Standard Test Method for Sand Equivalent Value of Soils and Fine 
Aggregate 
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ASTM D3665 Standard Practice for Random Sampling of Construction Materials 

ASTM D4318 Standard Test Methods for Liquid Limit, Plastic Limit, and Plasticity Index 
of Soils 

ASTM D4491 Standard Test Methods for Water Permeability of Geotextiles by 
Permittivity 

ASTM D4643 Standard Test Method for Determination of Water Content of Soil and 
Rock by Microwave Oven Heating 

ASTM D4751 Standard Test Methods for Determining Apparent Opening Size of a 
Geotextile 

ASTM D4791 Standard Test Method for Flat Particles, Elongated Particles, or Flat and 
Elongated Particles in Coarse Aggregate 

ASTM D5821 Standard Test Method for Determining the Percentage of Fractured 
Particles in Coarse Aggregate 

ASTM D6938 Standard Test Method for In-Place Density and Water Content of Soil and 
Soil-Aggregate by Nuclear Methods (Shallow Depth) 

ASTM D7928 Standard Test Method for Particle-Size Distribution (Gradation) of Fine-
Grained Soils Using the Sedimentation (Hydrometer) Analysis 

American Association of State Highway and Transportation Officials (AASHTO)  

M288 Standard Specification for Geosynthetic Specification for Highway 
Applications 

 

END OF ITEM P-209 
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ITEM P-602 EMULSIFIED ASPHALT PRIME COAT 

DESCRIPTION 

602-1.1 This item shall consist of an application of emulsified asphalt material on the prepared base course 
in accordance with these specifications and in reasonably close conformity to the lines shown on the plans. 

MATERIALS 

602-2.1 Emulsified Asphalt material. The emulsified asphalt material shall be as specified in ASTM 
D3628 for use as a prime coat appropriate to local conditions. The Contractor shall provide a copy of the 
manufacturer’s Certificate of Analysis (COA) for the emulsified asphalt material. The COA shall be provided 
to and approved by the Resident Project Representative (RPR) before the emulsified asphalt material is 
applied. The furnishing of the COA for the emulsified asphalt material shall not be interpreted as a basis for 
final acceptance.  The manufacturer’s COA may be subject to verification by testing the material delivered 
for use on the project. 

CONSTRUCTION METHODS 

602-3.1 Weather limitations. The emulsified asphalt prime coat shall be applied only when the existing 
surface is dry; the atmospheric temperature is 50°F or above, and the temperature has not been below 
35°F for the 12 hours prior to application; and when the weather is not foggy or rainy. The temperature 
requirements may be waived when directed by the RPR. 

602-3.2 Equipment. The equipment shall include a self-powered pressure asphalt material distributor and 
equipment for heating asphalt material. 

Provide a distributor with pneumatic tires of such size and number that the load produced on the base 
surface does not exceed 65.0 psi of tire width to prevent rutting, shoving or otherwise damaging the base, 
surface or other layers in the pavement structure. Design and equip the distributor to spray the asphalt 
material in a uniform coverage at the specified temperature, at readily determined and controlled rates from 
0.05 to 1.0 gallons per square yard, with a pressure range of 25 to 75 psi and with an allowable variation 
from the specified rate of not more than ±5%, and at variable widths. Include with the distributor equipment 
a separate power unit for the bitumen pump, full-circulation spray bars, tachometer, pressure gauges, 
volume-measuring devices, adequate heaters for heating of materials to the proper application 
temperature, a thermometer for reading the temperature of tank contents, and a hand hose attachment 
suitable for applying asphalt material manually to areas inaccessible to the distributor. Equip the distributor 
to circulate and agitate the asphalt material during the heating process. If the distributor is not equipped 
with an operable quick shutoff valve, the prime operations shall be started and stopped on building paper.  

A power broom and power blower suitable for cleaning the surfaces to which the asphalt coat is to be 
applied shall be provided.  

Asphalt distributors must be calibrated annually in accordance with ASTM D2995.  The Contractor must 
furnish a current calibration certification for the asphalt distributor truck from any State or other agency as 
approved by the RPR.  

602-3.3 Application of emulsified asphalt material. Immediately before applying the prime coat, the full 
width of the surface to be primed shall be swept with a power broom to remove all loose dirt and other 
objectionable material. 

The asphalt emulsion material shall be uniformly applied with an asphalt distributor at the rate of 0.15 to 
0.30 gallons per square yard depending on the base course surface texture. The type of asphalt material 
and application rate shall be approved by the RPR prior to application. 

Following application of the emulsified asphalt material and prior to application of the succeeding layer of 
pavement, allow the asphalt coat to cure and to obtain evaporation of any volatiles or moisture. Maintain 
the coated surface until the succeeding layer of pavement is placed, by protecting the surface against 
damage and by repairing and recoating deficient areas. Allow the prime coat to cure without being disturbed 
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for a period of at least 48 hours or longer, as may be necessary to attain penetration into the treated course. 
Furnish and spread sand to effectively blot up and cure excess asphalt material. The Contractor shall 
remove blotting sand prior to asphalt concrete lay down operations at no additional expense to the Owner. 
Keep traffic off surfaces freshly treated with asphalt material. Provide sufficient warning signs and 
barricades so that traffic will not travel over freshly treated surfaces. 

602-3.4 Trial application rates. The Contractor shall apply a minimum of three lengths of at least 100 feet 
for the full width of the distributor bar to evaluate the amount of emulsified asphalt material that can be 
satisfactorily applied with the equipment. Apply three different application rates of emulsified asphalt 
materials within the application range specified in paragraph 602-3.3.  Other trial applications can be made 
using various amounts of material as directed by the RPR. The trial application is to demonstrate the 
equipment can uniformly apply the emulsified asphalt material within the rates specified and determine the 
application rate for the project. 

602-3.5 Freight and waybills. The Contractor shall submit waybills and delivery tickets during the progress 
of the work. Before the final estimate is allowed, file with the RPR certified waybills and certified delivery 
tickets for all emulsified asphalt materials used in the construction of the pavement covered by the contract. 
Do not remove emulsified asphalt material from storage until the initial outage and temperature 
measurements have been taken. The delivery or storage units will not be released until the final outage has 
been taken.  

METHOD OF MEASUREMENT 

602-4.1 The emulsified asphalt material for prime coat shall be measured by the gallon. Volume shall be 
corrected to the volume at 60°F (16°C) in accordance with ASTM D4311. The emulsified asphalt material 
paid for will be the measured quantities used in the accepted work, provided that the measured quantities 
are not 10% over the specified application rate. Any amount of emulsified asphalt material more than 10% 
over the specified application rate for each application will be deducted from the measured quantities, 
except for irregular areas where hand spraying of the emulsified asphalt material is necessary.  Water 
added to emulsified asphalt will not be measured for payment.  

BASIS OF PAYMENT 

602-5.1 Payment shall be made at the contract unit price per gallon for emulsified asphalt prime coat. This 
price shall be full compensation for furnishing all materials and for all preparation, delivering, and applying 
the materials, and for all labor, equipment, tools, and incidentals necessary to complete this item. 

Payment will be made under: 

Item P-602-5.1 Emulsified Asphalt Prime Coat - per Gallon 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM D2995 Standard Practice for Estimating Application Rate and Residual 
Application Rate of Bituminous Distributors 

ASTM D3628 Standard Practice for Selection and Use of Emulsified Asphalts 

 

END OF ITEM P-602  
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ITEM P-603 EMULSIFIED ASPHALT TACK COAT 

DESCRIPTION 

603-1.1 This item shall consist of preparing and treating an asphalt or concrete surface with asphalt material 
in accordance with these specifications and in reasonably close conformity to the lines shown on the plans. 

MATERIALS 

603-2.1 Asphalt materials. The asphalt material shall be an emulsified asphalt as specified in ASTM 
D3628 as an asphalt application for tack coat appropriate to local conditions. The emulsified asphalt shall 
not be diluted. The Contractor shall provide a copy of the manufacturer’s Certificate of Analysis (COA) for 
the asphalt material to the Resident Project Representative (RPR) before the asphalt material is applied for 
review and acceptance. The furnishing of COA for the asphalt material shall not be interpreted as a basis 
for final acceptance. The manufacturer’s COA may be subject to verification by testing the material 
delivered for use on the project.  

CONSTRUCTION METHODS 

603-3.1 Weather limitations. The tack coat shall be applied only when the existing surface is dry and the 
atmospheric temperature is 50°F or above; the temperature has not been below 35°F for the 12 hours prior 
to application; and when the weather is not foggy or rainy. The temperature requirements may be waived 
when directed by the RPR. 

603-3.2 Equipment. The Contractor shall provide equipment for heating and applying the emulsified 
asphalt material.  The emulsion shall be applied with a manufacturer-approved computer rate-controlled 
asphalt distributor. The equipment shall be in good working order and contain no contaminants or diluents 
in the tank. Spray bar tips must be clean, free of burrs, and of a size to maintain an even distribution of the 
emulsion. Any type of tip or pressure source is suitable that will maintain predetermined flow rates and 
constant pressure during the application process with application speeds under eight (8) miles per hour or 
seven hundred (700) feet per minute. 

The equipment will be tested under pressure for leaks and to ensure proper set-up before use to verify truck 
set-up (via a test-shot area), including but not limited to, nozzle tip size appropriate for application, spray-
bar height and pressure and pump speed, evidence of triple-overlap spray pattern, lack of leaks, and any 
other factors relevant to ensure the truck is in good working order before use. 

The distributor truck shall be equipped with a minimum 12-foot spreader spray bar with individual nozzle 
control with computer-controlled application rates. The distributor truck shall have an easily accessible 
thermometer that constantly monitors the temperature of the emulsion, and have an operable mechanical 
tank gauge that can be used to cross-check the computer accuracy. If the distributor is not equipped with 
an operable quick shutoff valve, the prime operations shall be started and stopped on building paper. 

The distributor truck shall be equipped to effectively heat and mix the material to the required temperature 
prior to application as required.  Heating and mixing shall be done in accordance with the manufacturer’s 
recommendations.  Do not overheat or over mix the material.  

The distributor shall be equipped with a hand sprayer. 

Asphalt distributors must be calibrated annually in accordance with ASTM D2995.  The Contractor must 
furnish a current calibration certification for the asphalt distributor truck from any State or other agency as 
approved by the RPR.  

A power broom and/or power blower suitable for cleaning the surfaces to which the asphalt tack coat is to 
be applied shall be provided. 

603-3.3 Application of emulsified asphalt material. The emulsified asphalt shall not be diluted.  
Immediately before applying the emulsified asphalt tack coat, the full width of surface to be treated shall be 
swept with a power broom and/or power blower to remove all loose dirt and other objectionable material. 
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The emulsified asphalt material shall be uniformly applied with an asphalt distributor at the rates appropriate 
for the conditions and surface specified in the table below. The type of asphalt material and application rate 
shall be approved by the RPR prior to application. 

EMULSIFIED ASPHALT 

Surface Type Residual Rate, gal/SY Emulsion Application Bar Rate, gal/SY  

New asphalt 0.02-0.05 0.03-0.07 

Existing asphalt 0.04-0.07 0.06-0.11 

Milled Surface 0.04-0.08 0.06-0.12 

Concrete 0.03-0.05 0.05-0.08 

After application of the tack coat, the surface shall be allowed to cure without being disturbed for the period 
of time necessary to permit drying and setting of the tack coat. This period shall be determined by the RPR.  
The Contractor shall protect the tack coat and maintain the surface until the next course has been placed.  
When the tack coat has been disturbed by the Contractor, tack coat shall be reapplied at the Contractor’s 
expense.  

603-3.4 Freight and waybills The Contractor shall submit waybills and delivery tickets, during progress of 
the work. Before the final statement is allowed, file with the RPR certified waybills and certified delivery 
tickets for all emulsified asphalt materials used in the construction of the pavement covered by the contract. 
Do not remove emulsified asphalt material from storage until the initial outage and temperature 
measurements have been taken. The delivery or storage units will not be released until the final outage has 
been taken. 

METHOD OF MEASUREMENT 

603-4.1 The emulsified asphalt material for tack coat shall be measured by the gallon. Volume shall be 
corrected to the volume at 60°F in accordance with ASTM D1250. The emulsified asphalt material paid for 
will be the measured quantities used in the accepted work, provided that the measured quantities are not 
10% over the specified application rate. Any amount of emulsified asphalt material more than 10% over the 
specified application rate for each application will be deducted from the measured quantities, except for 
irregular areas where hand spraying of the emulsified asphalt material is necessary. Water added to 
emulsified asphalt will not be measured for payment.  

BASIS OF PAYMENT 

603.5-1 Payment shall be made at the contract unit price per gallon of emulsified asphalt material. This 
price shall be full compensation for furnishing all materials, for all preparation, delivery, and application of 
these materials, and for all labor, equipment, tools, and incidentals necessary to complete the item. 

Payment will be made under: 

Item P-603-5.1 Emulsified Asphalt Tack Coat - per Gallon 
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REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM D1250 Standard Guide for Use of the Petroleum Measurement Tables 

ASTM D2995 Standard Practice for Estimating Application Rate and Residual 
Application Rate of Bituminous Distributors 

ASTM D3628 Standard Practice for Selection and Use of Emulsified Asphalts 

END ITEM P-603 
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ITEM P-610  CONCRETE FOR MISCELLANEOUS STRUCTURES 

DESCRIPTION 

610-1.1 This item shall consist of concrete and reinforcement, as shown on the plans, prepared and 
constructed in accordance with these specifications. This specification shall be used for all concrete other 
than airfield pavement which are cast-in-place.  

MATERIALS 

610-2.1 General. Only approved materials, conforming to the requirements of these specifications, shall 
be used in the work. Materials may be subject to inspection and tests at any time during their preparation 
or use. The source of all materials shall be approved by the Resident Project Representative (RPR) before 
delivery or use in the work. Representative preliminary samples of the materials shall be submitted by the 
Contractor, when required, for examination and test. Materials shall be stored and handled to ensure 
preservation of their quality and fitness for use and shall be located to facilitate prompt inspection. All 
equipment for handling and transporting materials and concrete must be clean before any material or 
concrete is placed in them. 

The use of pit-run aggregates shall not be permitted unless the pit-run aggregate has been screened and 
washed, and all fine and coarse aggregates stored separately and kept clean. The mixing of different 
aggregates from different sources in one storage stockpile or alternating batches of different aggregates 
shall not be permitted. 

a. Reactivity. Fine aggregate and coarse aggregates to be used in all concrete shall have been tested 
separately within six months of the project in accordance with ASTM C1260.  Test results shall be submitted 
to the RPR. The aggregate shall be considered innocuous if the expansion of test specimens, tested in 
accordance with ASTM C1260, does not exceed 0.08% at 14 days (16 days from casting).  If the expansion 
either or both test specimen is greater than 0.08% at 14 days, but less than 0.20%, a minimum of 25% of 
Type F fly ash, or between 40% and 55% of slag cement shall be used in the concrete mix.  

If the expansion is greater than 0.20% the aggregates shall not be used, and test results for other 
aggregates must be submitted for evaluation; or aggregates that meet P-501 reactivity test requirements 
may be utilized.  

610-2.2 Coarse aggregate. The coarse aggregate for concrete shall meet the requirements of ASTM C33 
and the requirements of Table 4, Class Designation 5S; and the grading requirements shown below, as 
required for the project.   

Coarse Aggregate Grading Requirements 

Maximum Aggregate Size 
ASTM C33, Table 3 Grading 

Requirements (Size No.) 

1 1/2 inch (37.5 mm) 
467 or 

4 and 67 

1 inch (25 mm) 57 

¾ inch (19 mm) 67 

½ inch (12.5 mm) 7 

610-2.2.1 Coarse Aggregate susceptibility to durability (D) cracking.  Not used. 

610-2.3 Fine aggregate. The fine aggregate for concrete shall meet all fine aggregate requirements of 
ASTM C33.   
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610-2.4 Cement. Cement shall conform to the requirements of ASTM C150 Type I. 

610-2.5 Cementitious materials. 

a. Fly ash. Fly ash shall meet the requirements of ASTM C618, with the exception of loss of ignition, 
where the maximum shall be less than 6%. Fly ash shall have a Calcium Oxide (CaO) content of less than 
15% and a total available alkali content less than 3% per ASTM C311.  Fly ash produced in furnace 
operations using liming materials or soda ash (sodium carbonate) as an additive shall not be acceptable. 
The Contractor shall furnish the previous three most recent, consecutive ASTM C618 reports for each 
source of fly ash proposed in the concrete mix, and shall furnish each additional report as they become 
available during the project. The reports can be used for acceptance or the material may be tested 
independently by the RPR. 

b. Slag cement (ground granulated blast furnace (GGBF)).  Slag cement shall conform to ASTM 
C989, Grade 100 or Grade 120. Slag cement shall be used only at a rate between 25% and 55% of the 
total cementitious material by mass. 

610-2.6 Water. Water used in mixing or curing shall be from potable water sources.  Other sources shall 
be tested in accordance with ASTM C1602 prior to use. 

610-2.7 Admixtures. The Contractor shall submit certificates indicating that the material to be furnished 
meets all of the requirements indicated below. In addition, the RPR may require the Contractor to submit 
complete test data from an approved laboratory showing that the material to be furnished meets all of the 
requirements of the cited specifications. Subsequent tests may be made of samples taken by the RPR from 
the supply of the material being furnished or proposed for use on the work to determine whether the 
admixture is uniform in quality with that approved. 

a. Air-entraining admixtures. Air-entraining admixtures shall meet the requirements of ASTM C260 
and shall consistently entrain the air content in the specified ranges under field conditions. The air-
entrainment agent and any water reducer admixture shall be compatible. 

b. Water-reducing admixtures.  Water-reducing admixture shall meet the requirements of ASTM 
C494, Type A, B, or D. ASTM C494, Type F and G high range water reducing admixtures and ASTM C1017 
flowable admixtures shall not be used. 

c. Other chemical admixtures. The use of set retarding, and set-accelerating admixtures shall be 
approved by the RPR.  Retarding shall meet the requirements of ASTM C494, Type A, B, or D and set-
accelerating shall meet the requirements of ASTM C494, Type C.  Calcium chloride and admixtures 
containing calcium chloride shall not be used.  

610-2.8 Premolded joint material. Premolded joint material for expansion joints shall meet the 
requirements of ASTM D1751 or ASTM D1752. 

610-2.9 Joint filler. The filler for joints shall meet the requirements of Item P-605, unless otherwise 
specified. 

610-2.10 Steel reinforcement. Reinforcing shall consist of: 

Reinforcing Steel ASTM A615, ASTM A706, ASTM A775, ASTM A934 

Welded Steel Wire Fabric  ASTM A1064, ASTM A884 

Welded Deformed Steel Fabric  ASTM A1064 

Bar Mats ASTM A184 or ASTM A704 
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610-2.11 Materials for curing concrete. Curing materials shall conform to: 

Waterproof paper  ASTM C171 

Clear or white Polyethylene Sheeting  ASTM C171 

White-pigmented Liquid Membrane-Forming Compound, Type 2, Class B ASTM C309 

 

CONSTRUCTION METHODS 

610-3.1 General. The Contractor shall furnish all labor, materials, and services necessary for, and 
incidental to, the completion of all work as shown on the drawings and specified here. All machinery and 
equipment used by the Contractor on the work, shall be of sufficient size to meet the requirements of the 
work. All work shall be subject to the inspection and approval of the RPR. 

610-3.2 Concrete Mixture. The concrete shall develop a compressive strength of 4,000 psi in 28 days as 
determined by test cylinders made in accordance with ASTM C31 and tested in accordance with ASTM 
C39. The concrete shall contain not less than 470 pounds of cementitious material per cubic yard. The 
water cementitious ratio shall not exceed 0.45 by weight.  The air content of the concrete shall be 5% +/- 
1.2% as determined by ASTM C231 and shall have a slump of not more than 4 inches as determined by 
ASTM C143. 

610-3.3 Mixing. Concrete may be mixed at the construction site, at a central point, or wholly or in part in 
truck mixers. The concrete shall be mixed and delivered in accordance with the requirements of ASTM C94 
or ASTM C685. 

The concrete shall be mixed only in quantities required for immediate use. Concrete shall not be mixed 
while the air temperature is below 40°F without the RPRs approval. If approval is granted for mixing under 
such conditions, aggregates or water, or both, shall be heated and the concrete shall be placed at a 
temperature not less than 50°F nor more than 100°F. The Contractor shall be held responsible for any 
defective work, resulting from freezing or injury in any manner during placing and curing, and shall replace 
such work at his expense. 

Retempering of concrete by adding water or any other material is not permitted. 

The rate of delivery of concrete to the job shall be sufficient to allow uninterrupted placement of the concrete.   

610-3.4 Forms. Concrete shall not be placed until all the forms and reinforcements have been inspected 
and approved by the RPR. Forms shall be of suitable material and shall be of the type, size, shape, quality, 
and strength to build the structure as shown on the plans. The forms shall be true to line and grade and 
shall be mortar-tight and sufficiently rigid to prevent displacement and sagging between supports. The 
surfaces of forms shall be smooth and free from irregularities, dents, sags, and holes. The Contractor shall 
be responsible for their adequacy.   

The internal form ties shall be arranged so no metal will show in the concrete surface or discolor the surface 
when exposed to weathering when the forms are removed. All forms shall be wetted with water or with a 
non-staining mineral oil, which shall be applied immediately before the concrete is placed. Forms shall be 
constructed so they can be removed without injuring the concrete or concrete surface. 

610-3.5 Placing reinforcement. All reinforcement shall be accurately placed, as shown on the plans, and 
shall be firmly held in position during concrete placement. Bars shall be fastened together at intersections. 
The reinforcement shall be supported by approved metal chairs. Shop drawings, lists, and bending details 
shall be supplied by the Contractor when required. 

610-3.6 Embedded items. Before placing concrete, all embedded items shall be firmly and securely 
fastened in place as indicated. All embedded items shall be clean and free from coating, rust, scale, oil, or 
any foreign matter. The concrete shall be spaded and consolidated around and against embedded items. 
The embedding of wood shall not be allowed. 
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610-3.7 Concrete Consistency. The Contractor shall monitor the consistency of the concrete delivered to 
the project site; collect each batch ticket; check temperature; and perform slump tests on each truck at the 
project site in accordance with ASTM C143. 

610-3.8 Placing concrete. All concrete shall be placed during daylight hours, unless otherwise approved. 
The concrete shall not be placed until the depth and condition of foundations, the adequacy of forms and 
falsework, and the placing of the steel reinforcing have been approved by the RPR. Concrete shall be 
placed as soon as practical after mixing, but in no case later than one (1) hour after water has been added 
to the mix. The method and manner of placing shall avoid segregation and displacement of the 
reinforcement. Troughs, pipes, and chutes shall be used as an aid in placing concrete when necessary. 
The concrete shall not be dropped from a height of more than 5 feet. Concrete shall be deposited as nearly 
as practical in its final position to avoid segregation due to rehandling or flowing. Do not subject concrete 
to procedures which cause segregation. Concrete shall be placed on clean, damp surfaces, free from 
running water, or on a properly consolidated soil foundation. 

610-3.9 Vibration.  Vibration shall follow the guidelines in American Concrete Institute (ACI) Committee 
309R, Guide for Consolidation of Concrete.  

610-3.10 Joints. Joints shall be constructed as indicated on the plans.  

610-3.11 Finishing. All exposed concrete surfaces shall be true, smooth, and free from open or rough 
areas, depressions, or projections. All concrete horizontal plane surfaces shall be brought flush to the 
proper elevation with the finished top surface struck-off with a straightedge and floated.  

610-3.12 Curing and protection. All concrete shall be properly cured in accordance with the 
recommendations in American Concrete Institute (ACI) 308R, Guide to External Curing of Concrete.  The 
concrete shall be protected from damage until project acceptance.   

610-3.13 Cold weather placing. When concrete is placed at temperatures below 40°F, follow the cold 
weather concreting recommendations found in ACI 306R, Cold Weather Concreting.   

610-3.14 Hot weather placing.  When concrete is placed in hot weather greater than 85ºF, follow the hot 
weather concreting recommendations found in ACI 305R, Hot Weather Concreting. 

 

QUALITY ASSURANCE (QA) 

610-4.1 Quality Assurance sampling and testing. Concrete for each day’s placement will be accepted 
on the basis of the compressive strength specified in paragraph 610-3.2. The RPR will sample the concrete 
in accordance with ASTM C172; test the slump in accordance with ASTM C143; test air content in 
accordance with ASTM C231; make and cure compressive strength specimens in accordance with ASTM 
C31; and test in accordance with ASTM C39.  The QA testing agency will meet the requirements of ASTM 
C1077. 

The Contractor shall provide adequate facilities for the initial curing of cylinders.   

610-4.2 Defective work. Any defective work that cannot be satisfactorily repaired as determined by the 
RPR, shall be removed and replaced at the Contractor’s expense. Defective work includes, but is not limited 
to, uneven dimensions, honeycombing and other voids on the surface or edges of the concrete. 
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METHOD OF MEASUREMENT 

610-5.1 Concrete shall be measured by the number of square feet of 6-inch thick concrete pavement used 
in construction of the hangar apron, complete in place and accepted.  In computing the yardage of concrete 
for payment, the dimensions used shall be those shown on the plans or ordered by the Engineer. No 
measurements or other allowances shall be made for forms, falsework, cofferdams, pumping, bracing, 
expansion joints, or finishing of the concrete. 

610-5.2 Concrete shall be measured by the number of square feet of 4-inch thick concrete pavement used 
in construction of the sidewalk, ramp and stand-curb, complete in place and accepted.  In computing the 
yardage of concrete for payment, the dimensions used shall be those shown on the plans or ordered by the 
Engineer. The stand-curb shall be constructed as shown on the plans and shall extend deeper than 4-
inches but will be constructed and measured by the square foot with the sidewalk.  No measurements or 
other allowances shall be made for the additional stand-curb thickness, forms, falsework, cofferdams, 
pumping, bracing, expansion joints, or finishing of the concrete. 

610-5.3 Concrete for the hangar slab shall not be measured for separate payment but shall be considered 
subsidiary to SS-295. 

610-5.4 Concrete for the slope paved headwall, inlet, drainage flume, etc. shall not be measured for 
separate payment but shall be considered subsidiary to their respective pay items. 

 

BASIS OF PAYMENT 

610-6.1 Payment shall be made at the contract price by the number of square feet of 6-inch thick apron 
pavement. This price shall be full compensation for furnishing all materials including reinforcement and 
embedded items and for all preparation, delivery, installation, and curing of these materials, and for all 
labor, equipment, tools, and incidentals necessary to complete the item. 

610-6.2 Payment shall be made at the contract price by the number of square feet of 4-inch thick sidewalk. 
This price shall be full compensation for furnishing all materials including reinforcement and embedded 
items and for all preparation, delivery, installation, and curing of these materials, and for all labor, 
equipment, tools, and incidentals necessary to complete the item. 

Payment will be made under: 

Item P-610-6.1 6-Inch Concrete Apron – per Square Yard  

Item P-610-6.2 4-Inch Concrete Sidewalk – per Square Foot  

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM A184 Standard Specification for Welded Deformed Steel Bar Mats for Concrete 
Reinforcement 

ASTM A615 Standard Specification for Deformed and Plain Carbon-Steel Bars for 
Concrete Reinforcement 

ASTM A704 Standard Specification for Welded Steel Plain Bar or Rod Mats for 
Concrete Reinforcement 

ASTM A706 Standard Specification for Low-Alloy Steel Deformed and Plain Bars for 
Concrete Reinforcement 
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ASTM A775 Standard Specification for Epoxy-Coated Steel Reinforcing Bars 

ASTM A884 Standard Specification for Epoxy-Coated Steel Wire and Welded Wire 
Reinforcement 

ASTM A934 Standard Specification for Epoxy-Coated Prefabricated Steel Reinforcing 
Bars 

ASTM A1064 Standard Specification for Carbon-Steel Wire and Welded Wire 
Reinforcement, Plain and Deformed, for Concrete 

ASTM C31 Standard Practice for Making and Curing Concrete Test Specimens in the 
Field 

ASTM C33 Standard Specification for Concrete Aggregates 

ASTM C39 Standard Test Method for Compressive Strength of Cylindrical Concrete 
Specimens 

ASTM C94 Standard Specification for Ready-Mixed Concrete  

ASTM C136 Standard Test Method for Sieve or Screen Analysis of Fine and Coarse 
Aggregates 

ASTM C114 Standard Test Methods for Chemical Analysis of Hydraulic Cement 

ASTM C136 Standard Test Method for Sieve Analysis of Fine and Coarse Aggregates 

ASTM C143 Standard Test Method for Slump of Hydraulic-Cement Concrete 

ASTM C150 Standard Specification for Portland Cement 

ASTM C171 Standard Specification for Sheet Materials for Curing Concrete 

ASTM C172 Standard Practice for Sampling Freshly Mixed Concrete 

ASTM C231 Standard Test Method for Air Content of Freshly Mixed Concrete by the 
Pressure Method 

ASTM C260 Standard Specification for Air-Entraining Admixtures for Concrete 

ASTM C309 Standard Specification for Liquid Membrane-Forming Compounds for 
Curing Concrete 

ASTM C311 Standard Test Methods for Sampling and Testing Fly Ash or Natural 
Pozzolans for Use in Portland-Cement Concrete 

ASTM C494 Standard Specification for Chemical Admixtures for Concrete 

ASTM C618 Standard Specification for Coal Fly Ash and Raw or Calcined Natural 
Pozzolan for Use in Concrete 

ASTM C666 Standard Test Method for Resistance of Concrete to Rapid Freezing and 
Thawing 

ASTM C685 Standard Specification for Concrete Made by Volumetric Batching and 
Continuous Mixing 

ASTM C989 Standard Specification for Slag Cement for Use in Concrete and Mortars 

ASTM C1017 Standard Specification for Chemical Admixtures for Use in Producing 
Flowing Concrete  
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ASTM C1077 Standard Practice for Agencies Testing Concrete and Concrete 
Aggregates for Use in Construction and Criteria for Testing Agency 
Evaluation 

ASTM C1157 Standard Performance Specification for Hydraulic Cement 

ASTM C1260 Standard Test Method for Potential Alkali Reactivity of Aggregates 
(Mortar-Bar Method) 

ASTM C1365 Standard Test Method for Determination of the Proportion of Phases in 
Portland Cement and Portland-Cement Clinker Using X-Ray Powder 
Diffraction Analysis 

ASTM C1602 Standard Specification for Mixing Water Used in the Production of 
Hydraulic Cement Concrete 

ASTM D1751 Standard Specification for Preformed Expansion Joint Filler for Concrete 
Paving and Structural Construction (Nonextruding and Resilient Asphalt 
Types) 

ASTM D1752 Standard Specification for Preformed Sponge Rubber Cork and Recycled 
PVC Expansion Joint Fillers for Concrete Paving and Structural 
Construction 

American Concrete Institute (ACI) 

ACI 305R Hot Weather Concreting 

ACI 306R Cold Weather Concreting 

ACI 308R Guide to External Curing of Concrete 

ACI 309R Guide for Consolidation of Concrete 

 

END OF ITEM P-610 
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MODIFICATIONS  ITEM T-904 
 SODDING 
 

 MOD T-904-1  97  

ITEM T-904 SODDING is hereby amended with respect to the paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
904-2.1 Sod. Sod furnished by the Contractor shall have a good cover of living or growing grass. This 
shall be interpreted to include grass that is seasonally dormant during the cold or dry seasons and 
capable of renewing growth after the dormant period. All sod shall be obtained from areas where the soil 
is reasonably fertile and contains a high percentage of loamy topsoil. Sod shall be cut or stripped from 
living, thickly matted turf relatively free of weeds or other undesirable foreign plants, large stones, roots, 
or other materials that might be detrimental to the development of the sod or to future maintenance. At 
least 70% of the plants in the cut sod shall be composed of Centipede Grass the species stated in the 
special provisions, and any vegetation more than 6 inches in height shall be mowed to a height of 3 
inches or less before sod is lifted. Sod, including the soil containing the roots and the plant growth 
showing above, shall be cut uniformly to a thickness not less than that stated in the special provisions. 
latest edition of the ALDOT Standard Specifications. 
 

 
END OF MOD T-904 
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ITEM T-904 SODDING 

DESCRIPTION 

904-1.1 This item shall consist of furnishing, hauling, and placing approved live sod on prepared areas in 
accordance with this specification at the locations shown on the plans or as directed by the RPR. 

MATERIALS 

904-2.1 Sod. Sod furnished by the Contractor shall have a good cover of living or growing grass. This shall 
be interpreted to include grass that is seasonally dormant during the cold or dry seasons and capable of 
renewing growth after the dormant period. All sod shall be obtained from areas where the soil is reasonably 
fertile and contains a high percentage of loamy topsoil. Sod shall be cut or stripped from living, thickly 
matted turf relatively free of weeds or other undesirable foreign plants, large stones, roots, or other materials 
that might be detrimental to the development of the sod or to future maintenance. At least 70% of the plants 
in the cut sod shall be composed of Centipede Grass the species stated in the special provisions, and any 
vegetation more than 6 inches in height shall be mowed to a height of 3 inches or less before sod is lifted. 
Sod, including the soil containing the roots and the plant growth showing above, shall be cut uniformly to a 
thickness not less than that stated in the special provisions. latest edition of the ALDOT Standard 
Specifications. 

904-2.2 Lime.  Not required. 

904-2.3 Fertilizer.  Fertilizer shall be standard commercial fertilizers supplied separately or in mixtures 
containing the percentages of total nitrogen, available phosphoric acid, and water-soluble potash. They 
shall be applied at the rate and to the depth specified, and shall meet the requirements of applicable state 
laws. They shall be furnished in standard containers with name, weight, and guaranteed analysis of 
contents clearly marked thereon. No cyanamide compounds or hydrated lime shall be permitted in mixed 
fertilizers. 

The fertilizers may be supplied in one of the following forms: 

a. A dry, free-flowing fertilizer suitable for application by a common fertilizer spreader; 

b. A finely-ground fertilizer soluble in water, suitable for application by power sprayers; or 

c. A granular or pellet form suitable for application by blower equipment. 

Fertilizers shall be 8-8-8 commercial fertilizer and shall be spread at the rate of 1,500 pounds per acre.  

904-2.4 Water. The water shall be sufficiently free from oil, acid, alkali, salt, or other harmful materials that 
would inhibit the growth of grass.  

904-2.5 Soil for repairs.  The soil for fill and topsoiling of areas to be repaired shall be at least of equal 
quality to that which exists in areas adjacent to the area to be repaired. The soil shall be relatively free from 
large stones, roots, stumps, or other materials that will interfere with subsequent sowing of seed, 
compacting, and establishing turf, and shall be approved by the RPR before being placed. 

CONSTRUCTION METHODS 

904-3.1 General. Areas to be solid, strip, or spot sodded shall be shown on the plans. Areas requiring 
special ground surface preparation such as tilling and those areas in a satisfactory condition that are to 
remain undisturbed shall also be shown on the plans. 

Suitable equipment necessary for proper preparation of the ground surface and for the handling and placing 
of all required materials shall be on hand, in good condition, and shall be approved by the RPR before the 
various operations are started. The Contractor shall demonstrate to the RPR before starting the various 
operations that the application of required materials will be made at the specified rates. 
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904-3.2 Preparing the ground surface. After grading of areas has been completed and before applying 
fertilizer and limestone, areas to be sodded shall be raked or otherwise cleared of stones larger than 2 
inches in any diameter, sticks, stumps, and other debris which might interfere with sodding, growth of 
grasses, or subsequent maintenance of grass-covered areas. If any damage by erosion or other causes 
occurs after grading of areas and before beginning the application of fertilizer and ground limestone, the 
Contractor shall repair such damage. This may include filling gullies, smoothing irregularities, and repairing 
other incidental damage. 

904-3.3 Applying fertilizer and ground limestone. Following ground surface preparation, fertilizer shall 
be uniformly spread at a rate which will provide not less than the minimum quantity of each fertilizer 
ingredient, as stated in the special provisions. If use of ground limestone is required, it shall then be spread 
at a rate that will provide not less than the minimum quantity stated in the special provisions. These 
materials shall be incorporated into the soil to a depth of not less than 2 inches by discing, raking, or other 
suitable methods. Any stones larger than 2 inches in any diameter, large clods, roots, and other litter 
brought to the surface by this operation shall be removed. 

904-3.4 Obtaining and delivering sod. After inspection and approval of the source of sod by the RPR, the 
sod shall be cut with approved sod cutters to such a thickness that after it has been transported and placed 
on the prepared bed, but before it has been compacted, it shall have a uniform thickness of not less than 2 
inches. Sod sections or strips shall be cut in uniform widths, not less than 10 inches, and in lengths of not 
less than 18 inches, but of such length as may be readily lifted without breaking, tearing, or loss of soil. 
Where strips are required, the sod must be rolled without damage with the grass folded inside. The 
Contractor may be required to mow high grass before cutting sod. 

The sod shall be transplanted within 24 hours from the time it is stripped, unless circumstances beyond the 
Contractor’s control make storing necessary. In such cases, sod shall be stacked, kept moist, and protected 
from exposure to the air and sun and shall be kept from freezing. Sod shall be cut and moved only when 
the soil moisture conditions are such that favorable results can be expected. Where the soil is too dry, 
approval to cut sod may be granted only after it has been watered sufficiently to moisten the soil to the 
depth the sod is to be cut. 

904-3.5 Laying sod. Sodding shall be performed only during the seasons when satisfactory results can be 
expected. Frozen sod shall not be used and sod shall not be placed upon frozen soil. Sod may be 
transplanted during periods of drought with the approval of the RPR, provided the sod bed is watered to 
moisten the soil to a depth of at least 4 inches immediately prior to laying the sod. 

The sod shall be moist and shall be placed on a moist earth bed. Pitch forks shall not be used to handle 
sod, and dumping from vehicles shall not be permitted. The sod shall be carefully placed by hand, edge to 
edge and with staggered joints, in rows at right angles to the slopes, commencing at the base of the area 
to be sodded and working upward. The sod shall immediately be pressed firmly into contact with the sod 
bed by tamping or rolling with approved equipment to provide a true and even surface, and ensure knitting 
without displacement of the sod or deformation of the surfaces of sodded areas. Where the sod may be 
displaced during sodding operations, the workmen, when replacing it, shall work from ladders or treaded 
planks to prevent further displacement. Screened soil of good quality shall be used to fill all cracks between 
sods. The quantity of the fill soil shall not cause smothering of the grass. Where the grades are such that 
the flow of water will be from paved surfaces across sodded areas, the surface of the soil in the sod after 
compaction shall be set approximately one inch below the pavement edge. Where the flow will be over the 
sodded areas and onto the paved surfaces around manholes and inlets, the surface of the soil in the sod 
after compaction shall be placed flush with pavement edges. 

On slopes steeper than one (1) vertical to 2-1/2 horizontal and in v-shaped or flat-bottom ditches or gutters, 
the sod shall be pegged with wooden pegs not less than 12 inches in length and have a cross-sectional 
area of not less than 3/4 sq inch. The pegs shall be driven flush with the surface of the sod. 

904-3.6 Watering. Adequate water and watering equipment must be on hand before sodding begins, and 
sod shall be kept moist until it has become established and its continued growth assured. In all cases, 
watering shall be done in a manner that will avoid erosion from the application of excessive quantities and 
will avoid damage to the finished surface. 
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904-3.7 Establishing turf.  The Contractor shall provide general care for the sodded areas as soon as the 
sod has been laid and shall continue until final inspection and acceptance of the work.  All sodded areas 
shall be protected against traffic or other use by warning signs or barricades approved by the RPR.  The 
Contractor shall mow the sodded areas with approved mowing equipment, depending upon climatic and 
growth conditions and the needs for mowing specific areas. Weeds or other undesirable vegetation shall 
be mowed and the clippings raked and removed from the area.  

904-3.8 Repairing. When the surface has become gullied or otherwise damaged during the period covered 
by this contract, the affected areas shall be repaired to re-establish the grade and the condition of the soil, 
as directed by the RPR, and shall then be sodded as specified in paragraph 904-3.5. 

METHOD OF MEASUREMENT 

904-4.1 This item shall be measured on the basis of the area in square yards of the surface covered with 
sod and accepted. 

BASIS OF PAYMENT 

904-5.1 This item will be paid for on the basis of the contract unit price per square yard for sodding, which 
price shall be full compensation for all labor, equipment, material, staking, and incidentals necessary to 
satisfactorily complete the items as specified. 

Payment will be made under: 

Item T-904-5.1 Sodding - per Square Yard 

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM C602 Standard Specification for Agricultural Liming Materials 

Advisory Circulars (AC) 

AC 150/5200-33 Hazardous Wildlife Attractants on or Near Airports 

FAA/United States Department of Agriculture 

Wildlife Hazard Management at Airports, A Manual for Airport Personnel 

 

END OF ITEM T-904 
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MODIFICATIONS  ITEM T-905 
 TOPSOIL 
 

 MOD T-905-1  99  

ITEM T-905 TOPSOIL is hereby amended with respect to the paragraphs and sections cited below. 

 
Revise the following paragraph as noted: 
 
905-2.1 Topsoil. Topsoil shall be the surface layer of soil with no admixture of refuse or any material toxic 
to plant growth, and it shall be reasonably free from subsoil and stumps, roots, brush, stones (2 inches) or 
more in diameter), and clay lumps or similar objects. Brush and other vegetation that will not be 
incorporated with the soil during handling operations shall be cut and removed. Ordinary sod and 
herbaceous growth such as grass and weeds are not to be removed, but shall be thoroughly broken up 
and intermixed with the soil during handling operations. Heavy sod or other cover, which cannot be 
incorporated into the topsoil by discing or other means, shall be removed. The topsoil or soil mixture, 
unless otherwise specified or approved, shall have a pH range of approximately 5.5 pH to 7.6 pH, when 
tested in accordance with the methods of testing of the Association of Official Agricultural Chemists in 
effect on the date of invitation of bids. The organic content shall be not less than 3% nor more than 20% 
as determined by the wet-combustion method (chromic acid reduction). There shall be not less than 20% 
nor more than 80% of the material passing the 200 mesh (75 µm) sieve as determined by the wash test in 
accordance with ASTM C117. Topsoil testing shall be completed and paid for by the Contractor. 
 
 

 
END OF MOD T-905 
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ITEM T-905 TOPSOIL 

DESCRIPTION 

905-1.1 This item shall consist of preparing the ground surface for topsoil application, removing topsoil from 
designated stockpiles or areas to be stripped on the site or from approved sources off the site, and placing 
and spreading the topsoil on prepared areas in accordance with this specification at the locations shown 
on the plans or as directed by the RPR. 

MATERIALS 

905-2.1 Topsoil. Topsoil shall be the surface layer of soil with no admixture of refuse or any material toxic 
to plant growth, and it shall be reasonably free from subsoil and stumps, roots, brush, stones (2 inches) or 
more in diameter), and clay lumps or similar objects. Brush and other vegetation that will not be incorporated 
with the soil during handling operations shall be cut and removed. Ordinary sod and herbaceous growth 
such as grass and weeds are not to be removed, but shall be thoroughly broken up and intermixed with the 
soil during handling operations. Heavy sod or other cover, which cannot be incorporated into the topsoil by 
discing or other means, shall be removed. The topsoil or soil mixture, unless otherwise specified or 
approved, shall have a pH range of approximately 5.5 pH to 7.6 pH, when tested in accordance with the 
methods of testing of the Association of Official Agricultural Chemists in effect on the date of invitation of 
bids. The organic content shall be not less than 3% nor more than 20% as determined by the wet-
combustion method (chromic acid reduction). There shall be not less than 20% nor more than 80% of the 
material passing the 200 mesh (75 µm) sieve as determined by the wash test in accordance with ASTM 
C117. Topsoil testing shall be completed and paid for by the Contractor. 

Natural topsoil may be amended by the Contractor with approved materials and methods to meet the above 
specifications. 

905-2.2 Inspection and tests. Within 10 days following acceptance of the bid, the RPR shall be notified of 
the source of topsoil to be furnished by the Contractor. The topsoil shall be inspected to determine if the 
selected soil meets the requirements specified and to determine the depth to which stripping will be 
permitted. At this time, the Contractor may be required to take representative soil samples from several 
locations within the area under consideration and to the proposed stripping depths, for testing purposes as 
specified in paragraph 905-2.1. 

CONSTRUCTION METHODS 

905-3.1 General. Areas to be topsoiled shall be shown on the plans. If topsoil is available on the site, the 
location of the stockpiles or areas to be stripped of topsoil and the stripping depths shall be shown on the 
plans. 

Suitable equipment necessary for proper preparation and treatment of the ground surface, stripping of 
topsoil, and for the handling and placing of all required materials shall be on hand, in good condition, and 
approved by the RPR before the various operations are started. 

905-3.2 Preparing the ground surface. Immediately prior to dumping and spreading the topsoil on any 
area, the surface shall be loosened by discs or spike-tooth harrows, or by other means approved by the 
RPR, to a minimum depth of 2 inches to facilitate bonding of the topsoil to the covered subgrade soil. The 
surface of the area to be topsoiled shall be cleared of all stones larger than 2 inches in any diameter and 
all litter or other material which may be detrimental to proper bonding, the rise of capillary moisture, or the 
proper growth of the desired planting. Limited areas, as shown on the plans, which are too compact to 
respond to these operations shall receive special scarification. 

Grades on the area to be topsoiled, which have been established by others as shown on the plans, shall 
be maintained in a true and even condition. Where grades have not been established, the areas shall be 
smooth-graded and the surface left at the prescribed grades in an even and compacted condition to prevent 
the formation of low places or pockets where water will stand. 
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905-3.3 Obtaining topsoil. Prior to the stripping of topsoil from designated areas, any vegetation, briars, 
stumps and large roots, rubbish or stones found on such areas, which may interfere with subsequent 
operations, shall be removed using methods approved by the RPR. Heavy sod or other cover, which cannot 
be incorporated into the topsoil by discing or other means shall be removed. 

When suitable topsoil is available on the site, the Contractor shall remove this material from the designated 
areas and to the depth as directed by the RPR. The topsoil shall be spread on areas already tilled and 
smooth-graded, or stockpiled in areas approved by the RPR. Any topsoil stockpiled by the Contractor shall 
be rehandled and placed without additional compensation. Any topsoil that has been stockpiled on the site 
by others, and is required for topsoil purposes, shall be removed and placed by the Contractor. The sites 
of all stockpiles and areas adjacent thereto which have been disturbed by the Contractor shall be graded if 
required and put into a condition acceptable for seeding. 

When suitable topsoil is secured off the airport site, the Contractor shall locate and obtain the supply, 
subject to the approval of the RPR. The Contractor shall notify the RPR sufficiently in advance of operations 
in order that necessary measurements and tests can be made. The Contractor shall remove the topsoil 
from approved areas and to the depth as directed. The topsoil shall be hauled to the site of the work and 
placed for spreading, or spread as required. Any topsoil hauled to the site of the work and stockpiled shall 
be rehandled and placed without additional compensation. 

905-3.4 Placing topsoil. The topsoil shall be evenly spread on the prepared areas to a uniform depth of 2 
inches after compaction, unless otherwise shown on the plans or stated in the special provisions. Spreading 
shall not be done when the ground or topsoil is frozen, excessively wet, or otherwise in a condition 
detrimental to the work. Spreading shall be carried on so that turfing operations can proceed with a minimum 
of soil preparation or tilling. 

After spreading, any large, stiff clods and hard lumps shall be broken with a pulverizer or by other effective 
means, and all stones or rocks (2 inches or more in diameter), roots, litter, or any foreign matter shall be 
raked up and disposed of by the Contractor. after spreading is completed, the topsoil shall be satisfactorily 
compacted by rolling with a cultipacker or by other means approved by the RPR. The compacted topsoil 
surface shall conform to the required lines, grades, and cross-sections. Any topsoil or other dirt falling upon 
pavements as a result of hauling or handling of topsoil shall be promptly removed. 

 

METHOD OF MEASUREMENT 

905-4.1 Topsoil shall not be measured for separate payment but shall be considered subsidiary to items 
under P-152 Excavation, Subgrade and Embankment.   

 

BASIS OF PAYMENT 

905-5.1 Topsoil shall be considered subsidiary to items under P-152 Excavation, Subgrade and 
Embankment and shall be paid for as unclassified excavation.  Additionally, testing as included in T-905-
2.1 shall be completed and paid for by the Contractor.   

 

REFERENCES 

The publications listed below form a part of this specification to the extent referenced. The publications are 
referred to within the text by the basic designation only. 

ASTM International (ASTM) 

ASTM C117 Materials Finer than 75 µm (No. 200) Sieve in Mineral Aggregates by 

Washing 
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Advisory Circulars (AC) 

AC 150/5200-33 Hazardous Wildlife Attractants on or Near Airports 

FAA/United States Department of Agriculture 

Wildlife Hazard Management at Airports, A Manual for Airport Personnel 

 

END OF ITEM T-905 

 



12/21/2018  AC 150/5370-10H 

T-905-4 

PAGE INTENTIONALLY LEFT BLANK 

 



22

65

59

20

59

20

85

65

65

10

ALABAMA

NO SCALE

LOCATION MAP

VICINITY MAP

GARVER PROJECT NO. 19A01040

DECEMBER 2020

SITE CONSTRUCTION PLANS

SHELBY COUNTY AIRPORT

MASS STORAGE HANGAR D

SHELBY COUNTY, ALABAMA

PROJECT SITE

BASIS

SHEET INDEX

SHEET NO. TITLE

G1.00 COVER SHEET

G2.00 GENERAL PLAN & SUMMARY OF QUANTITIES

G3.00 CONSTRUCTION SAFETY & PHASING PLAN (CSPP) PHASE 1

G3.01 CONSTRUCTION SAFETY & PHASING PLAN (CSPP) PHASE 2

G3.02 CONSTRUCTION SAFETY & PHASING PLAN (CSPP) NOTES 1 OF 2

G3.03 CONSTRUCTION SAFETY & PHASING PLAN (CSPP) NOTES 2 OF 2

C1.00 TYPICAL SECTION SHEET

C1.01 PAVEMENT DETAILS

C1.02 ADA PARKING & RAMP DETAILS

C2.00 DEMOLITION PLAN

C3.00 PLAN & PROFILE

C4.00 GRADING, DRAINAGE & EROSION CONTROL PLAN

C4.01 DRAINAGE DETAILS

C4.02 EROSION CONTROL DETAILS

C5.00 PAVEMENT MARKING PLAN

E1.00 ELECTRICAL NOTES

E2.00 ELECTRIC UTILITY INSTALLATION

E3.00 ONE-LINE AND ARC FLASH NOTES

E3.01 PANEL 'DP1' DETAILS

E3.02 ELECTRICAL LAYOUT

E3.03 ELECTRICAL DETAILS I

E3.04 ELECTRICAL DETAILS II

XS1.00-

XS1.03

CROSS SECTIONS

SHELBY COUNTY, AL

5125A Research Drive NW

Huntsville, AL 35805

(256) 534-5512

DRAWN BY: 

DATE: DEC. 2020

JOB NO.: 19A01040

DESIGNED BY: 

BAR IS ONE INCH ON

ORIGINAL DRAWING

IF NOT ONE INCH ON THIS SHEET,

ADJUST SCALES ACCORDINGLY.

0

1"

DRAWING NUMBER

THIS DOCUMENT, ALONG WITH THE

IDEAS AND DESIGNS CONVEYED

HEREIN, SHALL BE CONSIDERED

INSTRUMENTS OF PROFESSIONAL

SERVICE AND ARE PROPERTY OF

GARVER, LLC. ANY USE,

REPRODUCTION, OR DISTRIBUTION

OF THIS DOCUMENT, ALONG WITH

THE IDEAS AND DESIGN CONTAINED

HEREIN, IS PROHIBITED UNLESS

AUTHORIZED IN WRITING BY

GARVER, LLC OR EXPLICITLY

ALLOWED IN THE GOVERNING

PROFESSIONAL SERVICES

AGREEMENT FOR THIS WORK.

© 2019 GARVER, LLC

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

S
H

E
L
B

Y
 
C

O
U

N
T

Y
,
 
A

L
A

B
A

M
A

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

M
A

S
S

 
S

T
O

R
A

G
E

 
H

A
N

G
A

R
 
D

S
I
T

E
 
C

O
N

S
T

R
U

C
T

I
O

N
 
P

L
A

N
S

5125A Research Drive NW

Huntsville, AL 35805

(256) 534-5512

R
E

V
.

D
A

T
E

D
E

S
C

R
I
P

T
I
O

N
B

Y

F
i
l
e

:
 
L

:
\
2

0
1

9
\
1

9
A

0
1

0
4

0
 
-
 
E

E
T

 
W

e
l
d

e
n

 
S

i
t
e

 
P

l
a

n
\
D

r
a

w
i
n

g
s
\
E

E
T

-
G

1
0

0
-
C

O
.
d

w
g

 
 
L

a
s
t
 
S

a
v
e

:
 
1

2
/
1

/
2

0
2

0
 
9

:
5

2
 
A

M
 
L

a
s
t
 
s
a

v
e

d
 
b

y
:
 
D

L
E

l
l
i
s

L
a

s
t
 
p

l
o

t
t
e

d
 
b

y
:
 
E

l
l
i
s
,
 
D

a
k
o

t
a

 
L

.
 
P

l
o

t
 
S

t
y
l
e

:
 
A

E
C

m
o

n
o

.
c
t
b
 
P

l
o

t
 
S

c
a

l
e

:
 
1

:
1
 
P

l
o

t
 
D

a
t
e

:
 
1

2
/
1

/
2

0
2

0
 
1

0
:
2

2
 
A

M
 
P

l
o

t
t
e

r
 
u

s
e

d
:
 
_

A
u

t
o

C
A

D
 
P

D
F

 
(
G

e
n

e
r
a

l
 
D

o
c
u

m
e

n
t
a

t
i
o

n
)
.
p

c
3

G1.00

COVER SHEET

MAH

JHH

Digitally Signed: 12/01/2020



10+00 11+00 12+00 13+00 13+50

DRAWN BY: 

DATE: DEC. 2020

JOB NO.: 19A01040

DESIGNED BY: 

BAR IS ONE INCH ON

ORIGINAL DRAWING

IF NOT ONE INCH ON THIS SHEET,

ADJUST SCALES ACCORDINGLY.

0

1"

DRAWING NUMBER

THIS DOCUMENT, ALONG WITH THE

IDEAS AND DESIGNS CONVEYED

HEREIN, SHALL BE CONSIDERED

INSTRUMENTS OF PROFESSIONAL

SERVICE AND ARE PROPERTY OF

GARVER, LLC. ANY USE,

REPRODUCTION, OR DISTRIBUTION

OF THIS DOCUMENT, ALONG WITH

THE IDEAS AND DESIGN CONTAINED

HEREIN, IS PROHIBITED UNLESS

AUTHORIZED IN WRITING BY

GARVER, LLC OR EXPLICITLY

ALLOWED IN THE GOVERNING

PROFESSIONAL SERVICES

AGREEMENT FOR THIS WORK.

© 2019 GARVER, LLC

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

S
H

E
L
B

Y
 
C

O
U

N
T

Y
,
 
A

L
A

B
A

M
A

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

M
A

S
S

 
S

T
O

R
A

G
E

 
H

A
N

G
A

R
 
D

S
I
T

E
 
C

O
N

S
T

R
U

C
T

I
O

N
 
P

L
A

N
S

5125A Research Drive NW

Huntsville, AL 35805

(256) 534-5512

R
E

V
.

D
A

T
E

D
E

S
C

R
I
P

T
I
O

N
B

Y

G2.00

GENERAL PLAN &

SUMMARY OF

QUANTITIES

MAH

JHH

N

O

R

T

H

(IN FEET)

0 25' 50' 100' 150'

NOTES:

1. THE EXISTING FEATURES SHOWN ON THESE PLANS ARE THOSE NOTED IN THE FIELD AND THOSE TAKEN FROM RECORD DRAWINGS.

THIS DOES NOT GUARANTEE THAT ALL FEATURES ARE SHOWN ON THE PLANS.  THERE WILL BE NO ADDITIONAL PAYMENT TO THE

CONTRACTOR DUE TO VARIATIONS IN SIZE, QUANTITY OR LOCATION OF EXISTING FEATURES.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ANY UNDERGROUND UTILITIES PRIOR TO BEGINNING ANY WORK ON THIS

PROJECT.  ALABAMA ONE CALL SHALL BE CONSULTED PRIOR TO BEGINNING OPERATIONS.

3. WASTE MATERIALS RESULTING FROM THE PROJECT SHALL BE DISPOSED OF OFF AIRPORT PROPERTY AT THE CONTRACTOR'S

EXPENSE.

4. CONTRACTOR SHALL BE REQUIRED TO REPAIR ANY DAMAGE CAUSED BY THE CONTRACTOR'S EQUIPMENT OR PERSONNEL DURING

CONSTRUCTION OF THIS PROJECT.  REPAIRS SHALL BE ADEQUATE TO RETURN THE AREA TO A CONDITION EQUAL TO OR BETTER THAN

THE ORIGINAL CONDITION TO THE SATISFACTION OF THE ENGINEER. ALL SUCH REPAIR WORK SHALL BE AT THE CONTRACTOR'S

EXPENSE.

5. THE CONTRACTOR SHALL COMPLY WITH ALL CITY, COUNTY AND STATE TRAFFIC REGULATIONS  CONCERNING THE USE OF STREETS

AND ROADWAYS FOR HAULING. CONTRACTOR SHALL BE  RESPONSIBLE FOR THE RESTORATION AND MAINTENANCE OF THE

CONTRACTOR'S STAGING AREA,  ACCESS ROADS AND HAUL ROUTES.  NO DIRECT PAYMENT SHALL BE MADE FOR THESE ITEMS.

6. UPON COMPLETION OF CONSTRUCTION, THE CONTRACTOR SHALL CLEAN AND RESTORE THE  CONSTRUCTION WORK AREA.  ALL

RUBBISH AND OTHER MATERIAL SHALL BE DISPOSED OF OFF  AIRPORT PROPERTY AT THE CONTRACTOR’S EXPENSE.  THE

CONTRACTOR SHALL RESTORE ALL  GRASSED AND PAVED AREAS WHICH ARE DISTURBED BY CONSTRUCTION ACTIVITY TO PRE-

CONSTRUCTION CONDITION AT NO COST TO THE OWNER.

7. CONTRACTOR'S EQUIPMENT SHALL NOT, AT ANY TIME, ENTER THE RUNWAY SAFETY AREA OR OPEN PORTIONS OF THE TAXIWAY

OBJECT FREE AREA.  CONSTRUCTION EQUIPMENT AND MATERIALS SHALL ONLY BE STORED IN AREAS DESIGNATED BY THE OWNER.

8. BARRICADES, LIGHTS, SIGNING AND EROSION CONTROL ITEMS MUST BE LOCATED OUTSIDE OF THE OBJECT FREE AREA OF ANY OPEN

AIRFIELD PAVEMENTS.

9. CONTRACTOR SHALL NOT OBSTRUCT TRAFFIC FLOW FOR SHELBY WEST PARKWAY AT ANY TIME DURING THE PROJECT.  CONTRACTOR

SHALL FOLLOW MUTCD GUIDELINES FOR ALL NECESSARY TRAFFIC CONTROL ON SHELBY WEST PARKWAY. THE CONTRACTOR SHALL

PROVIDE AND MAINTAIN  ALL VEHICULAR TRAFFIC CONTROL DEVICES DURING CONSTRUCTION IN ACCORDANCE WITH ALL STATE,

COUNTY AND LOCAL REQUIREMENTS.

10. CONTRACTOR TO ALLOW ACCESS TO EXISTING HANGARS AT ALL TIMES.  THE CONTRACTOR SHALL PROVIDE THE OWNER AND ITS

REPRESENTATIVES ACCESS TO THE CONSTRUCTION WORK AREA AT ALL TIMES FOR INSPECTION AND MAINTENANCE PURPOSES.

11. THE CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS AND  CODES IN REGARD TO SAFETY, NOISE

CONTROL, EROSION CONTROL, WATERSHED PROTECTION,  AND EMISSIONS DURING CONSTRUCTION.

12. THE CONTRACTOR’S PROJECT SUPERINTENDENT SHALL HAVE CONTROL OVER THE CONTRACTOR’S  WORK FORCE AND THE

KNOWLEDGE AND AUTHORITY TO IMPLEMENT ANY ACTIONS REQUIRED TO  ENSURE COMPLIANCE WITH THE SAFETY PLAN, QUALITY

CONTROL PROGRAM, PLANS AND  SPECIFICATIONS.  THE PROJECT SUPERINTENDENT SHALL REMAIN ON-SITE DURING ALL ASPECTS

OF CONSTRUCTION, INCLUDING THOSE PERFORMED SOLELY BY SUB-CONTRACTORS.  THE CONTRACTOR SHALL PROVIDE THE NAME

AND TELEPHONE NUMBER OF A PERSON TO ACT AS THE CONTRACTOR'S REPRESENTATIVE, AVAILABLE 24 HOURS PER DAY, SHOULD

PROBLEMS PERTAINING TO THE CONSTRUCTION WORK ARISE WHICH WOULD REQUIRE THE CONTRACTOR'S IMMEDIATE ATTENTION.

13. NO FIELD CHANGES OR DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS SHALL BE MADE  WITHOUT THE PRIOR APPROVAL OF THE

OWNER AND THE ENGINEER. THE CONTRACTOR SHALL  MAINTAIN A COPY OF AS-BUILT RED LINE DRAWINGS REFLECTING ANY

CHANGES ON-SITE, INCLUDING  ANY REQUEST FOR INFORMATION, CORRECTIONS AND CHANGE ORDERS.

14. THE CONTRACTOR SHALL CONDUCT FINAL CLEANING OF AFFECTED AIRPORT PAVEMENTS, TO THE OWNER’S SATISFACTION, PRIOR TO

RE-OPENING THE PAVEMENTS TO AIRCRAFT AND VEHICLE  TRAFFIC. CONTRACTOR SHALL PROVIDE EQUIPMENT AND OPERATOR.

15. THE CONTRACTOR SHALL NOTE IN THE RECORD DRAWINGS ANY AND ALL PIPES, DUCTS, CABLES AND ANY OTHER SUBSURFACE

UTILITIES ENCOUNTERED DURING EXCAVATION.  THE CONTRACTOR SHALL INDICATE EXACT POSITION, ELEVATION, DIRECTION, SIZE,

MATERIAL, PURPOSE AND ACTIVE STATUS, IF KNOWN.

16. THE CONTRACTOR SHALL CONTINUOUSLY MAINTAIN THE CONSTRUCTION WORK AREA FREE OF TRASH.  ALL TRASH SHALL BE

COMPLETELY REMOVED FROM THE WORK AREA BEFORE THE END OF EACH WORK DAY.  NO ON-SITE BURNING OF TRASH IS

PERMITTED.  NO DIRECT PAYMENT SHALL BE MADE FOR DAILY PROJECT CLEANUP.  THIS WORK SHALL BE CONSIDERED SUBSIDIARY TO

OTHER ITEMS IN THE CONTRACT.

17. DO NOT SCALE DRAWINGS.  USE GIVEN DIMENSIONS ONLY.

18. ANY ITEMS REQUIRED TO COMPLETE THE PROJECT, WHICH ARE NOT INDICATED ON THE SUMMARY OF QUANTITIES WITH A SPECIFIC

PAY  ITEM, SHALL BE INCIDENTAL TO THE CONTRACT.

19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING FOR ANY REQUIRED LICENSES AND/OR PERMITS.

20. THE QUALITY CONTROL PROGRAM SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO DEVELOP IN ACCORDANCE WITH

INDIVIDUAL  SPECIFICATIONS AND SHALL BE SUBMITTED TO THE OWNER BEFORE WORK COMMENCES.  THE QUALITY CONTROL

PROGRAM SHALL BE  INCLUDED WITH THE INITIAL SUBMITTAL. CONTRACTOR SHALL INCLUDE SCHEDULE AND EMERGENCY CONTACT

INFORMATION.

21. RETEST OF ANY FAILING QUALITY ASSURANCE TESTS CONDUCTED BY THE OWNER SHALL BE AT THE CONTRACTOR’S EXPENSE.

22. THE CONTRACTOR SHALL SAWCUT EXISTING PAVEMENTS AT ALL AREAS WHERE NEW PAVEMENT ABUTS EXISTING PAVEMENTS,

UNLESS OTHERWISE NOTED ON THE PLANS OR DETAILS.
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Item

Spec. No. Description

Unit

Estimated Quantitiy As Built Quantitiy

1 SS-110-3.1

PERMANENT ALDOT 703-A SOLID BLUE, CLASS 1

TYPE "A" TRAFFIC MARKINGS

SF

38

2 SS-110-3.2

PERMANENT ALDOT 703-A SOLID YELLOW, CLASS 1

TYPE "A" TRAFFIC MARKINGS

SF

105

3 SS-110-3.3

PERMANENT ALDOT 703-B HANDICAP SYMBOL,

CLASS 1 TYPE "A" TRAFFIC CONTROL LEGEND

EA 1

4 SS-110-3.4 R7-8 AND R7-8P SIGN INSTALLED ON ONE POST EA 1

5 SS-120-3.1 CONSTRUCTION SAFETY AND SECURITY LS 1

6 SS-125-3.1 CONSTRUCTION SITE MANAGEMENT LS 1

7 SS-220-6.1

4-INCH ALDOT 424-A SUPERPAVE BITUMINOUS

CONCRETE WEARING SURFACE

LAYER, ¾” MAXIMUM AGGREGATE SIZE, ESAL A/B

TON 176

8 SS-220-6.2

VARIABLE DEPTH (2-6 INCH OVERLAY) ALDOT 424-A

SUPERPAVE BITUMINOUS CONCRETE WEARING

SUFACE LAYER, ¾” MAXIMUM AGGREGATE

SIZE, ESAL A/B

TON 112

9 SS-295-28.1 80’x80’ MASS STORAGE HANGAR LS 1

10 C-102-5.1 IINSTALLATION AND REMOVAL OF SILT FENCE LF 260

11 C-102-5.2 INSTALLATION AND REMOVAL OF WATTLES LF 60

12 C-105-6.1

MOBILIZATION (MAXIMUM 5% OF TOTAL BID)

LS 1

13 D-701-5.1

15-INCH, CLASS III, REINFORCED CONCRETE PIPE,

INSTALLED

LF 118

14 D-751-5.1 AIRFIELD GRATE INTLET EA 1

15 D-752 5.1

ALDOT, CLASS 1, 15-INCH RCP SLOPE PAVED

HEADWALL

EA 1

16 D-754-5.1 CONCRETE DRAINAGE FLUME SF 335

17 D-754-5.2 CONCRETE SPLASH PAD EA 9

18 P-101-5.1

ASPHALT MILLIING (VARIABLE DEPTH, 0-2 INCHES)

SY 715

19 P-101-5.2 ASPHALT PAVEMENT REMOVAL SY 795

20 P-101-5.3 ASPHALT SURFACE REPAIR SY 143

21 P-101-5.4 FULL DEPTH SAWCUT LF 270

22 P-101-5.5 PARTIAL DEPTH SAWCUT LF 221

23 P-152-4.1 UNCLASSIFIED EXCAVATION CY 120

24 P-152-4.2 BORROW EXCAVATION CY 88

25 P-152-4.3 UNSUITABLE EXCAVATION CY 237

26 P-209-5.1

CRUSHED AGGREGATE BASE COURSE, 6-INCH

THICKNESS

SY 215

27 P-209-5.2

CRUSHED AGGREGATE BASE COURSE, 9-INCH

THICKNESS

SY 638

28 P-602-5.1 EMULSIFIED ASPHALT PRIME COAT GAL 225

29 P-603-5.1 EMULSIFIED ASPHALT TACK COAT GAL 150

30 P-610-6.1 6-INCH CONCRETE APRON SY 112

31 P-610-6.2 4-INCH CONCRETE SIDEWALK SF 631

32 T-904-5.1 SODDING SY 700

Digitally Signed: 12/01/2020
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CONSTRUCTION

SAFETY & PHASING

PLAN (CSPP) PHASE 1

MAH

JHH

(IN FEET)
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EP

CONTRACTOR'S EMPLOYEE PARKING

CONTRACTOR'S EQUIPMENT STORAGE

LOW PROFILE AIRCRAFT BARRICADES

PHASE WORK LIMITS

LEGEND

CONTRACTOR ACCESS HAUL ROUTE

EXISTING OVERHEAD UTILITY LINES

EXISTING PAVEMENT

PROPOSED PAVEMENT

PARTIAL APRON

 RECONSTRUCTION

PROPOSED CONCRETE

LOW PROFILE

AIRCRAFT

BARRICADES

SAFETY NOTES:

1. EXTREME CAUTION SHALL BE USED WHEN WORKING NEAR EXISTING UTILITIES, EXISTING FUELING SYSTEM COMPONENTS,  LIGHTING FIXTURES, UNDERGROUND

ELECTRIC DUCTS, UNDERGROUND CABLE AND ANY OTHER EXISTING AIRPORT FIXTURES WHICH ARE TO REMAIN SHOULD DAMAGE OCCUR TO ANY OF THESE

ITEMS, THEY SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE TO THE SATISFACTION OF THE ENGINEER.

2. PRIOR TO COMMENCEMENT OF THE WORK, THE CONTRACTOR SHALL REVIEW FEDERAL AVIATION ADMINISTRATION ADVISORY CIRCULAR 150/5370-2

(OPERATIONAL SAFETY ON AIRPORTS DURING CONSTRUCTION).  REFER TO THE FAA WEBSITE FOR THE LATEST REVISION OF THE ADVISORY CIRCULAR.

3. THE CONTRACTOR SHALL KEEP THE PROJECT AREA FREE FROM LOOSE OR BLOWABLE DEBRIS AT ALL TIMES.  OPEN PAVEMENT AREAS ABUTTING THE PROJECT

AREA SHALL BE KEPT CLEAN.

4. NO DIRECT PAYMENT SHALL BE MADE FOR DAILY PROJECT CLEANUP, THIS WORK SHALL BE CONSIDERED SUBSIDIARY TO OTHER ITEMS IN THE CONTRACT.

5. THE CONTRACTOR SHALL PROVIDE THE NAME AND TELEPHONE NUMBER OF A PERSON TO ACT AS THE CONTRACTOR'S  REPRESENTATIVE, AVAILABLE 24 HOURS

PER DAY, SHOULD PROBLEMS PERTAINING TO THE CONSTRUCTION WORK ARISE, WHICH WOULD REQUIRE THE CONTRACTOR'S IMMEDIATE ATTENTION.

6. THE CONTRACTOR SHALL NOTIFY THE ENGINEER AT LEAST 72 HOURS IN ADVANCE OF THEIR PLANNED CONSTRUCTION SO THAT THE ENGINEER CAN NOTIFY THE

AIRPORT MANAGER AND THE AIRPORT MANAGER CAN ISSUE ALL NOTAMS TO FLIGHT SERVICE WITH REGARD TO THE CONSTRUCTION AT THE AIRPORT.

7. A PROPERLY TRAINED AND APPROVED TRAFFIC GUARD MUST BE PRESENT AT THE INTERSECTION SHOWN HERE ON TO ENSURE CONSTRUCTION TRAFFIC YIELDS

TO AIRCRAFT, WHICH HAVE THE RIGHT OF WAY AT ALL TIMES.

PHASING:

1. THE ENTIRE PROJECT SHALL BE COMPLETED IN 120 CALENDAR DAYS.

2. PHASE 1 SHALL INCLUDE ALL DEMOLITION.

3. PHASE 1 SHALL INCLUDE MASS STORAGE HANGAR D, CONCRETE APRON, SIDEWALK, PARKING LOT, GRADING, AND DRAINAGE

CONSTRUCTION.

SITE ACCESS AND HAULING NOTES:

1. CONTRACTOR'S ACCESS TO THE PROJECT SITE SHALL BE AS SHOWN HERE ON. NO OTHER ACCESS POINTS WILL BE ALLOWED WITHOUT PRIOR WRITTEN

APPROVAL BY THE OWNER.

2. CONTRACTOR'S STAGING AREA SHALL BE AS SHOWN ON THIS SHEET.

3. THE LOCATION OF HAUL ROUTES SHALL BE AS SHOWN ON THIS SHEET UNLESS OTHERWISE APPROVED BY THE ENGINEER.  CONTRACTOR SHALL RESTORE ALL

DAMAGED HAUL ROUTE PAVEMENT TO PRE-EXISTING CONDITIONS AND TO THE OWNER'S SATISFACTION, AT NO EXPENSE TO THE OWNER.

4. CONTRACTOR SHALL LOCATE ALL STOCKPILES WITHIN THE CONTRACTOR'S STAGING AREA.  TOPSOIL AND STRUCTURAL FILL SHALL BE STOCKPILED

SEPARATELY.

5. ALL DAMAGE TO EXISTING OR FINISHED AIRFIELD PAVEMENT SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR EXPENSE AND TO THE SATISFACTION OF THE

OWNER INCLUDING DAMAGE DUE TO CONSTRUCTION TRAFFIC.

6. LARGE QUANTITIES OF HEAVY HAULING WILL BE REQUIRED TO BE COORDINATED WITH THE AIRPORT.  IN SUCH INSTANCES, AND AT THE AIRPORT'S DISCRETION,

DESIGNATED HAUL ROUTES MAY BE ESTABLISHED SO AS NOT TO REQUIRE NUMEROUS INDIVIDUAL ESCORTS.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL OFF-SITE HAUL ROUTES WITH THE APPROPRIATE AGENCY OR MUNICIPALITY.  THE

CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE AND LOCAL LAWS REGARDING OFF-SITE HAUL ROUTES AND SHALL ASSUME FULL RESPONSIBILITY FOR

DAMAGE CAUSED BY HIS OPERATIONS.

8. THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE TRAFFIC CONTROL IN ACCORDANCE WITH MUTCD AND ALDOT GUIDELINES WHILE USING SHELBY WEST

PARKWAY ACCESS POINT.

9. THE CONTRACTOR SHALL SWEEP EXISTING PAVEMENTS USED FOR CONSTRUCTION HAUL AND ACCESS ROUTES WITH A SWEEPING TRUCK TO MAINTAIN CLEAN

PAVEMENT SURFACES TO THE SATISFACTION OF THE OWNER AND THE ENGINEER.  THIS ITEM SHALL BE SUBSIDIARY TO SS-125.

10. THE CONTRACTOR SHALL INSTALL SILT FENCE AROUND THE PERIMETER OF ALL STOCKPILE AND STAGING SITES AS DIRECTED BY THE ENGINEER.  THIS ITEM

SHALL BE SUBSIDIARY TO SS-125.

11. THE CONTRACTOR SHALL INSTALL SILT FENCE OR WATTLES ACROSS ALL NATURAL DRAINAGE COURSES LEAVING ALL STOCKPILE AND STAGING SITES AS

DIRECTED BY THE ENGINEER.  THIS ITEM SHALL BE SUBSIDIARY TO SS-125.

SHELBY WEST PARKWAY

ES

EXISTING

HANGAR

PROPERLY TRAINED TRAFFIC

GUARD MUST BE STATIONED AT

INTERSECTION TO ENSURE

CONSTRUCTION TRAFFIC YIELDS

TO AIRCRAFT TRAFFIC WHILE

HAULING OPERATIONS ARE ACTIVE.

PROPOSED 15" RCP

SEE SHEET C3.00
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CONSTRUCTION

SAFETY & PHASING

PLAN (CSPP) PHASE 2
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JHH

(IN FEET)
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G3.03

LOW PROFILE

AIRCRAFT

BARRICADES

SAFETY NOTES:

1. EXTREME CAUTION SHALL BE USED WHEN WORKING NEAR EXISTING UTILITIES, EXISTING FUELING SYSTEM COMPONENTS,  LIGHTING FIXTURES, UNDERGROUND

ELECTRIC DUCTS, UNDERGROUND CABLE AND ANY OTHER EXISTING AIRPORT FIXTURES WHICH ARE TO REMAIN SHOULD DAMAGE OCCUR TO ANY OF THESE

ITEMS, THEY SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE TO THE SATISFACTION OF THE ENGINEER.

2. PRIOR TO COMMENCEMENT OF THE WORK, THE CONTRACTOR SHALL REVIEW FEDERAL AVIATION ADMINISTRATION ADVISORY CIRCULAR 150/5370-2

(OPERATIONAL SAFETY ON AIRPORTS DURING CONSTRUCTION).  REFER TO THE FAA WEBSITE FOR THE LATEST REVISION OF THE ADVISORY CIRCULAR.

3. THE CONTRACTOR SHALL KEEP THE PROJECT AREA FREE FROM LOOSE OR BLOWABLE DEBRIS AT ALL TIMES.  OPEN PAVEMENT AREAS ABUTTING THE PROJECT

AREA SHALL BE KEPT CLEAN.

4. NO DIRECT PAYMENT SHALL BE MADE FOR DAILY PROJECT CLEANUP, THIS WORK SHALL BE CONSIDERED SUBSIDIARY TO OTHER ITEMS IN THE CONTRACT.

5. THE CONTRACTOR SHALL PROVIDE THE NAME AND TELEPHONE NUMBER OF A PERSON TO ACT AS THE CONTRACTOR'S  REPRESENTATIVE, AVAILABLE 24 HOURS

PER DAY, SHOULD PROBLEMS PERTAINING TO THE CONSTRUCTION WORK ARISE, WHICH WOULD REQUIRE THE CONTRACTOR'S IMMEDIATE ATTENTION.

6. THE CONTRACTOR SHALL NOTIFY THE ENGINEER AT LEAST 72 HOURS IN ADVANCE OF THEIR PLANNED CONSTRUCTION SO THAT THE ENGINEER CAN NOTIFY THE

AIRPORT MANAGER AND THE AIRPORT MANAGER CAN ISSUE ALL NOTAMS TO FLIGHT SERVICE WITH REGARD TO THE CONSTRUCTION AT THE AIRPORT.

PHASING:

1. THE ENTIRE PROJECT SHALL BE COMPLETED WITHIN 120 CALENDAR DAYS.

2. PHASE 2 SHALL BE LIMITED TO 10 CALENDAR DAYS AND SHALL COINCIDE WITH PHASE 1 CONSTRUCTION.

3. PHASE 2 CONSTRUCTION INCLUDES THE ASPHALT APRON PAVING.

SITE ACCESS AND HAULING NOTES:

1. CONTRACTOR'S ACCESS TO THE PROJECT SITE SHALL BE AS SHOWN HERE ON. NO OTHER ACCESS POINTS WILL BE ALLOWED WITHOUT PRIOR WRITTEN

APPROVAL BY THE OWNER.

2. CONTRACTOR'S STAGING AREA SHALL BE AS SHOWN ON THIS SHEET.

3. THE LOCATION OF HAUL ROUTES SHALL BE AS SHOWN ON THIS SHEET UNLESS OTHERWISE APPROVED BY THE ENGINEER.  CONTRACTOR SHALL RESTORE ALL

DAMAGED HAUL ROUTE PAVEMENT TO PRE-EXISTING CONDITIONS AND TO THE OWNER'S SATISFACTION, AT NO EXPENSE TO THE OWNER.

4. CONTRACTOR SHALL LOCATE ALL STOCKPILES WITHIN THE CONTRACTOR'S STAGING AREA.  TOPSOIL AND STRUCTURAL FILL SHALL BE STOCKPILED

SEPARATELY.

5. ALL DAMAGE TO EXISTING OR FINISHED AIRFIELD PAVEMENT SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR EXPENSE AND TO THE SATISFACTION OF THE

OWNER INCLUDING DAMAGE DUE TO CONSTRUCTION TRAFFIC.

6. LARGE QUANTITIES OF HEAVY HAULING WILL BE REQUIRED TO BE COORDINATED WITH THE AIRPORT.  IN SUCH INSTANCES, AND AT THE AIRPORT'S DISCRETION,

DESIGNATED HAUL ROUTES MAY BE ESTABLISHED SO AS NOT TO REQUIRE NUMEROUS INDIVIDUAL ESCORTS.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL OFF-SITE HAUL ROUTES WITH THE APPROPRIATE AGENCY OR MUNICIPALITY.  THE

CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE AND LOCAL LAWS REGARDING OFF-SITE HAUL ROUTES AND SHALL ASSUME FULL RESPONSIBILITY FOR

DAMAGE CAUSED BY HIS OPERATIONS.

8. THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE TRAFFIC CONTROL IN ACCORDANCE WITH MUTCD AND ALDOT GUIDELINES WHILE USING SHELBY WEST

PARKWAY ACCESS POINT.

9. THE CONTRACTOR SHALL SWEEP EXISTING PAVEMENTS USED FOR CONSTRUCTION HAUL AND ACCESS ROUTES WITH A SWEEPING TRUCK TO MAINTAIN CLEAN

PAVEMENT SURFACES TO THE SATISFACTION OF THE OWNER AND THE ENGINEER.  THIS ITEM SHALL BE SUBSIDIARY TO SS-125.

10. THE CONTRACTOR SHALL INSTALL SILT FENCE AROUND THE PERIMETER OF ALL STOCKPILE AND STAGING SITES AS DIRECTED BY THE ENGINEER.  THIS ITEM

SHALL BE SUBSIDIARY TO SS-125.

11. THE CONTRACTOR SHALL INSTALL SILT FENCE OR WATTLES ACROSS ALL NATURAL DRAINAGE COURSES LEAVING ALL STOCKPILE AND STAGING SITES AS

DIRECTED BY THE ENGINEER.  THIS ITEM SHALL BE SUBSIDIARY TO SS-125.

SHELBY WEST PARKWAY

ES

EXISTING

HANGAR

PROPOSED 15" RCP

SEE SHEET C3.00
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LOW PROFILE AIRCRAFT BARRICADES

PHASE WORK LIMITS

LEGEND

CONTRACTOR ACCESS HAUL ROUTE

EXISTING OVERHEAD UTILITY LINES

EXISTING PAVEMENT

PROPOSED PAVEMENT

PROPOSED CONCRETE

EXISTING UNDERGROUND WATER LINE

EXISTING AIRPORT FENCING

PROPOSED UNDERGROUND WATER LINE

TAXILANE CLOSED FOR

THE DURATION OF THIS PHASE.

PARTIAL APRON

 RECONSTRUCTION

Digitally Signed: 12/01/2020



1. COORDINATION

A. CONTRACTOR PROGRESS MEETINGS - THE OWNER, ENGINEER AND CONTRACTOR WILL HOLD PROGRESS MEETINGS ON A COORDINATED SCHEDULE

DURING CONSTRUCTION. OPERATIONAL SAFETY WILL BE A STANDING AGENDA ITEM IN SUCH MEETINGS.

B. SCOPE OR SCHEDULE CHANGES - THE OWNER AND/OR ENGINEER WILL CALL SUCH COORDINATION CONFERENCES AS MAY SEEM EXPEDIENT TO HIM FOR

THE PURPOSE OF ASSURING COORDINATION OF THE WORK COVERED BY THIS CONTRACT AND/OR SCOPE OR SCHEDULE CHANGES. THE CONTRACTOR

SHALL ATTEND ALL SUCH CONFERENCES.

2. PHASING

DURING PERFORMANCE OF THIS PROJECT, THE AIRPORT RUNWAYS, TAXIWAYS, AND AIRCRAFT PARKING APRONS SHALL REMAIN IN USE BY AIRCRAFT TO THE

MAXIMUM EXTENT POSSIBLE. THE PROJECT SHALL BE PHASED TO REDUCE OPERATIONAL IMPACTS AT THE AIRPORT.

A. PHASE ELEMENTS - THIS PROJECT SHALL BE CONSTRUCTED IN 2 PHASES.

B. CONSTRUCTION SAFETY DRAWINGS - SEE SHEETS G3.00 - G3.03 FOR CONSTRUCTION SAFETY DRAWING.

3. AREAS OF OPERATIONS AFFECTED BY CONSTRUCTION ACTIVITY

A. IDENTIFICATION OF AFFECTED AREAS - SEE CONSTRUCTION SAFETY DRAWINGS FOR AIRFIELD AREAS OF OPERATIONS AFFECTED BY CONSTRUCTION.

B. MITIGATION EFFORTS - SEE CONSTRUCTION SAFETY DRAWINGS FOR MITIGATION EFFORTS OF OPERATIONS AFFECTED BY CONSTRUCTION.

4. PROTECTION OF NAVIGATION AIDS (NAVAIDS)

THE CONTRACTOR MUST NOT CONDUCT ANY CONSTRUCTION ACTIVITY WITHIN NAVIGATIONAL AID RESTRICTED AREAS WITHOUT PRIOR APPROVAL FROM THE

LOCAL FAA AIRWAY FACILITIES SECTOR REPRESENTATIVE. PLANNED CONSTRUCTION ACTIVITIES WILL HAVE NO NEGATIVE IMPACTS ON THE FUNCTIONALITY

AND SERVICEABILITY OF THE NAVAIDS.

5. CONTRACTOR ACCESS

A. LOCATION OF STOCKPILED MATERIALS -  NO PERSONAL VEHICLES OF CONTRACTOR'S EMPLOYEES WILL BE ALLOWED INSIDE THE ACTIVE AREA OF THE

AIRPORT. ALL MATERIAL DELIVERIES SHALL BE RECEIVED IN THE STAGING AREA RESERVED BY THE CONTRACTOR. NO DELIVERY TRUCKS WILL BE

ALLOWED ACCESS TO A SECURED AREA OF THE AIRPORT BEYOND THIS STAGING AREA. STOCKPILED MATERIALS AND EQUIPMENT ARE NOT PERMITTED

WITHIN THE ACTIVE RUNWAY SAFETY AREA AND OBSTACLE FREE ZONE. THE CONTRACTOR SHALL RECEIVE APPROVAL FROM THE ENGINEER AND FAA AIR

SPACING OFFICE PRIOR TO LOCATING STOCKPILES OR EQUIPMENT WITHIN THE OBJECT FREE AREA, SAFETY AREA, OR OBSTACLE FREE ZONE. NO

STOCKPILE SHALL BE GREATER THAN 15-FT IN HEIGHT.

B. VEHICLE AND PEDESTRIAN OPERATIONS - SEE THE CONSTRUCTION SAFETY DRAWINGS FOR CONSTRUCTION SITE PARKING, EQUIPMENT STORAGE AREAS,

AND ACCESS AND HAUL ROUTES. VEHICULAR TRAFFIC SHALL ALWAYS YIELD TO AIRCRAFT TRAFFIC.

WHEN ANY VEHICLE, OTHER THAN ONE THAT HAS PRIOR APPROVAL FROM THE AIRPORT OPERATOR, MUST TRAVEL OVER ANY PORTION OF AN AIRCRAFT

MOVEMENT AREA, IT WILL BE ESCORTED AND PROPERLY IDENTIFIED. TO OPERATE IN THOSE AREAS DURING DAYLIGHT HOURS, THE VEHICLE MUST HAVE A

FLAG OR BEACON ATTACHED TO IT. ANY VEHICLE OPERATING ON THE MOVEMENT AREAS DURING HOURS OF DARKNESS OR REDUCED VISIBILITY MUST BE

EQUIPPED WITH A FLASHING DOME-TYPE LIGHT, THE COLOR OF WHICH IS IN ACCORDANCE WITH LOCAL OR STATE CODES.

ALL CONSTRUCTION VEHICLES SHALL BE CLEARLY IDENTIFIED FOR CONTROL PURPOSES BY PROMINENTLY DISPLAYING THE COMPANY NAME ON EACH

SIDE OF THE VEHICLE. THE IDENTIFICATION SYMBOLS SHOULD BE A MINIMUM 8-INCH BLOCK-TYPE CHARACTERS OF A CONTRASTING COLOR AND EASY TO

READ. THEY MAY BE APPLIED EITHER BY USING TAPE OR A WATER-SOLUABLE PAINT TO FACILITATE REMOVAL. MAGNETIC SIGNS ARE ALSO ACCEPTABLE. IN

ADDITION, VEHICLES MUST DISPLAY IDENTIFICATION MEDIA.

C. CONTROL OF GATES - THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE SECURITY OF THE ACCESS GATES BY KEEPING THE ACCESS GATE

LOCKED OR GUARDED AT ALL TIMES.

6. WILDLIFE MANAGEMENT

IF APPLICABLE, THE CONTRACTOR SHALL REVIEW AND ADHERE TO THE CONTENTS OF THE AIRPORT OPERATOR'S WILDLIFE HAZARD MANAGEMENT PLAN. THE

CONTRACTOR SHALL ALSO REVIEW AC 150/5200-33, HAZARDOUS WILDLIFE ATTRACTANTS ON OR NEAR AIRPORTS, AND CERTALERT 98-05, GRASSES

ATTRACTIVE TO HAZARDOUS WILDLIFE (www.faa.gov). THE CONTRACTOR SHALL CAREFULLY CONTROL AND CONTINUOUSLY REMOVE WASTE OR LOOSE

MATERIALS THAT MIGHT ATTRACT WILDLIFE. CONTRACTOR PERSONNEL MUST BE AWARE OF AND AVOID CONSTRUCTION ACTIVITIES THAT CAN CREATE

WILDLIFE HAZARDS ON AIRPORTS. THE CONTRACTOR SHALL MITIGATE THE FOLLOWING ITEMS.

A. TRASH - THE CONTRACTOR SHALL PERFORM TRASH CLEAN-UP ON A DAILY BASIS.

B. STANDING WATER - THE CONTRACTOR SHALL PROVIDE TEMPORARY DRAINAGE DURING CONSTRUCTION TO AVOID STANDING WATER.

C. TALL GRASS AND SEEDS - THE CONTRACTOR SHALL ADHERE TO THE REQUIREMENTS OF SECTION T-904, SODDING OF THE CONTRACT DOCUMENTS AND

SPECIFICATIONS.

D. POORLY MAINTAINED FENCING AND GATES - THE CONTRACTOR SHALL IMMEDIATELY REPORT ANY DAMAGE TO GATES OR FENCES. THE CONTRACTOR WILL

BE RESPONSIBLE FOR REPAIRS TO ANY GATES OR FENCES CAUSED BY NEGLIGENCE BY THE CONTRACTOR.

E. DISRUPTION OF EXISTING WILDLIFE HABITAT - THE CONTRACTOR SHALL NOTIFY THE AIRPORT IMMEDIATELY OF ANY WILDLIFE SIGHTINGS.

7. FOREIGN OBJECT DEBRIS (FOD) MANAGEMENT

THE CONTRACTOR SHALL ENSURE THAT THE PAVEMENT SURFACES ARE KEPT CLEAN FROM DIRT, MUD, AND OTHER DEBRIS FROM THE CONTRACTOR'S

EQUIPMENT. FREQUENT CLEAN UP IN THE VICINITY OF CONTRACTOR'S WORK AREAS IS REQUIRED. SEE AC 150/5210-24, FOREIGN OBJECT DEBRIS (FOD)

MANAGEMENT (www.faa.gov) FOR FURTHER INSTRUCTION.

8. HAZARDOUS MATERIALS (HAZMAT) MANAGEMENT

IF ANY CONSTRUCTION VEHICLE OR EQUIPMENT IS OPERATED WITHIN AIRPORT PROPERTY, THE CONTRACTOR MUST BE ADEQUATELY PREPARED TO

EXPEDITIOUSLY CONTAIN AND CLEAN-UP SPILLS RESULTING FROM FUEL OR HYDRAULIC FLUID LEAKS. SPECIAL CARE MUST ALSO BE TAKEN WHEN HANDLING

OR TRANSPORTING HAZARDOUS MATERIALS ON AIRPORT PROPERTY. SEE AC 150/5320-15, MANAGEMENT OF AIRPORT INDUSTRIAL WASTE (www.faa.gov), FOR

FURTHER INSTRUCTION.

9. NOTIFICATION OF CONSTRUCTION ACTIVITIES

A. LIST OF RESPONSIBLE REPRESENTATIVES - A POINT OF CONTACT LIST WILL BE COMPLETED AS PART OF THE SAFETY PLAN COMPLIANCE DOCUMENT

(SPCD) AND WILL BE DELIVERED TO ALL PARTIES PRIOR TO CONSTRUCTION.

B. NOTICES TO AIRMEN (NOTAM) - BEFORE BEGINNING ANY CONSTRUCTION ACTIVITY, THE CONTRACTOR MUST, THROUGH THE AIRPORT OPERATOR, GIVE

NOTICE USING THE NOTAM SYSTEM OF PROPOSED LOCATION, TIME, AND DATE OF COMMENCEMENT OF CONSTRUCTION. UPON COMPLETION OF WORK

AND RETURN OF ALL SUCH AREAS TO STANDARD CONDITIONS, THE CONTRACTOR MUST, THROUGH THE AIRPORT OPERATOR, VERIFY THE CANCELLATION

OF ALL NOTICES ISSUED VIA THE NOTAM SYSTEM.

C. EMERGENCY NOTIFICATION PROCEDURES - IN THE EVENT OF AN EMERGENCY, THE CONTRACTOR SHALL CALL 911, THEN NOTIFY THE ENGINEER AND

AIRPORT MANAGER.

D. COORDINATION WITH AIRPORT PERSONNEL - ANY DEACTIVATION OF WATER LINES OR HYDRANTS, REROUTING OF ACCESS ROUTES, OR USE OF

HAZARDOUS MATERIALS ON THE AIRFIELD SHALL BE COORDINATED AND APPROVED BY THE AIRPORT'S PERSONNEL PRIOR TO EXECUTION OF SUCH

ACTIVITIES.

E. NOTIFICATION TO THE FAA - THE CONTRACTOR SHALL ENSURE, THROUGH THE ENGINEER, THAT ALL CONSTRUCTION EQUIPMENT OVER 15 FT IN HEIGHT IS

AIR SPACED THROUGH THE APPROPRIATE FAA REGIONAL OR DISTRICT OFFICE PRIOR TO USING SUCH EQUIPMENT ON SITE.

10. INSPECTION REQUIREMENTS

A. DAILY INSPECTIONS - THE CONTRACTOR SHALL PERFORM DAILY SAFETY INSPECTIONS TO VERIFY ALL CONSTRUCTION OPERATIONS ARE IN

CONFORMANCE WITH THE CONSTRUCTION SAFETY AND PHASING PLAN (CSPP).

B. INTERIM INSPECTIONS - PRIOR TO OPENING ANY PORTION OF THE AIRPORT TO TRAFFIC, THE CONTRACTOR, ENGINEER, AND AIRPORT OPERATOR SHALL

PERFORM A SAFETY INSPECTION OF THE AREA TO BE OPENED TO TRAFFIC TO VERIFY CONFORMANCE WITH THE CSPP AND FAA STANDARDS.

C. FINAL INSPECTIONS - PRIOR TO OPENING ANY PORTION OF THE AIRPORT TO TRAFFIC, THE CONTRACTOR, ENGINEER, AND AIRPORT OPERATOR SHALL

PERFORM A SAFETY INSPECTION OF THE AREA TO BE OPENED TO TRAFFIC TO VERIFY CONFORMANCE WITH THE CSPP AND FAA STANDARDS.

11. UNDERGROUND UTILITIES

UNDERGROUND UTILITIES EXIST WITHIN AND ADJACENT TO THE LIMITS OF CONSTRUCTION. AN ATTEMPT HAS BEEN MADE TO LOCATE THESE UTILITIES ON THE

PLANS. HOWEVER, ALL EXISTING UTILITIES MAY NOT BE SHOWN AND THE ACTUAL LOCATIONS OF THE UTILITIES MAY VARY FROM THE LOCATIONS SHOWN.

PRIOR TO BEGINNING ANY TYPE OF EXCAVATION, THE CONTRACTOR SHALL CONTACT THE UTILITIES INVOLVED AND MAKE ARRANGEMENTS FOR THE LOCATION

OF THE UTILITIES ON THE GROUND. THE CONTRACTOR SHALL MAINTAIN THE UTILITY LOCATION MARKINGS UNTIL THEY ARE NO LONGER NECESSARY.

ALABAMA STATE LAW, THE UNDERGROUND FACILITIES DAMAGE PREVENTION ACT, REQUIRES TWO WORKING DAYS ADVANCE NOTIFICATION THROUGH THE

ONE-CALL SYSTEM CENTER BEFORE EXCAVATING USING MECHANIZED EQUIPMENT OR EXPLOSIVES (EXCEPT IN THE CASE OF AN EMERGENCY). THE ONE-CALL

SYSTEM PHONE NUMBER IS 1-800-252-8525. THE CONTRACTOR IS ADVISED THAT THERE IS A SEVERE PENALTY FOR NOT MAKING THIS CALL. NOT ALL UTILITY

COMPANIES ARE MEMBERS OF THE ALABAMA ONE-CALL SYSTEM; THEREFORE, THE CONTRACTOR IS ADVISED TO CONTACT ALL NON-MEMBER UTILITIES AS

WELL AS THE ONE-CALL SYSTEM.

12. PENALTIES

FAILURE OF THE CONTRACTOR (INCLUDING EMPLOYEES) OR ANY OF HIS SUBCONTRACTORS (INCLUDING EMPLOYEES) TO COMPLY WITH THE AIRPORT SAFETY

PLAN, OR ANY OF THE OTHER REQUIREMENTS OF THE AIRPORT WHILE OPERATING ON AIRPORT PROPERTY, MAY BE SUBJECT TO A LOSS OF DRIVING

PRIVILEGES ON THE AIRFIELD AND/OR SUSPENSION OR TERMINATION OF THE CONTRACT.

13. SPECIAL CONDITIONS

N/A

14. RUNWAY AND TAXIWAY VISUAL AIDS

A. GENERAL - ALL AIRPORT MARKINGS, LIGHTING, SIGNS, AND VISUAL NAVAIDS THAT ARE IN OPERATION MUST BE CLEAR FROM ALL OBSTRUCTIONS. ALL

TEMPORARY MARKINGS, SIGNS, LIGHTS, OR OTHER VISUAL AIDS MUST BE SECURED IN PLACE TO PREVENT DAMAGE OR DISPLACEMENT BY PROP WASH,

JET BLAST, WING VORTICES, OR OTHER WIND CURRENTS.

B. MARKINGS - ALL TEMPORARY OR PERMANENT RUNWAY AND TAXIWAY VISUAL AIDS SHALL CONFORM TO THE REQUIREMENTS OF THE MOST RECENT

EDITION OF FAA AC 150/5340-1 (www.faa.gov). MARKINGS FOR THIS PROJECT INCLUDE THE FOLLOWING:

· TEMPORARILY CLOSED TAXIWAYS  AND APRONS- THE CONTRACTOR SHALL BE RESPONSIBLE FOR FURNISHING, INSTALLING, AND MAINTAINING

TAXIWAY AND APRON CLOSURE MARKERS AT THE ENTRANCE TO THE CLOSED TAXIWAY AND APRON. BARRICADES SHALL BE INSTALLED OUTSIDE ALL

ACTIVE TAXIWAY SAFETY AREAS. SEE DETAILS ON CONSTRUCTION SAFETY DRAWINGS AND LOW-PROFILE AIRCRAFT BARRICADE DETAIL ON SHEET

G3.03.

C. LIGHTING AND VISUAL NAVAIDS - ALL TEMPORARY LIGHTING FOR RUNWAY AND TAXIWAY SYSTEMS SHALL CONFORM TO THE REQUIREMENTS OF THE

MOST RECENT EDITION OF FAA AC 150/5340-30 AND 150/5345-50 (www.faa.gov). THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISCONNECTING

ISOLATION TRANSFORMERS ASSOCIATED WITH ANY RUNWAY OR TAXIWAY LIGHT FIXTURES THAT ARE BEING DISCONNECTED.

D. SIGNS - THE CONTRACTOR SHALL INSTALL ALL SIGNS IN ACCORDANCE WITH THE MOST RECENT EDITION OF FAA AC 150/5345-44 AND 150/5340-18. ANY SIGN

THAT IS NOT PERFORMING ITS NORMAL FUNCTION MUST BE COVERED OR REMOVED TO PREVENT MISLEADING PILOTS.

15. MARKING AND SIGNS FOR ACCESS ROUTES

THE CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING AND INSTALLING ALL NECESSARY MARKINGS AND SIGNAGE FOR ALL ACCESS ROUTES TO AND

FROM THE SITE TO BE USED BY CONTRACTOR PERSONNEL, SUBCONTRACTOR PERSONNEL, OR DELIVERY OPERATIONS. ALL SIGNAGE IN THE AIR OPERATIONS

AREA SHALL BE FRANGIBLY MOUNTED.

16. HAZARD MARKING AND LIGHTING

A. PURPOSE - HAZARD MARKING AND LIGHTING PREVENTS PILOTS FROM ENTERING AREAS CLOSED TO AIRCRAFT AND PREVENTS CONTRACTOR PERSONNEL

FROM ENTERING AREAS OPEN TO AIRCRAFT.

B. EQUIPMENT - THE CONTRACTOR SHALL FURNISH, INSTALL, AND MAINTAIN LOW-PROFILE BARRICADES IN HAZARDOUS AREAS INSIDE MOVEMENT AREAS.

BARRICADES SHALL RESTRICT ACCESS AND MAKE HAZARDS OBVIOUS TO AIRCRAFT, PERSONNEL, AND VEHICLES. DURING PERIODS OF LOW VISIBILITY AND

AT NIGHT, BARRICADES SHALL BE EQUIPPED WITH RED FLASHING OR STEADY BURNING LIGHTS. THE SPACING OF BARRICADES SHALL BE SUCH THAT A

BREACH IS PHYSICALLY PREVENTED BARRING A DELIBERATE ACT. SEE DETAIL ON  SHEET G3.03 FOR LOW-PROFILE AIRCRAFT BARRICADE DETAIL.

17. WORK ZONE LIGHTING FOR NIGHTTIME CONSTRUCTION

ALL WORK CONDUCTED AT NIGHT SHALL BE ACCOMPANIED BY ADEQUATE LIGHT FACILITIES TO COMPLETE THE WORK. ALL LIGHT FACILITIES SHALL BE AIMED

OR SHIELDED AS NECESSARY TO AVOID IMPACTING AIRCRAFT OR ATCT OPERATIONS. THE CONTRACTOR SHALL BE REQUIRED TO SUBMIT A LIGHTING PLAN

SHOWING THE LOCATION AND AIMING DIRECTION OF ALL LIGHT FACILITIES PRIOR TO THE COMPLETION OF ANY NIGHT WORK.

18. PROTECTION OF SAFETY AREAS, OBJECT FREE AREAS, OBJECT FREE ZONES, AND APPROACH/DEPARTURE SURFACES.

A. RUNWAY SAFETY AREAS (RSA) - NO WORK SHALL BE PERMITTED WITHIN AN ACTIVE RUNWAY SAFETY AREA. IF REQUIRED, ADJUSTMENTS TO THE RSA

DIMENSIONS THROUGH RESTRICTED OPERATIONS SHALL BE COORDINATED WITH THE FAA AIRPORTS REGIONAL OR DISTRICT OFFICE PRIOR TO

CONSTRUCTION SAFETY AND PHASING PLAN (CSPP) NOTES - PAGE 1 OF 2
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CONSTRUCTION. THE CONTRACTOR SHALL ENSURE ADEQUATE DISTANCE PROTECTION FOR BLAST PROJECTION, AS NEEDED. ALL OPEN TRENCHES OR

EXCAVATIONS WITHIN THE LIMITS OF THE RSA SHALL BE BACK FILLED OR COVERED PRIOR TO OPENING THE RUNWAY TO OPERATIONS. IN ADDITION,

EROSION CONTROL MEASURES SHALL BE PROVIDED IN THE RSA TO PREVENT RUTS, HUMPS, OR DEPRESSIONS INSIDE THE LIMITS OF THE RSA.

B. RUNWAY OBJECT FREE AREAS (ROFA) - NO MATERIAL SHALL BE STOCKPILED INSIDE THE LIMITS OF THE ACTIVE ROFA UNLESS APPROVED BY AIR

SPACING THROUGH THE APPROPRIATE FAA AIRPORTS REGIONAL OR DISTRICT OFFICE.

C. TAXIWAY SAFETY AREAS (TSA) - NO WORK SHALL BE PERMITTED WITHIN AN ACTIVE TSA. IF REQUIRED, ADJUSTMENTS TO THE TAXIWAY TSA DIMENSIONS

THROUGH RESTRICTED OPERATIONS SHALL BE COORDINATED WITH THE FAA AIRPORTS REGIONAL OR DISTRICT OFFICE PRIOR TO CONSTRUCTION. ALL

OPEN TRENCHES OR EXCAVATIONS WITHIN THE LIMITS OF THE TSA SHALL BE BACK FILLED OR COVERED PRIOR TO OPENING THE TAXIWAY TO

OPERATIONS. IN ADDITION, EROSION CONTROL MEASURES SHALL BE PROVIDED IN THE TSA TO PREVENT RUTS, HUMPS, OR DEPRESSIONS INSIDE THE

LIMITS OF THE TSA.

D. TAXIWAY OBJECT FREE AREAS (TOFA) - NO CONSTRUCTION SHALL BE PERMITTED INSIDE AN ACTIVE TOFA UNLESS THE TAXIWAY HAS BEEN RESTRICTED

TO OPERATIONS REQUIRING A TOFA EQUAL TO THAT OF THE TOFA AVAILABLE. IF REQUIRED, CONSTRUCTION MAY BE PERMITTED INSIDE THE TOFA IF THE

TAXIWAY CENTERLINE MARKINGS ARE OFFSET WITH CENTERLINE REFLECTORS OR LIGHTING, OR APPROPRIATE NOTAMS ARE ISSUED. CONSTRUCTION

MAY ALSO BE PERMITTED INSIDE THE TOFA IF A FIVE FOOT WING TIP CLEARANCE IS MAINTAINED FOR ALL CONSTRUCTION EQUIPMENT AND VEHICLES. IN

THIS SCENARIO, FLAGGERS AND WING WALKERS MUST BE USED TO DIRECT TRAFFIC THROUGH THE CONSTRUCTION SITE.

E. OBSTACLE FREE ZONE (OFZ) - NO PERSONNEL, MATERIAL, OR EQUIPMENT SHALL PENETRATE THE OFZ WHILE THE RUNWAY IS OPEN TO OPERATIONS.

THE DIMENSIONS OF THE OFZ ARE AS DEFINED IN FAA AC 150/5300-13 (www.faa.gov).

F. APPROACH/DEPARTURE SURFACES - ALL CONTRACTOR PERSONNEL, MATERIALS, AND EQUIPMENT SHALL REMAIN CLEAR OF THE APPLICABLE THRESHOLD

SITING SURFACES AS DEFINED IN APPENDIX 2, "RUNWAY END SITING REQUIREMENTS" OF FAA AC 150/5300-13 (www.faa.gov). CONSTRUCTION ACTIVITIES

THAT REQUIRE PENETRATION INTO THE THRESHOLD SITING SURFACE SHALL BE ACCOMPLISH THROUGH DISPLACING OR PARTIALLY CLOSING THE

RUNWAY. SUCH CONSTRUCTION ACTIVITIES SHALL REQUIRE COORDINATION WITH THE FAA AIRPORTS REGIONAL OR DISTRICT OFFICE.

19. OTHER LIMITATIONS ON CONSTRUCTION

A. PROHIBITIONS - THE USE OF TALL EQUIPMENT (I.E. CRANES, CONCRETE PUMPS) SHALL NOT BE PERMITTED UNLESS APPROVED BY THE ENGINEER.

OPEN FLAME WELDING AND TORCH CUTTING OPERATIONS ARE NOT PERMITTED UNLESS ADEQUATE FIRE SAFETY PRECAUTIONS ARE PROVIDED AND

THESE OPERATIONS ARE AUTHORIZED BY THE AIRPORT OPERATOR AND THE ENGINEER.

ELECTRICAL BLASTING CAPS SHALL NOT BE PERMITTED WITHIN 1,000-FT OF THE AIRPORT PROPERTY. FLARE POTS ARE NOT PERMITTED WITHIN THE AIR

OPERATIONS AREA.
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NOTES:

1. BARRICADES SHALL MEET THE REQUIREMENTS OF THE CURRENT FAA ADVISORY

CIRCULAR 150/5370-2 AND BE APPROVED BY THE ENGINEER.

2. CONTRACTOR SHALL WEIGHT BARRICADE TO PREVENT DISPLACEMENT.

THE METHOD SHALL BE APPROVED BY THE ENGINEER.

3. BARRICADES SHALL BE LOCATED AS DEFINED IN THE CONSTRUCTION SAFETY

AND PHASING PLAN (CSPP) SHEETS G3.00 & G3.01.

4. BARRICADES SHALL BE LINKED.

HIGH IMPACT, UV RESISTANT

POLYETHYLENE 10" x 96" x 10"

ORANGE AND/OR WHITE IN

COLOR

8

'
 
M

I
N

I
M

U

M

FLASHING RED CAUTION LIGHT

SECURED TO BARRICADE

SCALE: NONE

1

LOW PROFILE AIRCRAFT

BARRICADES (MOVEMENT AREAS)
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SCALE: NONE

1 ASPHALT APRON TYPICAL SECTION
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SCALE: NONE

2 CONCRETE APRON TYPICAL SECTION
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TYPICAL SECTION
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SCALE: NONE

3 CONCRETE DITCH TYPICAL SECTION
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2"-6" - ALDOT 424-A SUPERPAVE BITUMINOUS CONCRETE

WEARING SURFACE LAYER PLACED IN MULTIPLE LIFTS WITH

P-603 EMULSIFIED ASPHALT TACK COAT PLACED BETWEEN

LIFTS.  3" MAX LIFT THICKNESS.

EXISTING PAVEMENT

EXISTING SUBGRADE OR AGGREGATE BASE

SCALE: NONE

1 APRON OVERLAY PAVEMENT SECTION

4" - P610 CONCRETE

SUB-GRADE COMPACTED TO 95% STANDARD

PROCTOR DENSITY AND OPTIMUM MOISTURE

SCALE: NONE

4 CONCRETE SIDEWALK PAVEMENT SECTION

4" - ALDOT 424-A SUPERPAVE BITUMINOUS CONCRETE

WEARING SURFACE LAYER PLACED IN 2 - 2" LIFTS WITH

P-603 EMULSIFIED ASPHALT TACK COAT PLACED BETWEEN

LIFTS.

P-602 EMULSIFIED ASPHALT PRIME COAT

9" - P-209 CRUSHED AGGREGATE

BASE COURSE PLACED IN 2 LIFTS

EXISTING SUBGRADE OR AGGREGATE BASE

SCALE: NONE

2 FULL DEPTH APRON PAVEMENT SECTION

6" - P-610 CONCRETE

6" - P-209 CRUSHED AGGREGATE BASE COURSE

EXISTING SUBGRADE OR AGGREGATE BASE

SCALE: NONE

3 CONCRETE APRON PAVEMENT SECTION

SCALE: NONE

5 PARKING LOT PAVEMENT SECTION

P-603 EMULSIFIED ASPHALT TACK COAT

4" - ALDOT 424-A SUPERPAVE BITUMINOUS CONCRETE

WEARING SURFACE LAYER PLACED IN 2 - 2" LIFTS WITH

P-603 EMULSIFIED ASPHALT TACK COAT PLACED BETWEEN

LIFTS.

P-602 EMULSIFIED ASPHALT PRIME COAT

6" - P-209 CRUSHED AGGREGATE BASE COURSE

EXISTING SUBGRADE OR AGGREGATE BASE

EDGE DROP NOTES:

1. THE EDGE DROP SHALL BE MEASURED FROM THE TOP OF THE

ASPHALT TO THE TOP OF THE FINISHED GRADE (SOIL)

1
.
5

"

5

%

 
M

A

X

 
S

L

O

P

E

PROPOSED PAVEMENT

SCALE: NONE

7 PAVEMENT EDGE DROP DETAIL

SAWCUT PRIOR TO PLACEMENT OF

ADJACENT PAVEMENT LANE IF THE INITIAL

PAVEMENT HAS BEEN EXPOSED FOR MORE

THAN 4 HOURS OR COOLED TO LESS THAN

160 DEGREES FAHRENHEIT

APPLY TACK COAT (P-603) TO

FACE OF SAWCUT PRIOR TO

PLACEMENT OF ADJACENT

PAVEMENT LANE

REMOVE ROUNDED

UNCONSOLIDATED EDGE

ADJACENT

PAVEMENT

LANE

INITIAL

PAVEMENT

LANE

2" MIN.

SCALE: NONE

6

LONGITUDINAL ASPHALT

CONSTRUCTION JOINT DETAIL

C1.01

PAVEMENT DETAILS

MAH
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C1.02

ADA PARKING & RAMP

DETAILS

MAH

1
0

'
5

'

5'10'5'

4'

4
"

6
"
 
C

U
R

B

SLOPE 8.24%

SLOPE 8.24%

HANGAR PAD

FLAT 5X5 PAD

FLAT 16X5 PAD

SCALE: NONE

1 ADA ACCESS RAMP

HANGAR PAD

6

0

°

(

T

Y

P
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)

SCALE: NONE

4 90° ACCESSIBLE PARKING SPACE STRIPING

1'-0"

4'-0"

3" WHITE

STRIPE

TYP.
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1'-0"

SCALE: NONE

3 ACCESSIBLE PARKING STALL SYMBOL

SCALE: NONE

2 HANDICAP SIGN POST

NOTES:

1. ACCESSIBLE PARKING STALL SYMBOL SHALL BE TWO COLOR

(BLUE/WHITE) MARKING.

NOTES:

1. ALL DIMENSIONS ARE TO CENTERLINE OF

STRIPE UNLESS OTHERWISE NOTED.

2. ALL PARKING LOT STRIPES SHALL BE YELLOW

4" IN WIDTH UNLESS NOTED OTHERWISE.

MATCH EXISTING

AIRPORT POST

CONCRETE

FOR HANDICAP SIGNS SEE

DETAIL 5, THIS SHEET.

4" TRAFFIC BLUE

STRIPING 2' O.C.

(TYP.)

SIDEWALK

HANDICAP PARKING SIGN

SOLID BLUE (TYP.)

18" x 12"

RESERVED
PARKING

SCALE: NONE

5 HANDICAP PARKING SIGNS

VAN
ACCESSIBLE

12" x 6"

NOTES:

1. INSTALLED SIGNS SHALL COMPLY WITH THE LATEST EDITION OF

THE MUTCD.

2. ALL SIGNS ARE TO BE INSTALLED AT THE LOCATIONS SHOWN IN THE

PLANS, AND IN ACCORDANCE WITH THE DETAILS IN THE PLANS.
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FULL DEPTH SAWCUT

STA. 10+80.00

OFF. 43.79' RT

FULL DEPTH SAWCUT

STA. 10+80.00

OFF. 31.79' RT

FULL DEPTH SAWCUT

STA. 10+87.68

OFF. 31.79' RT

FULL DEPTH SAWCUT

STA. 10+87.68

OFF. 19.79' RT

FULL DEPTH SAWCUT

STA. 10+95.82

OFF. 19.79' RT

FULL DEPTH SAWCUT

STA. 10+95.82

OFF. 7.79' RT

FULL DEPTH SAWCUT

STA. 10+98.83

OFF. 7.79' RT

FULL DEPTH SAWCUT

STA. 10+98.83

OFF. 28.21' LT

FULL DEPTH SAWCUT

STA. 11+15.30

OFF. 28.21' LT

FULL DEPTH SAWCUT

STA. 11+15.30

OFF. 40.21' LT

FULL DEPTH SAWCUT

STA. 11+27.27

OFF. 40.21' LT

FULL DEPTH SAWCUT

STA. 11+27.27

OFF. 52.21' LT

FULL DEPTH SAWCUT

STA. 11+60.11

OFF. 52.21' LT

FULL DEPTH &

2" MILL SAWCUT

STA. 11+60.11

OFF. 66.77' LT

2" MILL SAWCUT

STA. 10+50.00

OFF. 66.77' LT

2" MILL SAWCUT

STA. 10+50.00

OFF. 43.79' RT

FULL DEPTH SAWCUT

STA. 12+75.41

OFF. 8.14' RT

FULL DEPTH SAWCUT

STA. 12+75.41

OFF. 44.00' LT

FULL DEPTH SAWCUT

STA. 10+52.00

OFF. 43.80' RT

11+00 12+00 13+00
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C2.00

DEMOLITION PLAN

MAH

JHH

NOTES:

1. PAVEMENT TO BE REMOVED SHALL BE SAWCUT AT PAVEMENT REMOVAL LIMITS TO ESTABLISH A CLEAN JOINT.

2. SAWCUTS TO FACILITATE NEW PAVEMENT CONSTRUCTION SHALL BE COMPLETED IMMEDIATELY PRIOR TO

PLACEMENT OF THE NEW ASPHALT.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ANY UNDERGROUND UTILITIES PRIOR TO

BEGINNING WORK ON THE PROJECT. ALABAMA ONE-CALL SHALL BE CONSULTED PRIOR TO BEGINNING

OPERATIONS.

LEGEND

EXISTING ASPHALT PAVEMENT

(TO REMAIN)

EXISTING ASPHALT PAVEMENT

(TO BE REMOVED)

EXISTING CONCRETE PAVEMENT

(TO REMAIN)

(IN FEET)

0 5' 30'20'10'

N

O

R

T

H

EXISTING CONCRETE TIE-DOWNS

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

EXISTING SEPTIC TANK

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

EXISTING SATELLITE DISH

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

EXISTING AIR CONDITIONING UNIT

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

EXISTING CORPORATE HANGAR

TO BE PROTECTED DURING CONSTRUCTION

FFE = 566.34'

EXISTING RIP-RAP

TO REMAIN IN PLACE

EXISTING WATER METERS

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

MILL SAWCUT LINE

FULL DEPTH

SAWCUT LINE

EXISTING ASPHALT APRON

EXISTING CONCRETE APRON

TO REMAIN

FULL DEPTH

SAWCUT LINE

EXISTING WATER LINE

TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

EXISTING OVERHEAD COMMUNCIATIONS &

ELECTRIC LINES TO BE PROTECTED DURING

CONSTRUCTION.  (TYPICAL)

LOWER & ENCASE

PORTION OF EXISTING

WATER LINE UNDER

PARKING LOT

FULL DEPTH ASPHALT

REMOVAL LIMITS

PARTIAL DEPTH

ASPHALT REMOVAL

LIMITS FOR

APRON OVERLAY

Digitally Signed: 12/01/2020



BLDG. CORNER

STA. 11+72.61

OFF. 40.00' RT

BLDG. CORNER

STA. 12+52.61

OFF. 40.00' RT

BLDG. CORNER

STA. 11+72.61

OFF. 40.00' LT

BLDG. CORNER

STA. 12+52.61

OFF. 40.00' LT

CONC. APRON

STA. 11+60.11

OFF. 40.00' RT

CONC. APRON

STA. 11+60.11

OFF. 40.00' LT

SIDEWALK

STA. 11+60.11

OFF. 44.00' LT

FACE OF CURB

STA. 12+57.11

OFF. 8.14' RT
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C3.00

PLAN & PROFILE

MAH

JHH

(IN FEET)

0 20' 40' 60'10'

N

O

R

T

H

(EG) EXISTING GRADE

(FG) FINISHED GRADE

EXISTING

HANGAR

FFE = 566.34'

PROPOSED

MASS STORAGE

HANGAR D

FFE=566.34'

FULL DEPTH

APRON

RECONSTRUCTION

2

C1.01

1

C1.00

VARIABLE DEPTH

APRON OVERLAY

1

C1.01

1

C1.00

2

C1.00

CONCRETE

APRON

4

C1.01

CONCRETE

SIDEWALK

5

C1.01

ASPHALT

PARKING LOT

LEGEND

EXISTING ASPHALT PAVEMENT

PROPOSED ASPHALT PAVEMENT

PROPOSED CONCRETE

1

C1.03

ADA

ACCESS

RAMP

4

C1.01

CONCRETE

SIDEWALK

PROPOSED 1-INCH WATER LINE

TIE TO TO EXISTING 8-INCH WATER

MAIN. SEE NOTE 1.

NOTES:

1. CONTRACTOR SHALL COORDINATE WITH LOCAL UTILITY COMPANY

FOR 1-INCH WATER LINE AND WALL HYDRANT PLACEMENT.

15" RCP

WALL HYDRANT

& SPLASH PAD

EXISTING WATER LINES

PROTECT DURING CONSTRUCTION
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PROPOSED 15" RCP

117.05 LF @ 0.5%

SEE CROSS SECTIONS

PROPOSED

MASS STORAGE

HANGAR D

FFE = 566.34'

EXISTING HANGAR

FFE = 566.34'

EXISTING UNDERGROUND

WATER LINE. TO BE LOWERED

& ENCASED DURING CONSTRUCTION.

(IN FEET)

0 5' 30'20'10'

N

O

R

T

H

LEGEND

EXISTING ASPHALT PAVEMENT

PROPOSED ASPHALT PAVEMENT

PROPOSED CONCRETE

PROPOSED 15" SLOPE

PAVED HEADWALL

I.E.=562.00

C4.00

GRADING, DRAINAGE,

& EROSION CONTROL

PLAN

MAH

2

C4.01

GRATE INLET

TOP ELEV.=565.06

I.E. OUT=562.59

1

C4.02

WATTLE

DITCH

CHECK

1

C4.02

WATTLE

DITCH

CHECK

2

C4.02

SILT FENCE

1

C4.02

WATTLE FOR

GRATE INLET

1

C4.01

DOWNSPOUT

SPLASH PAD

SEE NOTE 1

1

C4.01

DOWNSPOUT

SPLASH PAD

SEE NOTE 1

CONNECT 8" SCH. 40

PVC TO INLET BOX

ELEV. = 563.00

8" SCH. 40 PVC

11.67 LF @ 8.57%

8" SCH. 40 PVC

80 LF @ 0.94%

R.D. CLEANOUT

ELEV. = 564.00

R.D. CLEANOUT

ELEV. = 564.75

NOTES:

1. CONTRACTOR SHALL PLACE SPLASH PADS AT ALL GUTTER DOWNSPOUT LOCATIONS ON

THE SOUTH SIDE OF THE PROPOSED MASS STORAGE HANGAR D AND THE SOUTH SIDE OF

THE EXISTING HANGAR.

2. CONTRACTOR SHALL PLACE ROOF DRAINS UNDER SIDEWALK AT ALL GUTTER

DOWNSPOUT LOCATIONS ON THE NORTH SIDE OF THE PROPOSED MASS STORAGE

HANGAR D.

3. CONTRACTOR SHALL COORDINATE WITH LOCAL UTILITY COMPANY FOR WATER LINE AND

WALL HYDRANT PLACEMENT.

SEE NOTE 2 (TYP.)

PROPOSED 1-INCH WATER

LINE. SEE NOTE 3.

1

C1.02

ADA

ACCESS

RAMP

WALL HYDRANT

AND SPLASH PAD

Digitally Signed: 12/01/2020
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A

A

B

B

RCP

RCP

GRATE DESIGN PARAMETERS

MATERIAL

WEIR PERIMETER

FREE OPEN AREA

WHEEL LOADING

9.8 FT. MIN.

2.4 S.F. MIN.

40,000 LBS MIN.

40" MAX.

 
4

"

M
A

X
.

40" MAX.

 
4

"

M
A

X
.

2
"
 
C

L
R

.

2
"
 
C

L
R

.

1
8

"
 
L

A
P

 
M

I
N

.

#4 @ 10" O.C.

EACH WAY

#5 U-BARS @ 10"

O.C. EACH WAY

6" WATERSTOP

(TYP.)

2" CLR.

3
"
 
C

L
R

.

3-#4 BARS

#5 U-BARS @ 10"

O.C. EACH WAY

1
8

"
 
M

I
N

.
 
L

A
P

1
8

"
 
M

I
N

.
 
L

A
P

2" CLR.

2
"
 
C

L
R

.

2
"
 
C

L
R

.

3
"
 
C

L
R

.

#4 @ 6" O.C.

4-#4 BARS EACH SIDE

3-#4 BARS

SEE TABLE, DETAIL AND

SPECIFICATIONS FOR

GRATE REQUIREMENTS

4-#4 BARS EACH SIDE

#4 BARS @ 8" O.C.

1
0

"

M
I
N

.

1
0

"

M
I
N

.

S
E

E
 
P

L
A

N
S

M
A

X
 
H

E
I
G

H
T

 
=

 
8

'

1
8

"
 
M

I
N

.
 
L

A
P

   6"

MIN. CLR.

   6"

MIN. CLR.

NOTE:

MINIMUM STEEL REINFORCEMENT LAP SHALL BE APPLIED WHERE APPLICABLE. IF THE CONTRACTOR CANNOT MEET THE MINIMUM LAP

REQUIREMENT DUE TO THE INLET HEIGHT, THE CONTRACTOR SHALL LAP STEEL THE MAXIMUM AVAILABLE LENGTH.

8" MIN.

8" MIN.

8" MIN.

8" MIN.

#4 BARS @ 8" O.C.

MAX. WIDTH = 7'

MAX. WIDTH = 7'

#4 @ 6" O.C.

DUCTILE IRON

SLOPE FLOOR

TO POINT OF

DISCHARGE

ROUGHEN SURFACE

1/4" MIN. AMPLITUDE

(TYP.)

12" COMPACTED FILL

SCALE: NONE

A

PLAN (SINGLE GRATE)

SCALE: NONE

C SECTION  "B-B"

SCALE: NONE

B SECTION  "A-A"

SCALE: NONE

2

AIRFIELD GRATE INLET (STANDARD)

C4.01

DRAINAGE DETAILS

MAH

9" 9"

18"

5
'

EDGE OF PAD

TO BE FLUSH

WITH PROPOSED

GRADE

PROPOSES GRADE

4
"

2
%

2
%

DOWNSPOUT

CONCRETE SPLASH PAD

SCALE: NONE

1 DOWNSPOUT SPLASH PAD

Digitally Signed: 12/01/2020
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JHH

C4.02

EROSION CONTROL

DETAILS

MAH

EXISTING

GRADE

NOMINAL 2"x 2" WOOD

OR METAL STAKE

DRIVEN SECURELY (TYP)

ELEVATION

SILT BARRIER FABRIC

FILTER FABRIC

WOOD OR METAL STAKE

BACKFILL

4"

SECTION

FLOW

4
"

3
'

1
.
5

'

12
"

BURY BOTTOM OF FILTER
FABRIC IN 4" x 4" TRENCH.

BACKFILL TRENCH WITH SOIL
AND COMPACT.

10' MAX

SCALE: NONE

2 SILT FENCE

SECTION A - A

A

A

WATTLE DITCH CHECK

SCALE: NONE

1 WATTLE

NOTES:

1. USE AS MANY WATTLE SECTIONS AS NECESSARY TO ENSURE

WATER DOES NOT FLOW AROUND END OF DITCH CHECK.

2. OVERLAP SECTIONS A MINIMUM OF 2'.

4" MIN

2' MAX

GROUND

ELEVATION

DIRECTION OF FLOW

18" MIN DIAMETER

DOWNSTREAM APRON

(OPTIONAL)

ALTERNATIVE STAKING

(OPTIONAL)

TRENCH 1/4

WATTLE DIA.

WATTLE GRATE INLET

TIGHTLY OVERLAP ENDS

2' MAX SPACING

2
'
 
M

I
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O

V
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R
L

A
P
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STA. 12+65.61

OFF. 31.50' LT

DRAWN BY: 

DATE: DEC. 2020

JOB NO.: 19A01040

DESIGNED BY: 

BAR IS ONE INCH ON

ORIGINAL DRAWING

IF NOT ONE INCH ON THIS SHEET,

ADJUST SCALES ACCORDINGLY.

0

1"

DRAWING NUMBER

THIS DOCUMENT, ALONG WITH THE

IDEAS AND DESIGNS CONVEYED

HEREIN, SHALL BE CONSIDERED

INSTRUMENTS OF PROFESSIONAL

SERVICE AND ARE PROPERTY OF

GARVER, LLC. ANY USE,

REPRODUCTION, OR DISTRIBUTION

OF THIS DOCUMENT, ALONG WITH

THE IDEAS AND DESIGN CONTAINED

HEREIN, IS PROHIBITED UNLESS

AUTHORIZED IN WRITING BY

GARVER, LLC OR EXPLICITLY

ALLOWED IN THE GOVERNING

PROFESSIONAL SERVICES

AGREEMENT FOR THIS WORK.

© 2019 GARVER, LLC

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

S
H

E
L
B

Y
 
C

O
U

N
T

Y
,
 
A

L
A

B
A

M
A

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

M
A

S
S

 
S

T
O

R
A

G
E

 
H

A
N

G
A

R
 
D

S
I
T

E
 
C

O
N

S
T

R
U

C
T

I
O

N
 
P

L
A

N
S

5125A Research Drive NW

Huntsville, AL 35805

(256) 534-5512

R
E

V
.

D
A

T
E

D
E

S
C

R
I
P

T
I
O

N
B

Y

F
i
l
e

:
 
L

:
\
2

0
1

9
\
1

9
A

0
1

0
4

0
 
-
 
E

E
T

 
W

e
l
d

e
n

 
S

i
t
e

 
P

l
a

n
\
D

r
a

w
i
n

g
s
\
E

E
T

-
C

5
0

0
-
P

M
.
d

w
g
 
 
L

a
s
t
 
S

a
v
e

:
 
1

0
/
6

/
2

0
2

0
 
3

:
0

7
 
P

M
 
L

a
s
t
 
s
a

v
e

d
 
b

y
:
 
W

U
H

a
l
e

y

L
a

s
t
 
p

l
o

t
t
e

d
 
b

y
:
 
E

l
l
i
s
,
 
D

a
k
o

t
a

 
L

.
 
P

l
o

t
 
S

t
y
l
e

:
 
A

E
C

m
o

n
o

.
c
t
b
 
P

l
o

t
 
S

c
a

l
e

:
 
1

:
1
 
P

l
o

t
 
D

a
t
e

:
 
1

2
/
1

/
2

0
2

0
 
1

0
:
2

5
 
A

M
 
P

l
o

t
t
e

r
 
u

s
e

d
:
 
_

A
u

t
o

C
A

D
 
P

D
F

 
(
G

e
n

e
r
a

l
 
D

o
c
u

m
e

n
t
a

t
i
o

n
)
.
p

c
3

JHH

PROPOSED

MASS STORAGE

HANGAR D

EXISTING HANGAR

(IN FEET)

0 5' 30'20'10'
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LEGEND

EXISTING ASPHALT PAVEMENT

PROPOSED ASPHALT PAVEMENT

PROPOSED CONCRETE

C5.00

PAVEMENT MARKING

PLAN

MAH

4" YELLOW REFLECTORIZED

PAVEMENT MARKINGS @ 2.5' O.C.
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CONSTRUCTION NOTES:

1. THE EXISTING AND THE PROPOSED LOCATIONS OF LIGHTING CABLES ARE APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD LOCATING AND

IDENTIFYING THE EXISTING LIGHTING CIRCUITS TO DETERMINE THEIR EXACT ROUTING. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR MAINTAINING THE

LIGHTING SYSTEMS IN A WORKING CONDITION UNTIL THE NEW LIGHTING CIRCUITS HAVE BEEN INSTALLED AND TESTED. THE CONTRACTOR SHALL

PROACTIVELY AND EXPEDITIOUSLY ACCOMPLISH THIS CABLE IDENTIFICATION WORK PRIOR TO PERFORMING ANY MODIFICATIONS TO THE LIGHTING CIRCUITS.

COORDINATE IDENTIFICATION WORK WITH THE OWNER AND ENGINEER AND MAKE ALL CORRECTIONS, ADDITIONS, ETC. ON THE AS-BUILT DRAWINGS.

2. THE CONTRACTOR SHALL BE EXTREMELY CAREFUL WHILE EXCAVATING IN THE AREA OF LIGHTING CIRCUITS. ANY CABLE OR CONDUIT / DUCT WHICH IS NICKED

OR DAMAGED DURING EXCAVATION SHALL BE PROPERLY AND EXPEDITIOUSLY SPLICED OR THE LENGTH OF CABLE AND CONDUIT / DUCT REPLACED. A SPLICE

OR CONDUIT / DUCT MARKER SHALL BE INSTALLED AT ALL SPLICE OR OTHER REPAIR LOCATIONS MORE THAN 2' AWAY FROM A LIGHT, SIGN, HANDHOLE,

MANHOLE, OR JUNCTION STRUCTURE. ALL REPAIR AND / OR REPLACEMENT WORK AND MATERIALS SHALL BE SUPPLIED AND INSTALLED BY THE CONTRACTOR

AT NO ADDITIONAL COST TO THE OWNER AND TO THE SATISFACTION OF THE OWNER AND ENGINEER.

3. ALL ELECTRICAL CABLES SHALL BE CLEARLY IDENTIFIED, LABELED, AND TAGGED AT ALL POINTS WHERE THEY ARE AVAILABLE FOR CONNECTIONS OR

INSPECTION, INCLUDING, BUT NOT LIMITED TO MANHOLES, HANDHOLES, PULL BOXES, JUNCTION BOXES, AND LIGHT BASES.

4. CONDUITS AND DUCTS UNDER PAVED AREAS SHALL BE CONCRETE ENCASED.

5. CONDUITS AND DUCTS UNDER NON-PAVED AREAS SHALL BE NON-ENCASED, UNLESS OTHERWISE NOTED.

6. DURING CONSTRUCTION, PROTECT ALL EQUIPMENT, DUCTS, CONDUITS, CABLES, ETC. THAT ARE TO REMAIN IN PLACE. WHERE EXISTING ITEMS ARE CUT,

BROKEN, OR DAMAGED, THE CONTRACTOR SHALL REPLACE OR REPAIR PROACTIVELY AND EXPEDITIOUSLY THE ITEMS WITH THE SAME TYPE OF ORIGINAL

MATERIAL AND CONSTRUCTION OR BETTER AT NO ADDITIONAL COST TO THE OWNER AND TO THE SATISFACTION OF THE OWNER AND ENGINEER.

CAUTION NOTES:

1. UNDERGROUND UTILITIES EXIST WITHIN AND ADJACENT TO THE LIMITS OF CONSTRUCTION.  AN ATTEMPT HAS BEEN MADE TO LOCATE THESE UTILITIES ON THE

PLANS, HOWEVER, ALL EXISTING UTILITIES MAY NOT BE SHOWN AND THE ACTUAL LOCATIONS OF THE UTILITIES MAY VARY FROM THE LOCATIONS SHOWN.

PRIOR TO BEGINNING ANY TYPE OF EXCAVATION, THE CONTRACTOR SHALL CONTACT  THE UTILITIES INVOLVED AND MAKE ARRANGEMENTS FOR THE

LOCATION OF THE UTILITIES ON THE GROUND.  THE CONTRACTOR SHALL MAINTAIN THE UTILITY LOCATION MARKINGS UNTIL THEY ARE NO LONGER

NECESSARY.

2. ALABAMA STATE LAW, THE UNDERGROUND FACILITIES DAMAGE PREVENTION ACT, REQUIRES TWO WORKING DAYS ADVANCE NOTIFICATION THROUGH THE

ALABAMA ONE-CALL SYSTEM CENTER BEFORE EXCAVATING USING MECHANIZED EQUIPMENT OR EXPLOSIVES (EXCEPT IN THE CASE OF AN EMERGENCY). THE

ONE-CALL SYSTEM PHONE NUMBER IS 1-800-292-8525. THE CONTRACTOR IS ADVISED THAT THERE IS A SEVERE PENALTY FOR NOT MAKING THIS CALL. NOT ALL

UTILITY COMPANIES ARE MEMBERS OF THE ALABAMA ONE-CALL SYSTEM; THEREFORE, THE CONTRACTOR IS ADVISED TO CONTACT ALL NON-MEMBER

UTILITIES AS WELL AS THE ONE-CALL SYSTEM.

ELECTRICAL SAFETY NOTES:

1. ELECTRICAL CIRCUITS CAN BE DANGEROUS AND / OR FATAL.

2. LOCKOUT / TAGOUT PROCEDURES SHALL BE FOLLOWED.

NEW EQUIPMENT

EXISTING EQUIPMENT

EXISTING EQUIPMENT TO BE COMPLETELY

DEMOLISHED AND REMOVED, AREA TO BE

RESTORED

ELECTRICAL DUCT, NUMBER AND

SIZE OF CONDUITS AS INDICATED

DUCT MARKER

HANDHOLE

MANHOLE

3/4" x 10' COPPER CLAD STEEL

GROUND ROD

AIRCRAFT OPERATIONS AREA

OBJECT FREE AREA

OBSTACLE FREE ZONE

RUNWAY SAFETY AREA

TAXIWAY SAFETY AREA

POINT OF CURVATURE

POINT OF TANGENCY

AOA

OFA

OFZ

RSA

TSA

PC

PT

4W-4"

H

M

POLYETHYLENE CONDUITPE

SPECIAL RECEPTACLE, TYPE, MOUNTING HEIGHT AND

RATINGS AS NOTED

HOME RUN TO PANEL IN DEDICATED CONDUIT, RECEPTACLES

AND EQUIPMENT SHALL HAVE DEDICATED GREEN GROUND

WIRE. NUMBER OF ARROWS INDICATES NUMBER OF PHASE

CONDUCTORS, LETTER(S) INDICATE NAME OF PANEL,

NUMBER(S) INDICATE CIRCUIT NUMBERS

WALL MOUNTED LIGHT FIXTURE, MOUNTING HEIGHT AS INDICATED

LIGHT SWITCH, 120V, 20A, OCCUPANCY SENSOR TYPE, PASSIVE

INFRARED, 3-POSITION, OFF-ON-AUTO, MTD. 4'-0" AFF

LIGHT FIXTURE; TYPE AS INDICATED

LIGHT SWITCH, 120V, 20A, MTD. 4'-0" AFF

20 AMP SINGLE RECEPTACLE, TYPE, MOUNTING HEIGHT AND RATINGS

AS NOTED.

250V, 50 AMP, WELDING RECEPTACLE

NON-FUSED DISCONNECT SWITCH, SIZE AS NOTED

COMBINATION DISCONNECT AND MOTOR STARTER, SIZE

AS NOTED, FUSED TYPE SHOWN

FUSED DISCONNECT SWITCH, SIZE AS NOTED

PUSHBUTTON STATION, NEMA 4X UNLESS NOTED

ELECTRICAL PANEL OR EQUIPMENT CABINET, SURFACE

MOUNTED, 5'-6" TO TOP OF ENCLOSURE

FUSE, CURRENT LIMITING, AMPERE RATING AS

SHOWN OR REQUIRED, "BFI" INDICATES "BLOWN

FUSE INDICATOR" TYPE

FIRE ALARM HORN AND STROBE LIGHT COMBINATION

DEVICE, 80" AFF TO BOTTOM (CANDELA AS INDICATED)

HANDHOLE, IDENTIFIER SHOWN, REFER TO HANDHOLE

SCHEDULE FOR SIZE

CIRCUIT BREAKER, TRIP RATING SHOWN, 3-POLE

UNLESS NOTED OTHERWISE

ELECTRIC MOTOR, HORSEPOWER AS SHOWN

TRANSFORMER, RATINGS AS SHOWN

MOTOR STARTER, SIZE AS SHOWN OR REQUIRED, FVNR

UNLESS NOTED

SURGE PROTECTIVE DEVICE WITH INDICATING LIGHTS

WEATHERHEAD

20 AMP DUPLEX RECEPTACLE, WITH #12 GROUND WIRE, "GFCI"

INDICATES GROUND FAULT CIRCUIT INTERRUPTER, "WP"

INDICATES WEATHERPROOF WHILE-IN-USE ENCLOSURE AND

EXTRA-DUTY RATED OUTLET BOX HOOD, "TR" INDICATES

TAMPER-RESISTANT DEVICE

LIGHTING, POWER & SYSTEM LEGEND

TRANSFORMER, IDENTIFIER SHOWN, REFER TO SCHEDULE

FOR SIZE

MOTOR OVERLOAD

CONDUIT SIZE

NUMBER OF SETS

EQUIPMENT LINE TYPES

PROPOSED OR NEW EQUIPMENT

EXISTING EQUIPMENT

2 SETS [(3#8 + 1#8N + 1#10EG) 1" GRS]

1.

GENERAL NOTES:

CONDUIT TYPE (SEE ABBREVIATIONS)

REFER TO SPECIFICATIONS IF NOT

SHOWN

GROUNDED (NEUTRAL) CONDUCTOR,

NUMBER AND SIZE

SOME SYMBOLS OR

ABBREVIATIONS MAY

APPEAR ON THIS SHEET

BUT NOT BE UTILIZED ON

THE PROJECT.

GROUNDING (GROUND) CONDUCTOR,

NUMBER AND SIZE

LIGHTING LEGEND

SHOWS EXAMPLE

IDENTIFIERS, REFER TO

LIGHT FIXTURE

SCHEDULE FOR SPECIFIC

REQUIREMENTS.

PHASE (HOT) CONDUCTOR, NUMBER

AND SIZE

EQUIPMENT PACKAGE

2.

FUSED DISCONNECT SWITCHFDS

ACS ACCESS CONTROL SYSTEM

CLOSED CIRCUIT TELEVISIONCCTV

MAIN CIRCUIT BREAKERMCB

BKR

ANN

INDIVIDUALLY SHIELDED PAIR

CIRCUIT BREAKER

BYPASS ISOLATION

AUTOMATIC TRANSFER SWITCH

ABOVE FINISHED GRADE

ABOVE COUNTER

CONDUIT

AIR CONDITIONING UNIT

ABOVE FINISHED FLOOR

BREAKER

AERIAL SECONDARY

AUXILIARY

BLOWN FUSE INDICATOR

AERIAL PRIMARY

ABC

PVC COATED GALVANIZED

AFF

AMPS INTERRUPTING CAPACITYAIC

COEFFICIENT OF UTILIZATION

DIRECT EARTH BURIED

CONTROL RELAY

CONTROL PANEL

ELASPED TIME METER

PNL

FIRE ALARM CONTROL PANEL

EQUIPMENT GROUND

GALVANIZED RIGID STEEL

HAND-OFF-AUTO

LIGHTNING ARRESTER

TIME DELAY ON DE-ENERGIZATION

KILOVOLT-AMPERE, REACTIVE

KILOVOLT-AMPERE

SCHEDULE 40 POLYVINYL CONDUIT

HORSEPOWER OR HEAT PUMP

VOLT-AMP

FIBER OPTIC CABLE

ELECTRICAL METALLIC TUBING

VA

FULL VOLTAGE

FULL VOLTAGE REVERSING

GROUND FAULT CIRCUIT

EMPTY OR EMBEDDED CONDUIT

CONTROL POWER TRANSFORMER

COMMONCOM

ISP

kVA

kW

LA

kVAR

JB JUNCTION BOX

KILOWATT

HOA

GND

GRS

FVR

GFCI

IDS

HP

FLR

FACP

FC

FVNR

FS

FT

FOC

GROUND

INTRUSION DETECTION SYSTEM

FLOOR

FAN COIL

FLOAT SWITCH

FEET

EC

EF

ETM

FA

EG

EMT

EL

CU

DEB

CR

CS

CPT

CP

CONT

EXHAUST FAN

ELEVATION

FIRE ALARM

CONTINUOUS

CORD SET

AMP-METERAM

BI

CL

CB

C

CKT

CGRS

MOTOR STARTER

ATS

BFI

AUX

AS

AP

CENTERLINE

CIRCUIT

ANNUNCIATOR

AFG

A

ACU

AMP

PANEL

REDUCED VOLTAGE

WM

WP

WH

VFD

W

VM

VARIABLE FREQUENCY DRIVE

WATT METER

WATT OR WIRE

TRANSFORMER

WEATHERPROOF

WEATHER HEAD

VOLT-METER

WITH

RECPT

UGS

V

UTP

UH

UGE

UG

UGP

TDE

THD

TYP

TC

TDD

TEL

TD

SA

SN

SW

SDBC

SHT

SE

S

RVAT

RM

PTT

PVC

UNSHIELDED TWISTED PAIR

UNDER GROUND ELECTRIC

TOTAL HARMONIC DISTORTION

TELEPHONE

TIME DELAY

UNIT HEATER

TIME CLOCK

UNDERGROUND PRIMARY

UNDERGROUND SECONDARY

UNDER GROUND

TIME DELAY ON ENERGIZATION

VOLT

TYPICAL

RECEPTACLE

SOFT DRAWN BARE COPPER

PUSH-TO-TEST

SURGE ARRESTER

SOLID NEUTRAL

STAINLESS STEEL

SERVICE ENTRANCE

STATION

SWITCH

SHEET

SECOND

ROOM

NON-FUSED DISCONNECT SWITCH

ABBREVIATIONS

OHS

PMR

PF

PL

PEC

PB

OL

NTS

OHP

OH

OC

NL

NFDS

MTD

MFR

MLO

MS

MIN

MCC

MCP

OVERHEAD SECONDARY

OVERHEAD PRIMARY

NIGHT LIGHT

NOT TO SCALE

ON CENTER

PUSH BUTTON

PILOT LIGHT

PHOTO ELECTRIC CELL

PHASE MONITOR RELAY

POWER FACTOR

OVERLOAD

OVERHEAD

MOUNTED

MAIN LUGS ONLY

MOTOR CONTROL CENTER

MOTOR CIRCUIT PROTECTOR

MANUFACTURER

MINIMUM

IG ISOLATED GROUND

HID

COLOR RENDERING INDEXCRI

LLF

HIGH INTENSITY DISCHARGE

LIGHT LOSS FACTOR

LUGS ONLYLO

LOW VOLTAGE

LOR LOCAL-OFF-REMOTE

LV

HR

N

HOUR

NEUTRAL

STARTER

NON-REVERSING STARTER

INTERRUPTER

RIGID STEEL

PFCC

PAN-TILT-ZOOM

AUTO-TRANSFORMER STARTER

POWER FACTOR CORRECTION CAPACITOR

PTZ

CONTRACTOR INSTALLED

OFCI OWNER FURNISHED/

CONTRACTOR INSTALLED

CONTRACTOR FURNISHED/CFCI

TMB TELECOMMUNICATION MOUNTING

BOARD

SS

STA

SURGE PROTECTIVE DEVICE
SPD

XMFR

W/

TR TAMPER RESISTANT

UNLESS OTHERWISE NOTED
MTS

UON
MANUAL TRANSFER SWITCH

BUILDING AUTOMATION SYSTEMBAS
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ELECTRIC UTILITY

INSTALLATION

DLE

RGP

PROPOSED MASS STORAGE HANGAR D

EXISTING ELECTRIC UTILITY POLE AND TRANSFORMER.

PROTECT DURING CONSTRUCTION.

NEW METER BASE TO BE

INSTALLED BY CONTRACTOR.

COORDINATE NEW HANGAR

ELECTRIC SERVICE WITH

ALABAMA POWER PRIOR TO

WORK.

EXISTING OVERHEAD ELECTRICAL LINES.

PROTECT DURING CONSTRUCTION. (TYPICAL)

APRON

PROTECT EXISTING EQUIPMENT

TO REMAIN. (TYPICAL)

CAUTION NOTES:

1. UNDERGROUND UTILITIES EXIST WITHIN AND ADJACENT TO THE LIMITS

OF CONSTRUCTION.  AN ATTEMPT HAS BEEN MADE TO LOCATE THESE

UTILITIES ON THE PLANS, HOWEVER, ALL EXISTING UTILITIES MAY NOT BE

SHOWN AND THE ACTUAL LOCATIONS OF THE UTILITIES MAY VARY FROM

THE LOCATIONS SHOWN.  PRIOR TO BEGINNING ANY TYPE OF

EXCAVATION, THE CONTRACTOR SHALL CONTACT  THE UTILITIES

INVOLVED AND MAKE ARRANGEMENTS FOR THE LOCATION OF THE

UTILITIES ON THE GROUND.  THE CONTRACTOR SHALL MAINTAIN THE

UTILITY LOCATION MARKINGS UNTIL THEY ARE NO LONGER NECESSARY.

2. ALABAMA STATE LAW, THE UNDERGROUND FACILITIES DAMAGE

PREVENTION ACT, REQUIRES TWO WORKING DAYS ADVANCE

NOTIFICATION THROUGH THE ALABAMA ONE-CALL SYSTEM CENTER

BEFORE EXCAVATING USING MECHANIZED EQUIPMENT OR EXPLOSIVES

(EXCEPT IN THE CASE OF AN EMERGENCY). THE ONE-CALL SYSTEM

PHONE NUMBER IS 1-800-292-8525. THE CONTRACTOR IS ADVISED THAT

THERE IS A SEVERE PENALTY FOR NOT MAKING THIS CALL. NOT ALL

UTILITY COMPANIES ARE MEMBERS OF THE ALABAMA ONE-CALL SYSTEM;

THEREFORE, THE CONTRACTOR IS ADVISED TO CONTACT ALL

NON-MEMBER UTILITIES AS WELL AS THE ONE-CALL SYSTEM.

(IN FEET)

0 5' 30'20'10'

N

O

R

T

H

GENERAL NOTES:

1. SEE SHEET E1.00 FOR LEGEND, ABBREVIATIONS, AND

CONSTRUCTION NOTES, AND ELECTRICAL SAFETY NOTES.

2. SEE E3.00 SERIES FOR ELECTRICAL DETAILS.

3. CONTRACTOR SHALL COORDINATE WITH ALABAMA POWER

PRIOR TO CONSTRUCTION.

4. ALL NEW OHE POWER CONDUCTORS SHALL BE INSTALLED OR

COORDINATED WITH UTILITY TO HAVE MINIMUM 16' CLEARANCE

AFG AT ALL ROADWAYS. ADJUST WEATHERHEAD ELEVATION AS

NEEDED TO ACCOMMODATE REQUIRED CLEARANCE.

EXISTING OVERHEAD ELECTRICAL LINES.

PROTECT DURING CONSTRUCTION. (TYPICAL)

EXISTING AIRFIELD FENCE. PROTECT

DURING CONSTRUCTION.

EXISTING HANGAR

NEW UTILITY POLE INSTALLED

BY ALABAMA POWER.

COORDINATE NEW HANGAR

ELECTRIC SERVICE WITH

ALABAMA POWER PRIOR TO

WORK.

NEW OVERHEAD

CONDUCTORS INSTALLED BY

ALABAMA POWER.

COORDINATE NEW HANGAR

ELECTRIC SERVICE WITH

ALABAMA POWER PRIOR TO

WORK.

Digitally Signed 12/01/2020



      ONE-LINE DIAGRAM NOTES:

1. ELECTRICAL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CURRENT EDITIONS OF THE NFPA 70 (2020)

NATIONAL ELECTRICAL CODE, NFPA 101 (2018) LIFE SAFETY CODE, STATE ELECTRICAL CODE, AND LOCAL ELECTRICAL

CODE.

2. COORDINATE ELECTRICAL POWER SUPPLY WITH EQUIPMENT SUPPLIED.

3. COORDINATE ALL ELECTRICAL WORK AND POWER OUTAGES WITH OWNER, FAA, AND POWER UTILITY.

4. FOR ELECTRICAL WORK OF 600V OR LESS, ALL CONDUCTORS, TERMINATIONS, TERMINAL BLOCKS, LUGS,

CONNECTORS, DEVICES, AND EQUIPMENT SHALL BE LISTED, MARKED, AND RATED 75 DEGREES C MINIMUM UNLESS

OTHERWISE NOTED.

5. ALL WIRING SHALL BE MINIMUM TYPE THHN/THWN-2 UNLESS OTHERWISE NOTED.

6. ALL WIRING SHALL BE COPPER, UNLESS OTHERWISE NOTED.

7. EQUIPMENT SHORT CIRCUIT CURRENT RATINGS AND AVAILABLE INTERRUPTING CURRENT RATINGS SHALL BE FULLY

RATED TO INTERRUPT SYMMETRICAL SHORT CIRCUIT CURRENT AVAILABLE AT TERMINALS. SERIES RATED SYSTEMS

SHALL NOT BE USED.

8. PHASE AND NEUTRAL BUSES SHALL BE COPPER 100% RATED UNLESS OTHERWISE NOTED.

9. GROUND BUSES SHALL BE COPPER UNLESS OTHERWISE NOTED.

10. INSTALL AN EQUIPMENT GROUNDING CONDUCTOR IN ALL FEEDER AND BRANCH CIRCUITS.

11. INSTALL ALL CONDUCTORS AND CABLES IN CONDUIT UNLESS OTHERWISE NOTED.

12. INSTALL LUGS AND JUNCTION BOXES AS REQUIRED TO FIT WIRING.

13. MAINTAIN INTEGRITY OF ALL FIRE RATED WALLS DUE TO CONDUIT WALL PENETRATIONS.

14. FUSIBLE AND NONFUSIBLE DISCONNECT SWITCHES SHALL BE HEAVY DUTY TYPE.

15. INSTALL NEW TYPED PANEL SCHEDULES IN ALL ELECTRICAL PANELS INDICATING WORK PERFORMED.

16. MAKE ELECTRICAL CONNECTIONS TO EVERYTHING FURNISHED OR INSTALLED BY THIS CONTRACT, WHETHER

INDICATED OR NOT ON THE ELECTRICAL DRAWINGS.

17. TRACE AND IDENTIFY ALL EXISTING CIRCUITS AND CABLES TO REMAIN PRIOR TO ANY WORK.

18. INSTALL NEW PERMANENT LABELS ON PANELBOARDS AND REGULATORS INDICATING WORK PERFORMED.

19. INSTALL NEW ENGRAVED NAME PLATES ON ALL REGULATORS.

20. PROTECT ANY OTHER EXISTING CABLES WITHIN THE DUCT AND MANHOLE SYSTEM. TYPICAL FOR ALL MANHOLES,

HANDHOLES, AND PULLBOXES.

21. COORDINATE EXACT CIRCUIT BREAKER SIZE WITH REGULATOR MANUFACTURER PRIOR TO WORK.

22. PERFORM LOCK-OUT / TAG-OUT PROCEDURES ON REGULATORS PRIOR TO WORKING ON AIRFIELD SERIES CIRCUITS.

23. THE POWER UTILITY POINT OF CONTACT IS ALABAMA POWER, PHONE 205-316-0074

24. DOOR MOTORS SHALL BE 240 VOLT, SINGLE PHASE. SUBMIT COMPLETE POWER AND CONTROL DIAGRAMS FOR DOOR

MOTORS, DISCONNECTS, STARTERS, AND OPEN/STOP/CLOSE CONTROL STATIONS.

ARC  FLASH LABELING NOTES:

1. SUBMIT TO THE ENGINEER THE COMPLETE ONE-LINE

INFORMATION FOR THE EXISTING AND NEW VAULT BUILDING

ON AS-BUILT DRAWINGS. THIS INFORMATION SHALL INCLUDE

ALL NEW AND EXISTING EQUIPMENT WITHIN THE POWER

DISTRIBUTION SYSTEM INCLUDING:

   a) PANELBOARD NAMEPLATE DATA

   b) TRANSFORMERS NAMEPLATE DATA

   c) CIRCUIT BREAKER / FUSE RATINGS AND MODEL NUMBERS

   d) CONDUCTOR SIZES, LENGTHS, AND TYPES

   e) CONDUIT SIZES AND TYPES

   f) OTHER INFORMATION AS REQUESTED

2. TRACE EXISTING CIRCUITS AS REQUIRED TO COMPLETE THE

AS BUILT DRAWINGS.

3. CONTRACTOR WILL COMPLETE ARC FLASH STUDY.

CONTRACTOR SHALL SUBMIT CALCULATED ARC FLASH

VALUES PROVIDED BY LICENSED PROFESSIONAL ENGINEER

REGISTERED IN THE STATE OF ALABAMA FOR APPROVAL

PRIOR TO INSTALLATION.

4. SUBMIT LABEL TYPE, STYLE, AND APPEARANCE TO ENGINEER

FOR APPROVAL PRIOR TO PURCHASING LABELS.

5. PROCURE LABELS AND INSTALL ON EQUIPMENT.

6. ALL WORK REQUIRED TO COMPLETE ARC FLASH LABELING

SHALL BE CONSIDERED SUBSIDIARY TO THE T-HANGAR PAY

ITEMS.
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PANEL BOARD "DP1" 240/120V,

1Ø, 3W, 100A MCB, 22 kAIC

RATING, NEMA 3R ENCLOSURE,

SEE PANEL SCHEDULE

UTILITY POLE MOUNTED

TRANSFORMER, 240/120V, 1Ø,

SECONDARY

100A/2P MCB TYPE, 22kAIC RATING, MAIN

DISCONNECT CIRCUIT BREAKER, UL SERVICE

ENTRANCE RATED, NEMA 3R ENCLOSURE,

PADLOCKABLE, NEUTRAL AND GROUND KITS,

NAMEPLATE "MAIN SERVICE DISCONNECT -

HANGAR"

TWO 3/4" x 10'-0"

COPPERCLAD GROUND

RODS AND EXOTHERMIC

WELDS, 20'-0"SEPARATION

100A/2P

100A/3P

100%N

G

100%N

G

20A/1P 20A/1P

100A COPPER BUS 1Ø + 100% NEUTRAL + GROUND

60A/3P

SPD

TYPE 2

HANGAR

EXTERIOR

LIGHTING

VIA PEC

HANGAR

LIGHTING 1

20A/1P

HANGAR

RECEPTACLES

1

NEMA 1

WORK BY

UTILITY

WORK BY

CONTRACTOR

M

EXACT CIRCUIT BREAKER

SIZE, FEEDER SIZE AND

RECEPTACLE TYPE/SIZE TO

BE COORDINATED WITH

ENGINEER PRIOR TO WORK.

NEW METER ON NEW

RACK INSTALLED BY

CONTRACTOR

TO UTILITY

SWITCH

OHE UTILITY PRIMARY

NEW CABLE BY UTILITY

(3#3+1#3N+1#8EG) 2"C

(3#3+1#3N+1#8EG) 2"C

(5#6)1"C

(1#1/0) 3/4"C

CONDUIT NOTES:

1. INSTALL ALL CONDUIT AND WIRING IN THE HANGAR IN

ACCORDANCE WITH NEC AND LOCAL ELECTRICAL CODE

REQUIREMENTS.

       LEGEND:

FDS

GRSC

HOA

PEC

PVC

MCB

MLO

NFDS

SPD

SDBC

IBT

LSI

EXISTING

NEW

FUSED DISCONNECT SWITCH

GALVANIZED RIGID STEEL CONDUIT

HAND-OFF-AUTO

INTERSYSTEM BONDING TERMINAL

LONG SHORT INSTANTANEOUS

MAIN CIRCUIT BREAKER

MAIN LUGS ONLY

NON-FUSED DISCONNECT SWITCH

PHOTOELECTRIC CELL

POLYVINYL CHLORIDE

SOFT DRAWN BARE COPPER

SURGE PROTECTIVE DEVICES

PANEL SCHEDULE NOTES:

1. COORDINATE ALL EQUIPMENT, LOADS, CIRCUIT BREAKER SIZING,

AND WIRE SIZING WITH HANGAR MANUFACTURER AND EQUIPMENT

PROVIDED. CONTRACTOR SHALL MAKE ANY ADJUSTMENTS TO

UPSIZE WIRES, CIRCUIT BREAKERS, OR PANEL AS NECESSARY.

GENERAL NOTES:

1. SEE SHEET E3.00 FOR ONE-LINE DIAGRAM NOTES AND

ARC-FLASH LABELING NOTES.

2. ALL RECEPTACLES SHALL BE PIN AND SLEEVE STYLE.

20A/1P

HANGAR

RECEPTACLES

3

20A/1P

HANGAR

RECEPTACLES

2

20A/1P

HANGAR

LIGHTING 2

20A/1P

HANGAR

LIGHTING 3

20A/1P

HANGAR

LIGHTING 4

20A/1P

EAST

EXTERIOR

LIGHTING

DRAWN BY: 

DATE: DEC. 2020

JOB NO.: 19A01040

DESIGNED BY: 

BAR IS ONE INCH ON

ORIGINAL DRAWING

IF NOT ONE INCH ON THIS SHEET,

ADJUST SCALES ACCORDINGLY.

0

1"

DRAWING NUMBER

THIS DOCUMENT, ALONG WITH THE

IDEAS AND DESIGNS CONVEYED

HEREIN, SHALL BE CONSIDERED

INSTRUMENTS OF PROFESSIONAL

SERVICE AND ARE PROPERTY OF

GARVER, LLC. ANY USE,

REPRODUCTION, OR DISTRIBUTION

OF THIS DOCUMENT, ALONG WITH

THE IDEAS AND DESIGN CONTAINED

HEREIN, IS PROHIBITED UNLESS

AUTHORIZED IN WRITING BY

GARVER, LLC OR EXPLICITLY

ALLOWED IN THE GOVERNING

PROFESSIONAL SERVICES

AGREEMENT FOR THIS WORK.

© 2019 GARVER, LLC

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

S
H

E
L
B

Y
 
C

O
U

N
T

Y
,
 
A

L
A

B
A

M
A

S
H

E
L

B
Y

 
C

O
U

N
T

Y
 
A

I
R

P
O

R
T

M
A

S
S

 
S

T
O

R
A

G
E

 
H

A
N

G
A

R
 
D

S
I
T

E
 
C

O
N

S
T

R
U

C
T

I
O

N
 
P

L
A

N
S

5125A Research Drive NW

Huntsville, AL 35805

(256) 534-5512

R
E

V
.

D
A

T
E

D
E

S
C

R
I
P

T
I
O

N
B

Y

F
i
l
e

:
 
L

:
\
2

0
1

9
\
1

9
A

0
1

0
4

0
 
-
 
E

E
T

 
W

e
l
d

e
n

 
S

i
t
e

 
P

l
a

n
\
D

r
a

w
i
n

g
s
\
E

E
T

-
E

3
0

0
-
E

D
.
d

w
g
 
 
L

a
s
t
 
S

a
v
e

:
 
1

1
/
1

1
/
2

0
2

0
 
1

1
:
5

7
 
A

M
 
L

a
s
t
 
s
a

v
e

d
 
b

y
:
 
D

L
E

l
l
i
s

L
a

s
t
 
p

l
o

t
t
e

d
 
b

y
:
 
E

l
l
i
s
,
 
D

a
k
o

t
a

 
L

.
 
P

l
o

t
 
S

t
y
l
e

:
 
A

E
C

m
o

n
o

.
c
t
b
 
P

l
o

t
 
S

c
a

l
e

:
 
1

:
1
 
P

l
o

t
 
D

a
t
e

:
 
1

2
/
1

/
2

0
2

0
 
1

:
4

0
 
P

M
 
P

l
o

t
t
e

r
 
u

s
e

d
:
 
_

A
u

t
o

C
A

D
 
P

D
F

 
(
G

e
n

e
r
a

l
 
D

o
c
u

m
e

n
t
a

t
i
o

n
)
.
p

c
3

E3.01

PANEL 'DP1' DETAILS

DLE

RGP

SCALE: NONE

1

E3.01

ONE-LINE DIAGRAM

SCALE: NONE

2

E3.01

PANEL SCHEDULE - 'DP1'

Digitally Signed 12/01/2020



LEGEND

NO.
WATTS TYPE

REMARKSVOLTAGE

LAMPS

DESCRIPTIONTYPE

MANUFACTURER

HANGAR LIGHTING FIXTURE SCHEDULE

CATALOG NUMBER

MOUNTING

LIGHTING DESIGN CRITERIA:

1. RECOMMENDED MAINTAINED ILLUMINANCE TARGET SHALL

BE CATEGORY P 30 FOOTCANDLES, WITH 0.85 LIGHT LOSS

FACTOR, FOR SIMPLE INSPECTION.

2. SUBMIT PHOTOMETRIC CALCULATIONS FOR REVIEW AND

APPROVAL BY ENGINEER.

X EXIT SIGN

LITHONIA

LQM-S-W-3-R-120/277-ELN-SD

1 1

LED 120

B EXTERIOR LIGHTING

RAB LIGHTING

WPLED26/E/PCS

1 24

LED 120 WALL MOUNTED

WALL MOUNTED

ABOVE DOOR

1

2

3

4

5

6

7

8

9

10

11

12

13

14

D EXTERIOR LIGHTING

LITHONIA

CSXW-LED-30C-1000-40K-T4M-MVOLT-DDBXD

1 104

LED 120

WALL MOUNTED

ABOVE DOOR

1

2

3

4

5

6

7

2
7

1
2 5 7

1

3
4

6

HANGAR NOTES:

1. THE ELECTRICAL WORK SHALL BE PERFORMED IN ACCORDANCE

WITH NFPA 70 NATIONAL ELECTRICAL CODE, INCLUDING BUT NOT

LIMITED TO, NEC ARTICLE 513 - AIRCRAFT HANGARS.

2. ANY PIT OR DEPRESSION BELOW THE LEVEL OF THE HANGAR

FLOOR SHALL BE CLASSIFIED AS A CLASS I, DIVISION 1 OR ZONE 1

LOCATION THAT SHALL EXTEND UP TO SAID FLOOR LEVEL.

3. THE ENTIRE AREA OF THE HANGAR, INCLUDING ANY ADJACENT

AND COMMUNICATING AREAS NOT SUITABLY CUT OFF FROM THE

HANGAR, SHALL BE CLASSIFIED AS A CLASS I, DIVISION 2 OR ZONE

2 LOCATION UP TO A LEVEL 18 INCHES ABOVE THE FLOOR.

4. THE AREA WITHIN 5 FT HORIZONTALLY FROM THE AIRCRAFT

POWER PLANTS OR AIRCRAFT FUEL TANKS SHALL BE CLASSIFIED

AS A CLASS I, DIVISION 2 OR ZONE 2 LOCATION THAT SHALL

EXTEND UPWARD FROM THE FLOOR TO A LEVEL 5 FT ABOVE THE

UPPER SURFACE OF WINGS AND OF ENGINE ENCLOSURES.  FOR A

TYPICAL AIRCRAFT PARKING PATTERN APPLICATION, THE CLASS I

DIVISION 2 LOCATION SHALL EXTEND TO A LEVEL 14'-0" ABOVE THE

FINISHED FLOOR.

5. ARC-PRODUCING EQUIPMENT USED IN HANGARS MUST BE

DESIGNED TO PREVENT THE ESCAPE OF SPARKS.

6. EQUIPMENT LESS THAN 10 FT ABOVE THE WINGS AND ENGINE

ENCLOSURES OF AIRCRAFT THAT MAY PRODUCE ARCS, SPARKS,

OR PARTICLES OF HOT METAL, SUCH AS LAMPS AND

LAMPHOLDERS FOR FIXED LIGHTING, CUTOUTS, SWITCHES,

RECEPTACLES, CHARGING PANELS, GENERATORS, MOTORS, OR

OTHER EQUIPMENT HAVING MAKE-AND-BREAK OR SLIDING

CONTACTS, SHALL BE OF THE TOTALLY ENCLOSED TYPE OR

CONSTRUCTED SO AS TO PREVENT THE ESCAPE OF SPARKS OR

HOT METAL PARTICLES.

7. LIGHT FIXTURE "A" SHALL BE FULLY ENCLOSED TYPE LED FIXTURE

OR APPROVED EQUAL. THE FIXTURES SHALL BE 4'-0"LENGTH,

TOTALLY ENCLOSED DAMP OR WET LOCATION STYLE, LOW

TEMPERATURE CAPABILITY.  INSTALL LIGHT FIXTURES AS

INDICATED TO EVENLY ILLUMINATE THE HANGAR BAY.

8. CONDUITS LEAVING THE RECEPTACLE, LIGHT SWITCH, AND DOOR

CONTROLLER ENCLOSURE SHALL FIRST RISE VERTICALLY TO THE

CEILING PRIOR TO ANY HORIZONTAL RUNS.  THE INTENT IS TO

INSTALL ALL CONDUITS OUTSIDE THE CLASSIFIED HAZARDOUS

LOCATIONS.

9. ALL RECEPTACLES SHALL BE PIN AND SLEEVE STYLE.

KEYED NOTES:

ALL RECEPTACLES SHALL BE INSTALLED AT 4'-0" AFF WITHIN HANGAR BAY

(TYPICAL). FEED-THROUGH GFCI WIRING METHOD SHALL NOT BE USED.

RECEPTACLES  SHALL BE PIN AND SLEEVE STYLE.

TYPE A FIXTURES SHALL BE MOUNTED 24'-0" AFF, USING CONDUIT PENDANT

METHOD. CHAIN HANGING IS NOT ALLOWED (TYPICAL).

INSTALL NEW PANEL BOARDS, SPD'S, MAIN DISCONNECT AND ENCLOSURES

ON EXTERIOR WALL RACKS.

PROPOSED PEDESTRIAN DOOR LOCATION, COORDINATE FINAL LOCATION

WITH OWNER AND HANGAR MANUFACTURER.

NIGHT LIGHT UNSWITCHED LIGHT FIXTURE.

NEW OVERHEAD ELECTRIC SECONDARY SERVICE AND METER.

INSTALL NEW GROUNDING SYSTEM INCLUDING TWO GROUND RODS AND

CONNECTION TO BUILDING STEEL AND  TO REINFORCING STEEL IN

FOUNDATION PER NEC.

TYPE B FIXTURES SHALL BE MOUNTED ON BUILDING EXTERIOR WALL AT 9'-0"

AFF.

INSTALL NEW INTERIOR LIGHTING CONTROL STATION. CONNECT TO LC.

INSTALL NEW 120-277V/1P LOAD RATED WEATHERPROOF HEAVY-DUTY

TWIST-LOCK PHOTO ELECTRIC CELL (PEC)  WITH SURGE ARRESTOR FOR

CONTROL OF EXTERIOR LIGHTING, CIRCUIT DP1-5 AND DP1-10. MOUNT AT

ROOFLINE FACING NORTH. COORDINATE EXACT LOCATION WITH ENGINEER IN

FIELD PRIOR TO INSTALLATION.

INSTALL NEW GROUNDING RECEPTACLE. SEE SHEET E3.03 FOR DETAILS.

COORDINATE FINAL LOCATION WITH ENGINEER DURING FOUNDATION SHOP

DRAWING REVIEW. INTERCONNECT ALL RECEPTACLES USING #1/0 BARE

COPPER AND CONNECT BACK TO GROUNDING SYSTEM AT SERVICE.

INSTALL NEW FIRE EXTINGUISHER, CABINET AND DOUBLE-SIDED SIGN. SEE

SPECIFICATIONS FOR REQUIREMENTS.

CONNECT INTERIOR LIGHTING CIRCUITS AND TWO LIGHTING CONTROL

STATIONS TO LIGHTING CONTROLLER ADJACENT TO PANEL DP1.

TYPE D FIXTURES SHALL BE MOUNTED ON BUILDING EXTERIOR WALL AT 2'-6"

ABOVE TOP OF HANGAR DOOR. CONNECT TO CIRCUIT DP1-5 VIA PEC.

PROVIDE OVERRIDE OFF SWITCH ADJACENT TO PANEL "DP1".

INSTALL TYPE E FIXTURES AT MINIMUM 20'-0" AFG, ALL FIXTURES SHALL BE

AT EVEN BUILDING HEIGHT. CONTROL SHALL BE VIA PHOTOCELL ADJACENT

TO PANEL (TYPICAL).

FIXTURE SCHEDULE NOTES:

PROVIDE FIXTURE WITH INTEGRAL EMERGENCY BATTERY

UNIT, 90 MINUTE EMERGENCY OPERATION REQUIRED

WHERE SHOWN ON PLANS.

PROVIDE FIXTURE WITH WIDE LIGHTING DISTRIBUTION

AND SEMI-DIFFUSE ACRYLIC LENS.

PROVIDE FIXTURE WITH UNIVERSAL MOUNTING

HARDWARE. INSTALL FIXTURE FOR WALL OR CEILING

MOUNTING. PROVIDE FIXTURE WITH SINGLE OR DOUBLE

FACE AS INDICATED. IF SHOWN, PROVIDE ARROWS AND

INDICATED.

PROVIDE FIXTURE WITH SELF DIAGNOSTICS AND BATTERY

UNIT.

PROVIDE FIXTURE LISTED FOR DAMP LOCATION. SEE

PLANS FOR FIXTURES THAT ARE UNSWITCHED.

PROVIDE FIXTURE LISTED FOR WET LOCATION.

PROVIDE EACH FIXTURE WITH TWO CONDUIT PENDANT

STEMS AND TWO JUNCTION BOXES WITH SWIVEL

HANGER ADAPTER MOUNTING DEVICES. (TYPICAL)

PROVIDE ONE PHOTOCELL CONTROLLING ALL SIMILAR

FIXTURES, LOCATED NEAR PANELBOARD.

FIRE EXTINGUISHER CABINET

GROUND FAULT CURRENT INTERRUPTER

WEATHERPROOF

PHOTOELECTRIC CELL

FEC

GFCI

WP

PEC

A1

HANGAR LIGHTING

EMERGENCY/NIGHT LIGHT

LUX DYNAMICS

LUX-IK10-2-5-HO2-835-4-UX-WA4-GYM-DR-TOP-3/10-MH2P-NAT-EM10

2 183

LED 120 CONDUIT PENDANT

A
HANGAR LIGHTING

LUX DYNAMICS

LUX-IK10-2-5-HO2-835-4-UX-WA4-GYM-DR-TOP-3/10-MH2P-NAT

2 183

LED 120 CONDUIT PENDANT

SYMBOL

B

D

X

GFCI

A1AA

AA A A

A A A A

AAA1

R

R R

R

GFCI

GFCI
GFCI

DP1-4

DP1-3DP1-2

DP1-1

GFCI

GFCI

GFCI

X

B

WP/GFCI

DP1-6

DP1-7

DP1-8

LC

D
D

D

P
E

C

FEC

FEC

FEC

5

5

5

5

2

2

1

1

1

METER

3

4 8

6

7

9

10

11

11

11
11

12

12

12

14

14

14

2

2

WP/GFCI

WP/GFCI

X

B

4 8

N

O

R

T

H

DP1-5

B

8

4

8

E EXTERIOR LIGHTING

RAB

SLIM 62 N USA

1 62

LED 120-277

WALL MOUNTED

6
8E

E
E

E
E

DP1-9

15

15

X

B

4 8

F
E

C

12

6

A1

A1
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FIXTURE MOUNTING NOTES:

1. PROVIDE RIGID CONDUIT FOR MOUNTING OF FIXTURE. RIGID

CONDUIT WITHIN CORNER OF HANGAR BAY SHALL BE

MOUNTED AND SECURED TO BUILDING STRUCTURAL

COLUMN BENEATH ROOF. LIGHTING FIXTURES SHALL BE

MOUNTED 2' ABOVE ROOF SURFACE AND AIMED AS

DIRECTED BY ENGINEER. PROVIDE PIPE FLASHING TO SEAL

CONDUIT PENETRATION WATERTIGHT.

2. MOUNT FIXTURE SUPPORTS AND JUNCTION BOX ON SIDE OF

BUILDING STRUCTURAL COLUMN OPPOSITE FROM LIGHT

SWITCH AND MOTOR CONTROL STATION.

3. SUBMIT PRODUCT DATA AND SHOP DRAWINGS TO ENGINEER

FOR APPROVAL PRIOR TO WORK. MATERIALS SHALL HAVE A

20 YEAR WARRANTY AGAINST CRACKING OR BREAKING.

4. ROOF PENETRATIONS SHALL ONLY BE PERMITTED BETWEEN

ROOF RIBBING. IF RIBBING CREATES CONFLICT WITH

SECURING CONDUIT TO STRUCTURE, PROVIDE ADDITIONAL

CHANNEL STRUT TO OFFSET AND PROVIDE ROOF

PENETRATION BETWEEN RIBS.

5. ROOF PENETRATION SHALL BE MADE WITH A HOLE SAW.

COORDINATE WITH BUILDING/ROOFING CONTRACTOR PRIOR

TO INSTALLATION WORK.

2" GALVANIZED RIGID

STEEL CONDUIT

SILICONE BOOT TYPE, PIPE FLASHING WITH BASE

ALUMINUM BAND SECURELY ATTACHED TO ROOF

PANEL, SIZED FOR SPECIFIED CONDUIT

BRANCH CIRCUIT CONDUIT

SIDE ENTRY REQUIRED

JUNCTION BOX WITH

DRAIN FITTING REQUIRED

TYPE "D" LIGHT FIXTURE,

POST TOP MOUNTED

ROOF RIBBIING

HOT-DIPPED GALVANIZED STEEL CHANNEL

STRUT WITH STAINLESS STEEL MOUNTING

HARDWARE, MINIMUM 4 SECURE VERTICAL

ANCHOR ATTACHMENTS TO BUILDING

COLUMN REQUIRED

RED PRIMED BUILDING COLUMN

3" DIAMETER

3
 
1
/
2
"

3
/
4
"

BRASS PIN

HANGAR FLOOR

3/4"X10'-0" COPPERCLAD

STEEL GROUND ROD

MOLD TYPE FGRGO (CABLE OVER

TOP) OR TYPE FGRFD (DEAD END

CABLE) AS REQUIRED

INTERCONNECT ALL GROUNDING

RECEPTACLES WITH #1/0 BARE COPPER AND

CONNECT BACK TO GROUNDING SYSTEM

3/4" N.C. THREAD

CAST BRONZE HOUSING

NO. 10 BRASS BALL CHAIN

HARGER LIGHTNING

PROTECTION INC. MODEL SGRX,

UL LISTED 96 AIRCRAFT

GROUNDING RECEPTACLE, OR

APPROVED EQUAL

FRICTION FIT CAST

BRONZE COVER

CAUTION BURIED ELECTRIC LINE BELOW

3
"

NOTES:

1. POWER MARKING TAPES SHALL BE DETECTABLE TYPE CONSTRUCTION WITH

RED BACKGROUND AND BLACK LETTERING.

2. TAPE SHALL BE DETECTABLE, DURABLE, HIGHLY VISIBLE, RESISTANT TO

ELEMENTS, MEETING AND / OR EXCEEDING ALL INDUSTRY STANDARDS.

3. PROVIDE TAPE FOR NEW ELECTRIC UTILITY SERVICE CONDUITS / DUCTS AS

REQUIRED BY THE UTILITY.

NOTES:

1. INDOOR DRY LOCATIONS: UTILIZE HOT-DIPPED

GALVANIZED STEEL CHANNEL STRUT.

2. OUTDOORS AND INDOOR WET OR DAMP LOCATIONS:

UTILIZE STAINLESS STEEL CHANNEL STRUT.

3. SINGLE CONDUIT SHOWN, SIMILAR FOR MULTIPLE

CONDUITS.

4. SIMILAR FOR ALL ELECTRICAL ENCLOSURES AND

PANELS.

5. PROVIDE END CAPS ON CHANNEL STRUT.

CONDUIT CLAMP

(SEE SPECIFICATIONS)

STEEL CHANNEL STRUT

WITH STAINLESS STEEL

HARDWARE

METAL WALL

MOUNT EQUIPMENT IN

ACCORDANCE WITH

MANUFACTURER'S

RECOMMENDATIONS

STEEL CHANNEL STRUT

WITH STAINLESS STEEL

HARDWARE

JUNCTION BOX

METAL WALL

MOUNT EQUIPMENT IN

ACCORDANCE WITH

MANUFACTURER'S

RECOMMENDATIONS
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E3.03

ELECTRICAL DETAILS I

DLE

RGP

SCALE: NONE

2

E3.03

UNDERGROUND DETECTABLE WARNING TAPE

SCALE: NONE

1

E3.03

TYPICAL EXTERIOR FIXTURE MOUNTING DETAIL

SCALE: NONE

3

E3.03

BOX HANGAR GROUNDING RECEPTACLE DETAIL

SCALE: NONE

4

E3.03

CONDUIT AND J-BOX SUPPORT DETAILS FOR METAL WALLS
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IBT

NOTES:

1. ALL SERVICE, FEEDER,

AND BRANCH CIRCUIT

CONDUITS SHALL BE

GROUNDED ON BOTH

ENDS.

PANEL FRONT VIEW

PANEL "DP1"

240/120 VOLT, 1Ø, 3W

100A/3P MCB

22kAIC RATING

FED FROM MAIN SERVICE

DISCONNECT - MS HANGAR D

ARC FLASH BOUNDARY, SHOCK HAZARD,

AND PPE REQUIREMENT WARNING SIGN PER

NEC AND NFPA 70E

TWO 3/4" X 10'-0" COPPERCLAD

GROUND RODS (TYPICAL)

INTERSYSTEM BONDING

TERMINATION DEVICE, MOUNTED ON

BACKBOARD

GROUNDING ELECTRODE CONDUCTOR

TO BUILDING STEEL GROUNDING

ELECTRODE, SIZED IN ACCORDANCE

WITH NEC TABLE 250.66, MINIMUM #6

CONDUITS (TYP.)

3
"
 
M

I
N

.

6" MIN.

GENERAL NOTES:

1. INSTALL ALL NAMEPLATES AND WARNING SIGNS IN ACCORDANCE

WITH NEC AND NFPA 70E REQUIREMENTS.

2. INSTALL NAMEPLATES AND WARNING SIGNS ON ALL ELECTRICAL

EQUIPMENT, INCLUDING BUT NOT LIMITED TO, SWITCHBOARDS,

PANELBOARDS, TRANSFORMERS, SWITCHES, CONTROL PANELS,

AND MOTOR CONTROL CENTERS.

3. EXTERIOR EQUIPMENT SHALL HAVE WEATHER-RESISTANT,

NON-FADING NAMEPLATES AND SIGNAGE.

4. REFER TO SPECIFICATIONS FOR ADDITIONAL NAMEPLATE AND

SIGNAGE REQUIREMENTS.

SEALING LOCKNUT, O-Z /

GEDNEY SLG-100S OR

EQUAL (SIZE PER CONDUIT)

EQUIPMENT NAMEPLATE NOTES:

1. INSTALL 2-PLEX ACRYLIC, WHITE ON BLACK CORE, MULTIPLE

LINES TEXT, CUSTOM ENGRAVED NAME PLATES.

2. MOUNT WITH STAINLESS STEEL SCREWS.

3. SEAL SCREW HOLES WITH SILICONE RUBBER.

4. NAMEPLATE INFORMATION SHALL INCLUDE:

A. IDENTIFICATION NAME

B. VOLTAGE SYSTEM

C. AMPACITY RATING AND TYPE

D. EQUIPMENT AIC RATING

E. FEEDER DESCRIPTION

MAIN BONDING JUMPER, SIZED IN

ACCORDANCE WITH NEC ARTICLE

250.102, MINIMUM #6

3/8" MINIMUM HIGH LETTERING FOR

EQUIPMENT NAME

1/4" MINIMUM HIGH LETTERING FOR

OTHER TEXT LINES

CONDUCTOR COLOR CODING

IDENTIFICATION NAMEPLATE PER

NEC ARTICLES 200.6, 210.5 AND

215.12; VERIFY IDENTIFICATION

SCHEME WITH AHJ AND ENGINEER

FOR SERVICE EQUIPMENT ONLY, AVAILABLE

FAULT CURRENT SIGN INCLUDING DATE

CALCULATED, PER NEC ARTICLE 110.24 (THIS IS

CALCULATED VALUE, NOT EQUIPMENT RATING)

ARC FLASH HAZARD WARNING SIGN PER

NEC ARTICLE 110.16 AND NFPA 70E

BY VOLTAGE SYSTEM TYPE, WHEN

REQUIRED, PROVIDE HIGH-LEG

IDENTIFICATION SIGN OR UNGROUNDED

SYSTEM SIGN BY NEC ARTICLE 408.3(F)

EQUIPMENT NAMEPLATE PER

DETAIL AND NEC

SERVICE ENTRANCE DISCONNECT

EQUIPMENT

EXOTHERMIC WELDS (TYP.)

#1/0 AWG COPPER GROUND

GROUNDING ELECTRODE

CONDUCTOR SIZED IN

ACCORDANCE WITH NEC

TABLE 250.66, MINIMUM #6

EQUIPMENT BONDING JUMPER,

SIZED IN ACCORDANCE WITH NEC

ARTICLE 250.102, MINIMUM #6

GROUND

BUS

GROUND LUG

GROUNDING ELECTRODE CONDUCTOR

TO CONCRETE ENCASED ELECTRODE,

SIZED IN ACCORDANCE WITH NEC

TABLE 250.66, MINIMUM #6

ENCLOSURE (TYP.)

GROUNDING ELECTRODE

CONDUCTOR TO GROUNDING
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